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PREFACE. 



The rapid spread of the Laboratory System of teaching Physics, 
both ill this country and abroad, seems to render imperative the 
demand for a special text-book, to be used by the student. To 
meet tbis want the present work liaa been prepared, based on 
the experience gained in the Massachusetts Institute of Technol- 
ogy during the past four years. The preliminary chapter is 
devoted to general methods of inTestigation, and the more com- 
mon applications of the mathematics to the discussion of results. 
The graphical method does not seem to hare attracted the atten- 
tion it deserves ; it is accordingly compared here with the 
analytical method. Some new developments of it are moreover 
inserted. It is of fundamental importance that the student shonld 
clearly understand how to deal with his observations, and reduce 
them, and that he should be familiar with the various kinds of 
eri'ors present in all physical experiments. A short description is 
also given of the vaiious methods of measuring distances, time 
and weights, which, in fact, form the basis of all physical inves- 
tisration. This chapter is intended as the ground-work of a short 
couree of lectures, given to the students before they begin their 
work 111 the laboratory. It should be so far extended by the 
instructor, as i.O render them familiar with the general principles 
on whicii all physical instruments are constructed, thus greatly 
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aiding them when they have occasion to devise ! 
their own work. 

The remainder of the volume is devoted to a series of experi- 
ments which it is intended that the student shall perform in the 
laboratory. Each experiment is divided into two parts ; the first 
called Apparatus, giving a description of the instraments re- 
quired, and designed to aid the instructor in preparing the labora^ 
tory for the class. The student should read this over, and with it 
the second part, entitled Experiment, which explains in detail 
what he is to do. 

Perhaps the greatest advantage to be derived from a coarse of 
physical manipulation, is the means it afibrds of teaching a student 
to think for himself. This should be encouraged by allowing him 
to carry out any ideas that may occur to him, and so fer as possible 
devise and construct, with his own hands, the apparatus needed. 
Many such investigations ai-e suggested in connection with some of 
the experiments, for instance Nos. 13, 37, 48, 69, 77, 93 and others. 
To aid in this work, a room adjoining the laboratory should be fit- 
ted up with a lathe and tools for working in metals and wood, as 
most excellent results may sometimes be attained at very small 
expense, by apparatus thus constructed by students. 

The method of conducting a Physical L^iboratory, for which this 
book is especially designed, and which has been in daily use with 
entire success at the Institute, is as follows. Each experiment is 
assigned to a table, on which the necessary apparatus is kept, and 
where it is always used. A board called an indicator is hung on 
the wall of the room, and carries two sets of cards opposite each 
other, one bearing the names of the experiments, the other those 
of the students. When the class enters the laboratory, each 
member goes to the indicator, sees what experiment is assigned 
to him, then to the proper table where be finds the instruments 
required, and by the aid of the book performs the experiment. 
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Any additional directions needed are written on a card also placed 
on the table. As soon as the experiment is completed, he reports 
the results to the instructor, who furnishes him with a piece of 
paper divided into squares if a curve is to be constructed, or with 
a blank to be filled ont, when single raeasurements only have been 
taken. In either case a blank form is supplied, as a copy. New 
work is then assigned to him by merely moving his card opposite 
any unoccupied experiment. By following this plan an instructor 
can readily superintend classes of about twenty at a time, and is 
free to pass continually from one to another, answering questions 
and seeing that no mistakes are made. He can also select such ex- 
periments as are suited to the requirements or ability of each stu- 
dent, the order in which they are performed being of little impor- 
tance, aa the class is supposed to have previously attained a 
moderate fimiliarity with the general principles of physics. More- 
over, the apparatus never being moved, the danger of injury or 
breakage is thus greatly lessened and much time is saved. To 
avoid delay, the number of CKperiments ready at any time should 
be greater than that of the students, and the easier ones should be 
gradually replaced by those of greater dilBeulty. 

Among these experiments several novelties, here published for 
the fii'st time, have been introduced. For instance, the apparatus 
for ruling scales, p. 59, the photometers, pp. 132 and 184, and the 
polarimeter, p. 221. It is also believed that the directions for 
■wei-i-hing, p. 47, and the adjustments for the optical circle, p. 142, if 
not new, at least present the subject in a more concise and practi- 
cal form than that commonly given. In fact it has been the 
object throughout to give definite directions, so far as possible, as 
if addressing the student in person. English weights and measures 
are occasionally used as well as French to familiarize the student 
with both systems, as in many of the practical applications of phys- 
ics the general prevalence of the foot and pound as units seems 
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Vlll PREFACE. 

to render premature the exclusive introduction of the metric sys- 
tem. The second volume of this work, including Heat, Electric- 
ity, a list of books of reference, and other matters of general 
interest to the physicist, will be issued at as early a date as pos- 
sible. 

It is difficult to give credit for all the aid rendered in preparing 
this work, as the author has for years made it a practice to collect 
for it information from all available sources. He is much indebted 
to Mr. Alvan Clark for the method of testing telescope lenses, and 
to Prof F. E. Stimpsun for advice and aid on photometry and 
other matters. The course in photography is essentially that 
given by Mr, Whipple to the students at the Institute. His 
especial thanks ai'e due to his friend Prof. Cross, whose careiul 
examination of the proof sheets, and whose excellent judgment 
has been of great assistance. Finally, if this volume, notwith- 
standing its shortcomings, aids in any way those engaged in 
physical investigations, either the student in the laboratory or the 
amateur experimenter, the object of the author will have been 
accomplished. 

E. C. P. 

April 2Stk, 1S7Z. 
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GENERAL METHODS 



PHYSICAL INVESTIGATION. 



The object of all Physical Investigation is to determine the 
effects of certain natural forces, such aa gravity, cohesion, heat, 
light and electricity. For this purpose we subject various bodies 
to the action of these forces, aod note under what circumstances 
the desired effect is produced ; this is called an experiment. In- 
vestigations may be of several kinds. First, we may simply wish 
to know whether a certain effect can be produced, and if so, what 
are the necessary conditions. To take a familiar example, we find 
that water when heated boils, and that this result is attained 
whether the heat Is caused by burning coal, wood or gas, or by 
concentrating the sun's rays ; also whether the water is contained 
in a vessel of metal or glass, and finally that the same effect 
may be jiroduced with almost all other liquids. Such work is 
called Qualitative, since no measurements are needed, but only to 
detennine the quality or kind of conditions necessaiy for its fulfil- 
ment. Secondly, we may wish to know the magnitude of the force 
required, or the temperature necessary to produce ebullition. 
This wo should find to be about 100° C. or 212° F., but varying 
slightly with the nature of the vessel and the pressure of the air. 
Thirdly, we often find two quantities so related that any change 
in one produces a corresponding change in the other, and we may 
wish to find the law by which we can compute the second, having 
given any value of the first. Thus by changing the pressure to 
which the water is subjected, we may alter the temperature of 
boiling, and to determine the law by which these two quantities 
are connected, hundreds of experiments have been made by physi- 
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dsts in all parts of the woild. The last two claases of experi- 
ment are called Quantitative, since accurate measurements must 
be made of the quantity or magnitude of the forces iiivolve(5. 
Most of the following experiments are of thia nature, since they 
require more skill in their performance, and we can test with more 
certainty how accurately they have been done. Having obtained 
a number of measurements, we next proceed to discuss them by 
the aid of the mathematical principles described below, and finally 
to draw our conclusions fix»m them. It is by this method that the 
■whole science of Physics has been built up step by step. 

Errors. In comparing a number of measurements of the same 
quantity, we always find that they differ slightly from one another, 
however carefully they may be made, owing to the imperfection of 
all human instruments, and of our own senses. These dei-iations 
or errors must not be confounded with mistakes, or observations 
where a number is recorded incorrectly, or the experiment improp- 
erly performed; such results must be entirely rejected, and not 
taken into consideration in drawing our conclusions. 

If we knew the true value, and subtracted it ffom each of our 
measurements, the difiercnces would be the errors, and these may 
be divided into two kinds. We have first, constant errors, such as 
a wrong length of our scale, incorrect rate of our clock, or natural 
tendency of the observer to always estimate certain quantities too 
great, and others too small. When we change our variables 
these errors often alter also, but generally according to some defi- 
nite law. When they alternately increase and diminish the result 
at regular intervals they are caOed periodic errors. If we know 
their magnitude they do no hann, since we can allow for them, 
and thus obtain a value as accurate as if they did not exist. Tlie 
second class of errors are those which are due to looseness of the 
joints of our instruments, impossibility of reading very small dis- 
tances by the eye, &c., which sometimes render the result too large, 
sometimes too small. They ai'e called- accidental erroi-s, and are 
unavoidable; they must be carefully distinguished from the mis- 
takes referred to above. 

Analytical and Graphical Methods. There are two ways of 
discussing the results of our experiments mathematically. By the 
first, or Analytical Method, we represent each quantity by a letter. 
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AUALTTICAL METHOD. 3 

and then by means of algebraic methods and the calculus draw 
our conclusions. By the Graphical Method quantities are repre- 
sented by lines or distances, and are then treated geometrically. 

The former method is the most accurate, and would generally 
be the best, were it not for the accidental errors, and were all 
physical laws represented by simple equations. The Graphical 
Method has, however, the advantage of quickness, and of enabling 
as to see at a glance the accuracy of our results. 

ANALYTICAL METHOD. 

Mean. Suppose we have a number of observations, A,, A^, A^, 
.^4 , &Ct differing from one another only by the accidental errors, 
and we wish to find what value A is most likely to be correct. If 
A was the true value, A-^ — A, A^ — A, &c., would be the errors 
of each observation, and it is proved by the Theory of Probabil- 
ities that the most probable value of A is that which makes the 
sum of the squares of the errors a minimum. Also that this prop- 
erty is possessed by the arithmetical mean. Hence, when we 
have n such observations, we take A — (^, + ^^ + ^ + &o.) -=- n, 
or divide their sum by tk Thus the mean of 32, 33, 31, 30, 34, is 
160 -T- 5 ^ 32. It is often more convenient to subtract some even 
number from all the observations, and add it to the mean of the re- 
mainder; thus, to find the mean of 1582, 1581, 1583, 1581, 1582, 
subtract 1580 fi'om each, and we have the remainders 2, 1, 3, 1, 2. 
Their mean is 9 v- 5 = 1.8, which added to 1580 gives 1581.8. 
Where many numbers are to be added, Webb's Adder may be 
used with advantage. 

ProhahU Error. Having by the method just given, found the 
most probable value of A, we next wish to know how much reli- 
ance we may place on it. If it is just an even chance that the 
true value is greater or less than A \>j E, then E'\% called its 
probable error. To find this quantity, subtract the mean from 
each of the observed values, and place A^ — A ■=■ ey., A^ — A 
= ftj, &c. Now the theory of probabilities shows that E — 
.GTv'e,^ + e} + &c., -^ n, from which we can compute E in any 
special case. As an example, suppose we have measured the 
height of the barometer twenty-five times, and find the mean 
29.526 with a probable error of .001 inches. Then it is an even 
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4 FROBABLE EBKOR. 

cbance that the true reading is more than 29.525, and less than 
29.527, Now let ua suppose th tt some other day we make a single 
reading, and wish to know its prohable error The theory cf 
prohabilities shows that the accuracy is proportional to the squaie 
root of the number of ob9er\ ation-fl, or that the mean of four, la 
only twice as accurate as a single reading the mem of a hundred, 
ten times as accunte as ont. Hence m our examf le we have 
1 : v'25 — .001 : 005 the pirbible erroi ot i single le-idmg. 
Substituting in the formuli, \^e hTt e the ; robib le eiroi ot a single 
reading, M' = SX ^n = .67^e,- + e,- + &c. — ^n. It is gene- 
rally best to compute E' as well as E, and thus Jeam how much 
dependence can be placed on a single reading of our instrument. 

Weights. We have assumed in the above paragi-aph that all 
onr observations are subject to .the same errora, and hence are 
equally reliable. Frequently various methods are used to obtain 
the same i-esult, and some being more accurate than others are said 
to have greater weight. A%sia, if one was obtained aa the mean 
of two, and the second of three similar observations, their weights 
would be proportional to these numbers, and the simplest way to 
allow for the weights of observations is to assume that each is 
duplicated a number of times proportional to its weight. From 
this statement it evidently follows that instead of the mean of a 
series of measurements, we should multiply each by its weight, 
and divide by the sum of the weights. Callmg ^, , -^j , &c., the 
measurements, and wj , Mj , &c., their weights, the best value to use 
wUl he ^ = {Ai Wy + ^3 Wa 4- &c.) -^ (w, + Wi + &c.). We may 
always compute the weight of a series of n observations, if we 
know the errora 61,^2, &g., using the formula w = n-T- 2(e|' + ^a^ + 
ei + &c.). Substituting this value m the equation for probable en'or, 
we deduce E = All 4- ■ynw if all the observations have the 
same weight, or E= All ^ ^ w, + w, + ifcc, if their weights are 
Wi , M3 , &c. 

Frohable Error of Two or More Variables. Suppose we have 
a number of observations of several qnantities, x, y, z, and know 
that they are so connected that we shall always have = 1 + aai 
-{-by + cz. If the first term of the equation does not equal 1, we 
may make it iso, by dividing each term by it. Call the various 
values X assumes of, ic", ib"', those of y, y', y", y"', and those 
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of 3, s', 2", z"', and so on for any other variables which may enter. 
If we have more observations than variables, it will not in general 
be possible to find any values oi a,b aod c which will satisfy them 
ail, but we shall always find tlie left hand side of our equation 
instead of being zero will become some small quantity, e', e", e"', so 
that we shall have : — 

e' ^ 1 + ffic' +5/ -I- cz', 
e" =1 + ax" + by" + cz", 
e'" = 1 + ax"' + by"' + cz"', 
and so on, one equation con-esponding to each observation. These 
are called equations of condition. Now we wish to know what 
are the most probable values of a, 6 and c, that ia, those which will 
make the erroi-s e', e", e"', as small as possible. As before, we must 
have the sum of the squares of the errors a minimum. We there- 
fore square each equation of condition, and take then- sum ; differ- 
entiate this with regard to a, ft and c, successively, and place each 
differential coefficient equal to zero. These last are called normal 
eguations, and coreespond to each of the quantities a, b and c, re- 
spectively. The practical rule for obtaining the normal equations 
is as follows : — Muitiply each equation of condition by its value 
of X (or coefficient of a), take their sum and equate it to zero. 
Thus x'(l -f- oa;' + 5j/' + c/) + «"(! + ax" + by" + 02") + &c. 
= 0, is the first normal equation. Do the same with regard to y, 
and each other variable in turn. We thus obtain as many equations 
as there are quantities tt, 6 and c to be determined. Solving tbem 
with i-egard to these last quantities, and substituting in the original 
formula — l+ax + by+cs,w6 have the desired equation. 

As an example, suppose we have the three points, Fig, 1, whose 
coQrdinates are x' = l,y' = l,ie" = 2, y" = 2, a^" = 3, y"' = 4, 
and we wish to pass a straight line as nearly as possible through 
them all We have for our equations of condi- 
tions : = 1+ a + b, = 1 + 2a + 2b, = 
1 + Ba -\- ib. Applying our rule, we multiply 
the first equation by 1, the second by 2, and the 
third by 3, the three values of x, and take their 
sum, which gives 1 + a + b + 2 + ia + 4b + 3 
+ 9a + 126 = 6 + 14a + 175=0. For our sec- 
ond normal equation we multiply by 1, 2 and 4, 
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a CKITERIOM. 

respectively, and obtain in the same way 7 + 17a + 21b = 0. 
Solving, we find a ^^ — 1.4, b ^ .8, and substituting in our original 
equation — 1 + oa; + 5j/, we have = 1 — 1.43! + .8y, or y = 
1.75a: — 1.25. Constructing the line thus found, we obtain MJV, 
Fig, 1, which will be seen to agree very well with our original 
conditions. 

For a ftiller description of the various applications of the Theory 
of Probabilities to the discussion of observations, the reader is re- 
ferred to the following works. Jifethode des Moindres Carries par 
Ch. Fr. Oauss, trad, par J. Mertrand, Paris, 1855, Walson^s 
A^Wonomy, 360, Chauwnet^a Astronomy, II, 500, and Todhunt- 
er^s History of the Theory of Probabilities. A good brief de- 
scription is given in I>avies' and Peck's Math. Diet., 454, 536 and 
590, also in Mayer's lecture Notes on Physics, 29. 

Peirce's Criterion. It has already been stated that all observa- 
tions affected by errors not accidental, or mistakes, should be at 
once rejected. But it is generally difficult to detect them, and 
hence various Criteria have been suggested to enable us to decide 
whether t) reject an observation which appears to difter consid- 
erably fi-om tJie rest One of the best known of these is Peirce's 
Criterion, whiLh miybo defined as follo^\s — The fiopcsed ob- 
servations should bo reiected when the piobabditj oi the system 
of errors obtained by reUming them is less than thit of the system 
of errors obtamei by their rejection multiplie 1 by the probability 
of making 80 many in d no moie aboormal observations Or, to 
put it in a simpler but less accurate foi-ra reject iny <>servations 
which increase the } robable error, illo«ing foi the chances of 
making so many and no moie enoneous me I'lureraents Without 
this last clause wc might icject all but one nhen the probable 
error by the formula would become zero, bee Gould's Astron. 
Joum., 1852, II, 161; IV, 81, 137, 145. 

Another criterioa has been proposed by Chauvenet, which, 
though less accurate than the above, is much more easily applied. 
It is fully described in TPafson's Astronomy, 410. 

Differences. To determine the law by which a change in any 
quantity A alters a second quantity B, we frequently measure B 
when A is allowed to alter continually by equal amounts. Thus 
in the example of the boiling of water, we measure the pressure 
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INTERPOLATION, t 

corresponding to temperaturea of 0°, 10°, 20°, 30", &c Writing 
these numbers in a table, by placing the vatious Tallies of A in 
the first column, those of -B in 
the second, we form a third 
column, in which each term ia 
found by subtracting the value 
of Ji from that preceding it; 
the remainders are called the 
lirst differences D'. In the 
same way we obtain the sec- 
ond differences J>", by sub- 
tracting eaeh first difference 
from that which follows it, and so on. 

Interpolation. One of the most oommon applications of differ- 
ences ia to determine the value of JB for any intermediate value 
of A. This is done by the formula, 
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3^B^ + nI)J + 'l 



1.2.3 

in which .B„ is the measurement next preceding _B ; DJ, J>^', 
J)^", the 1st, 2d, 3d, differences, and n a fraction equal to {A — 
_4^j _i- (^„^i — A^), in which A, A^ correspond to B, B^, and 
.4„^.l is the next term of the 
seiies to A^. The uao of this 
formula is best shown by an 
example. Suppose, from the 
aceompanying table, we wish 
to find the value of B corre- 
sponding to J. = 12.5. "We 
have B^ = 1728, JD^' = 469, 
D„" = 78, J>^"' = &,A„ = 
1% A^^i= 13, ^ = 12,5 
and n = (12.5 — 12) -^ (13 
— 12) = .5. Hence, 



A. 


B. 


Jr. 


D". 


D'". D-: 


10 


1000 


+ 331 






11 


1331 


+ 397 


+ 66 


+ G 


^■^ 






+ 72 









+ 4.;u 




+ 6 




2197 




+ ;» 








+ 547 




+ 6 


14 


2744 


+ 631 


+ «4 


+ 6 


15 
16 


3375 
4096 


+ 721 







= 1728 + .6(469) + 



■5(— 5), 



(78) + ■. 



1. 2. 3 ^ ' ' ' 
S = 1728 + 234.5 — 9.75 + .375 + = 1953.125. 
In this particular ease B is always tlie cube of A^ and it may be 
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INVERSE INTERPOLATION. 

eeen that oar formula gives an exact result. The reason is tliat 
the 4tli, and all following differences, equal zero. 
^ Inverse Interpolation. Next suppose that in the above example 
•We desired the value of A for some given value of B, as £'; that 
is, in the equation, 

-B' = -B. + »J.' + "'"^-'> .0."+ "("-')(^-^) i)„-+fe 

we wish to find n. Evidently it is impossible to determine this 
exactly, but an approximate value may be found by the method 
of successive corrections. Heglect all terms after the third, and 
deduce n from the equation, 

which is a simple quadratic equation. Substitute this value of n 
in the terms we have neglected, and call the result N, then 

^ ^ S„ + nD,: -f- "^"^~ ^^ DJ- + a; 

from which again we may deduce a more accui-ate valne of n. 
This again gives a new value of If, and by continuing this process 
we finally deduce n with any required degree of accuracy. 

It is sometimes more convenient to neglect the third tei-m, and 
deduce n from the equation B' := B^ -}" ".^m'l which saves solv- 
ing a quadratic equation, but requires more approximations. The 
values of n(n — 1) H- 1. 2, n{n — I) (« _ 2) -^ 1. 2. 3, &c., may 
be more re.idily obtained from Interpolation tables than by compu- 
tation. A good explanation of this subject is given in the .^ssm- 
rance Magazine, XI, 61, XI, 301, and XII, 136, by Woolhouse. 

When the terms are not equidistant the method of interpolation 
by differences cannot be applied. In this case, if we wish to find 
values of B con-esponding to known values of A, we assume the 
equation, B = a-\-bA-\- cA^ + dA^ -J- tfec^ and see what values 
of a, 5, c, &c., will best satisfy these equations. K we have a 
great many corresponding values of A and B, the methoii of least 
squares should be apphed. In general, however, it is much more 
convenient to solve this problem by the Graphical Method de- 
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NUMERICAL COMPUTATION. ^ 

scribed below. See Cauchy's Calculus, I, 513, and an article in 
t\i&Connaissance des Temps, for 1852, by YiUarceau. 

Mtmerical Computation. Where much arithmetical work is 
necessary to reduce a series of observations, a great saving of time 
is effected by making the computation in a systematic form. In 
general, measurements of the same qu;intity should be written in a 
column, one below the other, instead of on the same line, and 
plenty of room should always be allowed on the papei-. When 
the same computations must be made for several values of one of 
the variables, instead of completing one before beginning the 
next, it is better to carry all on together, as in the following 
example. Suppose, as in the experiment of the Universal Joint, 
we wish to compute the \alues of b in the formuhi, tan b = co& A 
tan a, in which A = 45°, and a in turn 5", 10°, 1"", &c. Con- 
struct a table thus: — 





no 




9.21 G3-2 


9.42805 


9.56107 


9.66867 


9.76144 


{:=.;. 






9.84948 


9.84948 


9.84948 


9.S4948 


9.84948 






8.79U3 


9.09580 


9.27753 


9.41055 


9.41815 


9.61092 


"% 






7° 6' 


10° 44' 


140 26- 


14" 41' 





In the fii-st line wilte the various values of a, in the second the 
corresponding values of its log tan, and so on throughout the com- 
putation. An error is purposely committed in the above table to 
show how easily it may be detected. It will be noticed that 
the values of 6 increase pretty regulariy, except that when a = 25°, 
and that this is but little gi'eater than that cori-esponding toa = 
20°. Following the column up we find that tbe same is the case for 
log tan b but not for log tan a, hence the en'or is between the two. 
In fact, in the addition of the logarithms we took 6 and 4 equal 
to 10, and omitted to carry the 1 ; log tan 5 then really equals 
9.51815, and b = 18" 15'. If the error is not found at once this 
value of b should be recomputed. Besides these advantages, this 
method is much quicker and less laborious. When we have to 
multiply, or divide by, the same number A a great many times, it 
is often shorter to obtain at once lA,2A,SA,iA,&c., and use 
these numbers instead of making the multiplication each time. 
This is useful in reducing metres to inches, &c. There are many 
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10 SIGNIFICANT FIGURES. 

Other arithmetical devices, but their consideratioE would lead us 
too far from our eabject. 

Signijicant Figures. On f th m st common mistalies in 
reducing observations is t t m decimal placea than the 
experiment wnrrants. Fo t pfose we are measuring a 

distance with a scale of m 11 m t s d lividing them into tenths 
by the eye, we find it 32.7 m N w t reduce it to inches we 
have 1 metre = 39.37 in., bence 32.7 mm. = 1.287399. But it is 
absurd to reUin the last three figures, since in our original meas- 
urement, as we only read to tenths of a millimetre, we are always 
liable to an error of one half this amount, or .002 of an inch. 
Then we merely know that our distance lies between 1.2894 and 
1,2854 inches, showing that even the thousandths ax& doubtful. It 
is worse than useless to retain more figures, since they might mis- 
lead a reader by making him think greater accuracy of measure- 
ment had been attained. 

If we are sure that our errors do not exceed one per cent, of the 
quantity measured, we say that we have two significant figures, if 
one tenth of a per cent, three, if one hundredth, four. Thus in the 
example given above, if we ai-e sure the distance is neai-er 32.7 
than 32.8 or 32,6, we have three significant figures, and it would 
be the same if the number was 327,000, or .00327. In general, 
count the figures, after cutting off the zeros at either end, unless 
they ai'e obtained by the measurement; thus 300,000 has three sig- 
nificant figui-es if we know that it is more correct than 301,000 or 
299,000. In reducing results we should never retain but one more 
significant figure than has been obtained in the first measurement, 
and must remember that the last of these figures is sometimes 
liable to an eri-or of several imits, 

Succeasiva Approximations. This method is also known as 
that of trial and error. It consists in assuming an approximate 
value of the magnitude to be constructed, measuring the error, 
con-ecting by this amount as neariy as we can, measuring again, 
and so on, until the error is too small to do any harm. As an 
example, suppose we wish to cut a plate of brass so that its weight 
shall be precisely 100 grammes. We first cut a piece somewhat 
too large, weigh it and measure its area. If its thickness and 
density were perfectly uniform we eould at once, by the rule of 
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GRAPHICAL METHOD. 11 

three, determine the exact amount to be cut ofil As, however, it 
will not do to make it too light, we cut off a somewhat less quan- 
tity and weigh again ; by a few repetitions of this process we may 
reduce the error to a very small amount. 

This method is sometimes the only one available, but it should 
not ho too generally used, as it encourages guessing at results, and 
tends to destroy habits of aocui-acy. 

GKAPHICAL METHOD, 

Suppose that we have any two quantities, x and y, so connected 
that a change in one altere the other. Then we may construct a 
curve, in which abscissas represent various values of a, and ordi- 
nates the corresponding values of y. TLas suppose we know that 
y is always equal to twice x. Take a piece of paper divided into 
squares by equidisUnt vertical and horizontal hnes. Select one of 
each of these lines to start from. The vertical one is called the 
axis of T; the other the axis of X, and their intersection, the ori- 
^n. Make x = \,y will equal 2, since it is double k; now con- 
struct a point distant 1 space from the origin horizontally, and 2 
vertically. Make a: = 2, y = 4, and we have a second point; 
y. = _1, ^ves y = —2, &c., and a; = 0, gives y =^ 0. Connecting 
these points we get a straight line pasang through the origin, as is 
evident by analytical geometry from its equation, y — 2a!. Again, 
let y always equal the square of x, and we have the cowespondbg 
v'JdM^.^iP = 0, 2/ = 0; K = I, y ^ 1 ; a; =- -1, j/ = 1 ;^ a; = 2, 
y= 4; connectiiig aH the points thus found we obtain a par- 
abola with its apex at the origin, and tangent to the axis of X. 
As another example, suppose we have made a series of experiments 
on the volumes of a given amount of air corresponding to different 
pressures. Construct points making horizontal distances volumes, 
and vertical distances pressures. It will be found that a smooth 
curve drawn through these points approaches closely to an equi- 
lateral hyperbola with the two axes as asymptotes. Now this 
curve has the equation a;?/ — o, or y — a -r a;, th it is, the volume 
is inversely proportional to the pressure, which ib Manotte's liw. 
Owing to the accidental errors the points will not ill he on the 
curve, hut some will be above it and others below , and this w ill be 
true however many points may be observed. 
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INTERPOLATION. 



In general, then, after observing any two quantities, A and £, 
construct points such that their ordinates and abscissas shall be 
these quantities respectively. Draw a smooth curve as nearly as 
possible through them, and then see if it coincides with any com- 
mon curve, or if its foiiu can be defined in any simpJe way. To 
acquire practice in using the Graphical Method it is well to con- 
sti-uct a number of curves representing familiar phenomena, as 
the variation in the U. S. debt during the late war, the strength 
of horses moving at different rates, and the alterations of the ther- 
mometer during the day or year. It is by no means necessary that 
the same scale should be used for vertical, as for horizontal dis- 
tances, but this should depend on the size of paper, making the 
curve as lai^e as possible. The greatest accuracy is attained when 
the latter is about equally inclined to both axes. 

It is sometimes better when one of the variables is an angle to 
use polar co6rdinates. In this case paper must be used with a 
graduated circle printed on it. The points are constructed by 
drawing lines from the centre in the direction represented by one 
variable, and measuring off on them distances equal to the other. 
For ordinary pui-poses circles may easily be drawn, and divided 
with sufficient accuracy by hand. Laying off the radius on the 
circumference divides it to 60° ; bisecting these spaces gives 30°, 
and a second bisection 15°. By trial these angles may be divided 
into three equal paits, which is generally small enough, as the ob- 
servations are usually taken at intervals of 5°. 

Interpolation. All kinds of interpolation are very readily per- 
formed by the Graphical Method. After constructing one curve 
to find the value of y, for any given value of a; as ic', we have only 
to draw a line parallel to the axis of I^ at a distance »', and note 
the ordinate of the point where it meets the curve. Inverse inter- 
polation is performed in the same manner, and this method is 
equally applicable, whether the observations are at equal intervals 
or not. As by drawing a smooth curve the accidental eiTOrs are 
in a gi-eat measure corrected, this method of interpolation is often 
more accurate than that by differences. 

Seaid-uai Curves. The principal objection to the Graphical 
Method, as ordinarily used, is its inaccuracy, as by it we can rarely 
obtain more than three significant figures, although Regnault, by 
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RESIDUAL CURVES. 



13 



using a large plate of copper and a dividing engine to construct 
his points, attained a higher degree of precision. 

It will bo found, however, that in many of the most carefully 
conducted researches the fourth figure is doubtful, as for example, 
in Regnault's measurements of the pressure of steam, and even m 
Angstrom's and Van der Williil"en's determinations of wave- 
lengths. 

By the following device the accuracy of the Graphical Method 
may be increased almost indefinitely. After constructing our 
points, assume some simple curve passing nearly through them. 
From its equation compute the value of y for each observed value 
of !C, and construct points whose ordinatcs shall equal the difier- 
ence between the point and curve on an enlarged scale, while the 
abscissas are unchanged. Thus let k', y' be the observed coordi- 
nates, and y =/(!c), the assumed curve. Construct a new point, 
whose coordinates are «' and a [j/ —/(«')]' in ■which a equals 5, 
10, or 100, according to the enlargement desired. 

Do the same for all the other points, and a curve drawn through 
them ia called a residual curve. In this way the accidental erroi-s 
are greatly enlarged, and any peculiarities in the form of the curve 
rendered much more marked. If the points still fall pretty regu- 
larly, we may construct a second residual cun-e, and thus keep on 
until the accidental errors have attained such a size that tliey may 
be easily observed. To find the value of y coiTesponding to any 
^ven value of a, as a;,, we add/(«„) to the ordinate of the cor- 
responding point of the i-esidual curve, first reducing them to the 
same scale. Most of the singular points of a curve are very 
readily found by the aid of a residual curve. See an article by the 
author, Journal of tite Franklin Institute, LXI, 272. 

Maxdma and Minima. To find the highest point of a curve, 
use, as an approximation, a straight line parallel to the axis of JT, 
and nearly tangent to the curve. Construct a residual curve, 
which will show in a marked manner tlie po'*ition of the required 
point. The same plan is applicable to any other maximum or 
minimum. 

Points of Inflexion. Draw a line approximately tangent to 
the curve at the required point. In the residual curve the change 
of curvature becomes very marked. 
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14 ASVMPTOTES. 

Asymptotes. Asymptotes present especial difficulties to the 
Graphical Method, as ordinarily used. Suppose our cur\'e asymp- 
totic to the axis of JT; construct a new cur\-e with ordinates 
unchanged, and abscissas the reciprocals of those previously used, 
that is equal to 1 -j- ar. It will contain between and 1 all the 
points in the original curve between 1 and oo , It will always pass 
through the origin, and unless tangent to the axis of ^ at this 
point the area included between the curve and its asymptote will 
be infinite. When this space is finite, it may be measured by con- 
structing another curve with abscissas as before equal to 1 -^ a^ 
and ordinates equal to the area included between the curve and 
axis, as fiir as the point under consideration. Find where this 
curve meets the axis of Y, and its ordinate gives the required 
area. A problem in Diffraction is solved by this device in the 
Journal of the FranMin Institute^ LIX, 264, 

Curves of Error. This very fruitful application of the Graphi- 
cal Method is best explained by an example. Suppose we wish to 
draw a tangent to the curve S'A, Fig. 2, at the point A. Describe 
f. a circle with j1 as a centre, through which 

_.- -■■^.B/i P'"'^^ ^ series of lines, as AJi, AD, AE. 

/ /vi^ Now construct C by laying off SC equal 

; j^^^^— ^'^ AB', the part of the curve cut off by 

; yfAE^^y\^ the line. We thus get a curve CI>, 

\ /\ J called the curve of error, intersecting the 

>-,. ^y circle at 3, and the line AD is the re- 

quired tangent. This is evident, since if 
'^' ' we made oar construction at this point we 

should have no distance intercepted, or the line AD touching, but 
not cutting, the curve. A similar method may be applied to a 
great variety of problems, such as drawing a tangent parallel to a 
given line, or through a point outside the curve. 

Three Variables. The Graphical Method may also be applied 
where we have three connected variables. If we construct points 
whose coordinates in space equal these three variables, a surface is 
generated whose properties show the laws by which they are con- 
nected. To represent this surface the device known as contour 
lines may be used, as in ihowing the irregularities of the ground 
in a map. First, generate a surface by constructing points in which 
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ordinatesinl abscissisel 11 co resio d to twoof the iriblesi-md 
mark near each n b all lette -s t e m^^n u le of the th d vana 
bie, wh h ep e enta ts bat nee fro n tl e j 1 ne of I e i per If 
now we f 8 a se e& of eq d stant planes p^r Icl to tl e p ] er 
their ii te -"ect ong th the surface vill give the req re i co to 
lines. To hnl he e in e se t ons connect each j i r of i j cent 
points by* str qI t ne a d n rk on t ts n e ect o s h 
thebtt e ng 1 1 alle planes Th s f two alj centjontsla e 
elevations of 8 an 1 3 iv e nay e -ird tl e j o nt of tl e su face 
midway between them, as at the height 30, or as lying on the 30 



contour line. Construct in this way a number of points at the 
same heiglit, and draw a smooth curve approximately through 
them ; do the same for other heights, and we thus obtain as many- 
contours as we please. 

They give an cxeeUeut idea of the general form of the surface, 
and by descriptive geometry it is easy to construct sections passing 
through the surface in any direction. An easy way to understand 
the contours on a map is to imagine the country flooded with wa- 
ter, when the contours will represent the shore lines when the 
water stands at different heights. This method is constantly used 
in Meteorology to show what points have equal temperature, pres- 
sure, magnetic variation, &c. Contour lines follow certain general 
laws which are best explained by regarding them aa shore hues, as 
described above. Thus contour lines have no terminating points; 
they must either be ovak, or extend to infinity. Two contours 
never touch unless the surface becomes vertical, nor cross, unless it 
overhangs. A single contour line cannot he between two others, 
both greater or both smaller, unless we have a ridge or gulley per- 
fectly horizontal, and at precisely the height of the contour. In 
general, such lines should be draivn either as a series of long ovals, 
or as double throughout. There will be no angles in the contour 
tines unless there are sharp edges in the original surface. A con- 
tour line cannot cross itself, forming a loop, unless the highest 
point between two valleys, or the lowest point between two hills, 
is exactly at the height of the contour. 

The value of contour hues in showing the relation between any 
three connected variables, is well illustrated in a paper by Prof. J. 
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16 PHYSICAL MEASUREMENTS. 

Thomson, Proa, of the Moyal Society, Nov., 1871, also in Nature, 
V, 106. 

To acquire facility in using tlie Graphical Method, it is well to 
apply it to some numerical examples. Thus take the equation 
y — (i3!^ + &c* — CX+ d, assume certain values of a, b, c and ^ 
and coropute the value of y for various values of x. Wc thus get 
a curve with two maxima or minima, and a point of inflexion. 
Find theii- position first by residual curves, and then by the calcu- 
lus, and see if they agree. In the same way the curve ya^ — 2ayx 
+a^ = b, has the axis of X for an asymptote. Assume, as before, 
positive values of a and b, and determine the area between the 
curve and asymptote, first by construction and then analytically. 

PHTSICAL MRASUliEMENTS, 

The measurement of all physical constants may be divided into 
the detennination of time, of weight and of distance, the appara- 
tus used varying with the magnitude of the quantity to be meas- 
ured and the degree of accuracy required. 

Measurement of Time. A good clock with a second hand, and 
beating seconds, sbouid be placed in the laboratory, where it can 
be nsed in all experiments in which the time is to be recorded. 
Watches with second-hands do not answer as well, as they gener- 
ally give five ticks in two seconds, or some other ratio wliich ren- 
ders a determination of the exact time difficult. Tjie true time 
may be measured by a se.Ktant or transit, as described in Experi- 
ment 16. This should be done, if possible, every clear day by 
difierent students, and a curve constructed, in which abscissas 
represent days, and ordinates erroi-s of the clock, or its deviations 
from true time, Sliort intervals of time may be roughly measured 
by a pendulum, made by tying a stone to a string, or better, by a 
tape-measure drawn out to a fixed mark. We can thus measure 
such intervals as the time of fiight of a rocket or bomb-shell, the 
distance of a cannon or of lightning, by the time requu'ed by 
sound to traverse the intervening space, or the velocity of waves, 
by the time they occupy in passing over a known distance. After 
the experiment we reduce the vibrations to seconds by swinging 
oar pendulum, and counting the number of oscillations per minute. 
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MEASUKEMENT OF TIME. 17 

By graduating the tape properly, we may readily construct a very 
sei-viceable metronome. 

Where the greatest accuracy is required, as in astronomical ob- 
servations, a chronograph is used. A cylinder covered with paper 
is made to revolve with perfect uniformity onoe in a minute, A 
pen passes against this, and receives a motion in tlie direction of 
the axis of the cyliil.ier, of about a tenth of an inch a minute, 
causing it to draw a long helical line. An electro-magnet also acts 
on the pen, so that when the circuit is made and broken, the latter 
is drawn sideways, making a jog in the line. To use this appara- 
tus a battery is connected with the electro-magnet, and the pendu- 
lum of the observatory clock included in the circuit, so that every 
second, or more commonly every alternate second, the circuit is 
made for an instant and then broken. Wires are carried to the 
observer, who may be in any part of the building, or even at a 
distance of many miles, and whenever he wishes to mark the time 
of any event, as the ti'ansit of a star, he has merely, by a finger 
key (such as is used in a telegraph ofiice), to close the circuit, 
when it is instantly recorded on the cylinder. When the observa- 
tions are completed the paper is unrolled from the cylinder, and ia 
found to be travei-sed by a series of parallel straight lines. Fig. 3, 
one corresponding to each minute, with indentations correspondin" 
to every two seconds. The time 

maybe taken directly from it, the 4-2£ — ^2 — . ^ 

fractions of a second being meas- a^^ ~_^ h_ 

ured by a graduated scale. One ^~i -. . " '"^ T ', 

great difficulty in making this ap- " " " """^ ^~ 

paratus was to render the motion ^^' ^ 

of the cylinder perfectly uniform, as if driven by clock-work it 
would go with a jerk each second. This is avoided by a device known 
as Bond's spring governor, in which a spring alternately retards 
and accelerates a revolving axle when it moves faster or slower 
than the desired rate. The seconds marks form a very delicate 
test for the regularity of this motion, since in consecutive minutes 
they should lie precisely in line, and the least vaiiation is very 
mariied in the finished sheet. It is a very simple matter by this 
apparatus to measure the difference in longitude of two points. It is 
merely necessary that an observer should be placed at each station, 
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18 MEASUREMENT OF TIME. 

with a transit and finger key, a telegraph connecting them with 
the chronograph. They watch the same star as it approaches their 
meridian, and each taps on his finger key the instant it crosses the 
vertical line of his transit. Two marks are thus made on the chro- 
nograph, and the interval between them gives the difference in 
longitude. The advantage of this method of taking transits is not 
so much its accm-acy, as the ease and rapidity with which it is used. 
Observei-s can work much longer with it without fatigue, and can 
use many moi-e transit wires, thus greatly increasing the number 
of their observations. It is caUed the American or telegi-aphic 
method, in distinction fl-om the old, or "eye and ear" method of 
observing transits, where the fractions of a second were estimated, 
as described in Experiment 15, 

The chronograph is exceedingly convenient in all physical in- 
vestigations where time is to be measured, and nothing but its 
expense prevents its more genevil application 

A simple menn'i ot measuimg smill mteuils of time with iccu 
racy, is to allow a fiup stream of mercurj to flow fiom a sm-dl 
orifice, and callect and weigh the amount pissed dunng the time 
to be measuied Compaung this mth the flow ler minute we 
obtain the time A less accunte, but much moie conieuient, 
liquid for this purptse is wrter, nimg, in fict, i kind of clej s>dri 
Where very minute mter\als of time xn to be meisuicd they 
are commonly compared with the vibrations of a tuning ftk in 
stead of a pendulum A hue brass point is attiched to the foik 
which is kept vibrating bj an eleotio mi^net If a plite of glass 
or piece of piper covered with lampblack is dnwn lajilly p ist 
the brass point, a smuou-. line is diawn, the sinuosities lenoting 
equal intervals of time, whose magnitude is le-idily detei-mined 
when -we know the pitch of the fcik A second biasa point is 
placed bj the sile of the foik and depie<ised fiom the beginning to 
the find of the tune to be measured The length of the line thus 
drawn, compared with the sinuosities, gi^es the time ivith great 
accuracj Recentlv a clack has been conatiucted, in which the 
pendulum is repliced by a leel vibrating one thousand times a 
second. The clock is started and stopped, so that it is gomg only 
durintr the touL to be measured, and the ban Is letorl the number 
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MEASUREMEXT OF WEIGHT. 19 

of vibrations made. The reed produces a musical note, and any 
irregularity is at once detected by a change in its pitch. 

Measurement of Weight. This is done almost exclusively by 
the orduiary balance, whose principle is eo fully explained in any 
good text-book of Physics that a detailed description is unnecea- 
sai-y here. We test the equality in length of its arms by double 
■weighing, that is, placing any heavy bodyfirst in one pan and then 
in the other, and seeing if the same -weights are required to coun- 
terpoise it in each case. The center of gravity should be very 
slightly below the knife-edges. If too low the sensibility is dimin- 
ished, if too high the balance will overturn, and if coincident with 
them the beam, if inclined, will not return to a horizontal position 
The three knife-edges must be in line, otherwise the centre ot 
gi-avity will vary with the weight in the scale pans, and of course 
the friction must be reduced to a minimum. A high degree of 
accuracy may be obtained with even an ordinary balance by first 
oounteipoifiing the body to be weighed, then removing it and not- 
ing what weights are necessary to bring the be.am again to a hori- 
zontal position. A spring balance is sometimes convenient for 
rough work, from the i-apidity with which it can he used. It may 
be rendered quite accurate, though wanting in delicacy, by noting 
the weight required to bring its index to a certain point, first when 
the body to be weighed is on the scale pan, and then when it is 
removed. 

Measurement of Length. Distances are most commonly meas- 
ured by a scale of equal parts, that is, one with divisions at regular 
intervals, as millimetres, tenths of an inch, &e. This scale is then 
placed opposite the distance to be measured, and the reading taken 
directly. To obtain greater accuracy than within a single division, 
we may divide them into tenths by the eye, as in Experiment 1. 
The steel scales of Bi'own & Sharpe are good for common measure- 
ments, and may be obtained with either English or French gradua- 
tion. Instead of dividing into tenths by the eye, a vernier is 
frequently used. Thus to read a millimetre scale to tenths, nine 
spaces are divided into ten equal parts, each of which will be a 
tenth of a millimetre less than the divisions of the scale, as in Ex 
periraent 2. 

One of the best devices for measuring very minute quantities is 
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the micrometer screw. A divided circle is attached to the head of 
a carefully made screw, so that a large motion of the foimer cor- 
responds to a very minute motion of the latter. Thus if the pitch 
of the screw is one millimetre, and the circle is divided into one 
hundred parts, turning it completely around will move the screw 
but one millimetre, or tm'uing it through one division only one 
hundredth of a millimetre. One of the best examples of this in- 
strument is the dividing engine, which consists of a long and very 
perfect micrometer screw with a movable nut. See Experiment 21, 
also Jamin'a Physics, I, 25. It is much used in engraving scales, 
but it has certain defects wHoh are imavoidable, and have caused 
some of our best mechanieiana to give it up. For example, it is 
impossible to make a screw perfectly accurate, and eveiy joint, of 
which there are several, is a source of constantly varying error. 
For these reasons, and owing to its expense, the instrument de- 
scribed in Experiment 22 is for many purposes preferable. Two 
blocks of wood are drawn forward alternately step by step, through 
distances regulated by the play of a peg between a plate of brass 
and the end of a screw. As all joints are thus avoided, and the 
interval is determined by the direct contact of two pieces of metal, 
great accuracy is attainable by it. 

Where several scales are to be made with the utmost accuracy, 
one should first be divided as correctly as possible, and its ciTOrs 
carefully studied by comparing the different parts with one an- 
other, or with a standard. It may then be copied by laying it on 
the same support with one of the other scales, and moving both so 
that one shall pass under a reading microscope, the other under a 
graver. We may thus copy any scale with gi-eat accuracy, but the 
process is very laborious. A good way to construct the first scale 
is by continual bisection with beam compasses, as is done in grad- 
uating circles. The finest scales are ruled with a diamond on 
glass.' M. Nobert has succeeded in making them with divisions 
of less than a hundred thousandth of an inch. The intervals 
are so minute that untjl within a few years no microscope could 
separate the lines. The method of making them is kept a secret. 
Mr. Peters, by a combination of levers, has succeeded in reducing 
writings or drawings to less than one six thousandth their original 
wze. He exhibited some writing done by this machine, which 
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was 80 minute that the whole Bible might be written twenty-seven 
times in a square inch, Finally, it is claimed that Mr. Whitworth 
was able to detect differences of one millionth of an inch with a 
micrometer screw he has constructed. 

To measure very mmute distances a microscope is often used 
with a scale inserted in its eyepiece, which is used like a common 
rale. The absolute size of the divisions must be determined be- 
forehand by measuring with it a standard millimetre, or hundredth 
of an inch. A more accurate method, however, is the spider-line 
micrometer, in which a fine thread is moved across the tield of view 
by a micrometer screw, and small distances thus measured with 
the greatest precision. By using two of these instruments, which 
are then called reading microscopes, lai^r distances may be meas- 
ured, or standards of length compared, as in Experiment 20. 

Small distances are also sometimes measured by a lever, with 
one arm much longer than the other, so that a slight motion of the 
latter is shown on a greatly magnified scale. Instead of a long 
arm it is better to use a miri-or, and view in it the image of a scale 
by a telescope. An exceedingly small deviation is thus readily 
perceptible, and this arrangement, sometimes known as Saxton's 
pyrometer, has been applied to a great vailety of uses. Where we 
wish to bring the lever always into the same position a level may 
be substituted for the mirror, forming the instrument called the 
contact level. Small distances are also sometimes measured by a 
wedge with very slight taper, but this plan is objectionable on 
many accounts. In geodesy all the measurements are dependent 
on the accurate determination in the first place of a distance of 
five or ten miles, called a base line. Most of the above devices 
have been tried on such lines ; thus the reading microscope was 
nsed by Colby in the Irish sui-vey, the wedge in Hanover, and by 
Bessel in Pi'ussia, the lever by Strav6 in Russia, and the contact 
level is now in use on our Coast Survey. The principle in all is to 
use two long bars alternately, which are either brought in contact, 
or the distance between their ends measured each time they are 
laid down. 

Many other physical constants are really determined by a meas- 
ure of length. Thus temperatures are determined by a scale of 
equal parts in the thermometer, and here sufficient accuracy is ob- 
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tained by reading -with the unaided eye. Pressures of air and 
■water are also measured by the height of a column of mercury or 
water. Where great accuracy is required, as in the barometer, a 
vernier is commonly used. 

The instrument known as the cathetometer ia so much used for 
measuring heights that it needs a notice here. It consists of a 
small telescope, capable of sliding up and down a vertical rod 
to' which a scale is attached. The difference in height of any two 
objects is readily obtained by brining the telescope first on a level 
with one, and then with the other, and taking the diffei-ence in the 
readings. A level should be attached to tiie telescope to keep it 
always horizontal, but the great olgection to the instrument is that 
a very slight deviation in its position, which may be caused by 
focussing or turning it, is greatly magnified in a distant object. A 
good substitute for this instrument may be made by attaching a 
common telescope to a vertical brass tube, the scale being placed 
near the object to be measured instead of on the tube, as in Ex- 
periment 12. 

Although the measurement of the following quantities is directly 
dependent on the above, yet their importance justifies a sepai'ate 
notice. 

Measurement of Areas. It is diflScult in general to determine 
an area with accuracy, especially where it forme the boundary of a 
curved suiface. If plane, any of the methods of mensuration used 
in surveying may be adopted. Of these the best ai'e division into 
triangles, Simpson's rule, antJ drawing the figui-e on rectangular 
paper and counting the number of enclosed squares, allowing for 
the fractions. Another method sometimes useful is to cut the figure 
out of sheet lead, tin foil, or even card board, and compare its 
■weight with that of a square decimetre of the same material. 

Measurement of Volumes. These ai'e generally determined by 
the weight of an equal bulk of water or mercury, using the latter 
if the space is small The interior capacity of a vessel is meas- 
ured by weighing it first when empty, and then when filled with 
the liquid, as in Experiment 19. The difference in grammes 
gives the volume in cubic centimetres when water is used, but 
with mercury we must divide by 13.6, its specific gravity. In the 
same way we may detei-mine the exterior volume of any body by 
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immerwng it and measuring its loss of -weight, as when determin- 
ing its specific gravity. 

An eaaer, but less accurate, method is by a graduated vessel. 
These are made by adding equal weights or volumes of liquid, 
successively, aad marking the height to which it rises after each 
a<ldition. The volume of any space may then be found by filling 
it with water, emptying it into the graduated vessel and reading 
the scale attached to the side of the latter. 

Measurement of Angles. Anglos are measured by a circle di- 
vided into equal parts, the small divisions being determined by 
verniers or reading microscopes, as in measuring lengths. A 
gieat difficulty arises from the centre of the graduation not coin- 
ciding with that of the circle, and on this account it ia best to 
have two or more at equal intei-vals around the circumference. By 
taking their mean we eliminate the eccentricity. 

The precision of modem astronomy is almost entirely due to 
the methods of determining angles with accuracy. Tfiis is de- 
pendent on two things; first, a good graduated cirde, and sec- 
ondly, a means of pointing a telescope in a given direction, as 
towards a star, with great exactness. The latter is accomplished 
by placing cross-hairs at the common focus of the object glass 
and eye-piece, so that they may be distinctly seen in the centre of 
the field at the same time as the object. Most commonly two 
cross-h.iii-s are used at right angles, one being hoiizonta], the other 
vertical When, however, we are to bring them to coincide with 
a straight line, as in the spectroscope, or in a reading microscope, 
they are sometimes inclined at an angle of about 60°, that is, each 
makinw an angle of 30° with the line to be obsei-ved. The latter 
is then brought to the point of the V formed by their intersection. 
Still another method is to use two paraUel lines very near together, 
the lioe to be observed being brought midway between them. 
The lines may be made of the thread of a spider, of filaments of 
silk, of platinum wire, or better for most purposes, by ruling fine 
lines on a plate of thin glass with a diamond, and inserting it at 
the focus. 

Tiiere are two methods of graduating circles with accuracy. 
The first, which is used in Germany, consists in a direct compari- 
son with an accurately divided circle, as when copying scales as 
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24 GRADUATING CIRCLES. 

described above. That is, both circles are mounted on the same 
asia, and the divisions of the first being successively brought un- 
der the cross-hairs of a microscope, the graver cuts lines on the 
second at precisely the same angular intervals. In the second 
method, which is much quicker but less accurate, the circle is laid 
on a toothed wheel which is turned through equal intervals by 
a tangent screw. Both methods are really only means of copy- 
ing an originaMy divided circle, as it is called, and the con- 
struction of this with accuracy is a matter of extreme difficulty. 
It is dependent on the following principles. Any arc or distance 
may be accurately bisected by beam compasses; the chord of 60° 
equals the radius, and the angle 85° 20', whose chord is 1.3554, by 
ten bisections is reduced to 5'. By constructing an accurate scale, 
laying off 1.3554 times the radius on the circumference, and 
repeatedly bisecting the arc, we finally divide the circle into 
5' divisions. Wlere great accuracy is not required we may 
divide circles approximately by hand, as described under the 
Graphical Method, or more accurately by a table of chords and a 
pair of beam compasses. When the divisions of the circle are 
very large we may subdivide them by 
° I a a ■! a scale instead of a vernier. Thus if 

-*-'■ 1 — p.|l. ,.|, I ^B ^^, Fig. 4, is part of a circle divided 

^o 30 0^ into degrees, we may attach a scale 

Pig 4_ CI>, divided to ten minutes, and sub- 

divide these into single minutes by 
the eye. Thus in Fig. 4 the reading is 2° 35'. Much labor is thus 
saved where the circles have to be divided by hand. 

Saxton's pyrometer, described above, is of the utmost value in 
measuring small angular changes. As the refiected beam moves 
twice as fast as the mirror, the accuracy is doubled on this account. 
If the scale is flat, allowance must be made for the greater distance 
of its ends than the centre. To reduce the reading to degrees and 
minutes, the formula, tan 2(i = s-^ d'\s used, or n = ,5 tan" ^ 
a-T- d,m which a is the angle through which the mirror turns, s 
the reading, and d the distance of the scale taken In the same 
units. Instead of a telescope a light shining through a narrow slit 
is sometimes used, and an image projected on the scale by a lens, 
or the miiTor itself may be made concave. Tliis plan is adopted 
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in the Thomson's Galvsmometer, and other instruments for meas- 
uring the deviations of the magnetic needle. 

Very small angles may also he measured by a spider line mi- 
crometer attached to the eye-piece of a telescope. This is used to 
determine the distance apart of the double stai-s, and other minute 
astronomical magnitudes. There are other methoas, such as di- 
vided lenses, double image prisms, &c., but they wil! be considered 
in connection with the particular experiments which serve to illus- 
trate them. 

Measurement of Curvature. To measure the radius of a sphere, 
as the surface of a lens, "an instrument called the spherometer is 
used. It consists of a micrometer screw at the centre of a tripod, 
whose three legs and central point are brought in contact with the 
surface. By noting the position of the screw, the radius is readily 
computed, as in Experiment 14. 

"When the surface is of glass, and the curvature very slight, a 
mucli more delicate method is as follows : Focus a telescope on a 
distant object, and then view the image reflected in the surface to 
be tested. If the latter is concave, it will render the ray less di- 
vergent, and hence the eye-piece will have to be pushed in. The 
opposite effect is produced by a convex mirror. The amount of 
change affords a rough measure of the curvature. This method is 
so delicate as to show a curvature wliose radius is several miles. 
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GENERAL EXPEHIMENTS. 



1. Estimation op Tenths. 

Apparatus. Two scales, .A'" and M, are [ilaced ade by side, one 
being divided into millimetres, the other into tenths of an inch. 
Also a stoel rule A, Fig. 5, divided into millimetres, and so ar- 
ranged that it may be pushed past a fixed index M, by a microm- 
eter screw, a A spring, I>, is used to bring it back, when tlie 
screw is turaed the other way. 

Meperiment. Read the position of each tenth of an inch mark 
of soale M, in tenths of a miitimetre, estimating the fl-actions by 
the eye. Thus if the interval is one half; call it .5, if a little less, 
.4, if not quite a third, .3, and so on for the other fractions. The 
.3 and .7 are the hardest to estimate correctly, as we are liable to 
imagine the former too great, the latter too small. They should 
always be compared with the fiactions one and two thii-ds. Re- 
cord your observations in five columns, placing in the flret the 
readings of the scale J^ 
in the second the con-e- 
sponding readings of JV, 
and in the tliiid the first 
differences of JV. Next,- 
subtract the first from the 
last number in column two, 
and divide the diiference 
by the number of spaces 
measured, that is, the num- 
ber of readings minus one. 
This ^ves the avei-age dif- 
ference, and should be equal to each number of column three. 
Subtract it fi-om these numbers, and place the results or errors, 
with proper dgns, in column four. Next, compute the probable 
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so ESTIMATION OF TENTHS. 

error (see page 3) of a single observation, using the fifth column 
for the squares of column four. In this way you can read any 
scale much more accurately than by its single divisions, and your 
computed probable error shows how closely you may rely on the 
result. 

Nest bring one of the millimetre marks of A, Fig. 5, opposite 
the index B. Read its position, as desci-ibed on page 20. The 
scale M ^ves units, or number of revolutions, and the divided 
circle hundredths. Move the screw, set agdn, and repeat several 
times. Take the mean and compute the probable errar of a single 
obsei-vation. Do tlie same with the next millimetre mark. Now 
move the scale until the reading shall be in turn .1, .2, .3, &C., 
of a millimetre, taking cai-e to move the screw after each, so that 
you will not be biassed by your previous reading. Next compute 
what should be the true readings in these various positions. Thus 
let m' be the mean for the first millimetre, m" for the second ; the 
reading for one tenth would be m' + (m" — m') -i- 10, for two 
tenths m' + 2(m" — m') -^ 10, and so on. See how these read- 
ings agree with those previously found. If any differ by a consid- 
erable amount repeat tliem until you can estimate any fi-action 
with accuracy. This work must be carefully distinguished from 
guessing, since there should be no element of chance in it, but an 
a^cui-ate division of the spaces by the eye. By practice one can 
read these fractions almost as accurately as by a vernier. 

2. Veenieks. 

Aj^paratus. A number of verniere and scales along which they 
slide are made of lai^e size. The best material is metal or wood, 
although cardboard will do. By making them on a lai^e scale, as 
a foot or more in length, there is no trouble in attaining sufficient 
accuracy. Several different forms are given in QiUespie^s Zand 
Sttrveying, p. 228, from which the following may be selected. 

1st, Pig. 225, Scale divided to .1, Vemier reads to ,01 ; 2d, Fig. 
227, Same Vemier retrograde ; 3d, Fig. 228, Scale .05 ; Vernier 
.002; 4th, Mg. 229, Scale 1°, Vemier 5'; 5th, Fig. 230, Scale 30', 
Vemier 1' ; 6th, Fig. 233, scale 20', Vemier 30" ; 7th, Fig. 239, 
Scale 30', Vemier 1' ; Double Compass Vemier. 



Experiment. A vernier may be regarded as a simple enlarge- 
ment of one division of the scale. Thus if the scale is divided 
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INSEKTIOS OF CKOSS-HAIK3. ^» 

into tenths of an inch, and the vernier into ten parts, it will read 
to hundredths of an inch. Always read approximately by the 
zero of the vernier, taking the division of the scale next below it, 
The fraction to be added is found by seeing what hue of the vernier 
coincides most nearly with some line of the scale. Thus in the 
first example, we obtdn inches and tenths by seeing what division 
of the scale falls next below the zero of the vernier. If this is 8.6, 
and the division marked 7 of the vernier coincides with a line of 
the scale, the true reading is 8.6 + .07 = 8.67. To prove this, set 
the zero of the vernier at 8.6 exactly. Nine divisions of the scale 
equal ten of the vernier. Hence each division of the latter equals 
.09, or is shorter by .01 than one division of the scale. Accord- 
ingly the line marked 1 of the vernier falls short by .01 of the 
scale-division, the 2 line .02, and so on. If we move the vernier 
forward by these amounts these lines will coincide m turn. Hence 
when the 7 line coincides, as in the above example, it denotes that 
the vernier has been pushed forwai-d .07 beyond the 8.6 mark. 
This method may be applied to reading any vernier. To find the 
magnitude of the divisions of the latter, divide one division of the 
scale by the number of parts contained In the vernier. 

Read and record the verniers as now set. Then set them as 
follows: Ist, 8.03; 2d, 29.9; 3d, 30.866; 4th, 4° 10'; 5th, 0" 17'; 
6th, 2° 58' 30"; 7th, 2° 51'. 

The last vernier is a double one, reading either way, the left 
hand upper tigui-es being the continuation of those on the lower 
ri^ht hand. This is best understood by moving it 5' at a time and 
noting what lines coincide. 

After each exercise the instructor should set all the vci'iiiers, and 
compare the record of the student with his own. 

3. IssBr.TiON' OF Ckoss-Haies. 

Apparatus. Some common sewing silk, card-board and muci- 
lage, also a pair of dividers, ruler and triangle. 

Meperimmt. A gi-eat portion of the accuracy attained in mod- 
em astronomical work is dependent on the exactness with which 
wo can point a telescope, or other similar instrument, in a given 
direction. This is accorapUshed by inserting two filaments of wlk 
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INSERTION OF CROSS-HAIKS. 



or spider's web at right angles to each other, at the point within 
the telescope where the image of the object is formed. In the 
astronomical telescope, where a positive eye-piece is nsed, this 
point lies just heyond the eye-piece, that is between it and the 
object-glass. A ring is placed at this point on which the lines ai-e 
stretched. In telescopes rendering objects upright, as in most 
surveyor's transits, the lines are commonly placed between the 
object^laas and erecting lenses, and close to the latter. In the 
microscope, and other instruments wbere a negative eye-piece only 
is used, the lines have to be placed on the diaphragm between the 
field- and eye-lenses. This plan is objectionable, since the lines 
should be veiy accurately focussed, which can then only be done 
by screwing the eye-lens in or out. In the other cases tlie whole 
eye-piece maybe slid in or out until the lines are pei-fectly distinct, 
and do not appear to move over the object when the eye is moved 
from side to side. 

It is comparatively easy to insert the lines on their ring, where 
a positive eye-piece is used. The following experiment therefore 
^ includes the others. Take a negative eye-piece, 
Fig. 6, from a microscope or telescope, and unsci'ew 
the eye-lens A. O is the diaphragm wliieh limits 
the field of view, and on which the lines should be 
placed. Cut from the cardboard a ring. Fig. 7 
whose inner diameter is a little greater than the 
opening of the diaphragm, and the outer diameter 
*'*■ ^ such that it will easily rest on C. Mark on it two 
lines at right angles to each other passing through its centi-e. Un- 
ravel a short piece of the silk thread until you have separated a 
single filament. This is best done by holding 
the thread with the forceps over a sheet of white 
paper. We now wish to stretch two of these 
filaments over the lines marked on the card- 
Put a little mucilage on the lat- 
i of the silk into it, and press it 
down with one of the radial strips of paper 
shown in Fig, 7. When this is nearly dry fasten the other end in 
the same way, taking care to stretch it so that it shall be straight, 
or the twist in the thread will give it a sinuous form. Attach the 




board ciicle. 
ter, dip c 
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Other thread in the same way, and bending the four strips of paper 
down lay the cardboard on the diaphragm. To hold it in place 
cut a strip of cardboard or brass, and bending it into a circle push 
it into the tube. By its elasticity it will hold the paper strips 
firmly against the sides of the tube. If the experiment has been 
well performed, on replacing the eye-lens we see two straight lines 
at right angles, dividing the field of view into four equal parts. 
The cardboard should not project beyond the diaphragm, or it will 
^ve a rough edge to the field of view, ami we must be cai-eful that 
no mucilage adheres to the visible portions, of the threads. 

4. Suspension by Silk Fibres. 

Apparatus. The best method of suspending a light object so 
that it shall move very freely is by a single filament of silk. The 
only apparatus needed is a stand seven or eight inches high, some 
unspun silk (common silk thread will do, but is not so good) and 
some fine copper wire. We also need two paire of forceps, such as 
come with cheap microscopes, some bees-wax and a sheet of white 
paper. 

Meperiment. Lay the silk on the paper and pick oot a single 
fibre a little over six inches long. Bend pieces of the wire into 
the shapes A and £, Fig. 8. Pass one end of the 
filament through the ring of S, and fasten it with o — l — 
a little wax, twisting or tying it to prevent slip- ^ s 

ping. Fasten the other end to A in the same way, j.,„ ^ 

making the distance from A %o S just six inches. 
Hook A into the stand, and lay the object to be suspended, as a 



5. Temperatuke Ctjkvb. 

Apparatiis. A beaker, stand and burner, by which water can 
be heated, a Centigrade thermometer, and a clock or wateh ^ving 
seconds. 

Experiment. Place the thermometer in the water and record 
the temperature, dividing the degrees to tenths, as described in 
Experiment 1. Place the burner under the beaker at the begin- 
ning of a minute, and at the end record the temperature ; repeat 
at the end of each minute, as the water is warmed, until the ther- 
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32 TESTIXG THERMOMETERS. 

mometer stands at 95° ; at the end of the next minute i 
the burner and the temperature will at first continue to rise, and 
■will then fall rapidly. Record the time (in minutes and seconds) 
of attaining 95°, 90°, 85°, &c^ taking shorter intervals as the tem- 
perature becomes lower, and the cooling less rapid. Record your 
results in two columns, one giving times, the second temperatures. 
Finally construct a cuiTe in which abscissas represent times, and 
ordinates temperatures, making in the former case, one space equal 
one minute, in the latter, one degree. 

When two students, A and _B, are engaged in this experiment, 
the following system should be used. A observes the watch and 
records, while B attends to the thermometer. Five seconds be- 
fore the minute begins ^ says. Heady / and at the exact be^n- 
ning, ^owf JB then gives the reading which J. records. This 
plan saves much trouble, and greatly increases the acciiracy of any 
obsei-vations which must be made at regular intervals of time. 

6. Testing Thermometers. 

Apparatus. An accurate Centigrade thermometer is hung upon 
a stand, and close to it a Fahrenheit thermometer, which is to be 
tested, their bulbs being at the same height, and close together, 
A telescope with which they can be read more acoui-ateiy is placed 
on a stand at a short distance, and their temperatm'e may be al- 
tered at will by immersing their bulbs iu a beaker of water, which 
may be either cooled by ice, or heated by a Bunsen bni-ner. Some 
arrangement ia desirable for stirring the water to keep it at a uni- 
form temperature. One way is to use a circular disk of tin with 
holes cut in it, which may be raised or lowered in the beaker by a 
cord passing over a pulley, so that the observer, while looking 
through the telescope, can stir the water by alternately tightening 
and loosening the cord. A simple glass stirring rod may be used 
instead, if pi-eferred. 

Mfp&riment. The problem is to determine the eiTor of the 
Fahrenheit thermometer at different temperatures, by comparing 
it with the Centigrade thermometer, which is regarded as a stand- 
ard. By means of the telescope read them as they hang in the 
air, estimating the fractions of a degree in tenths. Do the same 
when their bulbs are immersed in water, then cool them with ice 
and read again. This observation is important, aa it shows the 
absolute error of each instrument. Next heat the water a few 
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degrees witli tlie burner, and then remove the Utter. The tem- 
perature will still rise for a short time, then become stationary and 
falL Read each thermometer at its liighest point, stirring the wa- 
ter meanwhile. Repeat at intervals of about 10° until the water 
boils, and finally immerse again in the ice water, and see if the 
reading is the same as before. 

We have now two columns of figures, the first giving the tem- 
perature of the Centigrade, the second that of the Fahrenheit, 
thermometer. Reduce the first to the second, recollecting that 
0° C. ^ 32= F., and 100° C. = 212° F. ; hence F. — | C. + 32", 
calling C and F the corresponding temperatures on the Centi- 
grade and Fahrenheit scales respectively. Write the numbers 
thus found in a third column, and the erroi-s will equal the differ- 
ences between them and the readings given in column two. If 
the Centigrade thermometer does not stand at zero when im- 
mersed in ice water, all ita readings should be coiTected by the 
amount of the deviation, taking care to retain the proper sign. 
Now construct a curve whose ordinates shall represent the errors 
on an enlarged scale, and abscissas the temperatures. 

7. EccENTKiciTT OP Gkaduated Cikcles. 

Apparatus. A circle divided into degrees candes a pointer 
with an index at each end, which turns eccentrically, that is, the 
centres of the pointer and circle do not coincide. It may be made 
in a variety of ways. One of the simplest is to place a pivot on 
one side of the centre of the circle, and on it a rod with a needle 
pi-ojecting from each end. Another way is to let the circle turn 
and cover it with a plate of glass, on which are marked two fine 
lines, with a diamond or India ink. The indices may also be made 
of fine wire, or horsehair. Lines of consid- 
erable length must be used, since the edge ,<«''"'^™''^ 
of the circle advances and recedes as it is /^ ^\ 

turned. If greater accuracy is desired the / \ 

plan shown in Fig. 9 may be adopted. The I A 1 

two indices (which may have verniers) are I J^*^%, I 
connected with the centre by the arms AC \w^ ' ^^1/ 
and CJi. The circle turns around the pm ^^^<ii^ "° ,^,J^!^^ 
D, and a rod passing thi-ough the guides ^'"Uiiuiii"^ 

SF, keeps the vemiei-s in the proper posi- ^b-B- 

tion. Another good insti-ument for this experiment is the form of 
compass described under Magnetism in the latter part of the pres- 
ent work. 
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Experimmt Set the index A at 0° by turning the circle, and 
read B. Repeat moving A 10' at a time, until a complete revo- 
lution haa been made. We have now two columns, giving the 
cori-espondiog readings of A and £. Subtract 180= from the lat- 
ter, and \{A + £ — 180°), or ^{A + B) — 90° will be the true 
reading; write this in column three ; in the eame way the eiTor of 
each index is ^{A —J3) — 90°, which should be written in the 
fourth column. Construct a curve with abscissas equal to the 
numbei-s in column three, and ovdinates eqnal to those in column 
fonr, enlai^ed. At the highest and lowest parts of the curve the 
indices differ most from their true position, or the absolute error, 
if we read one only, is here greatest. Find tliese points by Curves 
of EiTor, p. 14. On the other hand, where the curve cuts the axis 
the two indices are opposite each other, and the abscissa gives the 
azimuth of the line CD. As the ordinates alter most rapidly .it 
these points, the eiTor, when reading a small angle by one index, is 
here a maximum. Draw tangents, as before, by Cui-ves of En'or, 
and fi'om their direction we can compute the amount of variation. 
It is a very good exercise to deduce by trigonometry the theoi-eti- 
eal curve, and constructing it on the same sheet of paper to com- 
pare the results with those obtained by your measurement. 

We have heretofore supposed that the line connecting the in- 
dices passed through the axis around which they turned, or that 
jD lies on .EF. If, as often happens in practice, this is not the 
case, a second correction is necessarj'. 

8. Contour Lines. 

Apparatus. No apparatus is needed for this experiment^ except 
ordinary writing materials. It is, in feet, an exercise rather than 
an experiment. 

£;g^eriment. Mark in your note book nine rows of six points 
each, so as to form forty squares of about one inch on a side. 
Mark them with numbers taken ftom the adjoining table A. Now 
suppose these numbers represent the heights of the points to which 
they are attached, and we wish to draw contour lines to show the 
form of the surface passing through them. As the points are 
pretty near together we may assume that a Hne connecting any 
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two that are adjacent will lie nearly in the surface. Now regard 
yoiir drawing as a map, as on p. 15, and suppose the ground 
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flooded with water to a height of 80. Evidently aU the points in 
the upper line will be submerged except that on the left, and the 
shore line will come between 79 and 83, about a foarth way from 
the former. Also midway between 82 and 78 in the second line, 
two fifths of the way from 78 to 83, and a third way from 79 to 
82, Several points are thus obtained in each square through which 
the contour line passes. After obtaining as many as possible, 
draw a smooth carve nearly coinciding with them all, paying 
special attention to the rules ^ven under the Graphical Method. 
Construct in the same way other contours at Intervals often units. 
Do the same with the numbers in table JS or C. 

This work is very well supplemented by procuring from the 
U. S. Signal Bureau at Washington, some of their blank maps 
(issued at $2.75 per tOO), and filling them out from the weather 
reports for the day, according to theb published directions. These 
maps may also be used for drawing isothermals, isogonals, &e., if a 
list is prepared in the first place of the temperature, magnetic 
variation, &c,, of a large number of stitions in the United States. 
The method adopted for drawing these lines is essentially the same 
as that given above, only the points are irregularly spaced. 



9. Cleaning Mebcukt. 

Apparattis. But little apparatus is needed for thia experiment, 
except such as is found in every chemical laboratory. Some bot- 
tles, funnels, &o,, should be placed on the table, and the student 
should try as many of the following methods of purification as he 
can, and record in his note-book his opinion of their comparative 
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36 CLEANING MERCURY, 

Mtperimeni. Mercury is bo much used in physical experiraeuta 
that every student should know how to clean it. The impuritieB 
may be divided into three classes : first, mixtare with metals, es- 
pecially lead, zine and tin ; secondly, common dust and dirt ; and 
thirdly, water or other liquids. 

Redistillation is almost the only way to remove the metala, and 
even this is not perfectly effectuid, especially in the case of zinc. 
Moreover, by long boiling a small amount of oxide is formed, 
which is dissolved by the metal. The mercury used for amal- 
gamating battery plates should therefore be kept separate from the 
rest and used for this purpose only. If but little of the metal is 
present it may be removed by agitating with dilute nitric acid. 
The best way to do tiiis is to fill a long vertical tube with the acid 
and allow the mercury to flow into it fi-om a funnel, in which is a 
paper filter with a fine hole in the bottom. The mercury falls 
through the long column of liquid in minut« globules, and is thus 
readily and thoroughly cleaned. It may be drawn out below by 
a glass stopcock, or by a bent tube in which a short column of 
mercury shall balance a long column of acid. As the mercury 
collects it flows out of the end of the tube into a vessel placed to 
receive it. Instead of nitric acid a solution of nitrate of mercury 
may be used, if pi-efen-ed. Another method is to fill a bottle 
about a quarter full of mercury, add a quantity of finely powdered 
loaf sugar, and shake violently. The metallic impurities are ox- 
idized at the expense of the air, which must be renewed by a pair 
of bellows. 

A great variety of devices are used to remove the mechanical 
impurities of mercury. For example, pouring it into a bag of 
chamois leather and squeezing the latter until the mercury comes 
through in fine globules. Or, making a needle hol6 in the point 
of a paper filter, placing it in a funnel and letting the mercuiy run 
through. The mercury may be washed directly with water, by 
shaking them together in a bottle, or better, filling a jar half fiill 
of mercury and letting the water from the hydrant bubble up 
through it. This is an excellent way to remove most liquids. 

Next, to remove the water, pour the mixture into a small bottle, 
when the mercury will settle to the bottom, and the water over- 
fiow from the top. When the mercury fiUs the bottle ti-ansfer it 
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to another vessel and repeat. If there is only mercury enough to 
half fill the bottle the second time, pour back some of the mercury 
already dried to displace the remaining water. Another way is to 
close the end of a funnel with the finger and pour in the mixture, 
dra\ving off the mercury below and leaving the water above. Care 
must be taken that the mercury does not spurt out on one side 
and escape. An inveit«d bottle, or better, a vessel with a tube 
and stopcock below, ia more convenient for this purpose. 

When only a few drops of water are present they may be re- 
moved by blotting paper, or a camel's hair brush. Also by apply- 
ing heat ; but in this case a stain will be left when the water evap- 
orates, unless it has been previously distilled. 

To see if the mei'cuiy is pure pour it into a porcelain evaporat- 
ingdish. If leil IS piesent it will tiinish the sides. A thin film 
will also, after a short time foim on its surface, due to oxidation ; 
zinc and tin produce a simihr effect The surface when at rest 
should be very bnght and almost iniisible, and small globules, if 
detached, should bo perfectly sphencil and not adhere to the glass 
but roll over it when the surtace is mclined. 

10. Calibkation by Mekcuey. 

Apparatus. The best way to perform this experiment is that 
^ven by Bunsen in his Gaaometry, p. 27. This method is sub- 
stantially as follows : Select a glass tube, about 2 cm, in diameter, 
and 40 cm. long, closed at one end. Fasten to it a paper mil- 
limeti-e scale. This is placed upright in a stand, at a short dis- 
tance from a small telescope, by which the scale may be read with 
accuracy. On another stand is placed a vessel contsuning about 
two kilogrammes of pure mercury, covered with a layer of concen- 
trated sulphuric acid, with a stopcock below, by which it may be 
drawn ofK A small glass tube, also closed at one end, is used to 
receive it, which should contain, when filled, about 10 cm.' Its 
open end is ground flat, and it may be closed with a plate of 
ground glass, which is fastened to the thumb by a piece of rubber, 

Experiment. Both mercury and tube should be perfectly clean, 
but if not, a few drops of water may be placed in the longer tube, 
provided great accui-acy is not required. Fill the small tube with 
mercury, liolding it with the fingers of the left hand, and remove 
the surplus by pressing the glass plate, which should be attached 
to the left thumb, down on to it. Take care that no air bubbles 



c by Google 



38 CALIBRATION BY MERCUEY. 

ai'G imprisoned. Empty the meromy into the large tube, aod read 
its height on the scale by the telescope, measuring from the top 
of the curved surface of the liquid. A clean wooden rod may be 
nsed to remove any bubbles of air or globules of mercury which 
adhere to the sides of the tube. Repeat this operation until the 
large tube is fiill of mercury. We now wish to know the volume 
of the small tube, as this is the miit in terms of which the larger 
one has been calibrated. The most accurate way to do this is to 
weigh the whole amount of mercury transferred, and divide by 
the number of times the smaller tube has been filled. But as it is 
generally difficult to weigh so heavy a body accurately, the con- 
tents of the smaller tube had better be weighed alone, repeating 
two or three times to see how much the quantity used will vary in 
consecutive fillings. The volume is then obtained by dividing the 
weight by 13.6, the specific gi-avity of mercury. Multiplying the 
quotient by 1, 2, 8, 4, &e., we obtain the volumes con-esponding to 
our observed readings of the mercury column in the long tube. 

Represent the results by a residual curve, as follows: Let s be 
the scale reading when the small tube has been emptied once into 
the long tube, and s' when the latter is full, or has received n times 
this volume of mercury, wliich we will call v. Then (n — l)v of 
mercury will fill the space / — a, and the average volume per unit 
of length will equal (n — l)v -f- {/ ~s) = a. If the tube was 
perfectly cylindrical we could find the volume V for any scale 
reading S by the foi-mula, V= aiS—s)+v. In reality the 
tube is probably a little larger in some places than in others, 
it is therefore better to retain only two significant figures in a, 
and then compute by the formula the volumes coi-responding to 
the various scale readings that have been observed. Subtract 
each of these from the corresponding volumes 1, 2, 3, &c^ times w, 
and constract a residual curve in which oi-dinates equal these dif- 
ferences on an enlai^ed scale, and abscissas the scale readings. 
We can now obtain the volume with the greatest accuracy for any 
scale reading by adding to the value of V ^ven by the formula, 
the ordinate of the corresponding point of the curve. A table 
may thus be constructed, ^ving the volume coiresponding to each 
millimetre mark of the scale. But it is generally sufficiently accu- 
rate to make a simple inteipolation from the ori^nal measurements. 
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mly the first differences, as when employing logarithmie 



11. Caiibeatjon by Watee. . 

Apparatus. A Mohr'a burette S, Fig. 10, on a stand, and the 
vessel to be gradnated A, which should be about six inches high, 
and an inch and a half in diameter. A paper scale divided into 
tenths of an inch should be attached to A with gum tragacanth, 
although shellac, or even mucilage, answers tolerably. A long 
string wound spirally around the vessel will keep the scale in place 
until the gum is dry. 

£Jxperiment. Fill tlie burette B to the zero 
done by adding a little too much water, and 
drawing it off by the stopcock C into another 
vessel, until it stands at precisely the right level. 
Next, let the water flow into A until it reaches 
the one tenth of an inch mark, and read JB. Do 
the same for each tenth of an inch, until the one 
inch mark is reached, and then for every half 
inch to the top. Do not let the water level in _S 
fill below the 100 cm.' mark, but when it 
reaches this point refill as befoi-e, and add 100 to Fig.io. 

the volume measured. Care should be taken not to get too much 
water into A ; should this happen, a little may be drawn out with 
a pipette and replaced in _B, but a slight error is thus inti-oduced. 

We have now a series of volumes corresponding to various scale 
i-eadings. Construct a cui-ve with these two quantities as co- 
ordinates. Find the point of the curve for which the volume is in 
tarn 10, 20, SO, &c., em.', and record the corresponding scale- 
reading. If the vessel is to be used for the measurement of vol- 
umes cover it with wax and draw horizontal lines on the latter, 
having the scale readings just found. Subject it to the fumes of 
fluorhydric acid, formed by mixing powdered fluor spar and con- 
centrated sulphuric acid. The lines will thus be pei-manently 
etshed on the glass. 

12. CatiIE TOME TEE. 

Apparatus. A Cathetometer may be made by using as a base 
the tripod of a music stand or photographer's head-rest, and screw- 
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ing into it a tube or solid rod of brass. To this is attached a small 
telescope with a clamp and set screw, and some form of slov) 
motion. The lattei' may be obtained by placing the telescope on 
a hinge and raising and lowering one end by a screw. The slight 
deviation from a horizontal position will not affect tlie results, as 
the instrument is here used. 

At a distance of five or ten feet is placed a U tube, open at both 
ends, with one ai-m about ten inches long, the other forty. The 
bend in the tube is filled with mercuiy, and water is poured into 
the long arm. We then have a long column of water sustaining a 
short column of mercury, the heights being invereely as the densi- 
ties. By the side of this tube is a barometer, made by closing a 
comnion glass tube at one end, flUing with mercury, and inverting 
over a cistern containing the same liquid. The precautions and 
details will be found under Experiment No. 55. By the side of 
this tube is placed a i-od about ten inches long, shaiply pointed at 
both ends, and capable of moving up and down so as to touch the 
surface of the mercury in the barometer cistern. A steel scale 
divided into millimetres is adjacent to both tubes, so that it can be 
read at the same time as the mercury columns. 

Experiment. Focus the telescope so that both scale and mer- 
cury are distinctly visible. 
Then raise it until it is 
nearly on a level with A, 
the top of the colunm of 
water, and bring its hori- 
zontal cross-hair exactly to 
coincide by the alow mo- 
tion. Read the scale, di- 
viding the millimetres into 
tenths by the eye. Do the 
same at £ and G; then the 
difference in height of A 
and C, divided by that of 
G and B, will equal the 
specific gravity of the mer- 
th its true value. As the sur- 



Fig. n. 



cury, which should be compared 
face of mercury is curved upwards, that of water downwards, the 
cross-hairs should be brought to the top of the former, and to the 
bottom of the latter. If great accuracy is required in this experi- 
ment, allow for the meniscus, or curved portion at the top of the 
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water, by ad.3iQg one half its thickneea tq the height of the water 
column. 

Next raise the rod EF, and read "the height, first of the top 
and then of the bottom. The difference will be iu length. 
It is safer to test the result by nioving it and repeating. Then 
bring the rod so that it shall just touch the surface of the mercury, 
that is, so that the point and its reflection shall coincide, and read 
the height of D, and of the top of the rod. Their difference 
added to the length of tlie rod ^ves the height of the column. 
Read the height of the standard barometer placed among the 
meteorological instmments. Reduce this to millimetres, and sub- 
tract from it the other measurement. The difference will be the 
depression caused by air aud the other eiTore in the barometer D. 



13. Hook Gauge. 

Apparatus. A stand, Fig. 12, on which may be placed a vessel 
of water A, and a micrometer screw B, by which we can raise or 
lower a rod caiTying two points, one turned upwards, the other 
downwards. 

M^eriment. Fill up the vessel until the water just covers the 
point of the hook. Then turn the screw so that 
upon looking at the reflection on the surface of 
some object as a window siisli, a slight distortion is 
produced by the elevation of the water above the 
hook. Make ten measurements, moving the 
screw after each, take their mean and compute the 
probable error of a single observation. When 
the point is raised it draws the liquid with it. 
Screw it down until it touches the liquid, and 
read the micrometer, then raise it until the liquid 
separates, and take ten readings in each portion. Compute, as be- 
fore, tho probable error, and reduce to fractions of a millimetre, 
which is easily done if the pitch of the screw is known. ThU 
gives a measure of the comparative accuracy of the hook and 
sunple pomt. Both are used for determining the exact height of 
any liquid surface, the hook being employed most frequently in 
this country, the point abroad. When the surface of a liquid is 
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rising or falling, and we wish to know tbe exact time when it 
reaches a given level, we should use the hook when it descends, 
otherwise the point ; because the former should always be bvougbt 
np to the surface, the latter down to it. 

This instrument is so extremely delicate that it will show the 
lowering of a sui-fece of water in a few minutes by evaporation, 
A variety of interesting researches may be conducted with it, by 
the different students of a class. Thus its comparative accuracy 
with water, mercury and other liquids, may be measured, their 
rate of evaporation, and the effect of impurities, such as a drop of 
oil. The height to which a liqiiid may be raised by the point, ia 
also a test of its viscosity. 

14. Spheeometeb. 

Apparatus. Two lenses, one convex, the other concave, a piece 
of thick plate glass and a spherometer. The latter consists of a 
tripod, with a micrometer screw in the centre, whose point may be 
moved to any desired distance above or below the plane of the 
three legs on which it rests. The most important qualities are 
lightness and stiffness, and on this account a very cheap, and quite 
efficient spherometer may be made with the nut and tiipod of 
wood, using for legs, pieces of knitting needles. 

Mcj)eriment. Stand the spherometer on the sheet of plate glass 
and tm-n the screw until its point is in contact with it. There are 
three ways of determining the exact position of contact. The first 
method is dependent on the fact that if the point of the sci-ew is 
too low the spherometer will stand nnsleadily, like a table with 
one leg too short. The screw is therefore depressed until the in- 
strument rattles, when its top ia moved gently from aide to side. 
An exceedingly small motion of this kind is perceptible to the 
hand. The screw is then turned up and down until the exact 
point of contact is found. The second, and prob.ably the best 
method, is to turn the screw slowly, taking care that no greater 
pressure is exerted on one leg than on the other; as soon as the 
point touches the glass the pressure is removed from the legs, and 
the friction of the nut at once makes the whole instrument revolve. 
Care must be taken not to press on the top of the screw, or the 
tripod will be bent, and an incorrect reading obtained. The 
third method of determining contact depends on the sound pro- 
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dticed when the instrument slides over the glass, which changes 
when the screw touches the surface. It should be moved but a 
sliort distance and without pressure, for fear of scratching the glass. 

Having determined this point with accuracy, read the position 
of the screw, taking the number of revolations from the index on 
one side, and the fraction from the divided eii'de. 

Place the spherometer on each face of the two lenses and meas- 
ure the position of the pohit of contact as before. Of course the 
screw must be raised when the surface is conveic, and depressed 
when it ia concave. Subtract each of these readings from that 
taken on the plate glsws, and tlie diiference gives the height of a 
segment of the sphere to be measured, wliose base is a circle pass- 
ing through the three feet of the spherometer. Call this height A 
the raijius of the circle r, and the radius of 
the sphere ii; then we have, Fig. IS, AJi 
= k, B2) = »■, and ^C= B. But by sim- 
ilar triangles AB : DB = DB : BE, or 




A:r=r:2iJ — A,orjB= 2^,+ ^ Com- 
pute in this way the radius of each surface 
of the lenses, remembenng that a negative f%^ 

radius denotes a concave surface. To de- 
teiTOine r, measm-e the distance of each leg of the spherometer 
from the axis of the screw, and tate their mean. Measure also the 
distances of the three legs from each other and take Iheir mean. 
They form the three sides of an equilateral triaugle ; compute by 
geometry the radius of the circumscribed circle, and see if this 
value of r agrees with that previously found. Both r and h must 
be taken in the same unit, as millimeti-es or inches, and great care 
should be taken to make no mistake in the position of tlie decimal 
point. The reduction of h is eftected by multiplying it by the pitch 
of the screw. 

Finally, compute the principal focal distance, F, by the formula 

-^ =z (n — 1) -B- + -™ , in which R and Sf are the radii of 
the two surfaces, as computed above, and n the index of refraction 
of the glass. The latter varies in different specimens, but in com- 
mon lenses is about 1.53. 
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15. Estimation of Tenths of a Second. 

Apparatus. A heavy boiiy carrying a small vertical mirror ia 
suspended by a wire, so that it will swing by torsion, about once 
in half a minate. A small telescope witn cross hairs in its eye- 
piece, is pointed towai-ds the mirror, and a plate with a pin hole in 
It is placed in such a position that when the mirror swings, the 
image of the hole will pass slowly across the field of view of the 
telescope, like a star. It may be made bright by placing a niin-or 
behind it and reflecting the light of the window. The whole ap- 
paratus shoald be enclosed so as to cut off stray light. A good 
clock beating seconds is also needed. 

Shiperiment. Twist the mirror slightly, so that it shall turn 
slowly. On looking through the telescope a point of light or star 
will be seen to cross the field of view, at equal intervals of about 
half a minute. Note the hour and minute, and as the star ap- 
proaches the vertical line take the seconds from the clock and 
count the ticks of the pendulum. Fix the eye on the atai- and 
note its position the second before, and that after, it passes the 
wire. Subdividing the interval by the eye we may estimate the 
true time of transit within a tenth of a second. Take twenty or 
thirty such observations and write them in a column, and in a sec- 
ond column give their fii-st differences. Take their mean and 
compute the probable error. It will show how accurately you can 
estimate these fractions of seconds. 

This is called the eye and ear method of taking transits, which 
form the basis of our knowledge of almost all the motions of the 
heavenly bodies. It is still much used abroad, although in this 
country superaeded in a great measure by the electric chronograph 
described on p. 16. 

16. Eating Chrosombteks. 

Apparatus. Two timekeepers giving seconds, one, which may 
be the laboratory clock, to be taken as a standard, and a second to 
be compared with it. For the latter a cheap watch may be kept 
expressly for the purpose, or the student may use his own. If the 
true time is also to be obtained, a transit or sextant is needed in 
addition. 

Mperiment. First, to obtain the true time. As this problem 
belongs to astronomy rather than physics, a brief description only 
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will be given. It may be done m two wajs, witli a tnnsit or a 
sextant; the former bema used m astionomical obsenations, the 
latter at sea. A transit la a tdescoj e, mounted so thit it wdl 
move only in the meridian With it note by the clock the 
minute and second when the eastern and westein edges of the sun 
cross its vertical wire, an 1 take then mean Coiret,t this by the 
amount that the sun is slow or fist, is given in the Niutieil 41 
manac, andwe have the instnnt rf tiue noon The inteivil be- 
tween this and twelve, as gnen by the clock, is the euoi of the 
latter. 

The sextant may be u^ed at im time h lien the 'iunisnattoo 
near either the meridian or the hoiizon A \esBel eontiinmj^ mer- 
cury is used, called an artificnl horizon, an! the distmce between 
the sun and its image in this la me»euied Since the surface of the 
mei-cury is perfectly honzonti!, this distince e^ idently equals ex 
actly twice the sun's altitude If the obseri ation is made in the 
morning, when the sun is amending, the sextant is set at somewhat 
too gi'eat an angle, if after noon at too small an angle, and the 
precise instant when the two images touch is noted bj the clock 
The sun's altitude, aftei -dlowing for its diameter, is thus obtained 
We then have a spherical tnmgle, fonoed by the zenith Z, the 
pole P, and the sun S In this, TZ is g« en, being the comple- 
ment of the latitude; PS, the sun's north pohi distance, is ob- 
tained from the Nautical \lmanac and Z*) is the complement of 
the altitude just measured From these data -ne can compute the 
angle ZPS, which coirected as befoie anl reduced to houra min- 
utes and seconds, gives the time bef.re or aftei noon The practi- 
cal directions for doing tliis will be found ^ven in full in Boio- 
ditcTCs Navigator. 

By these methods we obtain the mean solar time, which is that 
used in every day life. For astronomical purposes sidereal time, 
or that given by the apparent motion of the stai-s, is preferable. 
It is found by similar methods, nsing a star instead of the sun. 

In an astronomical observatory it is found best not to attempt to 
make the clock keep perfect time, but only to make sure that its 
rate, or the amount it gains or loses per day, shall be as nearly as 
possible constant. We can then compute the error E at any given 
time very easily by the formula j6' = -E' + tr, m which E' was the 
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error i days ago, and r the rate. By transposing we may also ob- 
tain r, when we know the en'ors ^and £!', at two times separated 
by an interval t. Take the last two observations of the clock- 
en'or, which should he recorded in a book kept for the purpose, 
and compute the error at the time of your observation, and see 
how it agrees with your measurement. 

If the day is cloudy, or no instnmienls are provided for determ- 
ining the true time, the experiment may be performed as follows. 
Compute, as above, the rate and error of the clock. Kext take 
the difference in minutes and seconds between the clock and the 
watch to be compared. To obtain the exact interval, a few sec- 
onds before the beginning of the minute by the watch, note the 
time given by the clock, and begin counting seconds by the ticks 
of the pendulum. Then fixing your eyes on the watch, mark the 
number counted when the seconds' hand is at zero. Repeat two 
or three times, until you get the interval within a single second. 
Now correcting this by the error of the clock, taking care to give 
the proper signs, we get the ei-ror of the watch. The nest thing 
is to set the watch so that it shall be correct within a second. For 
this purpose it must be stopped, by opening it and touching the 
rim of the balance wheel very carefully with a piece of paper, or 
other similar object. Set the minute hand a few minutes ahead to 
allow for the following computation. Subtract the clock-error fi-om 
the time now given by the watch. It will give the time by the 
clock, at which if the watch ia stalled it will be exactly right. A 
few seconds before this time bold the watch horizonUlly, with the 
fingers ai'ound the rim, and at the precise second turn to the right 
and then hack. The impulse starts the balance -wheel, and the 
watch will now go, differing from the clock by an amount just 
equal to the error of the latter. 

17. Making Weights. 

Apparatus. A very delicate balance and set of weights, some 
sheet metal, a pair of scissorsj a millimetre scale, and a small piece 
of brass, A, weighing about 18.4 grammes. The weights are best 
made of platinum and aluminium foil; but where expense is a 
consideration, sheet brass may be used for the heavier, and tin foil 
for the lighter weights. _ To improve the appearance of the brass 
and prevent its rusting it may be tinned, or clipped in a silvering 
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Bolution, or perhaps better still, coated with nickel. Some steel 
pimohes for marking the numbers 0, 1, 2 and 5, a mallet and sheet 
of lead should also be provided. 

PROPER METHOD OF WEIGHING. 
A good balance is so delicate an mbtiument thit the utmost care 
ia needed in using it. The student should thoioughlj unlerstind 
its principle, and know how to test both its accuracy and debcacj 
See Measurement of Weights, p 19 Ihe beam sbould ne^ er be 
left resting on it3 knife-edges, or thej will bcLome dulkd It is 
therefore commonly made so that it maj be lifted oft ot them by 
turning a milled head in front of the balance A second milled 
head is also added to raise supports undci cich SLiIe ptn To 
weigh any object the following plin muat be pursued To see if 
the balance is in good order, low er the suppoits under the scile- 
pans, then those under the beam, by tuining the tno milled heads. 
The long pointer attached to the beam should now swing very 
slowly from side to side, and finally come to rest at the zero. Re- 
place the supports, and open the glass case which protects the bal- 
ance from currents of air. The object to be weighed, if metallic 
and perfectly dry, may be placed directly on the scale-pan, other- 
wise it should be weighed in a watch-glass whose weight is after- 
wards determined separately. Now place one of the weights in 
the opposite scale-pan, and remove the supports fii-st from the pans 
and then from the beam. This must be done very slowly and 
carefully. Students are liable to let the beam fall with a jerk 
on the knife-edgei, by which the latter are soon dulled and ruined. 
An accurate weighing is necessarily a slow process and should 
never be attempted when one is in a hurry. Moreover, by re- 
moving the snjiports quickly the scale-pans are set swin^ng, and 
the beam itself vibrating through a large arc, so that it will 
not come to rest for a long time. It is better while using the 
larger weights to lower the supports a very small amount only, 
and notice which way the index moves. As it is below the beam 
it always moves towards the lighter side. The smaller weights 
inust be touched only with a pair of Ibrceps, aa the moisture of the 
fingers would soon rust them. Those over 100 grms. may be taken 
up in the hand by the knoh, but no other part of them should be 
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touched. Weights should never be laid down except on the scale- 
pans, or in their places in the box. Now try weighing the piece 
of brass j1. Lay it on one scale-pan, and a 10 gr, weight on the 
opposite side. The index moves towards the latter when the sup- 
ports are removed, as described above. Replace the 10 grs. by 
20 gre. This is too heavy, and the index nioves the other way. 
Try the 10 grs. and 5 gra. — too light; add 2 gra.— still too light; 
another 2 grs,— too heavy; replace the latter by 1 gr, - too light. 
The weight evidently lies between 18 and 19 gi'ammes. Add the 
.5 gr., or 500 mgr, -too heavy; substitute the 200 mgr.-too 
light, and so go on, always following the rule of taking the weights 
in the order of their sizes, and never adding small weights 'jy 
guess, or much time will be lost. Having determined the weight 
within .01 gr., the milligrammes are most easily found by a rider. 
This consists of a small wire whose weight is just 10 mgr. It is 
placed on different parts of the beam, which is divided like a steel- 
yard into ten equal parts, which represent milligrammes. Thus if 
the rider is placed at the point marked 6, or at a distance of .6 
the length of one arm of the balance, it produces the same effect 
as if 6 mgrs. were placed in the scale-pan. It is generally arranged 
so that it can be moved along the beam without opening the glass 
case, which protects the latter from dust and currents of air. By 
taking care to lower the supports of the beam slowly, as recom- 
mended above, the swing of the inde.t is made very small ; it is 
sufficient to see if it moves an equal distance on each side of the 
zero, instead of waiting for it to come absolutely to rest To make 
sure that no eirror is made in counting the weights, their sum 
should be taken as they lie in tlie scale-pan, and also from their 
vacant places in the box. 

Decimal weights are made in the I'atio of 1 , 2 and 5, and their 
multiples by 10, and its powera. To obtain the 4 and the 9 it is 
necessary to duplicate either the 1 or the 2. The English adopt 
the former method, the French the latter. Comparing the two 
mathematically, we find that using the weights 5, 2, 2, 1, we shall, 
on an average in ten weighings, remove a weight from box to 
scale-pan 34 times, of which it will be put back 17 times during 
the weighing, and the remaining 17 times after the weighing is 
completed. In the English method, with the weights S, 2, 1, 1, 
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under the same circumatanecs the weights are agsun used 84 times, 
replaced 15 times during the weighiug, and 19 after it. There is 
therefore no difference iu rapidity of one plan over the other. The 
French system has, however, the great advantage that we may at 
any time test our weights against one another, since 1 + 2 + 2 
should equal the 5 weight, and .sometimes in weighing, if a mis- 
take is suspected a test may be applied by using the additional 
weight instead of putting back all the small weights, and adding a 
larger one, as is necessary in the English system. To meet this 
difficulty a thii-d 1 gramme weight is sometimes added by English 

Experiment. To make a set of weights for weighing fractions 
of a gramme. Four are needed of platinum or brass weighing 
500, 200, 200 and 100 mgre., and four of aluminum, or thick tin 
foil, weighing 50, 20, 20 and 10 mgrs. The latter should be made 
fii-st, since being the hghtest they ai-e the easiest to adjust. Cut a 
rectangle of the foil about 3 or 4 centimetres on a side, and weigh 
it within a rniUigi-amrae. Now determine its area by measuring its 
four sides and taking the product of its length by its breadth. If 
the opposite sides ai-e not equal, take their mean. Let A equal 
the area, and TTthe weight of the foil. Evidently "R^ -~ ^ will 
equal m, the weight per square millimetre, and 50, 20 and 10 di- 
vided by OT will give the areas of the requii-ed weights. Cut pieces 
somewhat too large and reduce them to the proper size by the 
Method of Successive Con-ections, p. 10. This is accomplished by 
weighing each and dividing its excess by w. The quotient shows 
how much should be out off. As they cannot easily be enlarged 
if made too small, and the thickness of the foil may not be the 
same throughout, pieces should be cut off smaller than the com- 
puted excess. Small amounts may be taken fiom the comei-s, aijd 
when completed one of the latter should be turned up to mako- it 
easier to pick them up with the forceps. Finally, lay them on the 
plate of lead, and stamp their weight in milligi'ammea on them, with 
the steel punches and mallet. Do the same with the heavier foil, 
thus making the 500, 200, 200 and 100 mgrs. weight. More eai-e 
is needed with them, and the last part of the reduction should be 
effected with a file. Unless great care is taken, two or three will 
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be spoiled by making tiieni too liglit, 1 
weight is obtained. 



: one of the riglit 



IS. Decaxti^-g Gases. 

A^^iratus. A pneumatic trough, which ia best made of wood 
lined with lead, andpainted over with paraffine varnish. A gradu- 
ated glass tube D, Fig. 14, closed at one end, and holding about 
100 cm.*, a tubulated bell-glaas S containing about a litre, with 
Btop-cock O attached, and two or three dry Florence flasks. The 
mouths of the latter should be ground, so that they may be closed 
by a plate of gi-oundfelass; to remove the moisture they should be 
heated iu a large sand bath, or over steam pipes. A thermometer 
is also needed, 

£l3^>eriment. Measure the temperature of the air in the flask A. 
by the thermometer, also its moisture, or rather its dew-point. The 
litter miy be issumed to 
be the sime as tb it of the 
room, and obtained fiom 
the student usmg the me 
teoiological mstuimenta 
!N"ow tlose the fl\':k'with 
tho [ 1 ite of glass, ind im 
mtise it neck downwiils 
in the pneumitic ti sugh 
^'o ^' It m^y be kej-t in this po 

Sition for iny length of time, is thewitei pieients the an fiom 
escaping Next fill the hrge gnluated vessel ^ with watti by 
opening its stop-cock C and immersmg, then close V and raise 
it, Now decant the gas into it by pouring, just as you would pour 
water, only that it ascends instead of falling. When all has been 
transfei-red read very carefully the volume, as ^ven by the gi-adu- 
ation, also the approximate height of the water inside above that 
outside the jar. Dividing this difference by 13.6 the specific grav- 
ity of mercury, and subtracting the quotient from the height of the 
barometer, gives the pressure to which the enclosed air is subjected. 
Its temperature may be assumed equal to that of the water, and it 
may be regarded as saturated with moisture. Next, to transfer it 
into the graduated tube J>, attach a rubber tube to G, and after fiU- 
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ing D with water and inverting it in the trough, let the aii- bubble 
into it from the tube by opening C and lowering B. When D is 
nearly full, close O so as to prevent the escape of the air, and read 
and record the volume as given by the graduation on D, Now 
decant the aiv from J> into the flask A. Great care is necessary in 
this operation to prevent spilling, and it is best to practise a few 
times beforehand, until it can be transfeired without allowing a 
single bubble to escape. Continue to empty B until all the air has 
been passed into A. The latter wilt then be nearly full of air, 
unless some has been lost. In the latter case do not give up the 
experiment, but keep on, retaining as much air as possible. Now 
holding the neck of the flask in the hand press the ground glass 
against it with the thumb, so as to 'retain what water is etUl in it, 
and taking it out of the trough stand it on the table right side up. 
Wipe the outside dry, and weigh it in its present condition ; also 
when full of water, and when empty. Call the three weights m, 
n and o, respectively. The volume of ah- in cm.=, at the beginning 
of the experiment, will eqiml n — o in grammes; that at the end 
n — m. There are now four volumes of air to be compared. First 
the volume at the be^nning of the experiment, when the air was 
moist and the dew-point was ^ven ; secondly, when transferred 
to B; thirdly, that found by adding the readings of D; and 
fourthly, that at the close of the experiment. Reduce all of these 
to the standard pressui-e and temperature by the method given 
below, when they sliould be equal if no air has escaped, other- 
wise the diiference shows the amount of the loss. Great accuracy 
must not be expected, owing to the absorjHion of the air by the 
water, and for various other reasons. 

REDUCTION OF GASES TO STANDARD TEMPERATURE AND 
PRESSURE. 

I. Dry Gas. Given a volume T^p of dry gas at tem]>erature t, 
and barometric pressure P^ to find what would be its volume T^g 
if cooled to 0° C, and the pressure altered to the standard H = 
760 m.m. Suppose that it is first cooled to 0°, without changing 
the pressure, and call its new volume T^p. We have by Gay 
Lussac's law for the expansion of gases, T^p — F^p (1 + at), in 
wliich Q. = jig, the eoeffleient of expansion of gas. Again, by 
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i OF VOLUME. 

Maiiotte's law we have, V^ ■- Vbb = -^ • ^■ 
T^Hp' or substituting, V„ = Foh(1 + al)-^, 
273 P 

For any otVier temperature t', and pressure -f, i 

^ 273/" ^ -.^ ,^ -P 273+ if 

Fon = K-P- (273 + t') 760 ' ''^"^ ^"^ = ^-^ T"'' m^ft' ' " " ^'^^ 

The first forrauhi is used to determine the true quantity of gas 
present, that is, the volume at the standard temperuture and pres- 
sure. The second, to compute the new volume when we alter 
both temperature and pressure. 

IT. Gas saturated with Moisture. Call p the pressure of 
aqueous vapor at the temperature t. Then of the total pressure P 
we have p due to the vapor, and P — p to the gas ; substitute, 
therefore, P — ^ for P in equation (1), and we have, 

Ko,i- f''P(273 + ()760 ^ ■' 

III. Gas moist, but not saturated. Let the gaa be gradually 
cooled, until the tempei-ature becomes so low that the moistui-e 
can no longer be retained as vapor, but begins to condense on the 
walls of the vesseh This temperature T is called the dew-point; 
lety be the eoiresponding pressure of the vapor. Then p: p' ■= 
1 -\-a.t : 1 + ar, or ^ = p'(l + of) + (1 + a?'), and substitut- 
ing this vahie in equation (3^, we have 

19. Standakds of Volume. 

Apparatus. A balance AB, Fig- 15, capable of sustaining 5 
kgra. on each side, and turning with a tenth of .1 gramme under 
this load. Remarkably good results may be obtained with com- 
mon balances, such as are used for commercial pui-poses, by attach- 
iiiff a long index to the beam, as in the figure. Several pounds of 
distilled water shoald be provided, a thermometer, a set of weights, 
and a rubber tube and funnel Instead of a soale-pan, a counter- 
poise C is attached to one arm of the balance as a method of 
double weighing is to be nsed. The standard to be graduated, 
which we will suppose to be a tenth of a cubic foot, consists of a 
glass vessel D, whose caparaty somewhat exceeds this amount. A 
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i" steam valve Is screwed into the cap closing the lower end 
thich also carries a sharp brass point to fovni t^e lower hmit of 
the volume. A line is attached to the cap closing the upper end 
of the v"re], by Ihich the whole is ^^PP^^^: > ^T^^^^;^^ 
^ith the point turned upwards passes through this cap m which 
a hole haT been drilled to allow the air to pass in or out The 
hook may be raised or lowered, and clamped at any height by a 
conical nut surrounding it, or by a set screw Finally a millimetre 
scale should be attached to the upper end ot JJ. 

Experiment. Note the height of the -barometer, the temperature 
of the room, also that of the distilled water. Fill D, by attachmg 
the rubi>er tube, as in 
the figure, opening E 
and pouring in the 
water. "When the ves- 
sel is full, close E 
and remove the rubber 
tube. Take care that 
no Mr bubbles adhere 
to the sile of the 
gbs« Opm E and 

draw off the witer until it stands just on a 
level with tie top of the scale attached to 
the ^lass Counterp >ise bj ad Img weights to 
the scale pin J^, until the index stands at zero 
first realing the duecUons foi weighing, given 
on pige 47 Diaw otf enaugh water to lower 
Its level juit one centimetre, counterpoise 



ngniu, and repeat until the eui-face reaches the 
bottom of the scale. If too much water is removed at any time 
refill the vessel above the mark, and draw off the water again. 
Now brinff the water level just above the point of the liook, and 
close E, so that the flow shall take place di'op by drop. Use the 
hook as in Experiment 13, and as soon as the point becomes 
visible close E. Read the level of the water and countei-poise as 
before. Repeat two or three times, adding a little water after each 
measurement. Now open E, and let the water run out until the 
lower point just touches the surface. Measure the temperature of 
the water as it escapes. To counterpoise the beam neariy three 
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kilogrammes additional must be adiied to F. Make this weigh- 
ing with care, and repeat two or three times, as when obsei-ving 
the upper point. Subtract each of the weights when the Teasel 
was fuH, from the mean of those last taken, and the difference 
gives the weight of tlie water contained between the lower point 
and each of the other obseiTed levels. 

Now to deteraiiae the vohime, we have given by Kaler, the 
weight of 1 onbic inch of distilled water at 62° F^ and 30 inches 
pressure, equals 252,456 grains, and 1 gramme equals 15.432 gi-aina. 
From this compute the weight of one tenth of a cubic foot. Two 
corrections must now be applied, the first for temperature, the 
second for pressure. Water has an expansion of about .00009 
per 1° F. when near 62°, and glass .000008 linear, or thi-ee times 
this amount of cubical expansion at the same temperature ; of 
course the apparent change of volume is the difference of in- 
crease of the water, and of the glass. Evidently at a high 
tempemture less water would be required, hence this correction is 
negative if the temperature is above "62°. Practically in making 
standai-ds it is best to keep the temperature exactly at 62", adding 
ice or warm water if necessary, as this correction is a little doubt- 
ful, owing to the unequal expansion of different specimens of glass. 
The vessel _Z> is buoyed up by the air, by an amount equal to the 
weight displaced, and this weight is evidently proportional to the 
barometric pressure S. Now 100 cubic inches of air at 30 inches 
weigh 2.1 grms., hence at 1 inch it would be \^, and if the pres- 
sure is changed from 30 to H, the change in weight would evi- 
dently be 2.1 X (30 — ^0 -^ 30. The weights, however, ai-e also 
buoyed up in the same way, but as the specific gravity of brass 
is about 8, the effect is only one-eighth as great. The true 
coiTcction is then seven-eighths of this amount. The higher the 
barometer the greater the buoyancy, and the lighter the water 
will appear, or this correction will be negative for pressures above 
30 inches. Both the corrections will be small, and in most cases 
can be neglected ; but it is well to make them, in order to be sure 
to understand the principle. Having thus computed how much 
the tenth of a cubic foot ought to weigh, see if the distance be- 
tween the points is correct, and if not, detei-mine by interpolation 
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wiiorc the water level should be in order to render the capacitj- 
exact. 

20. Reading Microscopes. 

Apparatus. Thi-ee cheap French microscopes mounted on 
moveiible stands, as in AB, Fig. 16. Two should have cross-haira 
in their eye-pieces, while the third should contain a thin plate of 
glass with a very fine scale ruled on it. An accurate scale divided 
into miilimetres is required as a standard of comparison, and since 
the division marks of those in cominon use are too broad for exact 
measurements, it is better to have one made to order, with veiy 
fine lines cnt on the centre of one fiice instead of on the edge. 
The best material ia glass, but copper or steel will do, especially if 
coated with nickel or silver. Sevei-al objects to be measured 
should be selected, as a rod pointed at each end, the two needle 
points of a beam-compass, and a scale divided into tenths of an 
mch, whose eoirectness is to be tested. Under the microscopes is 
placed a board J), on which the object to be measured C, is laid, 
and which may be raised or lowered gradually by screws, or fold- 
ing wedges. Another method of suppoiting the microscopes, 
superior in some respects, will be found described under the Ex- 
periment of Dilatation of Solids by Heat. 

Mcperiment. If a measurement within a tenth of a millimetre 
is sufficiently exact, use the two microscopes with cross-hairs. 
Place them at such a distance apart that each 
shall be over the end of the object to be meas- C^ 

ured, which should be laid on J). They J 't^ 

should be raised or lowered until in focus, and I ^ V 
then set so that their crosshairs shall exactly —^ — '=^ 
coincide with the two given points. Remove ^k- ^'^■ 

the object very carefidly, so as not to disturb their position, and 
replace it by the standard scale, bringing the zero to coincide 
with one of the cross-hairs. Now looking through the other 
microscope read the position of its cross-hairs on the scale, esti- 
mating the fractions of a millimetre in tenths. If the image of 
the scale is not distinct it may be focussed by slowly raising or 
lowering the board on which it is placed, taking great care not 
to disturb the microscopes. To get the whole number of milli- 
metres, a needle may be laid down on the scale, and the right 
division distinguished by its point. 

If greater accuracy is desired, use the third microscope, fincl- 
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ing the magnitude of the divisions of its scale in the following 
mnnner; focus it on the steel scale, placing it so that two divi- 
sions of the latter sliall be in the field at the same time. Read 
each of them by the scale in the eye-piece, and take the differ- 
ence ; the reciprocal is the magnitutle of one division in millimetres. 
Repeat a number of times and take the mean. To malte any 
measurement, place this microscope with one of the others over the 
points to be determined, and take the reading with its scale, esti- 
mating tenths of a division ; then substitute the steel scale as be- 
fore, and read the millimetre mark preceding, also that following. 
By a simple interpolation the distance is obtained from these three 
readings with great accuracy. 

Ti-y both these methods with the objects to be measured, and 
then test the scale of tenths of an inch by measuring the distance 
of each inch mark from the zero, and reducing the millimetres to 
inches. Measure also in the same way the ten divisions of one of 
the inches. 

One of the best ways to measure off a large distance, as ten or 
twenty metres, with accuracy, is by means of a couple of reading 
microscopes. A steel rule is used, the ends being marked by the 
microscopes, as they are in rough measurements, by the finger. In 
all cases where the graduation extends to the end of the rale it is 
better to use.the mart next to it, both as being more accurate, and 
as affording a better object to focus on. 

21. DiviniNG Engine. 

Apparatus. This instrument rests on a substantial stand 
ABEB^ Fig. 17, like the bed-plate of a lathe. A carefully con- 
structed micrometer screw moves in this, and pushes a nut C from 
end to end. The screw should have a pitch of about a millimetre, 
or a twentieth of an inch, if English measures are preferred. The 
head of the screw is divided into one hundred parts, and turns 
past an index which is again divided into ten parts, as in Fig. 4, 
]), 24. The screw may be turned by a milled head or a crank. 
The nut must have a bearing of considerable length, a decimetre 
is scarcely too much, as any UTegularities are thus compensated. 
It should be split so that it may be tightened by screws, or better, 
by a spring, and slides along two guides, AB formed like an in- 
verted V, and DE^ which is flat A scale is cut on the latter to 
give the whole number of revolutions of the screw. Tho nut 
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should move with perfect smoothness from end to end, but not too 
fi-eely. A certain amount of hack-lmh is unavoidable (that is, the 
screw may always be tui-ned a short distance backwards or for- 
wards without moving the nut), but this does no harm, as when 
in use it should always be moved in the same direction, A second 
screw similar to the other, but smaller, and at right angles to it, is 
attached to (7,. so that its nut maybe moved backwards or for- 
wards about one decimetre. It carries a reading microscope B, 
made of a piece of light brass, tubing, by inserting an eye-piece 
above, and screwing a microscope objective into the lower end. 
It may he focussed by sliding the tube up and down by a rack 
and pinion. Cross-haire should be placed in the eye-piece, but 
in some cases a fine scale, or eye-piece micrometer, is preferable. 

To use this insti-ument as a dividing engine, the microscope must 
be made movable, so that it can be replaced by a graver for metals, 
or a pen for paper. The micrometer head F has ten equidistant 
holes cut in it, in which steel pins can be inserted. These strike 
against a stop which they cannot pass unless it is pushed down by 
the finger. A sheet of thick plate glass J>STH serves as a stand 
on which to lay objects, and under it is a krge mirror to illuminate 
them, but it may be removed when desired. 

Experiment. This instrument maybe applied to a great variety 
of purposes. Several experiments with it will therefore be de- 
scribed. 

1st. To test the screw. Lay a glass plate divided into tenths 
of a millimetre on I>STE, 
and bring the microscope 
over it. Use a moderately 
high power, as a ^" objective, 
and focus ou the scale; the 
want of a fine adjustment 
may be partly remedied by 
varying the distance of the 
eye-piece from the objective. 
Bring the first division of the 
scale to coincide with the 
cross-hairs of the microscope 
by turning the micrometer- ■■s—' 

head F. Read the whole number of turns from the scale on DF, 
and the fraction from F. Move it one or two turns to the right, 
and set again; repeat several times, and compute the probable eiTor 
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of ODe observation. It equals the error of setting. Turn the 
screw the other way, and bring it back to the hne. Tbe differ- 
ence between this reading or the mean of ten such readings, and 
that previously obtained, gives the back-lash. Set in turn on sev- 
eral successive [joints of the scale. The fii-st differences should be 
equal. Mark two crosses on a plate of glass with a diamond, three 
or four centimetres apart. Measure tbe interval between them 
with different poitiona of tbe screwj and see if they agree. If not^ 
the defect in the screw must be carefully examined, and con-ections 
computed. The screw jlf sliould be similarly tested, 

2d. Determination of the pitch of the screw. Procure a 
standai-d decimeti-e (or other measui'e of length) and measure the 
distance between its ends. The temperature should be nearly that 
taken as a standard, orifgi-eat accuracy is required, allowance made 
for the difference of expansion of the screw and decimetre. From 
this measurement, which should be repeated several times, compute 
the true pitch of tbe screw, and the correction which must be ap- 
plied when distances are measured with it. 

3d. To measure any distance. Lay the object on the glass 
plate and bi-ing tbe cross-hairs of the microscope to coincide first 
with one end of it, and then with the other. The difference in 
the readings is tbe length. Apply to it tbe correction previously 
detei-mined. 

4th. To determine the form of any curved line. For exam- 
ple, use one of the curves drawn by a tuning fork, in the Experi- 
ment on Acoustic Curves. Bring the cross-haii-s to coincide with 
several points in turn of one of the sinuosities, and read both 
micrometer heads. These give two coordinates, from which the 
points of the curve may be constnicted on a large scale, and com- 
pared with the curve of sines, the form given by theory. The 
relative positions of a number of detached points may also be thus 
determined, as in tbe photographs of the Pleiades and other 
gi-onps of stars by Mr. Rutherford. 

6th. &raduation. For a first attempt, make a scale on paper 
with a pencil or pen. Replace the micTOscope by a hard pencil 
with a flat, but very sharp point. It must be airangecl so that it 
can be moved backwards or forwards a limited distance, but not 
^deways. Every fifth line should be longer than the rest, which 
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should be exactly equal to each other in length. Fasten the paper 
securely on the glass plate so that it shall not slip. Suppose now 
lines ai-e to be drawn at intervals of half a millimetre. Insert a 
pin in one of the holes in F, and tum the hitter to the stop. 
Draw a line with the pencil for the beginning of the scale, depress 
the stop to let the pin pass, ^ve F one turn, bring the pin again 
to the stop and draw a second line, and so on. If the lines are to 
be a millimetre apait, draw one line for every two turns. In the 
same way, by inserting more pins a finer graduation may be ob- 
tained. Instead of using the pins a table may be compoted 
beforehand, giving the reading of the screw for each line to be 
drawn, allowing for the en-ors of the screw, if great accuracy is re- 
quired. The scale is then ruled by bringing the nut successively 
into the various positions marked in the table, and drawing a line 
after each, 

A most impoi-tant application of tliis instmment is to the meas- 
urement of photographs of the sun taken during eclipses. The 
position of the moon at any instant is thus obtained, with a degree 
of precision otherwise unattainable. In this, and other cases 
where angles must also be measured, the plate of glass SS should 
be removed, and the object laid on a rotary stand, with a gradu- 
ation showing the angle through which it is turned. 



22. RuutTO Scales. 

Apparatus. In Fig. 18, two strips of wood A and B, rest on a 
smooth board, and are held in place by the weights O and J>. 
The ends of a string are attached to them, which is stretched by 
means of a weight F, so that if and J) are raised A and B will 
dide. A peg is inserted in B, which moves between two steel 
plates fistened to A, one being fixed, the other movable by means 
of a screw (?. If, then, either weight is raised, the strip of wood 
on which it rests will be drawn forward by F, hut will be free to 
move through a space equal to the difierenoe of the diameter of 
the peg and the interval between the two steel plates. If desired, 
6 may be a micrometer screw, by which this interval may always 
be accurately detei-mined. It may be fastened in any position by 
a damp or set screw. A steel rod M is used to draw the division 
lines. It is fixed at one end, and canies at the other a pencil, pen, 
graver or diamond, according as the lines are to be drawn on pa- 
per, metal or glass. By this arrangement there is little or no 
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lateral motion of the graver, but unfortunately it draws a curved 
line. To remedy this defect, the rod may be replaced by a sti-etched 
wire, to the centre of which the graver is attached, or the latter 
may slide past a guide against which it is pressed by a spring. 

MqieriTnent. For many purposes in using a scale, it makes but 
little difference what the divisions are, provided that they are all 
equal, and this is especially the case in all accurate measurements, 
since as a correction must always be made for temperature, we 
can readily at the same time correct for the size of the divisions. 
The instrument here described will probably give divisions more 
nearly equal than those obtained by a micrometer scfew, but it is 
more difficult to make them of any exact magnitude, since any 
deviation is multiplied by the number of divisions. 

To draw a scale, lay a piece of paper on £ and fasten it with 
tacks or clips. To secure uniformity in the length of the long and 
short division marks, rule three 
parnllel lines as limits, attach 
a sharp flat-pointed pencil to 
H, and slide A and B until 
the beginning of the scale 
is under J£. Draw a line with 
the latter, and make one stroke 
with the macbine, Tliis is done 
by raising C, when F will draw 
A forward a distance eqtial to the interval between the two plates 
near (?, minuB the thickness of the peg. Lay C down and raise 
D. A wiU now remain at rest, but^B will move through the same 
distance. Draw a second line with the pencil, and repeat, making 
every fifth line about twice as long as the others. They will be 
found spaced at distances which may be regulated by the screw G. 
Try making short scales in the same way, with large and small 
divisions. It is always safer to keep the hand on one weight while 
the other is lifted. The magnitude of F should be such that the 
strain on the cord will be greater than the friction of repose when 
the weights are up, but less than the friction of motion when they 
are down. If F is too light, when G is raised A will not start ; 
if too heavy, it will strike so hard that it will move _Z?. To test 
the accuracy of the machine draw a single line, take a hundred 
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Strokes and draw another. Then without moving Q push the 
slides back and draw a third line close to tlie first ; take a hundred 
strokes and draw a fourth line near the second. Measure the in- 
terval between the first and third, and the second and fourth. 
They should be equal, but if not, the diffei-ence divided by an 
hundred gives the average difFerence in length of a stroke the 
second time, compared with the fii'st, 

Instead of a pencil, a pen may be used to draw the lines, or a 
gi-aver, if a metallic scale is deared. The finest scales ai-e ruled 
on glass by a diamond. Instead of u^ng the natural edge of the 
gem, as when catting glass, an engraver's diamond should be em- 
ployed, which is ground with a conical point ; the direction in 
which it should be held, and the proper pressure, being obtained by 
trial Scales may also be etched by covering the surface with a 
thin coating of wax or varnish, and the lines marked with a 
gi-aver. If metallic, it is then subjected to the action of nitric 
acid ; if of glass, to the fumes of fluorhydiic acid. It ia possible 
that the new method of cutting glass by a sand-blast may prove 
applicable to this pui-pose with a great saving of time and trouble. 
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23. Composition of Fokces. 

Apparatus. Two pulleys A and B, Fjg. 19, are attiiched to a 
board which is hung vertically against a wall. Two threads pass 
orer them, and a third C, is fastened to their ends at J), Three 
forces may now be applied by attaching weights to the ends of 
the cords. The weights of an Atwood's machine are of a con- 
venient form, but links of a chain, picture hookK, cents, or any 
objects of nearly equal weight may be used. Small beads are 
attached to the three threads at distances of just a decimetre 
from I>. 

JEkperiment. Attach weights 2, 3 and 4 to the three cords, and 
let D assume its position of equilibrium. Owing to fi-iction it will 
remain at rest in various neighboring positions, 
their centre being the true one. Now meas- 
ure the distance of each bead from the other 
two with a millimetre scale, and obtain the 
angle directly from a table of chords. If 
these are not at hand, dividing the distance 
by two, gives the natural sine of one half the 
required angle. By the law of the parallelo- 
^ gram of forces, the latter- are propoi-tional to 

the sides of a triangle having the directions of 
the foi-ces. But these sides are proportional to the sines of the 
opposite angles, hence the sines of the angles included between the 
threads should be proportional to the forces or weights applied. 
Divide the two larger-forces by the smaller, and do the same with 
the sines of the angles, and see if the ratios are tlie same. The 
angles themselves should first be tested by taking their sum, which 
should equal 360". If either angle is neariy 180°, it cannot be 
accurately measured in this way, but must be found by subtracting 
the sum of the other two from 360°, or measuring one ade from 
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the prolongation of the other. It is well to draw the forces from 
the measuremont, and see if a geometrical construction gives the 
same result as th^t obtained by calcolation. Repeiit with forces in 
several other ratios, .is 3, 4, 5 ; 2, 2, B ; 3,5,7; taking care in all 
cases to include in the weights the supports on which they rest. 

24. Moments. 

Apparatus. A boai'd AB, Fi^. 20, is supported at its centime of 
gravity on the pin C It shoald revolve fi-eely, and come to rest 
in all positions equally. Two forces may be applied to it by 
the weights I> and E, attached by thi-eads to the pina F and G. 
Their magnitudes may be varied from 1 to 10 by different weights, 
and theb points of a^^plie-ataon by using different pins, as ^_J and 
J'. To measure tlyir perjjendicular distances from the pin C, a 
wooden liffht-angled tnangle or square is provided, one edge of 
which is divided into millimetres, or tenths of an inch. 

JExperiment. Various laws of forces may be proved with this 
apparatus. Ist. When a single force acts on a body jl^flxed atone 
point, as C, there will be equilibrium only when it passes through 
this point. Remove JFJ> and attach a weight £! to G. It will be 
found that the body will remain at rest only when the point G ia 
in line with Jf and C. 2d. A force produces the same effect if 
applied at any point along the line in which it tends to move the 
body. Apply the two weights I> and U, which tend to turn the 
board in opposite directions. Make 
their ratio such that MG shall be in 
line with G, S,J. Now transfer the 
end of the thi-ead fi-om GtoH, Zand 
J'in tura, when it will be found that 
the position of the board will be un- 
changed. It should be noticed, how- .. 
eyer, that in the last case the board is 

in unstable equilibrium, since ^t7"Mls beyond the point of support 
C. 3d. The moment of a force, or its tendency to make a body 
revolve, is proportional to the product of its magnitude by its per- 
pendicular distance from the point of support. Make D equal 2, 
and attach it to JB^, so that the thread, rests over the edge of the 
board, which is the arc of a circle with centre at C, and radius .6. 
Its tendency to make the board revolve is therefore the same, what- 
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ever the portion of tiie latter. Make E successively 1, 2, 3, 4, 5, 
6, and measiu'e the perpendicular distance of the thread to which 
it is attached in each case from C. This distance is measured by- 
resting the triangle against the thread and measuring the distance 
of 6'by its graduated edge. In each case the moment of -E'will be 
found to be the same, and equal to 2 X 6, the moment of D. 4th. 
When two forces hold the body in equilibrium their resultant mast 
pass tlirough the fixed point. Make _Z> equal 2, and attach it to 
F, and E equal 3, applied at G. Lay a sheet of paper on the right 
hand portion of AB, making holes for F, Cand J" to pass. Draw 
on it with a ruler the dii'ection of the two threads prolonged, and 
then removing it, construct their resultant geometrically by means 
of the parallelogram of forces. It will be found to pass through 
O. Repeat two or three times with different weights and points 
of application. 

25. Paeallel Foeces. 

Apparatus. The apparatus used is shown in Fig. 21. AB is a 
straight rod about two feet long, with a paper scale divided into 
tenths of an inch attached to it. It is supported by a scale-beam 
CD with a counterpoise, so that it is freely balanced, and remains 
horizontal. Weights formed like those of a platform, scale maybe 
attached to it at any point, by riders, as at E, F and 6. Taking 
each rider aa unity, lour sets of weights are requii'ed of magni- 
tudes 10, 5, 2, 2, 1, .5, .-2, .2, .1. Two other beams, like UJ), 
should also be pravided, to which these weights may be attached, 
as at E, so as to produce an upwai-d force of any desii-ed magni- 
tude. All these scale-beams may be veiy roughly made, even 
a piece of wood supported at the centre by a cord, being suf- 
ficiently accurate. English beams of iron may, however, be ob- 
tained at a veiy low price. 

Ejt^nment. The resultant of any system of parallel forces 
lying in one plane may be found by 
this appai-atus. Thus suppose we 
have a force of 15.7 acting upwards, 
and two of 8.3 and 1.4 acting down- 
wards, and distant fi-om the firet 
6.4 and 8.7 inches respectively. 
Produce the upward force by add- 
jig 21. ing the weights 14.7 to E, and the 
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two downward foi'ces by weights 7.3 and .4 (allowing 1 for each 
of the scale-pans) at F and 6^, setting them at the points of the 
beam marked 3.6 and 18.7. They are then at the proper distance 
from C, which ia at 10 inches from the end. We now find that 
A goes down and Ji up ; by placing the finger on the beam we 
see that it can be balanced only by applying a downward foree to 
the right of C. Now place a rider in this portion, and move it 
bactwai-ds and foi-wards, varying the weight on it until the beam 
is exactly balanced. The magnitude of this weight will be found 
to be 6, and its position 16,8, or 6.8 inches from C The resultant 
of the three forces will be jast equal and opposite to this. Had 
the foi-ce i-equired to balance them acted upwards, we should havo 
used one of the auxiliary scale-beama. To test the correctness of 
this result we compute the resultant thus : H ^= 15.7 — (8.3 + 
1.4) =^ 6, and taking moments around we have 8.3 X 6.4 — 1.4 
X 8.7 ^^ 6 X a;, or a; ^^ 6.8 the observed distances. 

Deternune the position and magnitude of the resultant in sev- 
eral similar cases, as for example the following, in which E^ means 
an upward, and D an downward force, and each is followed first by 
its raagnitu^.e, and then by the point on the bar at which it is to 
be applied. 

2*, 5.0,4.3; ?7; 10.0, 10.0. 

2), '2.6, 3.2 ; T/, 7.8, 10.0. 

J>, 7.4, 3.7; f/; 17.1, 10.0. 

D, 11.1, 2.1 ; 7>, 6.5, 5.6; U, 2.3, 18.4. 

_Z), 5.2, 1.9; f/;i5.2, 10.0; i>, 8.4, 12.6; J/; 3.0, 18.1. 
Two equal parallel forces acting in opposite directions and not 
in the same line, form what is called a couple, and have no single 
resultant. Thus apply the two forces D, 12.0, 5.0, and V, 12.0, 10.0. 
No single force will balance the beam. Equilibrium is obtained 
only by a second couple having the same moment, and turning in 
the opposite direction ; thus the moment being 12.0 X 5.0 = 60.0, 
the beam may be balanced by two forces of 10.0, each distant 6 
inches from one another, placing the upward force to the left. 
Find in the same way some equivalent to J}, 4.3, 7.6, and W, 4.3, 
10.0, and notice that it makes no difierence to what part of the 
beam the two forces are applied, provided their distance apart 
remains unchanged. 
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This same apparatus may be applied to illustrate the case of a 
body with one point fixed, acted on by parallel forces, as, for ex- 
ample, the lever, by using a stand iZ" with two pins, between which 
the beam may turn. This stand is also useftil in finding the point 
of apphcation of the resultant in the above cases. 

26. Centkb of Gravity. 

Apparatus. Several four-sided pieces of cardboard (not rec- 
tangles) and a plumb line, made by suspending a small leaden 
weight by a thread, from a needle with sealing wax head. 

.E^erimenf. Make four holes in the cardboard, two AB, Fig. 
22, close to two adjacent comers, the others in any other part not 
too near the centre. Pass the needle through A and support the 
cardboard by it ; the thread will hang vertically downwards, and 
the centre of gravity must lie somewhere in this line, or it would 
not be in equihbrium. Mark a point on this line as low down as 
possible, and connect it with the pin hole. Do the same with B ; 
the intersection of the two is the centre of gravity. Turn the 
cardboard over and repeat with the other holes. This gives two 
determinations of the centre of gravity. To see if the two points 
are opposite one another, prick through one and see if the hole coin- 
cides with the other. By suspending at any other points, the same 
result should be obtained. Be carefiil that the holes are large 
enough to enable the card to swing fi-eely. 

Next, lay the card down on your note book and mark the four 
points A, B, G, D. Connecting them with lines gives a duplicate of 
the cardboard. On this construct the centre of 
_ gravity geometrically. Divide into two trian- 
gles by connecting A C. Bisect AD in ^, and 
GJ) in F. The centre of gravity of ^ C2> 
must lie in AF, also in OF, hence at Q. Ob- 
tain G' by a similar construction with AB G. 
The centre of gravity of the whole figure must 
^^*™' lie in GQ'. Make a second construction by 

connecting ^i>, making the triangles ^^Z> and£C'-D; the in- 
tersection of GG' and its corresponding line gives the centre 
of gravity. Lay the piece of cardboard on the figure and prick 
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through the two centres of gravity previously found. They should 
a^ee closely with that found geometrically. 

27. Catenakt. 

Apparatus. A chain three or four yards long, each link of which 
ia a sphere, known in the trade ae a ball link chain. Every tenth 
link should be painted black, and the fiftieths red. A honzontal 
scale ABC, Fig. 23, attached to the wall, also a number of pins to 
which the chain may be festened by short wire hooks, and its 
length altered at will. A graduated rod -Bi> is used to measure 
the vertical height of any point of the chain. 

ExpeHment. First, to determine the average length of the 
links. Let the chain hang vertically from A, measure the length 
of each hundred links, and take 
their mean. A simple proportion 
gives the number of links to 
which AC is equal. Suspend 
the chain at A and C, making the 
flexure at the centre about half a 
foot. Measure it exactly, and in- 
crease the original length 10 links 
at a time to 100. Increase it also 
by 17 links, by 63 and by 48, and ^-,^23. 

measure as before. Write the re- 
sults in a Column and take the first, second and third differences 
of the first measurements. Now obtain by interpolation the three 
values for 17, 63 and 48 lints, and compare with their measured 
values. 

Next suspend the cham as in ADE, and measure the deflection 
at intervals of five inches horizontally. This is best done by pass- 
ing a pin through the graduated rod at the zero point, letting it 
hang vertically, then measuring by it. Taking differences as be- 
fore, those of the first order will be at first negative, then increase 
until they become positive. Where the fii^t difference is zero, 
is evidently the lowest point of the curve. By the method of 
inverse interpolation find this point, treating the first differences 
as if they were the original variable, and recollecting that each 
difference belongs approximately to the point midway between the 
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two terms from wliich it was obtained. Thus the difference ob- 
tained from the 5 and 10 inches corresponds to 7J. Obtain this 
point also by measurement, by laj-ing off BF equal to GE, pro- 
longing EFto G and measuring GF. .AC minus one-half QM 
will equal the required distance. Repeat with several points 
below E, and compare with the computed position of the lowest 



28. Ckank Motion. 

Appwratus. A steel scale AB, Fig. 24, divided into millime- 
tres, slides in a groove so that its portion may be read by an index 
E. It is connected by the rod AD to the arm of the protractor, 
whose centre is C. On turning CD, which carries a vernier F, 
AB moves backwards and forwards. Several holes are cut in AD 
so that its length may be altered at wilL 

Fkcperiment. Make AD as long as possible. Measure CD by 
turning it until X* is in line with C and A, and read E; then turn it 
180°, and read again. One-half the 
f. difference of these readings equals 

CD. Next, to find the reading of 
the vernier when CD and DA are 
in line. Make ACD about 90° 
and read E and F. Turn CD un- 
^' til the reading of E is again the 

same and read F. The mean of these two readings ^ves the re- 
quired point. Repeat two or three times, and take the mean. 

Let AB represent the piston rod of an engine, and CD the 
crank attached to the fly-wheel. The problem is to determine the 
relative positions of these two, during one revolution. Bring D 
in line with CA, and move it 10° at a time through one revolu- 
tion, reading -E' in each ease. Do the same, using a shorter con- 
necting rod, so that AD shall be about two or three times CD. 
To compare these results with theory, first suppose the rod CD 
infinitely long. The distance of AB from the mean position will 
then always equal CD X cos ACD. This is readily computed 
from the accompanying table of natural cosines. I^ as is most 
convenient, GD is made just equal to 1 decimetre, the distances ai-e 
^ven directly in the second column of the table by moving the 
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HOOK S UNIVERSAL JOINT. by 

decimal point two places to the right. Compare these results 
with your observations. Constract a cui-ve in which abscissas 

represent the computed positions of AS, and or- ■ 

dinates the difference between the observed and 

computed results, enlarging the scale ten times. 

If a smooth curve is thus obtained it is probably 

due to the short length of AD. The correction 

due to this is readily proved to be AD — 

^AI^ — OD^mi^ A0I>, or calling the ratio 

AD^CD=n,\ti?.^{n — Vn' — sm^'ACDJ. 

Compute this correction for every 30°, knowing 

that sin' 30°— .25, ein=60°= .75. The points 

thus obtained should lie on the residual curve found above. Do 

the same with the shoiter arm AD. 

29. Hook's TJniveksai. Joint. 

Apparatus. A model of this joint with graduated circles at- 
tached to its axles. The latter should be so connected that they 
may be set at any angle. 

Experiment. Set the axes at an angle of 45°, and biin^g one 
index to 0°, the reading of the other will be the same. Now move 
the first 5° at a time to 180°, and read the other in each position. 
Record the results in columns, giving in the first the reading of 
one index, in the second tliat of the other, and in the third their 
difference, which will be sometimes positive, and sometimes nega- 
tive. Construct a curve with abscissas taken fi'om the first col- 
umn, and ordinates fi-om the third, enlai^ng the latter ten times. 
It shows how much one wheel gets behind, or in advance of, the 
other. To compare this result with theory, let Fig 25 represent a 
planofthe joint, -dCand C5 being the two 
axes. Describe a sphere with their intei-sec- 
tion C as a centre. The great circle CD is 
the path described by the ends of one hook, 
CE that described by the other. D and S 
must, by the construction of the apparatus, 
always be 90° apart. Then in the spherical ^s- ^^■ 

triangle ODE we have given _Z>^= 90", EOD = 45°, the angle 
between the axes, and one side as OD, and we wish to compute 
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(JE. But by spherical trigonometry, tang CE — tang GD cos 
ECD. Substituting in turn OB = 5°, 10°, 15°, 20°, &c., we 
compute the corresponding angle through which the BCcond wheel 
has been turned, Constract a second curve on the same sheet as 
the other, using the same scale. Their agreement proves the cor- 
rectness of both. 

Experiments lite Nos. 28 and 29 may be maltipUed almost in- 
definitely. Thus various forms of pai-allel motion, the conversion 
of rotary into rectilinear motion by cams, link motion, gearing, 
and, in fact, almost aU mechanical devices for altering the path of 
a moving body may be tested and compared with theory. 

30. Coefficient of Fkiotion. 

Apparatus. AB, Fig. 26, is a board along which a block G is 
drawn by a cord passing over a pulley 7>, and stretched by weights 
placed in the scale pan E. The friction is produced between the 
gm-faces of G and AB^ which should be made so that they may be 
covered with thin layers of various substances as difierent kinds 
of wood, iron, brass, glass, leather, &o. C is made of such a shape 
that by turning it over the area of the surface in contact may be 
altered. The pressui-e on C and the tension of the cord may also 
be varied at will, by weights. 

Ex^riment, Weights are added to E in regular order, as when 
we^hing, and the tension in each case compared with the friction 
of C. Friction may be of two 
kinds; firat, that required to start a 
body at rest, called the friction of 
repose, and secondly, the friction of 
motion, oi thit produced when the 
bodies lie movmg. To measure 
the fiiction of lepose, see if the 
weight IS cipible of starting the 
body when at rest, if so, stop it ml repeat, vnying the weight 
until a tension is obtained suffiuent sometimes to start it and 
sometimes not. Tliis friction is very irregular, varying with dif- 
ferent parts of every surfece, and with the time during which the 
two substances have been in contact. It is but little used practi- 
cally, since the least jar converts it into the friction of motion. 
The latter is much less than the friction of repose, and more uni- 
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form. It is found by tapping tlie body so tliat it will move, and 
seeing if the velocity inereases or diminielies. In the fii-st case 
the weight in i'is too large, in the second too small. 

The first law of friction is that the friction is proportional to 
the pressure. The ratio of these two quantities is called the co- 
efficient of friction. Make the load on (?, including its own 
■weight, equal to 1, 2, 3, 4, 5 kge. in turn, and measure the friction. 
The latter equals the weight of E plus the load added to it minus 
the friction of the pulley. If great accuracy is required, a table 
should be prepared, ^ving the magnitude of the latter for differ- 
ent loads. Compute the coefficient of Motion from the observa- 
tions, and if the law is correct they should all ^ve the same re- 
sult. Measure, in each case, the friction of repose and of motion, 
and notice that the latter is always much the smaller. 

Secondly, the friction is independent of the extent of the sur- 
faces in contact. This law follows from the preceding, but it is 
well to prove it independently by turning C on its different sides, 
BO as to vary the areas in contact. The Mctioa will be found to 
be the same in each case. Finally, meaaui-e the coefficients in a 
number of cases, and compare the results with those given in the 
tables of friction. c£. /J.UX £^ ■ ^-"^^ "/^ ^-^ 

151. Angle of Friction. 

Apparatus. In Fig. 27, AB is a stand with an upright SO. 
Xi> is a board hinged at A, which may be set at any angle by a 
cord passing over t£e pulley G. The hmge is best made of soft 
leather held by a strip of brass, and its distance from the upright 
should be iusi one metre. A scale of millimetres is attached to 
the upright, and a wire pai-allel to AD serves as an mdex. Evi- 
dently the reading of the scale ^ves the natural tangent ot the 
anf'le of inclinatwn DAB. A cord attached to D passes over 
the pulley C, around the wheel F, and is stretched by the counter- 
poise (?. F may be clamped in any position, or turned by a crank 
attached to it. AD may thus he set at any angle, and its positton 
is to be determined when so incUned that any given body, as ^, is 
iust on the point of sliding. ^ may be made exactly hke the 
sliding nuiss in Experiment SO, but to measure its fiiction of mo- 
tion a fine wire should be attached to it and wound around the 
axle of F "When the crank is turned raising .4Z>, the body Fts 
thus drawn slowly do\vn the inclined plane. In order that it may 
not move too rapidly this portion of the axle should be much 
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smaller than that around which the cord CF is wound, EF 
should be a wire, as if a thread is used it will stretch, giving E an 
iiTCgular motion, alternately starting and stopping. 




DC 

Flg.2T. 



mt. To measure the coefficient of friction of repose, 
turn the crank until the body begins to slide ; the reading of the 
scale gives the tangent of 
the angle of inclination. 
But decomposing the weight 
of E into two pai-ts, paral- 
lel and perpendicular to the 
plane, their ratio will equal 
the coefficient of friction, 
and also the tangent of the 
inclination. Hence the co- 
efficient of fiiction is given 
directly by the scale. Meas- 
ure agdin the coefficients found in Experiment 30, and see if the 
results ;igree with those then obtained. Jta^C , ,xj./>: 

32. Breaking Weight, 

Apparatus. In Fig. 28, .B is a thumb screw, by which a spring 
balance A may be drawn back so as to exert a strain on the wire 
CD. Near is placed a spring buffer so that when the wii'e 
breaks, the jar may be diminished. J) may be a simple pe^ to 
which the wire is attached, or a spool with a clamp by which "it is 
held at any point. A convenient method of connection is to at- 
tach one end of the wire to a chain, either link of which may be 
passed over the peg J?, according to the length employed. To 
test the accuracy of the balance a cord may be substituted for 
C'J>, passed over a pulley E, and stretched by weights. Some 
cord and line copper or iron wire of various sizes should be fiir- 
n^hed, also a gauge to measure its diameter. 

Eb!periment. Fasten a cord to C, and pttlling it over E, record 
the reading of A, when by attaching weights, the strain is made 
in turn 0, 5, 10, 15, 20, &C., pounds. To eiiniinate the friction of 
the pulley, turn S first in one direction and then in the other, and 
take the mean of the readings of A in each case. Now construct 
a rt^sidual curve, in which abscissas represent the reading of A 
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and ordinates the difference between this reading and the -weight 
applied. From this curve we can readily determine the true strain, 
knowing the reading of A, how- 
ever inaccurate the latter may be. 

To measure the breaking weight 
of any body, attach one end of it 
to O and the other to one link of 
the chiin Piss the Intter over the ^ 

peg_Z> so thrt O ah^ll be a short 

distance fiom its spimg buffei Turn £ and watch the index of 
A, until the cord hieiks A email block of wool may be placed 
m front of the mde-v to show the greate'^t tension attained, but 
caie must be taken thit it is not diotuibed bj the lecoil. Repeat 
seieral times with other i oitions of the same i,oi 1 and take the 
mean of the obseived mi'omum tensions Do the same with some 
specimens ot wne, and compute their tenicitj T, or strength per 
square inch Foi this purpose measuie then dnmeter d with ac- 
curac}, h^ the gauge, an 1 calimg TFthe bieaking weight, we have, 

33. Laws op Tension. 

Apparatus. In Fig. 29, A is a east-iron bracket firmly fastened 
to the wall. A hook is attached at^, and from it the scale pan.B 
is hung by the wire or rod to be tested. Weights may tlien be 
applied so ns to give any desired tension to the lattei-. A brass 
rod J?i> hangs by the side of JiC, being fastened to it by a small 
clamp at the top. Fine linoa are drawn on both rods, and then- 
relative cliange in portion measures the elongation of JIG. O- is 
a readmg microscope made of a bra^ tube about 6" long, with the 
MicroBcopioal Society's screw cut in one end, so that any micro- 
scope obieotive may be used with it. A positive eyepiece with a 
scale at its focus is slipped into the other end. This microscope is 
mounted like a catheto meter, by fastening it to a vertical brass 
tube screwed into the base of a music stand. It may be raised or 
lowered, and held at any point by a set screw. The following 
additional apparatus is also needed. Several wires or rods of va- 
rious materials, as wood, copper, brass, iron, lead, and some of the 
same material but different diameters. A millimetre scale to meas- 
ure their lengths, and a Brown & Sharpe's sheet metal gauge to 
give their diametei-s. Also a set of lai^e weights to vary the ten- 
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sion. To prevent too sudden a jar oa the wire, a boai'd should be 
placed under E to support it when a weight is added, then lower- 
ing it by means of a screw. 

Experiment. To measure the extension in any case, attach the 
wire to be tried to the hooks at £ and C, and clamp JiD to its 
upper end. Draw a line on £0 opposite 
one of those on £D, and focus the micro- 
scope & on them. Read their relative posi 
tion by means of the scale in G, then apply 
the weight and read again. The length of 
MO is thus increased, while that of JiJ) is 
unaltered ; hence the change in their relative 
distances equals the extension. To reduce 
this to millimetres, focus the micTOScope on 
a standard millimetre, and thus measure the 
scale in G directly. The distance from F to 
the clamp is measured by the mUlimotre scale, 
"*■ "" and the diameter of MOhy the gauge. 

The laws of tension may now be determined, 
1st. The extension is proportional to the length. TJse a copper 
wire about a millimetre in diameter, and mark on it a number of 
lines at different heights. Measure the extension for each with a 
load of 20 kgs. It will be found proportional to the distances 
from the elamp. 2d. The extension is proportional to the weight 
applied. Measure the deflection for the lower lines, increasing the 
weight 2 kg. at a time, from to 20 kilogrammes. Removing the 
latter weight, see If the wire has returned to its original length ; 
any increase is called the permanent set. See if the results agree 
with the law. 3d. The elongations are invereely proportional to 
the cross-section. Try the series of wires of the same material, 
measuring the diameter of each with the gauge, and using the 
same weight for all. The product of the square of the diameters 
by the elongation should be constant. The modulus of elasticity 
is the force which would be required to double the length of a 
body of cross-section nnity, supposing this could be done wittiout 
breaking it, or chan^ng the law which holds for small weights. 
To compute it, suppose d the diameter, I the length, and e the elon- 
gation of a wire under a tension T. If the cross-section was 
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unity, to produce the smie elongation we slionld increase tie force 
in tlie aime i»tio as the two sections, or malie it ^ ; hence we have 
^ . I =^ : JH; oT M= ^!- Measure this modulus for the 
mriou. substances provided, and compare the result, with those 
given in the boots. Finally, with an undue load the wire wjl take 
a permanent set, which increases if the wir» is stretched for a con- 
siderable time. Study the laws regulating this property .n the 
case of lead, in which the set is very marked. 

34. CnANGE or Volume by Tension. 

Apmralu,. A rubber tube AH, Fig. tO. nbont a metre long, 
and two or three centimetrea in diameter, i. closed above and be- 
low bv plugs. The upper one is perfo.-ated, aiid carries a glass tube 
wift iadmted scale 'attached. A scale is also placed by the s^de 
of thi'n.bbor tube, and a number of point, ate marked on the hit- 
ler A cord and fHetion pin (like that of a violin) is fiisteuod to 
the lower olo.r, by which the tension of the tube may be varied. 
O^SrotherJide^of the scale is a .,ua,-e rod J)« of elastic rub- 
ber, about the size of the tube, and simikrly marked. A paii of 
outside calipers capable of meaauring objects a. large aa the rod to 
within a tenth of a millimetre, is also needed. 
■ MperimtM. The tube should be calibrated by weighing it 
when empty, and when filled with water to the zero, or beginnins 
of the glass tube, also when filled to some division n, near ita top. 
Call these three weights »', »", i»"'. Then »" _ »' = the weight 
of a cylinder of water just ailing the tube, or irt, in which ( n 
the known length, and r the radim . From the equation «," - .»- 
= irt, we obtain r = J "" ^ " . The volume per unit of length 
^ w" -- 1^^ ^^ jjj ^j^g g^^g ^.ay for the glass tube it is - . 
Call the ratio of these two, or ^„_„, — = »• So much of the 
work may be done once for all. Any change in volume of the 
interior of the tuba can be accurately measured by notmg the 
change of level in the glass tube. 

Fih the tube with water to the point marked n, and read the 
position of the marks. Stretch it by turning the pin below so as 
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to lengthen the tnhe. Read each mark in its new position to- 
gether with the water level, and so proceed, taking a number of 
readings under diiferent tensions. 

Construct a curve in which abscissas represent 
readings of the water level, and ordiniites the 
changes which take place in the length of the 
rubber, draw also other curves, in which abscissas 
represent the water level, and ordinates the 
change of lengths of each section of the tube. 
To do this it is most convenient to make a table 
giving the readings of each point, a second 
giving the difference of reading of each two con- 
Kg. 30. secutive marks, and a third giving the increase 

of length they undergo when the cord is stretched. The iii'st 
of the curves will be neai-ly a straight line, and the tangent 
of the angle it makes with the horizontal line, or the ratio of its 
vertical to its horizontal pi-ogi'ession multiplied by J, gives the ratio 
of the increase of volume compared with the increase of length. 
In the same way by the other curves, determine the change in 
length of each section of tlie tube comp ired with the whole change. 
Next measure the height of eich matked point of the rubber 
rod, also its diameter at these pmnta Stretch it and measure 
again, and take fout seues of obsei-\ itioni in this way. Now con- 
struct curves, in which abscissis represent scale readings, jind or- 
dinates alterations in thickness as given by the gauge. The scale 
for the latter must be greatly enlarged. Measure the area en- 
closed by this space, and reduce it to square millimetres, allowing 
for the change of scale. Multiplying tliis area by four times the 
thickness ^ves approximately the diminution in volume due to the 
contraction in the centre. If the rod is much altered in form, 
the change in cross-section may be obtained more accurately by 
taking the difference of the squares of the thickness befoi-e and 
after extension. Using them as ordinates of the cmve the vol- 
ume is given by the enclosed area. Construct such a cun-e for 
each extended position of the rod, and compare the decrease of 
volume thus foimd with the increase due to the change of length, 
or the product of tlio cross-section by the change of reading of 
the lower index mark. 
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35. Deflfction of Eeam9. I. 

Apparatus. In Fip;. 31, AD is a rectangnlar bar of steel rest- 
ing on two knife-edges, with a load applied to its centre by a 
weight placed in the scale-pan J). To measure the flexure, a mi- 
crometer screw Cia placed over the bar, and turned until its point 
touches the latter, ^isa galvanic battery having one pole con- 
nected with the bar, the other with through an electi-o-magnet 
F. When the screw touches the bar the oii-cuit is completed, and 
the magnet di-aws down its armature with a click. This gives a 
very accurate test of the exact position of the screw when contact 
takes place. The length of the beam may be altered by chan^ng 
the position of A and B. and D are also movable, and a set 
of weights is provided to vary the deflection. To ensure contact 
the wire should be soldered in position, and the point of tipped 
with a piece of sheet plalinum. A convenient size of bar for lab- 
oratory puipoaea is aoout half a meti-e long, a centimetre wide, 
and half a centimetre thick, using weights from 100 to 2000 
grammes. Instead of the electro-magnet F, a galvanometer may 
be used if preferred, 

- Experiment. Set A and B 50 cm. apart^ and C and D midway 
between them. Turn G until it tonches the bar, when instantly a 
cnrreiit will pass from tlie battery 
E through the magnet F, making 
a click, or if a galvanometer is used, 
swinging the needle to the right or 
left. Head the position of the mi- 
crometer screw, taking the whole 
number of turns from the index on 
one side, and the fi-aetion from the 
graduated circle. Add 1000 gram- _ 

mes to D, and bring the screw again ^^ ^ 

in contact. The diflerence in the 
readings gives the deflection with great accuracy. The general 
formula for the deflection « of a beam of length I, breadth J, and 

depth d, under a load W^xsa =:^^-< in "'''^'^ -^ ^^ ^he modu- 
lus of transverse elasticity, or the weight required to make a 
equal one, when b, 4 and I, all equal unity. From this formula 
the following laws may be deduced. 1st. The deflection, when 
small, is proportional to the weight applied. Measure the deflec- 
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tion for every hundred grammes, from zero to two kilogrammes, 
and see if the beam returns to its original position when the load 
is removed. If not, the change is the permanent set. Construct 
a cni-ve with abscissas proportional to the load, and ordinrttes to 
the corresponding deflection. Evidently, according to the law, 
this should be a straight line, and the near agreement proves con- 
clusively its correctness. 2d. The deflection ia proportional to 
the cube of the length. Measure the deflection with a load of 
2 kgs., changing the length of beam 5 cm. at a time, from 60 
to 0, keeping C and I) always at the middle of the beam. C 
must be taken in each case to fii-st measure the micrometer- read- 
ing when no toad is applied, as this point will vary, owing to irreg- 
ularities in the bar or stand. To compare the results with theory, 
construct a curve in which abscissas represent lengths of the bei 
and ordinates deflections. According to the law this should be a 
cubic parabola, having the equation y ^ (kc°. To find the value 
of a, suppose one of the earlier readings gave a deflection of 
5.8 mm., for a length of 40 cm. ; then 5.8 = a 40', or a = .00009.- 
Substituting this value in the equation, construct the curve y = 
.00009 a^ on the same sheet with the experimental curve, and see if 
they agree. To find the value of i>,draw a line nearly coincident 
■with the first series of observations. Deduce from it the increase 
of deflection for each added kilogramme. Substitute this value for 
a in the formula, making W= 1, and giving I, h and d, their proper 
values, found by measuring the bar. D is now the only unknown 
quantity, and may be obtained by solving the equation. 

If desired, bars of different materials may be provided, and the 
modulus of each determined by measuring the deflection with a 
given load, and substituting these values in the formula. The law 
that the deflection is inversely proportional to the breadth, may be 
proved with bars alike except in breadth, and the law of the thick- 
ness in a similar manner. The form of the beam when bent is found 
by shifting the micrometer G and measuring the deflection at vari- 
ous points between A and B, and the effect of a change in position 
of the load by moving J). The same apparatus may be appHed to 
the case of a beam supported at more than two points, or to beams 
built in at one or both ends. This experiment may also be almost 
indefinitely extended by using circular and triangular bars, hollow 
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or aolid, also tliose of a T orl shape, or, in foot, girders of any 
form. 

36. Dei'LECtion of Beams. II. 

Apparatus. AJB, Fig. 32, is the bar to be tested, which may be 
one of the square rods described in the next experiment. It is 
clamped at one end by placing it between two similar rods, one of 
■which is nmled to the wall, and the other prised down upon it by 
two or three clamps, like those of a quilting irame, as at C. A . 
small miiTor may be placed upon it at any point, and the deilection 
measured by reading in it the reflection of a scale F by the tel- 
escope JE The beam is bent by weights placed in the scale-pan J). 
By attaching a finely divided scale to A, the absolute deflection 
may be read by the telescope ^, using it like a cathetometer. 

ExperiTnent. Clamp AB so that its length shall he 50 cm., and 
place the mirror at \is end. Place the telescope S opposite A and 
focus it, so that on looking 
through it the image of rtJV? 
the scale F shall be dis- 
tinctly seen reflected in 
the mirror. Read the po- 
sition of the cross-hair in 
the telescope to tenths of 
a division of the scale. 
Wow place a kilogramme 

in J). The beam is at once bent, and although the mirror moves 
but little, the scale-reading is greatly altered. The work described 
under the last experiment maybe repeated with this apparatus. 
Or to vary it, let the following measurements be made. Place 2 
kgs. in jy, and take the scale-readings when placed at distances of 
6, 10, 15, 20, &Ct centimetres irom B. Again, take the scale-read- 
ing very carefully when no load is applied. Now place in I> as 
great a weight as the beam will safely bear, and take readings 
every half minute for five or ten minutes. Then remove the load 
and see if the beam returns to its original position. The perma- 
nent set of the beam may be studied in this manner. 

To compare the results with theory the scale-readings must be 
reduced to angular deviations by the formula given on page 24. 
For small deflections, however, it is sufficient to divide the change 
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in scale-reading by twice the distance SA, to obtain the tangent 
of the angle through which the mirror moves. In deducing 
the form of an elastic beam by Analytical Mechanics, we have 

SI -^ = P{1 — x), the moment of the deflecting force P. In 
this JS is the modulus of elasticity, I the moment of inertia of the 
cross-section, y the deflection of any point at a distance x from 
the end, and I the length of the beam. Integrating, we obtain 

•^~ = ji^^ — v)i in which -j- may bo compared directly with 
the measurement. 

37. Trusses. 

Apparatus. A nnmber of deal rods, as nearly alike as possible, 
half an inch sqnare and five or six feet long. These are to form 
the beams or units of which all the trusses are to be composed. 
They may be connected by clamps like those used for quilting 
fi-ames, by bpiing holes in them and fastening by wire, or better 
still by using small carriage-bolts, \" in diameter. A scale-pan and 
set of weights serve to apply a strain not exceeding one or two 
hundred pounds to any part of the truss to be tested. By attach- 
ing a flue scale the deflection of any point may be read by a tel- 
escope mounted like a cathetometer. The strain on any portion 
may be determined by inserting a small spring balance, as will 
be described below. 

Experiment. This apparatus may be procured at veiy small ex- 
pense, while with it almost all the laws of elasticity may be 
proved, and the strength of a great variety of trusses for bridges 
and roofs tested. Although the following work resembles that of 
Experiment 35, yet its importance, and the diiferent method of 
measurement employed, justifies its repetition. 

The flexure of a beam is proportional to the load. Set two knife- 
edges 40 inches apart, cut a rod a little longer than this, and lay it 
on them. Attach a fine scale to its centre point, focus the tel- 
escope on it and record the reading. Add weights, a pound at a 
time, until the beam bi-eaks. The increase of reading in each case 
over that given at flrst, is proportional to the load. It must be 
noticed, however, that when the beam is much bent a new law 
holds. Repeat these measurements with rods 30, 20, and 1 inches 
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long. The flexure is proportional to the cube, the breaking weight 
inversely as the eqnare of the length. 

In the same way the effect of applying a load at different points, 
or the deflection at different points with a given load, may be 
measui-ed. A long beam may also be supported at several points, 
and the effect of a moving load noted. To measure the strength 
of a beam built in at one or both ends, clamp it at those points 
between two similar beams, one above, the other below, and fasten 
them by bolts or clamps to a fixed upright. Having thus fully 
determined the strength of the single beams, they should be ex- 
amined when combined. Join two beams together so as to form a 
T, and measure the strain necessary to pull the vertical one off. 
Different kinds of joints may thus be compared. Some form of truss 
should now be buUt, and its strength 
tested. Let the king-post, Fig, 33, be 
the form selected, and make the 
span A£ 40 inches. Cut two rods 
a little longer than this, and bore the 
holes A, S and B. Cut two more 
rods GB with holes distant 10 
inches, and attach them to the Fig. 33, 

others by bolts at D. Add AG 

and GB, and connect the two trusses thus formed by cross pieces 
at A, B, G and _Z>, so that they shall be ten inches apart. A 
small bridge is thus made whose stifihess is remarkably great. 
Such a structure Bhonkl bear a weight of fifty, or even a hundred 
pounds, with little flexure. Measure the deflection at diffei-ent 
points under varying loads, trying the effect of applying the latter 
at the centre, on one side, or distributing it unifoi-mly. 

The force acting on any beam is readily determined by replacing 
it by a spring balance, with a screw and nut which may be made 
to take np the whole strain, without distorting the structure. 
If the force is one producing compression, it is best to elongate the 
beams, as at CE, and insert the balance between G and E. Com- 
pare the various results with those - obtained by computation. It 
must be remembered that this method of connecting the beams of 
a truss by bolts is not employed in actual practice, but it is very 
convenient, and sufiiciently strong for a model. If preferred, 
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proper tools may be supplied, and the student may frame his truss 
as in a real bridge or roof. Further, any beam, aa CD-, subjected 
only to tension, may be replaced by a wire. 

The rods will also be found useful for a great variety of pnr- 
poses. Thus one of the easiest ways to mate large screens is to 
fasten four of them together at the ends, and attach thick paper to 
them by double-pointed tacks. Again, a convenient way to make 
a large rectangular box to cut off light, or to protect an instru- 
ment from dust, ia to connect twelve of these rods at the ends by 
slipping them into comer pieces of tin. Fig. 
34, and covering them with black paper. 
In the same way all the principles of 
framing may be taught, and quite compli- 
cated structures built. It is well to have 
some of the latter loaded until they break, 
to determine the weakest points. They are 
i'B- w. i^^^'a easily repaired by inserting new pieces 

of wood. Another veiy good object to construct and test is a sus- 
pension bridge. Use two stout wires or chains for the suspension 
cables, and build the roadway of the rods, hanging it from the 
chains by wires with screw threads cut on their ends, so that their 
lengths may be adjusted by nuts. Test the strain on the chains 
by inseiling a spring balance like that known as the Glerman ice- 
balance, and measure the deflections of the different parts under 
vai'ying loads. 

38. Laws of Tobsiox. 

Apparattts. Let AB, Fig. 35, represent the bar whose torsion 
is to be measured. The further end 33 is firmly fastened to a 
piece of wood C, which can turn around the axis of the beam, but 
may be clamped in any position to the semicircle immediately be- 
bind it. A in the same way is attached to -D, which cames two 
brass rods, acting like the dog of a lathe. EF is a long rod 
mounted on an axle, which may be tamed by placing weights in 
the scale-pan Q-. The latter is supported by a cord passing over a 
curved block at the end of E, so tliat the moment of the weight, 
or its tendency to twist the bar is unchanged, whatever the posi- 
tion of EF. To measure the angle of torsion, two min-ors are 
attached to AJB, and the scales H,H' reflected in them are viewed 
by telescopes I, I'. By making H, B! arcs of circles, with centres 
at A and B, the angle of torsion may be obtdned directly. 
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Meperiment. To measure the torsion of the beam AB, attach 
it to the stand, as in the figure, placing the mirrors at a distance 
apart equal to the length 
to be examined. Focus 
the telescopes I, I' so 
that the scales H, S' 
shall be distinctly visible, 
and read the position of 
the cross-hairs. Place a 
weight in the scale-pan 
G which will twist both 
the miiTors A anil B, de- 
viating the former the 
most. See how much 
each scale-reading h as 

changed; their difference j.. g^ 

measures the angular 

twist of AB. This may be reduced to degre 
of curvature of the scale, and the magnitude of its divisions, recol- 
lecting that the motion of the mirror is only one-half that of the 
reflected ray. From the theory of torsion the following laws are 
readily deduced. The angle of toi-sion is proportional to the mo- 
ment of the deflecting force. To prove this law, measure the tor- 
sion with several different weights in ff, and see if the angles are 
proportional to the weight. The distance of the point of applica- 
tion of & from the axis may also be varied, and it will be found 
that the torsion is proportional to the product of this distance mul- 
tiplied by G. The torsion is proportional to the length of the bar. 
Prove this by varying the distance between the mirrors, leaving 
the bar unchanged. By using a variety of bars it may be proved 
that in those having similar sections the toraion is proportional to 
the fourth power, of the similar dimensions. In rectangular barsof 
breadth 5, and depth d, it is proportional to ^t? (V^ + <?), and in 
tubes to \'r.{%* — /*) calling t and / the outer and inner radii. In 
practice, owing to the warping of the surfaces, these formulffl un- 
dei^o slight modifications. 
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FALLING BODIES. 



Falling Bodies. 



Apparatus. This consists of two parts, a chronograph capable 
of measuring very niiimte intervals of time, as hundi-eiiths of a 
second, and the arrangement represented in Fig. 36, for naaking 
and breaking an electric circuit when the body falls. A ball A is 
attached' to the spring i? by a short thread and wii-e. Burning 
the thread the ball is released, and the spring lisiug allows the cur- 
rent to pass from the battery -B, to G, jO, £!, -f, and the chronograph 
G, This marks the beginning of the time to be recorded.- Its 
end is shown by the breaking of the circuit, which occurs at F 
when A strikes M To have the curi-ent broken during this time, 
instead of closed, it is mei-ely necessary to place the points M. and 
^ below the springs. Another method of releasing the ball is to 
put an iron pin in its upper side, and support it by an electro- 
mamiet. The instant the cuirent is broken it will fall. One of 
the best forms of chronogi'aph for this purpose is that demised by 
Hipp, in which a reed making a thousand vibrations a second re- 
places the pendulum of an ordinary clock. It therefore ticks a 
thousand times a second, and measures small intervals of time with 
great precision. Very good results may bo obtained with a com- 
mon marine clock, removing the hairspring and replacing it by an 
elastic bar of steel. An electro-magnet is placed close to the pallet, 
80 that when the cuiTent passes the spring is bent. The clock, 
therefore, starts the instant the circuit is broken, and stops as soon 
as it is closed. 



Experiment, 
h, equals \Jj, 



The time of falling of an 
in which g ^^ 9.80 metre; 



body through a height 
Measure the time of 



fall through various heights by altering 
the length of the wire AI>, noting the 
height in each case with cai-e, repeating 
several times and taking the mean. Com- 
pare this with the result given by theory. 
In vacuo the time would be independent 
of the material or magnitude of the ball. 
In air, however, this ia not the case, owing 
to the resistance. The latter may there- 
Fig. 30. fore be detennined by measuring the time 
of fall of bodies having the same form but different weights. This 
apparatus may also be applied to the measurement of the velocity 
of curve-motion and personal equation, or the coefficient of friction 
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METEONOME PENDULUM. 

of a body may be found with great accuracy by 
of descent down an inclined plane. 

40. Meteonome Pendulum, 

Apparatus. A liglit deal rod is provided, to which two 
leaden weights may be attached at any point by set screws, A 
knife-edge passes through the centre of the rod, so that it may be 
swung like a pendulum. Either weight may also be attached to 
the knife-edge by a fine wire. A milbmetre scale is use 1 to meas 
ure the distance of the weights from the knife edge and a biitket 
fastened to the wall and carrying a steel plate seives as a suipoit. 

JEa^erimenta. First, to prove the law ot the iin_le penlu 
lum. Attach the heavier weight to the knife elge b^ the wtie 
using as great a length as possible. Measuie the time in sec 
onds of making 100 single, or 50 double \ihiitions, al'io the dis 
tance fi'om the centre of the lead to the Knife e Ige Pej eit with 
several lengths of wire. 

Now compare the observed time witl that ^nen bi tl e formula 

( = n: \J-, in which g — 9.80 m., an W is the mi. isuied length 
Repeat one of these measurements w th the lighter weight u ing 
the same value of I. It should give the same resnlt as the other 
Next place both weights on the deal tod at cpposite enis Meas 
ure, as before, their time of vibration, also their diatmcei flora the 
knife-edge. Compute the time of \ibration as ibo\e merely sub- 
stituting for ; the value ^,p , ^„-^ ■ m which w , w ore the 
weights, and V, I" their distances from the knife-edge If gi eater 
accuracj; is required, a tliird tei-m must be introiucel for the 
weight of the rod. Repeat with voiioui positions of the two 
weights, and compare the results with theory. 

41. Eokda's Pendulum. 

Apparatus. In Fig. 37, OD is the pendulum, formed by attach- 
in" a ball of lead C, to a wire nearly iour feet long, and supporting 
it on a knife-edge J). A sheet of platinum is fastened below the 
ball, so that when at rest it dips edgewise into a mercury cup, 
making electrical connection with the battery^, ^is a clock 
whose pendulum F dips in a second mercury cup. When both 
pendulums are at rost the current passes from B through C, D-,.E 
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BOKDA 3 PENDULUM. 



and Ji\ to G, which i 
whenever the cuxuit ii 



1 electiic beh arranged f 




Experiment. Conoect the battery B with the wires attached to 
(7 and 6=, The bell will instantly strike. Start the pendulum 
DC. Whenever it passes through the mercury cup, that is, with 
every swing, the electric can-ent passes through G and makes the 
bell strike. Stop CD and start the clock. The strokes now occur 
at intervals of exactly one second. Now set both pendulums go- 
ing. The bell will strike only when 
both are vertical at the same instant. 
This will occur at regular intervals, 
equal to the time required by the 
longer pendulum to lose just one 
vibration. Record the minute and 
second of each stroke for ton or fif- 
teen minutes consecutively. The 
first difierences give the intervals, 
and from the mean of the latter the 
time of vibration may be computed 
with gi'eat accuracy. For exam- 
pie, it' the interval is 47 seconds it 
denotes that in this time CD made one less, or 46 vibrations, hence 
the time of a. single vibration would be ^=1,0217 seconds. An 
error of one second in the mean of the interval would make the 
time $1^^1.0213 seconds, or alter the result less than a two-thou- 
sandth of a second. The method, therefore, is one of extreme pre- 
cision. Sometimes, especially when the pendulum is swinging 
through a small arc, the bell will stiike for several consecutive sec- 
onds, owing to the considerable interval of time during which con- 
tact is made at C, so that for several seconds the circuit is closed 
at ^before it is bi-oken at C. In this case the time of the first 
stroke should be recorded and their number ; the true time being 
taken as the mean of the first and last. To make CD vibrate in 
one plane instead of describing an ellipse, attach a fine thread to 
the ball C; draw it to one side about ten inches ; let it come to 
rest, and then burn the thread. Finally measure the length I of the 
pendulum, or the distance from the knife-edge to the centre of the 



Fig. 37. 
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ball, and compute the force of gravity g from the forniuta ; ( :=■ 
t: y —, in which t equals the time of vibration, and n ^= 3.1416. 

This experiment may be repeated with a different length of pen- 
dulum, or it may be varied so as to prove that the time increase 
with the amplitude. In the latter case the arc through which the 
ball swings should be as lai^e aa possible, and it should be meas- 
ured as it progressively diminishes. To compute the theoretical 
time of swin^Hg through any arc a, divide vei-sin ^ a, or the ver- 
tical distance through which the ball moves, by its length, and call 
the quotient x. Then the time if for any value of x may be found 
from the equation i = (\ -\- \x -{• T^h ^^ -\- "^e.) % in which t is 
the time when the arc is veiy small. When a ^ 180°, or the ball 
swings through a semicircle, t' = 1.180 t, when a = 30°, if = 
1.0063 t, when o = 10°, i = 1.00067 (, hence for small arcs the 
correction for this cause is very smalL If great accuracy is re- 
quired in this experiment the suspending wire should be very 
light, and with the knife-edge should vibrate in about one second 
when the ball is removed, or a correction may be applied for them 
as described in Experiment 40. 

4^. Torsion Pendulum. 

Apparatus. AJ3, Fig. 38, is a vertical wire with an index 0, 
which moves over a gi'aduated circle. Weights of a cylindrical 
form, as D, may be attached below in such a manner that the 
■wire cannot twist without turning them. To vary the length of the 
wire it is passed around several small brass tubes S, F, G-, placed 
at different heights, so that it may be clamped at these points by 
inserting a pin G passing into a hole bored behind them. A scale 
and clock beating seconds are also needed for this experiment. 

Eitperiment. 1st. The time is indepen- 
dent of the amplitude of the vibration. Use 
the whole length of the pendulum, and apply 
such a weight that the time of a single vi- 
bration shall be about one second. Twist 
the index through a small arc, and take the 
time of one hundred oscillations by noting 
the position of the index at the beginning of 
a minute, and the exact time, when ailer 
making one hundred single oscillations, it 
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again reaches the same point. Dividing the interval by one hun- 
dred gives the time of a single oscillation. Repeat two or three 
times with arcs of different magnitudes, and conipare the results. 
2d. The time is proportionate to the/ length of the wire. Make 
the same experiment, fii-st with the wire of its full length, then, 
passing the pin through the different tubes E, F, clamping it at 
these points. Measure their distances from B, and compare with 
the law. In tJie same way the relation of the time to the diameter 
of the weight, or to its length, may be tested and compared with 
theory. 
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MECHANICS OF LIQUIDS AND GASES. 



43. Peinciple of Archimedes, 

Apparatua. An inverted receiver A, Fig. 39, with a stopcock, 
or better, an \" gaa valve below. Near the top is placed a hook 
O with a sharp point, which is used to mark the level of the liquid. 
The whole may i>e hung from the scale-pan .Z> of a l.ii'ge balance, 
£:F, which has a co.imterpoise attached to the other end. <? is a 
beaker to collect the water drawn ol^ and H a stand by which A 
may be supported if necessary. A set of weights i& needed, also 
two bodies M and JSf, one heavier, the other lighter than water. 
They may be made of metal and wood, or, if preferred, of glass, 
and loaded so that one shall float, the other sink. 



Meperiment. 1st. A heavy body when immersed is buoyed tip 
by a force equal to the weight of the displaced hqnid. Place the 
receiver on the stand, fill it with water and 
di-aw out the latter until the point of the hook 
just touches the surface, observing the point 
of contact, as in Experiment 13, Place the 
beaker Cr on the scale-pan D, stipend M be- 
low it, and add weights to the other side so 
as to bring the beam into equilibrium. If 
now the receiver is brought up under M the 
water will rise, and the equilibrium will be 
destroyed. Open M and draw off the water 
into & until M, being unmersed, the level is 
again exactly at 0. Kow replacing G on D 
it will be found that the equilibrium is re- 
stored. Hence the loss of weight of Jlf equals ^^ 
the gain of Q, or the weight of the displaced 
liquid, since the level is unchanged. 

2d. Since action and reaction are equal, the vessel appears t' 
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90 RELATION OF WEIGHTS AND MEASURES. 

gain in weiglit by an amount just equal to tlie loss of M. Sus- 
pend A from the scale-pan, and M from the stand. Bring tlie 
water-level to and counterpoise as before. Immerse M, when 
the water will rise, and the weight apparently iocrease. Open S 
therefore, and draw out the water until the level is restored, when 
it will be found that the beam is again balanced, showing that it 
was necessary to draw out a volume of liquid equal to tliat of M. 

3d. A floating body displaces a weight of liquid just equal to 
its own. Rest A on its stand and restore the water level to C. 
Place 6" and N on the scale-pan and counterpoise. Let N" float in 
A, open B until the proper level is attained, collect the water in 
G, and replacing the latter on the scale it will be found that the 
equilibrium is restored. That is, the weight of the displaced wa- 
ter, or the increase of G, equals the weight of iVI 

44 Relation of WEitiHTS and Mbashkbs. 

Apparatus. A delicate balance with a counterpoise on one side 
and scale-pan on the other, below which a small cube of brass is 
suspended by a very fine platinum wire. In addition, a beaker 
containing distilled water, a thei-mometer and a set of weights, 
must be provided. 

Experiment. By definition a gramme is the weight in vacuo 
of a cubic centimetre of distilled water, at the temperature of 
maximum density, that is, about 4° C; the object of the present 
experiment is to test this relation. Add weights to the scale-pan 
until equilibrium is established ; then immerse the cube in the dis- 
tilled water, fii-st washing it with caustic potash to remove the air, 
then very thoroughly with common water to remove the potash, 
and finally with distilled water. The weight now required to 
counterpoise it will be greater than that previously taken, by an 
amount equal to the weight ot the displaced water. Record the 
height of the barometer and the tempenture of the water. Next, 
to determine the volume of the cube, measure the twelve edges 
very carefully to tenths of a milhmetie, and take tho mean of each 
set of four which are parallel The product of these three means 
equals the volume. The dividing engine should be used to attain 
sulficient accuracy in this meisutement. Add to this the volume 
of the wire found by multipljing its cioss section by the length 
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HYDHOMETER3. 91 

Bubmerged. Correct the weight found above for the buoyancy of 
the -air, and the volume for the dilatation of the water, as in Ex- 
periment 19. Only in this case the whole weight of the displaced 
air must be added, since by definition the weight must bt; taken in 
vacuo. The density B of the water at any ordinary temperature 
t, is given by the formula J> =\ — .000006 (( — 4)^ its density 
at 4° being unity. After applying these two corrections, see if the 
volume of the water in em* equals its weight in grammes. 

By using English weights and measures instead of French, the 
relation between the inch and pound may be established in a 
similar manner. 

45. Hydkometees. 

Apparatus. This consists of four tall jars, two containing 
water, the third some light liquid, as alcohol, and the fourth a 
saturated solution of salt, or other heavy liquid. A variety of 
hydrometers, some giving the specific gravity directly, others with 
the scales of BeaumS, Cartier and Beck, &c. In one of the jars 
of water, which should be lai^er than the other, is a Nicholson's 
hydrometer^ Fig. 40, and on the table a box of weights, a small 
stone and a piece of hard wood. Near by should be a sink, with 
a lai^e jar in it, through which water is continually flowing, to 
wash the hydrometers. 

Experiment. Float each hydrometer in turn in the jar contain- 
ing water, and record the reading of the point of the scale on its 
stem JHst at the surface. This point is determined most accurately 
by bringing the eye nearly on a level with tiie top of the water, 
but a little below it. All should ^ve a specific gravity of very 
nearly unity, the difierence being partly due to eiTor in the instru- 
ment, and partly to expansion of the water by heat. Next im- 
meree each in the alcohol, take the reading and wash by plung^g 
it in the large vessel of water. Do the same with the solution of 
salt. If any hydrometer sinks lower than the top of its scale, the 
liquid is fighter than it can measure; if it floats too high the liquid 
is too heavy. Finally, i-educe all the readings to specific gravities 
by the hydrometer tables. These insti^uments being of glass are 
easily broken, and must be handled with care. 

Turning now to the Nicholson's hydrometer, place weights on 
the upper scale-pan A, until it sinks to the mark scratched on its 
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SPECIFIC GRAVITY BOTTLE. 



Etem. Record their sum, and replace tliera in tlieir box, taking 
care (as must always be done with delicate weights) never to 
touch them with the fingers, but only with forceps. Moreover 
they must never be laid down on the table, and to prevent their 
falling into the water, the piece of metal C must be kept over the 
mouth of the jar. Place the stone, or other object whose specific 
gravity is to be measui-ed, on A, and add weights, as before. Call 
their sum in the first case w, in the second le'. Raise 
the hydrometer out of the water (of course firet re- 
T'' (^ placing the weights in their box), and place the stone 
on the lower scale-pan £. Immeree it, taking care 
that there are no adhering mi- bubbles. If these can- 
not be detached with the finger, remove the stone and 
wash it fii-st with caustic soda, and then with pure 
watei'. Call w" the weight required to immerse the 
'*■ hydrometer when the stone is on _B. Then w" — to' 

is the apparent diminution of weight of the stone when immersed, 
or the weight of an equal bulk of water. As w — v/ is the weight 

of the stone, its specific gi-avity is ■ u > . Perform the same 

experiment with the piece of wood, only placing it below S to 
keep it down, and noticing that w" will be greater than w. 

46. Specific Gravity Bottle. 

Apparatus. A balance weighing up to 100 gi-ms., and turning 
with two or three milligrammes, a set of weights and a sf^cific 
gravity bottle, or as a substitute, two glass stoppered bottles/ttre 
neck of one being lai^e, of the other, small. They should be care- 
fully selected, with stoppers fitting smoothly, and a scratch should 
be made both on the neck and stopper, so that the latter may 
always be tmned into the same position. As objects for detei-m- 
ination of specific gi-avity any liquid may be used, as a solution of 
salt, and two or three solids, as stones, coins, gold ornaments, 
sand, &c. 

Mxperiment. Weigh the empty bottle and stopper, and call 
their weight te^. Fill the bottle with water, insert the stopper and 
wipe off the liquid which has overflowed, taking care that the ex- 
terior of both bottle and stopper are perfectly dry. Call this 
weight w„. 
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Fill with the liquid to be tested in the same way, taking care 
that the stopper is inserted in the same position as before, and that 
no liquid adheres to the exterior. Let the weight be w,, then 
Ml — w)„ and w„ — w, are the weights of equal bulks of the liqidd 
and of water, and the specific gravity of the liquid is ^^ ^ ^' 

To find the specific gravity of a solid, use ttie bottle with the 
larger neck. Call w the weight of the solid, «)„ the weight of the 
bottle filled with water, and w, the weight when the solid is in- 
serted, and the i-emaining space filled with liquid ; then w + w„ ^ 
Wj equals the weight of a volume of water equal to that of tlie 

solid, and the specific gravity = ^ i ^ ' ^ . This method is 

applicable to solids heavier or lighter than water. The principal 
precaution is to tike care tbit no bubbles adhere to the solid or 
sides of the bottle and thit the stopper is always pressed in by the 
same amount. Use the sinie devices for removing the air as with 
the Nicholson's hydiometci Experiment 45. With metals these 
precautions are especially important, or large errors will be intro- 
duced. Another good method is to place the flask containing the 
solid and water under the receiver of an air-pump and exhaust 
two or thi-ee times. This method is not applicable to wood, as it 
removes the air from the cells, and increases the apparent specific 
gravity. The same efiect is produced by long immersion, and 
finally when waterlogged, the specific gravity becomes greater than 
unity, and the wood sinks. 

47. Hydrostatic Balance. 

Apparatus. A complete apparatus for this prapc«e, known aa 
Mohrs Balance, may be obtdned, and the following description is 
especially .applicable to it. A common balance may, however, be 
substituted, raising one scale-pan and attaching a hook below. In- 
stead of riders it is then generally more convenient to use ordinary 
weights. Some solids and liquids are also needed as substances 
whose specific gravity is to be determined. 

Ei^eriment. Attach the small scale-pan to the left, and the 
glass counterpoise to the right end of the beam. The weighing 
is done by riders, of which there are three sizes, whose weights are 
in the ratio 10, 100 and 1000. The beam is divided into 10 equal 
parts, so that when balanced the weight may be read off directly 



c by Google 



94 EFfirX OF LIQUIDS. 

to three places of decimals. Fill the email jar with water, and see 
■what weight is necessary to immerse the coimterpoJse. It will be 
found to be very nearly 1000, and evidently equals the weight of 
the water displaced. Next, fill the jar with the liquid to be tested, 
and see what weights are now required. The ratio in the two 
cases is the specific gravity. The temperature should be recorded 
in each case by the thermometer contained in the counterpoise, 
and if great accuracy is required a correction applied for it, or bet- 
ter, the liquids may be cooled to the standard temperature. 

To find the specific gravity of a solid, wind a piece of fine 
wire around it, and suspend fi-om the left hand end of the beam. 
Counterpoise by adding lead, sand or paper to the scale-pan at 
the other end until a perfect bdance is obtained. Immei-se in a 
vessel of water, and balance by adding the riders ; their weight 
equals that of an equal volume of water. Then remove the solid, 
and again bring the beam to a horizontal position by the riders ; 
this gives the weight of the solid, which divided by the weight of 
the water displaced, gives the specific gravity. If more convenient, 
theweightofthe body may be obtained directly by the riders with- 
ont counterpoising it. 

Next, find the specific gravity of a piece of wood, or other solid 
lighter than water. Attach a piece of lead, or other body heavy 
enough to sink it, and measure, as above, the following quantities. 
Weight of solid in air w„ we^ht of lead in air w,, weight of lead 
in water Mi', weight of solid and lead in water mi,'. Then w, — wi 
= weight of a bulk of water equal to that of the lead, w, + in, 
— Mil,' = weight of a bulk of water equal to lead and solid. Hence 
their difference, or Wi + w, — W|,' — Wj + w,' ^ w, + w,' — w,/ = 
weight of water equal in bulk to solid, and weight of solid divided 

by this, equals specific gravity, or -S'. €f. = ^ _l, y.' y, r 

The same precautions are necessary, as with the gauge fiasb, 
regarding air bubbles, and the ridere should never he touched with 
the fingers, but always with a small bent wire. 

48. Effldx of Liquids. 

Apparatus. In Fig. 41, A and £ are two reservoirs of tin, or 
wooden boxes lined with lead, each oontMuing two or three cubic 
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feet. Water is admitted by a valve at G, and passes through a 
cyhndcT of perforated tin 1), to break up the stream and prevent 
muqh motion of the water in A. An outlet is made at E, which 
may be closed by a stick of wood with a rubber flap on its end K, 
which is held in pla«e by the pressure of the water. To keep the 
level constant, a funnel F is connected with the interior by a rub- 
ber tube, so that it may be raised or lowered, and serve as an over- 
flow, or a simple straight tube may be used, passing through the 
bottom of J. to the suiface. The height of the water is read by a 
hook gauge G with an index attached, moving over a scale. A 
number of brass plates fitting into E ai-e provided with orifices of 
various shapes and sizes, some circular, rectangular and triangular, 
and others ftii-nished with projecting cylindrical or conical tubes. 

The second reservoir E has also a hook gauge and scale S to 
show the amount of water in it, and an outlet I dosed by a plug. 
To prevent motion of the sm-face of the water around M, a dia- 
phragm is placed in the centre of the reservoir, on which the water 
impinges, a number of holes being bored in the lower portion to 
equalize the level on each side, 

Meperimmt When water flows through an aperture in a thin 
plate the amount per minute is much less than that given by the- 
ory, owing to the contraction 
of the liquid vein immedi- 
ately after leaving the orifice. 
The ratio of the two is called 
the coefBcient of efflux, and 
the whole science of hydrau- 
lics is based on this constant. 
To determine it, water is al- 
lowed to flow from A under 
a ^ven head through an ori- 
fice E, and the quantity meas- 
ured by the scale attached 
to M. Place one of the cir- 
cular orifices in E, and meas- 
ure its height by bringing the water just on a level with it, and 
using the hook gauge. This is done as is described in Ex- 
periment 13, by bringing the point of the hook just to the surface 
of the liquid, so as slightly to distort the image of outside objects, 
and reading the position by the scale. Close E with the rod K 
and open the valve C, first raising the funnel F nearly to the top 
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of the reservoir. When the water begins to escape over the edge 
of the funnel close the cock, and read very carefully the level by 
the gauge. Eead also the height of the liquid in B, which should 
be nearly empty. At the be^nning of a minute open E by re- 
moving .the rod jE^ wlien the water will begin to flow into ^ in a 
clear transparent steam, marked, when the apertnre is not circular, 
by alternate SM'elllngs and contractions. As the liquid will at once 
descend in A, the valve should be opened at the same time, and 
adjusted so that the water shall slowly trickle over the edge of the 
funnel, or outlet tube, or the latter may be dispensed with, and the 
snrfece kept just at the point of the hook. When S is nearly full, 
which should take at least five minutes, close E and note the time. 
It is best to make this come at the end of a minute. Now read 
the height of the water in S, empty it, and repeat to see if the 
same resdts are obtained twice in succession. Make the ex- 
periment again with other pressures, also changing the orifices. 

To reduce the scale-readings of M to cubic inches, the i-eservoir 
S must next be calibrated. If neai'ly rectangulai-, a direct meas- 
urement will ^ve its horizontal cross-section, but if the sides are 
at all curved it is safer to use some other method. A plan much 
used in practice is to mount it on a platform scale and weigh it 
when empty, and when filled with water to various heights, and 
reduce the weight of the water in each case to cubic inches, by 
dividing by .03614, the weight in pounds of one cubic inch of wa- 
ter. A curve should then be constructed, in which ordinates rep- 
resent the scale-readings and abscissas the volumes. If gi-eater 
accui-acy is required, the tenth of a cubic foot used in Experiment 
19 should be employed. A T is placed between its valve and the 
glass, the branch of which is connected with the hydi-ant by a 
mbber tube. It is then hung over the reseiToir B, as in the fig- 
ure. To use it, admit water until it is filled to the top of the hook 
in its upper end. Shut off the water, and open the valve below. 
When the water level has reached the lower point, close the valve 
and read the gauge in ^, thus taking a series ofreadings which will 
correspond to intervals of precisely one tenth of a cubic foot. In 
this Ciise it ia best to constnict a residual curve to show more 
clearly the iiregularities in form of the reservoir. 

The ai'ca of the orifices must next be measured with a fine scale. 
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reading to tenths of a division by the eye, or if greater accuracy 
is required, using the dividing engine. 

Pinally, to compute the theoretical flow, we have the foJlowlng 
data. By the tlieoretn of Tomcelli the velocity = -/^gh, in 
which (f = 32.2 ft^ or the acceleration of gravity, and A is the 
height of the liquid above the centre of pressare of the orifice. This 
equals the diffei-ence in the two readings of the hook gauge in A, 
before and .after the experiment, correcting for the position of the 
centre of ])ressure, which will sensibly coincide with the centre of 
gravity of the orifice. Thus with a circular orifice one-half its 
diameter must be subtracted. A stream of water wUI then flow 
out having a volume eqn.il to that of a prism with cross-section s 
equal to that of the orifice, and a length v for each second, or in 
( seconds, the observed time, the volume V should be sft» ^ 
sW2gh. The observed volume is obtained directly from the cali- 
bration of B, of which either a curve or a table should be fui^ 
nished. This quantity divided by Fgives m, the coefiicient of efflux. 

49. Jets of Watee. 

Apparatus. A cylindrical brass tube is used as an orifice, and 
is mounted at a height of three or four feet from the floor, with a 
hin^e and graduated circle, so Ihat it can be set at any given 
an^e. A deal rod divided into inches is attached to it to measure 
the range, and the whole is connected with the hydrant by a rub- 
ber tube and valve, so that water may flow through it at any re- 
quired velocity. The water is collected as it escapes in a lai^e 
vessel, which is weighed in a spring balance before and after the 
esperiment, and thus the amount of water determined. A second 
scale of inches is also required to measure the vertical descent of 
the curve. 



Almost all the laws of projectiles may be proved 
by this apparatus. 1st. The form of the jet is a parabola. Set the 
tube horizontal, and allow the water to flow through it, with such 
a velocity that in moving three feet horizontally it will descend 
about the same distance. Take care that this velocity is un- 
changed during the experiment by noticing that the horizontal 
range remains the same. Now measure the vertical fall of the jet 
for every two inches on the horizontal scale, and construct a curve 
with these distances as coordinates. Next, to measure the veloc- 
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ity, allow the water to flow into the vessel for one minute, and 
wtigh it The weight in grammes equals the unmher of cubic 
centimeties, and thw dnided by the area of the orifice (found by 
measuring the diametei of the tube), gives the velocity of the 
water per mumte Diiide this by 60, for the velocity per second, 
and eonstiuct the parabola given by theory, in which x = vt, and 
y=^ = ^, and the acceleration of grai-ity ^ = 386 inches. 
Great caie must be tiken to reduce all these quantities to the same 
measure, as inches or metres, several different units being pur- 
posely employed in these measurements. Repeat the latter part 
of this experiment with three or four different velocities, and see 
if for a given value of y, x is proportional to v. 

2d. The horizontal range for a velocity v, and angle of projec- 
tion a, equals — sin 2«. Prove this by measuring the range for 
every 5° from 0° to 90°. Evidently the maximum is when x = 
45°. In a sunilar manner we may prove that the maximum range 
on an inclined plane is attained when the direction of the jet 
bisects the angle between it and the vertical, and again, that the 
curve of safety or envelope to all the parabolas formed with a 
^ven velocity when the jet is turned in different directions, is a 
parabola, with the orifice for a focus. 

50. Resistance of Pipbs, 

Apparatus. A f " brass tube six feet in length has five holes 
drilled in it at mtervals of exactly a foot, taking care tliat no bun- 
or roughness remains on the inside. Short pieces of brass tubing 
are soldered on over them, and long ^lass tubes are attached by 
pieces of rubber hose. The whole is mounted on a stand, so 
that the brass pipe is horizontal, and the glass tubes vertical and 
a foot apart. Each tube is graduated, or has a paper scale at- 
tached, to show the height at which the water stands In it. Wa- 
ter may be passed through the brass pipe at different velocities by 
connecting it with the hydrant, and regulating the flow by the lan- 
cet. To keep the pressure regular, it is better to connect with a 
separate reservoir, and to measure the velocity, the water may be 
received in a large graduated vessel. 

"When water flows through the brass pipe it will 
the glass tubes owing to the friction, and the latter may be 
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very accurately measured by the height of the hquid. On trying 
the experiment it will be noticed that the top of the liquid col- 
umns lie very nearly in a straight line, passing through the open 
end of the pipe, where of course the pressure is zero. The exact 
pressure should be measured by the attached scale, and observa- 
tions of all of them taken for several different heights. A second 
series of experiments should also be made to detei-mine the veloc- 
ity corresponding to these heights. In this case the escaping 
liquid is received in the graduated vessel for a known time, or the 
time required to fill it is noted, and from this, knowing the volume 
and cross-section of the pipe, the velocity is readily determined. 
The results should be represented by curves, firet making abscissas 
distances, and ordinates pressures, and secondly, using velocities 
as abscissas, and the heights of the liquid in the most distant tube 
for ordinates. From these curves the laws and coefficients of 
liquid friction are readily determined. 

51. Flow op Liquids thkocgh Sscall Oeifices. 

Apparatus. A Mariotte's flask is placed about three feet above 
the table and a rubber tube is connected with its outlet. To this 
is fastened a brass tube with a perforated screw cap, so arranged 
that small circles of platinum foil may be inserted, with holes of 
various sizes. A vertical scale shows the height of the orifice, and 
a balance serves to measure the quantity of water received. 

ET^eriment. Fill the Mariotte's flask with water. For this 
purpose it is often convenient to have a third tube, which is closed 
by a rahber cap, except when the flask is to be filled. It is then 
opened to allow the air to escape, and water is admitted by one of 
the other tubes. Raise the orifice so that water is just on the 
point of flowing out of it, and measure its height. Insert one of 
the platinum diaphragms and lower it, so that tie wate si 11 flow 
out drop by drop. Collect what escapes dm ng a n te an 1 
weigh it. Lower the orifice and repeat at interval'^, nt 1 t s as 
low as possible. Measure also at the point whe e the 1 oj s begin 
to unite into a continuous stream. For -all lowei po ts n eas re 
the length of the stream, that is, the distance before tb to 

divide into drops. 

Compute the coefiiciont of efflux by means of tl e It 1 
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Y = mstv = msij^fjh, hence «i — - ^^2 ^' '" ^^''^^ ® ^'^''^'^ ^''^ 
cross section = ^, calling <? the diameter of tlie orifice, ( = the 
time of flow = 60, h the head, or the reading first taken minus 
that corresponding to the given observation, and V is obtained 
from the weight, remembering that 1 gramme of water — 1 cm' = 
.061 inches. Finally, construct a curve in which ordinates rep- 
resent the coefficients m, and abscissas the heads h. ■ 

By this simple apparatus, interesting results could be obtained by- 
measuring the flow of varions liquids with different pressui'es and 
orifices. Their relative viscosity might thus be compared. 
52. Capillakity. 

Apparatus. In Fig. 42, ^ is a tall beU-glass set in a glass jar 
B containing water. C is a glass tube drawn out to a point and 
connected with ^ by a rubber tube; it is immereed in a test tube 
a containing the liqnid to be tried. A may be filled with air by 
blowin" through the bent tube E. Paper scales divided mto milh- 
metreslire attached to B and D to measure the pressure, and i? is 
supported in such a way that it may be raised or lowered at "vvdl. 

mspiTiment. Draw out a piece of glass tubing to a fine point, 
break off a small piece and grind the end flat so that the orifice 
shall be circular and smooth. Connect 
it as at C, by a rubber tube, with the 
bell-glass A, and fill the latter with air by 
blowing into E. Raise the test-tube D 
containing the liquid to be employed, so 
that the ^r escaping fi-om C shall bubble 
u]) through it. Soon the pressui-e in A is 
''*'' '"■ so far diminished that it becomes insuffi- 

cient to overcome the resistance opposed to it, the flow will then 
stop, and the top of the liquid in G w=U be found to be very much 
curved. Record the pressure of the air in A which equals the 
difierence in level of the water within and without it. Call it h, 
and call A' the difierence "in level within and without C. Repeat 
this observation several times, either by blowing into E, or by 
lowering I> so that the flow shall recommence. Next remove the 
^ube from the liquid, break off the end, and stick it carcfiiUy into 
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a cork. Grind down the end of G until it is again flat, and repeat 
until observations have been obtained with orifices of five or six 
diflerent sizes. Now place the corl; on the dividing engine, Ex- 
periment 21, and measure the diameter of each of the gi'ound ends. 
This may be obtained with great aj^curaKiy by placing the axis of 
the tube vertical so as to look down through it. 

Let a be the specific gravity of the Uijuid and x the height to 
which it would tend to rise in the tube, if the bore were the same 
throughout as at the end. The pressure due to this force will 
then be stc, and in the same way the pressm-e due to the column 
h' will be sh'. Both of these pressures will be in equilibrium with 
the force A of the water in S. In other words, h = sx •\- ah', or 

X ^= , from which x may be calculated in the various cases, 

if the liquid in J) is water, s = 1, and x^^ h — h'. This method 
of studying capillarity was first proposed by M. Simon, who, how- 
ever, found that his results did not agree with those obtained by 
direct measurement. It has, however, tlie great advantage that 
the diameter may be obtained with accuracy, even with very mi- 
nute tubes, and the latter being heated to redness are rendered 
ohemically clean. ■?"■ iT-^^--^ /:^f-./-f^ - ,--^ '.t.^i.v-*. 

53. Plateau's Expekiment. 



Some of Plateau's soap-bubble mixture, formed by 
mixing pui-e oleate of soda with 30 parts of water, and adding two 
thirds its bulk of glycerine. The oleate is made of olive oil and 
soda, which is then tillered. Common soap may however be used. 
Wires ai'e bent into the following forms and soldered at the cor- 
ners. A tetrahedron with a single wire as a handle, a cube, a cir- 
cle, two triangles hinged along one side, and two squares, made in 
the same way, also a small vertical stand ari'anged so that two 
circles may be placed on it at any height. To measure the figures 
obtained, an upright C, Fig. 43, is attached to the table to support 
a sheet of paper and at a distance of about two feet is a second 
support, A, m which is a small hole to look through. A third 
stand, _B, serves to hold the wire figures in any desired position. 

Experiment. Dip the tetrahedron into the liquid, and on draw- 
ing it out, films will be found extending from each of the six 
edges, and meeting in the centre. This point is a fourth of the 
distance from each face to the opposite angle. Attach the tetrahe- 



c by Google 



102 plateau's experiment. 

dron to S, so that one faoe Bhall be nearly liorizontal, and one 
edg-e perpendicular to the line through AUG. On looking 
through ^ it is projected aa a triangle on G. Move _B, if nec- 
essary, so that its lower face shall be projected as a straight line. 
Attach a piece of paper to G 
and mai'k on it the corners of the .^ 
tetrahedron, also the intersection of [T " " 
thefilms. Measure on the paper the 
distance of this point firom the top 
and bottom of the figure. Their 

ratio should be one to three. Turn the tetraliedmn around, and 
repeat the measurement with one of the other sides. It should 
be the same for all. 

A general law of these films is that they are always subjected to 
tension and continually tend to contract, owing to the molecular 
attraction of the particles. This may be shown in various ways. 
Attach a loop of the finest silk thread to the circle of wire. Dip it 
in the liquid, and a film will be obtained in which the loop will float, 
irregular in shape and in any position. Break the film inside the 
loop, and instantly by the contraction of the film ai-ound it, it will 
be drawn out into a perfect circle, leaving of coui'se a hole in the 
centre. Inclining the circle from side to side the loop moves 
freely over the film, presenting the curious appearance of a sheet 
of liquid containing a moveable hole. 

Immerse the tetrahedi'on again in the liquid. The six films pul- 
ling equally in oppoate directions, hold the centre point in equi- 
librium. Now break one of the films, and the remainder con- 
traets, forming a curious curved surface drawn towards one side 
by a single plane film. On breaking this second film, the surfaces 
again contract and form the waqjed surface known as the hyper- 
bolic paraboloid. 

Immersing the cube in the same way twelve plane surfaces are 
obtained, meeting in a small square in the centre. This square 
may be parallel to either fece, aud may be made to alter its posi- 
tion by gently blowing, so as in appearance to split it. See how 
many different figures can be obtained by breaking one or more 
films, and draw them in your note book. The whole number ia 
twelve, not including a angle plane attached to one face only. If 
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the films attached to two opposite parallel aides are broken, a plane 
is obtained supported between two cui-ved sui-faK3es, the intersec- 
tions being curved lines. Draw these lines by attaching the cube 
to £ and see if they are hyperbolas. Another curious effect is ob- 
tained by blowing a small bubble and attaching it to the centre 
squai-e, when it assumes a cubical fonn with eur\-ed sides; in the 
same way a four-sided bubble may be fonned with the tetrahe- 
dron. Similar figures may be obtained with an octahedron, 
or other figures, but they are more complex. 

On dipping the two triangles into the liquid a film foms over 
both, and on increasing the angle between them a single plane film 
is found attached to their common side, which ia split as they sepa- 
rate. Ei-eaking this film the curve springs back as before, fomimg 
a very beautiful hyperbolic paraboloid. This is probably the best 
way of producing this warped surface, and its properties are well 
shown by it. Varying the angle between the triangles, its tbnn, or, 
more strictly, its pai-ameter may be altered at will. Make the 
angle between the triangles about 80°, and di>aw the curve of in- 
tersection of the plane film with the other, also a section through 
the centre at right angles to it. Try and determine the form of 
the first of these curves, and see if it is a circle, parabola or hyper- 
bola. Now break the film and draw the enveloping curves on the 
same sheet as before, to show how the films have contracted. 
Do the same with the jomted squares. Place the two circles 
on their stand near together, blow a bubble and lay it on them. 
Then draw them apart, and a hyperboloid of revolution of one 
nappe will be obtahied. 

54. Pneumatics. 
Apparatus. The object of this experiment is to fiimiliarize the 
student with the ordinary lecture-room apparatus in pneumatics, 
and is therefore cMefiy of value to those who propose to adopt 
teaching as a jirofession. The apparatus needed will depend on 
the obiects of each student, but m.iy be made to include almost all 
the instruments used in a full course of lectures on this branch ot 
physics. The following description, however, applies only to such 
experiments as could properly be intraduced m any common 
school. The most important instrument is of course the an- pump, 
which need not be of large size, or {for most of these expermients) 
capable of producing a very high degree of exhaustion, ihe 
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other apparatus needed is best determined from the following list 
of experiments, which may be varied almost indefinitely. 

Meperiment. Place a receiver on the pump-plate, taking care 
that no dust or giit is retained under the edge, which should be 
freely supplied with sperm oil, or tallow, to ensure contact. Open 
communication between the pump and receiver, and close that 
leading to the outer air. Exhaust, by working the handle of the 
pump, and see if any leakage takes place around the bottom of the 
receiver, in which case air bubbles will be seen forcing their way 
through the oii. The greatest trouble in using the air-pump is to 
make this joint tight, especially if the plate or receiver is not 
ground perfectly tme. When the exhaustion is nearly complete 
the pump handle will work freely, until the very end of the sti-oke, 
when a slight hissing will be heard, due to the expulsion of the 
remaining air. For this reason the piston must be moved until it 
strikes the end of the cylinder each time, and the strokes must be 
taken steadily, and not too fast. When the air is removed the 
exterior pressure becomes so gi-eat that it is impossible to move the 
receiver without breaking the glass. On opening communication 
with the outer air, the latter rushes in, and the receiver is easily 
removed. To detemiine the degree of exhaustion, a syphon 
vacuum gauge may be employed. This consistsof abent gl.'iss tube 
like a syphon barometer, with the closed end only about half a 
foot in length, and containing mercury, which of course rises to the 
top. Place it under a receiver and exhaust, when it will be found 
that as soon as the pressm-e inside is reduced to less than six inches 
the mercury begins to tiiU, until in a perfect vacuum it would stand 
at the same height in both branches of the tube. Read the differ- 
ence in level, which in a common pump should not exceed two or 
three millimetres. If a barometer gauge, or long tube dipping in 
mercury, is attached to the pump, subtract its reading from that of 
the standard barometer, and the difference should equal that of the 
syphon gauge. Place a beaker of water on the pump-plate with a 
bolt head {or tube with a bulb blown at one end) in it, cover with 
a receiver and exhaust slowly. The air will now bubble up 
through the water, owing to its tendency to expand when the 
outer pressure is removed. If the pump is a very nice one, this 
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esperiment, and others requiiing water, should be omitted, as the 
vapor may rust the interior of the pump. On readmitting the air 
the wat«r will rush up into the bolt-head until but a small bubble 
of air remains. The ratio of the volume of this bubble to the 
whole interior of the bolt-head, shows the degree of exhaustion. 
"When nearly all the pressure of the air is removed from the sur- 
face, the water bubbles malse their appearance in it, due to the 
dissoived air. CaiTying the exhaustion still farther, vapor begms 
to be formed so rapidly that the water enters into ebullition. This 
effect is more easily obtained if the water is somewhat warm- 
Select two tubes about three feet long, and closed at one end, fill 
one, J3, with mei-cury {Experiment 58), the other. A, with air, and 
dip both into a small vessel containing mercury. Cover them with 
a tall receiver and exhaust. The mercuiy will descend in Ji until 
nearly on a level with th.at in the cistern, the air meanwhile escap- 
ing from A in bubbles. Readmit the air and the mercury will rise 
in both tubes, that in A being the lowest. Any leakage in the 
pomp is well shown in these experiments, as It will cause the li- 
quid to begin to rise slowly as soon as the pumping stops. To see 
if the leak la in the pump, or under the receiver, close the connec- 
tion between them when leaks in the latter only will be percepti- 
ble. The great pressure of the air may be shown in various ways. 
Thus the palm-glass is a cylindrical vessel open at both ends, 
which is placed on the pump-plate and closed above by the hand ; 
after exhaustion the latter is removed only with difficulty. Re- 
placing the hand by a sheet of rubber, a single stroke of the pump 
will draw it strongly inwards, and in the same way a tightly 
stretched bladder may be made to buret with a loud report. In 
the upward pressure apparatus the Mr, being withdrawn above a 
piston, the latter, with a heavy we^ht attached, is raised by the 
pressure of the air below. The Magdebui^ hemispheres consist 
of two brass hemispheres, accurately ground together, which re- 
quire a gi'eat force to separate them when the air is withdrawn 
from the interior. Great care is needed in handling this apparatus 
as a slio-ht blow wUl bend the brass sufficiently to cause leakage. 
Bursting squares are sealed rectangular vessels of glass, which 
explode when placed under an exhausted receiver. To prevent 
injury they should be covered with wire gauze, and the orifice 
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leading to the pump, protected by a brass cap and valve. The 
porosity of wood may be shown by the mercury funnel, in which 
mercury is driven lengthwise through a piece of wood which 
passes through the top of a receiver. If a piece of wood held 
under water is covered with a receiver, and the air exhausted, tor- 
rents of bubbles imprisoned in its pores wDl pour ft'om it. Now 
on admitting the air the water enters the wood, which becomes 
water-iogged, and no longer floats. The revolving jet is a bent 
brass tube, like a Barker's Mill, which when placed under a receiver 
turns rapidly in one direction when the air is exhausted, and in 
the other when it is readmitted. The effect of the resistance of 
the mr is shown by two fan wheels with vanes set flatwise and 
edgewise, respectively. If set in motion, the former stops first in 
air, but both revolve for neaj'ly the same time in a vacuum. The 
same effect may be shon-n by a feather and guinea placed in 
a long glass tube from which the air is removed. They then 
fall with nearly equal velocity from end to end. An import- 
ant experiment is the proof of the weight of the air. A glass 
sphere is weighed when full of air and when exhausted, and the 
difference gives approximately the required weight. The exact 
weight is obtained only by an accurate correction for temperature, 
pressure and moisture. The two tbllowing experiments, though 
properly belon^ng to other branches of physics, are inserted here 
for convenience. Both require a very high degree of exhaustion. 
If a bell is rang in a vacuum, no sound is heard. An electric bell 
is most convenient for this expei'iment. It should be carefully 
suppoited, so that the sound shall not be transmitted directly to 
the pump plate. For this purpose it is sometimes hung by threads; 
a rubber suppoit is also recommended. The experiment is gen- 
erally more successful, if after exhaustion hydrogen gas is ad- 
mitted, and the exhaustion i-epeated. It is, however, almost im- 
possible to destroy all sound. The latent heat of aqueous vapor is 
well shown by the experiment of freezing water in vacuo. A 
shallow pan of concentrated sulphuric acid ' is placed on the pump 
plate, and on this a wire triangle which supports a flat metallic 
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dish hoWiiig the water to be frozen. The whole is covered with a 
small receiver, and exhausted quickly. On removing the pressure 
from its Burfiice the water is rapidly converted into vapor, which is 
absorbed by the sulphuiic acid as fast as foi-raed ; the action there- 
fore continues, the latent heat being obtained at the expense of the 
water, which accoi-dingly cools until it is converted into ice. By 
substituting for water moi-e volatile substances, as a mixture of 
solid carbonic acid and ether, and adding protoxide of nitrogen, the 
most intense cold yet observed is attained. In the best pumps 
water may be frozen by its own evaporation, without employing 
acid to absorb its vapor. 

55. Mariottb's Ijaw. 

Apparatus. A modification of Kegnault's appai-atus may be 
made cluefly with steam fittings, as shown in Fig. 44. Cis a tall 
mercury gauge formed of ghtss tubes, connected together by a 
steam pijje coupling with red sealing-wax. If very high, aU the 
joints must be made like those of Regnault's gauge, but this is 
unnecessiiry for pressures below one hundred pounds. A and B 
are two similar tnbea about three feet long, closed above by "pet- 
cocks," and attached below by " unions," so that they may be easily 
removed. £ is a reservoir made of 3 inch pipe with caps, to hold 
the mercury, and with an |" valve below, so that it may be 
emptied if necessary. It is filled by removing tJie plug in the T 
at Q. J is a small force-pump such as is used in teatmg gauges, 
by which water may be drawn from the reseiToir K, and forced 
into E. Tbe water is allowed to flow back by opening the valve 
H, Remove the plug G, and pour into M enough mei'cury to fill 
A, B and C. Work the pump slowly until E is full of water. 
Then close G and expel any air that may remain by working I 
and opening H alternately, until no air bubbles lise up through 
the water in K. Scales are attached to A, B and (7, and the first 
two should be carefully calibrated (Experiment 10). B may be 
peiToaneiitly filled with dry carbonic acid, or other gas. 

Experiment. A must first be filled with dry air. For this pur- 
pose connect it above with a U-tube containing chloride of lime, 
open the peacock and pump up tbe mercury nearly to the top, 
thus tbrcing out the air. Open S a veiy little, and let the mei-- 
cury slowly descend. The air is thus drawn into A, first being 
dried by pasang over the lime. Repeat several times to expel all 
the moisture that may remain, and finally, when full of dry air, 
close the pet-eock. Read very carefully the height of the mcr- 
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cury A, B and C, and record in three columns. Work the pump 
a few times, and tike realings at mtemk of -ibout 10 inches, 
untd the mercury has neirly 
leached the tjp ot If Note 
the height of the b irometer and 
the reidmgs ot C and A^ ■when 
the latter if open to the atmos 
phere ilbo the liLi_ht ot the 
mermrv in 4 when stindmg it 
tl e s ime lei el is m C Write 
m the 4th and "ith columns the 
pressure in eich else, found by 
dddinff to the heii^ht A the bi 
IOmeter the difieiente in kvel 
of the meicury columns In the 
^ ^ 6th an<I 7tli columns ^ne the 

Tflume of the gas m each cise, 
deduced from the t die of calibration of J. and ^ Next take 
the product of the pressure and volume, which would be constant 
if Mariotte's law were correct, or the volumes invei'sely as the 
pressures. Finally, construct cui-ves for the two gases, mating 
abscissas represent these products, and ordinates pressures. These 
results will be only approximate, owing to the change of tompei'a- 
tare the gas undergoes when rarefied or condensed. To diminish 
this error an interval should be allowed for the gas to attain the 
temperature of the air of the room, or better, A and _Z? should 
be surrounded with a water jacket, the temperature carefully 
noted, and a coirection applied. 

Much gi'eater accuracy is attained by the following aiTange- 
ment, A third tube is employed, in the upper part of which two 
platinum wires pointing upwards are inserted, the volume above 
them being determined very accurately by inverting, and weigh- 
ing the mercury required to fiU it. This portion of the tube ia 
then enclosed in a larger one, through which water is kept circu- 
lating, and its temperature noted by a thermometer. Fill the 
tube in the nsual way with dry gas, then condense it until the 
mercury is just on a level with the upper platinum point. The 
mereury in O should now stand near the top of the tube. Open 
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H, and let the pressure diminish until the mercury in the third 
tube is exactly on a level with the lower platinum point. Record 
the pressure in each case. To bring the mercury to the exact 
level, raise it by the pump and lower by opening JI until the 
point is just perceptible by the sUght distortion it produces in the 
image of objects reflected in the surface of the mercury. Let the 
pressure diminish to a few inches of mercury, let out a little gas 
and repeat. The law may be tested for pressures less than one 
atmosphere by merely drawing off the mercury in C until it stands 
below that in the other tube. The ratio of the volumes being 
constant in this experiment, the ratio of the pressures would be 
its reciprocal, if Mariotte's law were coiTect. The deviation may 
be shown by a curve in which abscissas represent the smaller 
pressure, and ordinates the i-atio of the two pressures. 
56. Gas-holder. 

Armaraius. A good gas-holder containing three, or hetter,_five 
cubic feet, with scale attached, the bell properly counterpoised, 
and most important of all, the Motion reduced to a minimum. i_o 
calibrate it, the standard tenth of a cubic foot of Expenment 19 is 
employed, and to measure the pressure some very delicate form ot 
gauge should be provided. 

Ea^eriment. The gas-holder consists of a large bell, AS, Fig. 
45, suspended in a circular trough 
of water, and counterpoised by the 
weight ^attached to a cord passing 
over the pnlley I>. A curved piece of 
metal JE, called the cycloid, is attached 
to this pulley, and carries a second 
weight &, which acts at a longer and 
longer arm as the bell rises. It thus 
compensates for the diminution of ' 
weight of the bell when submerged, 

nd renders the pressure nearly the 
same whether the holder is full or 
empty. The proper form for £! is the 
involute, a curve in which the perpen- 
dicular on the tangent is proportional 
to the angle described by the radius 
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vector. The gas is drawn out by a large tube opening Into the 
bottom of the holder at Jl, and covered at ^ by a cap witli a 
■water seal. A large tube with a stopcock H, also opens out of it, 
through which the gas may be di-awn, or if prefeiTed, through 
a small tube just below it. To fill the holder with air, remove K 
and press down on F, when the bell will rise to the top ; it may 
be kept there by replacing K, and closing S. If gas is to be 
used, it must be filled through H, but this is a much slower process. 

A variety of experiments may be performed with this apparatus. 
First, test the holder. Fill the bell nearly full of air, depress 
it a little by the hand, let it return, and record the reading of the 
scale. Then raise it, let it descend, and again read. Repeat sev- 
eral times, and the difference in the results shows the greatest 
error due to friction. Do the same with other parts of the scale. 
Next, calibrate the bell. The same method is employed as in Ex- 
periment 48, only the air is collected instead of the water. In this 
case, after emptying the holder, add one tenth of a cubic foot of air 
at a time, and read the scale after each addition. Repeat drawing 
out one tenth of a cubic foot from the holder into the glass stand- 
ard, and see if the readings are the same as before. The gi-eat 
difiiculty in this experiment is the change of volume of the air 
due to changes of temperature. As the bell vises from the water 
the adhering moisture evaporates, and sometimes lowers its tem- 
perature very rapidly. It is, however, customary to assume that 
the air is saturated with moisture, and at the same temperature as 
the water with which it is in contact. 

Next, measure the pressm-e for different parts of the scale to see 
if the compensation is exact. The gauge is attached to a small 
tube just below IT, with an independent outlet from the bell. To 
save time the pressure may be observed after adding each tenth 
of a foot in the last experiment. Various forms of gauges may he 
employed. The simplest is a lai^e U-tuhe, with a scale attached 
to each branch. The pressui'e may thus be determined within a 
hundredth of an inch. For greater accuracy, a bell glass standing 
in water may be connected with the holder, and the difference in 
level of the water within and without it gives the pressure. By 
using two iiook gauges for this purpose great accuracy may be 
attained, A method in common use is in principle similar to the 
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wheel barometer. A email bell is coniicctod with the interior of 
the holder, and its rise and fall ie measured by a cord passing over 
a pulley which moves a pointer over a graduated circle. If the 
pressure increases as the holder rises, the weight G should be 
increased, and the contrary if it diminishes. The pressure to which 
the gas is subjected is varied by changing the weight F, Prove 
this, and detei-mine the law. Do the same for different parts of 
the scale. To test the above work, fill the holder with nir, and 
open _ff very slightly, or better, allow the air to escape through a 
minute aperture. The holder will now slowly descend, and by 
noting the time the index passes each tenth of a foot mark, a 
series. of numbers is obtained whose firat difierences would be con- 
stant, if the apparatus was perfect. By varying the pressures, the 
orifices and the kind of gas in tlie holder, all the laws of the flow 
of gases may be verified. 

57. Gas-metebs. 

Apparatus. Two gas-meters, one wet and the other dry, both 
graduated so as to read to thousandths of a foot. They are con- 
nected together so that the gas will pursue the following couree. 
It leaves the pipe through a J" valve, passes through a T to the 
wet meter, thence through a second T to the diy meter, and by 
a stopcock and third T to a fishtail burner, A short piece of pipe 
is screwed into the open end of each T, which may be closed by a 
cap, or connected with a gauge formed of a U-tube by a piece of 
rubber tubing. 

ET^riment. Gas-meters are of two kinds, wet and dry. The 
former consists of a cylindrical vessel half full of water, in which 
is placed a rotary dmm with four compartments. As these are 
filled in turn, the drum revolves, and the amount of gas con- 
sumed is measured by the number of revolutions. The dry meter 
resembles in principle a blacksmith's bellows I'eversed in such a 
way that air being forced into the nozzle, the handle moves up and 
down. The number of strokes is then j-ecorded by clockwork and 
dials. The wet meter was first used, but is now superseded in 
houses by the dry meter, owing to the error introduced by any 
increase or diminution in the amount of water piesent. The former 
is, however, still in vogue for experiments, as by it small amounts of 
gas may be measured with much greater accuracy. To determine 
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the amount of gas which has passed through the meter, suhtrnct the 
reading at the he^nning from that at the end of the experiment, 
or if the rate of flow is required, take readings at intervals of one 
minate, as in Experiment 5. XTsually in the best meters, one rev- 
olution of the lai^e hand equals one tenth of a cnbic foot, and the 
dial being divided into a hundred parts gives thousandths. In 
meters intended to be used in houses, one revohition of the hands 
of the three lower dials equals 100,000, 10,000 and 1000 cubic feet, 
respectively, and a fourth dial is placed above, whose hand 
makes one revolution for every five cubic feet, and which is used 
in testing the metre. 

The common method of testing a meter is to bring the upper 
hand to the zero, connect it with a gas-holder, and force air or gas 
through it until the reading ia the same as before. The change of 
reading of the holder should now be just five feet, and the difiei^ 
ence is the eiTor of the meter. This expei-unent should be re- 
peated two or three times. If the meter reads to thousandths of 
a foot an additional test is needed to see Lf the divisions of the 
large dial correspond to equal quantities of gaa. For this purpose, 
allow the gas to flow very slowly through both meters, tui-n it off 
and read them, dividing the thousandths into tenths by the eye. 
Allow a few thousandths to pass and read again, and so take a 
series of readings, imtil two complete revolutions have been made. 
Represent the results by a residual curve, in which abscissas n^Jie- 
sent the readings of the large hand of the wet meter, and ordi- 
nates the difference between the two enhi^ed, moving the origin 
down so as to bring the points on the paper. Two curves are thus 
obtained, one for each revolution, which should be coincident ex- 
cept for the accidental errors, and their deviation from a straight 
line shows the inequality of the thousandths, as given by the dry 

The next thing to be determined is the loss of pressure dne to 
each meter. Evidently a certain amount of power is necessarj- to 
overcome the friction, and this power is obtained at the expense 
of the pressure of the gas, which therefore leaves the meter with 
less i)ressure than it enters it. To measure this, connect the first 
and second T with the two arras of the gauge, and allow the gas 
to pass through the meter. The difference in level of the two 
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tubes shows the loss dne to the meter. See if this vaiies with dif- 
ferent pressures and witli different positions of the revolving drum. 
By using the second and third T, the dry meter may be tested in 
the same way. 

When a metre is placed between the outlet and the valve by 
which the gas is turned oft^ an error is introduced whenever the 
latter is opened or closed. This is due to the difference of pressure 
withiti and without the revolving drum, produced by g;ie flowing 
in or out without in some cases moving the hand. To show this, 
close both the valve and the stopcock near the third T. Open the 
valve, the gas will rush into both motel's, moving the bands a 
small amount. Close the valve and open the stopcock, when the 
gas will rush out until the pressure within the meter equals that 
of the outer air. Take a number of readings, opening them thus 
alternately. Each meter ia here affected by the error caused by 
the other, and by the intermediate pipe, to eliminate which the 
valve and stopcock should be placed close to the meter to be 
tested. The eiTor may then be determined for different pres- 
sures and different positions of the hand. This error is not cu- 
mulative, and seldom exceeds one or two thousandths of a foot. 

To measure the amount of gas consumed by any burner under 
different pressures, connect it with one of the metei's, and attach 
the gauge to the third T. Turn on the gas and take a five minute 
observation ; that is, take sis consecutive readings of the meter at 
intervals of one minute, also the pressure as ^ven by the gauge. 
Do the same with several other pressures, and see if the flow is 
])roportional to the square root of the pressure, or if the curve 
formed by the readings of the gauge and volumes of gas burnt ia 
a parabola. A similar experiment may be performed with an 
aperture in a plate of platinum, and the height of the flame meas- 
ured corresponding to different pressures and rates of consumption. 
A regulator of some form, such as will be describod under the 
photometer, should be introduced to prevent accidental variations 
in the pressure, if great accuracy is expected in the last experi- 
ment. The laws of the efflas of gases may then be tested, or the 
uniform division of the meter, by allowing the gas to escape very 
slowly, and seeing if the volume is proportional to the time. 
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58. Barometee. 

Apparatus. Two barometer tubes, one a]rea<ly fillpd ami 
placed in its cistern, some pure mercury, and a stand by wlilch the 
height of lie mercury column may be measured. This stand may 
be made in a variety of ways. Thus a half metre steel bar divided 
into millimetres is festened to an upright, and a slider attached to 
it, so that it may be set at any desired height. This slider carries, 
first a steel point about 40 centimetres below, to determine the 
height of the mercury in the cistern ; secondly, a vernier or a brass 
plate -with a single line cut on it and resting against the steel 
scale, and finally two index ]ilates of brass between which the tube 
is placed. The slider is raised or lowered until a tiiin line of light 
is just visible between the top of the mercury and the bottom of 
the index plates, and the reading then taken by the veniier. The 
tubes are held in position either by rings of brass, or by strips 
fastened by hinges. A steel rod three or four decimetres long and 
a tall jar of water, are also needed. 

Experiment. Fii-st, to find the distance from the steel point to 
the index plates. This may be done by the cathetometer, or by 
the second steel rod. Place the jar of water close to the upright, 
and bnng the pomts of both i-od and slider just in contact with 
the sui-face of the liquid. Read the vernier, lower the slider until 
the index plates are just on a level with the top of the steel rod, 
and read again. The difference added to the length of the rod 
equals the distance from the index plates to the lower point. The 
length of the steel rod is found by bringing the index plate first to 
its upper and then to its lower end. 

Now place the filled barometer in its proper position between 
the index plates, move the slider down until the point just touches 
its reflection in the mercury, and read the veniier. Riise the 
slider, until placing the eye on a level with the index platei the 
light is just cut off between them and the mercuiy. The differ- 
ence between these readings is the height through which tlie 
slider has been raised, and this added to the distance from the 
plates to the point gives the height of the mercury column. Now 
measure the height of the standard barometer placed with the 
other meteorological instruments. Reduce it to millimetres (1 me- 
tj.g _ 39_37 inches), and the difference of the two is the error of 
the barometer flret measured. It is probably due to a little air in 
the top of the tube. 
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Now fill tfie empty tute in the following manner. If the 
mercury is not perfectly pnrc, it must be cleaned as ilescrihecl in 
Experiment 9. Hold the tube with the left hand in an incUned 
position, the closed end reeting on the table. Pour in mercury 
slowly to within a few inches of the top. To prevent spilling, the 
stream should be guided by the forefinger and thunih of the left 
hand held at the opening of the tube. Next close this opening 
with the finger and raise the closed end so that the bubble of air 
shall move slowly along the tube. Make it pass from end to end, 
until all the small adhering air-bubbles are removed. Then fill it 
fill of mereuiy, and closing the end again invert it, and immerse 
in the cistern, removing the finger under the surfiice of the mer- 
cury. The latter will now descend in the tube until its height is 
about 30 inches, leaving a vacuum at the top. Its pi-essure at the 
bottom of the tube is then just equal to that of the atmosphere, 
which by pressing on the outside mercury, supports the inner col- 
umn. The vacuum at the top is known from its discoverer as the 
Tonicellian vacuum, and is one of the most perfect that can be ob- 
tained artificially. To see if any air has entered, incline the tube, 
and notice if the mercury rises to the top, remaining at the same 
level throughout, and if when made to oscillate gMtly it strikes 
the top with a sharp click ; if not, air has entered, and the experi- 
ment must he repeated. Next, put this tube in the i)lace of that 
previously filled, measure its height and determine the eiTor, 

Allow a bubble of air to enter one of the barometer tubes (the 
one in which the ereor is the greatest), and notice that it increases 
in volume as it rises until it reaches the top, when it causes a con- 
siderable depression of the mercury cohimn. Repeat, imtil this 
has fallen eight or ten inches. Then measure the height with care, 
and suppose it to be an observation taken at the top of a moun- 
tain. Com]>ute the height on this supposition by the method given 
below. The temperature of the air and mercury at the upper sta- 
tion may be assumed equal to that of the tliermometer outside the 
wintlow, and at the lower station to those obtained by direct ob- 
servation. This work may well be supplemented by a determina- 
tion of the altitude of a real moimtain. For this purpose the 
pressure of the air must be measured at the top and bottom, either 
by an aneroid, or more accurately by a mercurial mountain barome- 
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t«r. When going on sncli an expedition, it is well to take also a 
hypsometer, and other bstruments, so as to determine the dew- 
point, solar radiation, temperature of the air, etc. These will 
be described in detail nnder Meteorological Instruments. On 
reaching the foot of the mountain, observations should be taken, 
and again on the return, and the mean of tliese compared 
with those taken at the top. Or better, one observer with a ba- 
rometer is left below to take readings at regular inteivals, as every 
quarter of an hoar, during the whole time of the ascent. These 
are afterwards compared with those taken at the same time at the 
summit. Of course the lower barometer is compared carefully 
with the others at the beginning and end of the trip, and the 
eiTors corrected. If only one barometer is at hand, and time al- 
lows, a series of observations should be taken before and after the 
ascent, a cur\'e constructed, and the intermediate readings ob- 
tained by interpolation. Accuracy is to be expected only irom a 
long series of observations above and below, by which accidental 
errors ai'e eliminated ; any sudden change in the weather, as a 
thunder-storm, is especially liable to affect the result. 

A small aneroid which may be' easily carried in the pocket, ia 
often very serviceable in preliminary surveys ; by using it in con- 
nection with a pedometer, an approximate profile of the country 
may be constructed. In the same way the variations in the gi-ade 
of a railway may be determined. The delicacy of these barom- 
eters is such that they will show the difference of the level of the 
different parts of a house, or even the rise and fall of a vessel at 
sea. For such observations the height is obtained with sufficient 
accui-acy by allowing 87 feet for every tenth of an inch fall of the 
barometer. 

MEASUREMENT OF HEIGHTS BY THE BAROMETER. 

On ascending from the surface of the earth, the barometric pres- 
sure continually diminishes, and this is due to the fact that being 
caused by the weight of the superincumbent air, the greater the 
height the less the load to be borne. The law of diminution is easily 
deduced by the calculus ; call p the pressure in inches at any height 
S. The decrease of pressure, or — dp, in any interval dS, is evi- 



c by Google 



MEASUREMENT OF HEIGHTS BY THE BAROMETER. 117 

dently due to a column of air of this height, whose weight is pro- 
portional to p. Hence — dp — apdff,dl{= —~^, or If = - logp 

+ C. The constant a equals the pressure due to a column of air 
of height unity and nnder pressure unity, or its reciprocal equals 
60,300. The elevation E, or difierence in height of tiro points 
^and JI' is therefore H — IT = 60,800 Gog/ — logp)- 

In order to obtain the true height by the formula, it is necess.ary 
to apply several corrections, of which the most important are the 
following. 

I. Capillarity. The effect of this force is to depress the mer- 
cury column by an amount dependent on the diameter of the tube. 
A constant quantity should therefore be added to each reading. 
Unfortunately this result is modified by the adheson of the liquid 
to the tube, which renders this correction uncertain; sometimes, 
therefore, the height of the meniscus or curved portion is allowed 
for, but the best way is to use a very lai-ge tube, when the effect of 
capillarity becomes inappreciable. 

II. Temperature of the Mercury. The standard pi-essure as- 
sumes the temperature to be 0° C. ; at higher temperatures the mer- 
cury would be lighter, and the pressure less. Let p be the observed 
height at temperature T, and F the true height with mercuiy at 

zero, then p-^= P {). -\- uT), or £* = . J_ — ™„in which o equals 
the expansion of the mercury per degree. As the scale expands 
also, allowance must be made for this, which gives a = .00009, 
when the scale is of brass. The temperature T is given by the 
thermometer attached to the instrument, and this correction 
should always be applied to a mercurial barometer, but not to an 
aneroid, when the height is wanted, 

III. Temperature of th>' Air In the ibove discussion the air 
also is supposed to be at zero If warmer it will be lighter, and 
the elei rtion gieater than thit here assumed Call t and t' the 
temperatures above and below, nnd their mean t" == J (* + 0- 
The true elevation ,£" will then equal U (1 + a t") in which 
a ^ ^]f^ the coefBcient ot e\f insion of in This is the most ira- 
portiint conection of ill nd should ilwi\s be applied, or large 
errors will be introduct 1 
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IV". Latitxide. Still another correction may be applied when 
great accuracy is required, owing to the dimination of the force 
of gravity as we approach the equator. The computed elevation 
should be multiplied by (1 + .0026 cos %), in which I is the lati- 
tude, wnce the force of gravity varies according to tliis law. ^ 

Introducing these corrections into the formula and reducing, it 
may be written in the following form, 

E= 120(log^ — log?') (502 + i + 0' 
which may be applied directly to observations taken with an ane- 
roid. For a mercurial barometer, p and p', must be corrected, first 
for capillarity, and then divided by (1 + .00009 T) and (1 + 
.00009 T'). The correction for latitude is always small, and be- 
comes at 45°. 

59. Bun SEN Pump. 

Apparams. Fig. 46 represents a Bnnsen filter-pump, snch as ia 
used in chemical laboratories. ^ is a valve in the supply-pipe, by 
which the water is admitted to the bulb B. From this it with- 
draws a portion of the air, which passes down the pipe E with the 
water. The vessel to be exhausted C, is connected with B by 
tlie long pipe GB, through which the air is drawn. Above C is 
placed a U meroury-gauge, and below it a wide tube, designed to 
prevent the pressure fi'om exceeding a certain amount. A fine 
hole is made near the bottom of this tube, and it dips into a mer- 
cuiy-cistem D. As the pressure diminishes, the mercury rises m 
B and fulls in the outer vessel until below this hole, and the air 
rushes in and inci-eases the pressure; by varying the height of 
the cistern any pressure may be mainlined. This device, though 
excellent in theory, often gives ti-ouble in practice from the Jiimp- 
i-aa of the mercury, unless the tube is large and the bole small. 
Instead, therefore, two or more valves may be used, or tlie tube 
neai-Iy closed, and thi^ tbe aii- admitted so slowly as to keep up 
the required pressure. If too much water is passed through B it 
sometimes overflows into 0. An arm and stop should therefore 
be attached to A, so that it cannot be opened too tax. _ The 
water escaping from ^is received in a Florence flask, F, which is 
fitted with a second tube G, passing nearly to the bottom, while 
E opens near the top. To measure the amount of water expended, 
a balance and weights should be provided, or a lai^e graduated 
vessel. 

^^periment. Open A and the water will flow through B, and 
there encountering the air, will carry it in bubbles through E. If 
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now C is closed, the air will gradually be carried out of B, pro- 
ducing a rarefaction, and the air-bubbles _ „ 
in B will be found to occupy less and less 
space compared with the water, until the 
limit of exhaustion is reached, and the 
tube carries off nothing but water. The 
diminution in pressure thus obttdned 
should nearly equal that of a column of 
water of height BE, or if this is made 
40 feet, nearly all the air should be with- 
drawn. Tlie aqueous Ta,por, however, al- 
ways remains, and for other reasons the 
exhaustion is never perfect ; it neverthe- 
less forms a veiy convenient method of ^ ^^ 
producing a partial vacunm. 

To test the working of the pump and its efficiency, the follow- 
ing experiment should be performed. Pour water through G until 
F is filled up to the end of th't tube -E. Empty it by blowing 
through E, collect the water escaping from G, and weigh it. The 
weight in grammes ^ves V, the volume in cubic centimetres of the 
portion of F included between the ends of F and G. Measure 
the temperature of the water and the height of the barometer. Fill 
jr as before, take out of the mercury, and open A slightly. A 
lar-re amount of lax and a small amount of water will now enter the 
flask. Water will flow from G until a volume of air equal to V 
has entered the flask, and air begins to bubble up through G. 
Collect the water that has escaped, and weigh it. Calling its vol- 
ume V, the amount of water brought from £ is evidently V — 
V, while in the same time Tcentimetres of aii- have been brought 
down. Record also the time required to empty F. Repeat the 
experiment several times with a larger flow of water. Try also 
the effect of a flow under pressure by connecting the end of in 
the mercury, which wilt then rise in it when the water is turned 
on, and may be kept at any desired height by raising or lowering 
J). As in these experiments it takes some time for the mercury 
to attain its normal level, it is well to connect a third tube with the 
flask, which may then be filled without disconnecting it iiom JB. 
It will be seen that the best results are attained when the smallest 
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amount of water ia used, but as the exhaustion then takes place 
very slowly, it is often best to begin with a lai^e flow, and dimin- 
ish it as the air is withdrawn. The maximum amount of air that 
miglit be drawn out by the apparatus may be determined analyt- 
ically, and dividing the observed amount by this, g^ves the effi- 
ciency. 

This same apparatus may also be employed with advantage, to 
test aneroid barometers. is attached to an air-tight chamber, 
formed of a tubulated receiver placed on an air-pump plate. When 
the water ia turned on, the air is gradually withdrawn, and the 
barometer falls. The reading Is compared with the ti'ue pressure 
found by subtracting the reading of the U gauge from the height 
of the standard barometer. Different results will be attained ac- 
cording as the barometer is placed vertically or horizontally, or 
if the friction is reduced by gently tapping on the instrument. 
To render the test moi-e complete this experiment should be tried 
at different temperatures, which is best effected by a water jacket, 
which may be filled either with hot or cold water, 

60. Aie-Meter. 

Apparatus. An organ bellows, such as ia described in the next 
experiment, and an air-meter, of which a very convenient form is 
that maiiufactuj-ed by Casella. It consists of a very light fan- 
wheel, like a wind-miJI, with a counter to record the number of 
revolutions. The vanes are set at such an ansjle that the divisions 
of the dial shall represent the number of feet traversed by the 
air. 

Es^eriment. Work the bellows and allow the %vc to escape 
through an orifice, so as to produce a constant current of air. 
Measure its velocity at intervals of ten inches from the orifice, 
until it becomes imperceptible. Measure also the velocity on each 
side of the central line. A spring catch sei-ves to throw the gear- 
ing in or out of connection with the fan-wheel. To make an 
observation, therefore, the meter should be placed in the curi-ent, 
and when it has attained a unifonn velocity thrown in gear for 
exactly one minute. As the hands move only during this time, 
the difference of readings taken before and after, give the distance 
traversed, or dividing by 60, the velocity of the air per second. 
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A table of corrections accompanies the instniment, showing how 
much should be atlded or subtracted fi'om the observed readings 
to get the true distance. 

Interesting results may be attained with this instrument on the 
velocity of the wind, especially during gales, the air currentK in 
buildings from registers, Tcntilators or doors slightly open. This 
forms one of the most efficient means of studying the Tcntilation 
of large halls and churches. 
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61. SiKEXD. 

Aj^aratus. An oi^an bellows capable of giving a perfectly 
constant cuirent of air nndei- vaiioiis pressures. One of the best 
forms is that made by Cavaill4 CoU (sold by Konig) with regu- 
lator attached. If preferred, a large gas-regulator may be at- 
tached to any bellows. A set of organ-pipes well tuned, ^ving 
the notes of the scale fi^m Cg to C„ two or three tuning forks, 
one giving the French normal pitch, etc. and a sirene. The lat^ 
ter need not be of large size, as good results may be obtained 
with a single moving disk with one cii'cle of holes. 

Es^erimeM. Place the organ-pipe, 63, in its hole on the bel- 
lows, and connect the sirene so that the air shall pass through it, 
AVork the bellows, and the perforated disk wUl begin to revolve, at 
first slowly, giving a rustling or humming sound, and then fiister, 
pi-oducing a note of low musical pitch. As the speed increases 
the pitch rises, until it is about that of the pipe. Sound the lat- 
ter, and inci-ease or diminish the pressure of the air, so that they 
shall be precisely together. A slight deviation produces beats, 
that is, an alternate increase and diminntion in the intensity of the 
sound for every vibration gained or lost by the sirene. By a little 
practice these beats maybe made to take place very slowly, or not 
at all. The wheelwork of the sii-ene may be thrown in or out of 
geai- with the revolving shaft, so that the hands may or may not 
register the number of turns of the perforated disk. Throw it 
out of gear, and read the position of the hands. Bring the two 
sounds in unison, and keep them together for a minute, during 
which time the shaft is thro'wn in gear, and the hands are moving. 
The diffei-ence of the readings before and after, gives the number 
of turns, and this multiplied by the number of holes in the per- 
forated disk, give the number of complete vibrations. Dividing 
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by 60 gives the number per .econd. Repeat witb the other pipes, 
a„a see if this ratio is that given by th.0,7. Do the same ivitb 
the tuning fats. This is mote diffloult as they cannot be sonnded 
continuously. The best method of sounding a tuning forli is by 
means of a viohn bow. The latter should be held near the end 
of the fork, nearly parallel to the two prongs, but touching only 
one, and drawn with considerable pressure, and not too rapidly 
To prevent sUpping it should be well rubbed with rosm. 
62. Kuitot's ExrBRttlKNT. 

Amamlu,. Several glass tubes two or three inches in diam^ 
terfS six feet long, on! open a. both e.d^ the "'^"^.f^^^^ 
filled with different gases, and also oontaimng a little ly~f »"'™ 
powde" A number of rods of brass, steel, glass and wood, and a 
Elamp by which they maybe held at the centre. Three of the 
SShonld be of the same m.teiiil, but one of double diameter 
r.ocondbalf the longtb, of the third Cloths which may be wet 
or oovei-ed with resin Siould be provided to set them m vibration, 
also some lycopodium powder. 

Ei^fcrimenl. Place a little lycopodium powder in the open 
tube, hold it 1,01-izontally by the middle, and rub it lengthwise 
with a wet cloth. A clear musical note of high pitch is at once 
nrodnced, and the powder arranges itself in about fifteen to 
twenty gi-oups at regular intervals along the tube. The reason is, 
that the air in the interior of the tube vibrates with the same 
rapidity as the glass, but as the velocity of sound in it is much 
less, the wave-length is less m the same proportion. Hence divid- 
ing the len«th of the tube by the distance apart of the lycopo- 
dium groups gives the relative velocity of sound in glass and air, 
or multiplymg this nmnber by 333 gives the velocity of sound in 
glass in metres. 

If the tub. is filled with any other gas than air the mterval will 
be proportional to the velocity. Thus knowing the velocity m 
glaes, the velocity in the gas may be obtained. Make this meas- 
nroment with the other tubes, and see if the law holds that the 
velocity is inversely proportional to the square root of the density. 
This same method may bo applied to the accurate determmation 
of the velocity of sound in solids. One of the rods is clamped at 
the centre, and the end inserted in the open glass tube. The mt 
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in the latter is confined by a cork at one end, and a disk some- 
what smaller than the tube is attached to the rod. The latter is 
now set in vibration by a cloth moistened with water, for glass, or 
covered with resin, for wood or metal. The vibrations of the rod 
are transmitted to the air, and the heaps of sand formed. In 
general these will not be cleai-ly defined, because the whole length 
of the air space is not an exact multiple of half a wave-length. 
The rod should therefore be moved in or out until the heaps are 
distinctly marked. The velocity of sound in the rod is then ob- 
tained by the foUomng calculation. If X is the length of rod, 
I the distance between the heaps of lycopodium, and V = 
333 (1 -|- .0037 ()*, the velocity of sound in air at any tempera- 
ture t, then the velocity in the rod ^= —j-. The temperature I 
may be taken as equal to that of the room, and measured with a 
Centigrade thermometer. 

63. Melue's Ekpeeiment. 

Apparatus. A tuning-fork projecting horizontally from a verti- 
cal wall, and tuned to give a low note, as O,. Four weights in 
the ratio 1, J, J, ■^, made of brass rods cut to diese lengths respec- 
tively, some fine silk thread, and a millimetre scale. A piece of 
brass with a liole in it should be fastened to the end of one prong 
of the fork, and a fine wii-e hook attached to the silk to support 
the weights. A violin bow is also needed to excite the fork, or 
bette,„ran electro-magnetic attachment, by which the vibrations 
may be mdntained continuously. 



By this apparatus the various laws for the vibra- 
tions oi cords m:iy be proved. 1st. The time of vibration is 
proportional to the length. Place the foi-k so that its two prongs 
shall lie in the same vertical plane, and suspend the largest weight 
ft-om it by the silk thread. Sound the fork, as described in Ex- 
periment 61, and vary the length of the thread until its time of 
vibratiou cori'esponds with that of the fork. When this is the 
case it will form a loop or spindle, fixed at the ends and swelling 
out at the centi-e through several inches. As this occui-s only 
when the cord is very nearly the right length it may be tuned 
quite accurately by the eye alone. Make three or four observa- 
tions in this way, measuring the length in each case with the mil- 
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lim«tre scale. Next turn the fork 90°, so that the prongs shall lie 
in the same horizontal plane. The cord will now make as many 
vibrations as the fork, while in the fonner case it made bat half aa 
many. This is evident if the relative positions of the prong and 
cord are compared. When the prong is in its highest portion the 
cord is straight or central As the prong descends it moves to 
the right, and as it ascends again becomes central. At the next 
descent of the prong it moves to the left, becoming central a second 
time,wlien the prong has reached the top. It thns makes only one 
complete vibration, while the fork makes two. Accordingly when 
the fork is turned around 90°, the cord will be set vibi-ating ex- 
actly twice as fast as before. On trying the experiment it will be 
found that the new length of cord required will be just one half 
that in the fii-st case. That is, a double length requires a double 
time. 

2d. The time of vibration is inversely proportional to the 
square root of the tension. Applying the four weights in snccea- 
eion, the corresponding lengths are proportional to 1, 2, 3 and 4, or 
since for equal tensions the times are proportional to the lengths, 
the law is proved. 

3d. The time is proportional to the diameter of the corfl. A 
second cord of precisely twice the diameter of the first, may be 
made by twisting four strands of the former. It will be found 
that the length must be reduced one half to obtain the same 
effect aa before. 

All these laws may also be proved by preparing a string of such 
a length that it will vibrate as a whole, when the larger weight is 
applied, then attaching the other weights it divides into 2, 3 or 4 
loops, separated by fixed points or nodes, and corresponding to the 
harmonies of the cord. A second string of double thickness 
serves to prove the 3d law. A simple proof of the fii-st law may 
also be obtained by a second fork an octave higher than the other. 

64. Acoustic Cukves. 

Apparatus. In Fig. 47, ^ is a large tuning-fork capable of ^v- 
ing out at least one harmonic besides its ftindamental note, and 
carryin" on the end of one of its prongs a piece of sheet brass cut 
to a pMut. .C ia a little carriage on which a piece of smoked 
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glass may be laid and drawn ancler the brass point or style by a 
cord passing over the pnlley (J. Two weights, D and JB, are at- 
tached below, the upper one, i?, being just equal to the friction ot 
the carriage. Some pieces of glass about three inches by four, are 
needed, and a gae-bumer, by which they may be covered with 
lampblack. By using the size of glass employed in the lantera 
for projections, the curves may be thrown on the screen on a 
p^eatly enlai^d scale. 

Experiment. Cover one of the plates of glass with a layer of 
lampblack by holding it by one corner over the gas-flame, and 
moving it about so that the 
-^ coating shall be uniform, and 
^. very thin. Instead of lamp- 
] black, collodion may he used, 
■^T pouring it on in the usual 
I way, as when taking a photo- 
gi'aph. Care must be taken 
I'*?- *"■ to select such collodion as 

will give an opaque and very tender film, when results of extreme 
beauty and delicacy will be obtained. Lay the glass down on the 
caniage, and raise it so that when passed under the style, the 
latter will just touch its surface. This may be accomplished by 
wedges or levelling screws under the glass. Draw B bacl; a short 
distance beyond the style, and release it, when it will begin to 
move under the action of the two weights D and E. The length 
of the cord should be such that when the wagon reaches the style, 
E will touch the floor so that the caniage will move with a uni- 
form motion by its inei-tia, the friction being jnst compensated by 
B. The style will accordingly draw a fine unbroken straight line 
over the glass. Now sound the fork by the violin bow {see Ex- 
periment 61), and again pass the carriage nnder, when the line, 
instead of being straight, will be marked by sinuosities, one cor- 
responding to each vibration of the fork. 

Next sound the harmonic, by drawing the bow somewhat more 
rajndly, and with less pressure than before, at a point about two- 
thirds of the distance from the end of the prong to the handle. 
The sound sometimes comes out more readily by lightly touching 
the intermediate one-third point or node with the finger. A high, 
clear note is thus produced, and on drawing the can'iage back the 
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8 before, find letting it again pass under, another 
curve is obtained, with indentations much nearer together, owing 
to the greater rapidity of the undulations. Of course the plate is 
moved sideways a short distance each time, to prevent the curves 
from overlapping. Produce the fundamental note, and while it is 
sounding draw the bow so as to give the hannonic, and immedi- 
ately let go the carriage. A curve is thus obtained, resulting ti-om 
these two systems of vibrations, and consisting of small sinuosities 
superimposed on larger ones. Determine their ratio by seeing 
how many of the former correspond to an exact number of the 
latter. Write on the lampblaeb your name and the date, and if 
all the curves are good, varnish the plates to render them perma- 
nent. For this purpose expose the blackened surface to the vapor 
of boiling alcohol to remove the grease, then holding it by one 
corner pour amber varnish over it precisely as when varnishing a 
photographic negative. 

To compare the lines with theory, place the glass in a raagie 
lantern, and project an image of it on the screen. If the sui: is 
used as a source of light, it is scarcely necessary to darken the 
room. Place a sheet of paper so that three or four undulations of 
the curve of the fundamental note shall fell on it. Ti-ace them 
cai-efully with a pencil and an enlarged reproduution of the ongi- 
nal is obtained. Draw lines tangent to the waves above and 
below, and bisect the space between them by a line. It will 
intersect the curve in points at i-egular intei-vals b, any one of 
which may be taken as the origin of coordinates. If tt is the 
height of the wave, or one half the distance between the two 

tangent lines, the theoretical equation will be y = a sio -r-. Con- 
struct points of this curve by dividing the space between two 
consecutive intersections of the curve into six equal parts, and lay 
off vertical distances equal to a multiplied by sin 15°, 30", 45°, 
etc., to 180". These sines have the following values: — sin 15° ^ 
.259, sin 30° = .500, sin 45° = .707, sin 60° = .866, sin 75° = .966. 
Draw a smooth curve thi-ough the points thus obtained, and com- 
pare it with that given by the forks. To test the combination of 
the two systems of vibrations is more difficult, but it may be done 
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by taking their equations separately, y' = a mi -^j and y" = 
a' sin y, and adding them so that p = y' + y" = a sin j- + 



An immense variety of curves may be obtained by mountmg 
tlie plate on a second tnning-fork, which is also set vibrating. 
Different curves are thus obtained, accordiDg as the motion of the 
style ia parallel or peipendieular to the vibrations of the plate, 
also -with every change in the interval between the two ibrks. 
With this arrangement it is much better to maintain the vibra- 
tions of one or both forks continiiously by electricity. Better 
effects are also obtained in this way in Melde's and Lis^sajous' ex- 
periments. 

Instead of projecting the curve on the screen it may be measured 
by the Dividing Engine, Experiment 21, or enlarged by a micro- 
scope and drawn by a camera lucida. The length of the waves 
gives a very delicate test of the unifoi-mity of the motion of the 
car, a difference of a ten thousiincltb of a second being ensily 



65. LissAJOus' Experiment. 

Apparatus. Min-ors are attached to the ends of the prongs of 
two tuning-forks, and the image of a spot of light reflected m 
them is viewed in a telescope. The planes of the tuning-forks 
must be perpendicular, that is, one must vibrate in a vertical, the 
other in a hoiizontal plane. It is best to have a series of forks 
with sliding weights, so that all the iiitei-vals in the octave 
maybe obtained. A good spot of light is produced by a gas flame 
shining through a small aperture in a metallic plate, or a mirror 
may be used to reflect the light of the sky. 

Hxperiment. On looking through the telescope a minute spot 
of light should be visible. When one of the tuning-forks is 
sounded the mirror is moved from side to side, canning the image 
of the spot with it so rapidly as to make it appear like a horizon- 
tal line of light. In the same way the motion of the other fork 
produces a vertical line. When both sound, a curve is formed, 
■which remains unchanged if the concord is exact, but continually 
alters if the forks are not a perfect tune. Bring the forks in uni- 
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son by pladng the weights on the corresponding points of each. 
They are test sounaed by a bass-viol bow, drawing it slowly and 
with pressure over the end of one proog nearly parallel to, but not 
touching, the other. As the bowa soon wear out by the horsehair 
giving way, a convenient and cheap substitute is made by covering 
a strip of wood of proper shape with leather, which when rubbed 
with i-esin, answers very well. 

On sounding both forks, havmg brought them in unison as 
above, the point of light is in general converted into an ellipse 
which, as it is impossible to tune them, exactly by the ear,grad- 
ually changes into a straight line, then into an ellipse, a circle, an 
ellipse turned the other way, a straight line and so on. Raise the 
pitch of one of the forks slightly, by moving the weight towards 
the handle, and if the changes take place more slowly the unison 
is more perfect. By trial, first moving the weights one way and 
then the other, they may be brought in tune with any deared 
degree of exactness, and far neai-er than is possible by the ear 
alone, as the complete change of the cuiTC from one line to the 
other denotes that one fork has advanced only a single vibration. 

Next make one fork the octave of the other, and a curve is ob- 
tdned, changing from the parabola to the lemnescata, or figure 8. 
A simple rule serves to determine the interval in all cases from the 
curve. Count the number of points where the latter touches the 
sides of the rectangle bounding It, also the number of points 
where it touches its top or bottom ; the ratio of tbese two is the 
interval between the forks. When the curve 
terminates in either corner this point must 1: 
counted as one half on the horizontal, and half 
on the vertical, bounding line. Thus in Figure ^ ^ 

48, both A and J5 'correspond to the ratio of '" 
2 : 3, or the interval of the fifth. "' 

The more perfect the concord the more slowly will the curves 
alter their form, and the simpler the ratio of the number of vibra- 
tions the simi ler the curve. When the forks are not quite in 
unison beats -nill be heai-d, and the cnn-e will then be seen to 
altci ts form so is to keep time with them. Next try some other 
ratios a J S t * 3 i ! "^^'^ ^°^^ ^^^^ complex curves, as ^, f, 
■md -^ 
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Chladni's Expmu 



Apparatus. A number of brass plates attached to a stand, a 
violin bow and some sand. A good series of plates consists of 
three circles, whose diameters are as 2 : 2 : 1, and their thickness 
as 1 : 2 : 1. Also thi-ee square plates, similarly proportioned. 

MxpeHment. The plates are ■sounded by touching them at cer- 
t^n points and drawing the bow aci-oss their edges, holding it 
nearly vertical, and moving it slowly and with considerable pres- 
sure. A sound is thus prodnced, and certain lines are formed on 
the plate called nodal lines, which rein^n at rest, the other paits 
vibrating. If sand is sprinkled uniformly over the plate, that on 
the nodal lines will remain there, the rest being thrown up and 
down, BO that finally it will all collect on these lines. The higher 
the note the more complex the nodal hues, and the nearer they 
ai'e together. 

Taking first the largest and thinnest cu'cular plate, touch it at 
any point of the circumference, and bow it at a point about 45° 
distant. The sand will collect on two lines at right angles. Next 
bow it at a point 90° distant, and it will divide into sis parts. By 
touching the plate at two points distant 45° with the thumb and 
middle finger of the left hand, and bowing the point midway be- 
tween them, a division into eight equal parts is obtained. In the 
same way 10, 12, or any even number of parts are formed, untd 
the divisions become so small that they cannot be sounded. 

Next tiy the first equai-e plate. The lowest sound this will 
give is obtained by touching the centre of one side, and bomng 
the corner. The next note, a fifth above, is produced, when the 
corner is held and the centre bowed. By altering the position of 
the fingers and bow, a great variety of figures may be obtained, 
which may be still further extended by chaiiging the points of 
support, or the fomi of the plate. Moreover, among plates of the 
same shape some seem to g^ve out certain curves more easily 
than others, owing probably to peculiarities in their internal stmc- 
ture. A squai'e plate generally ^ves readily, besides the curves 
described above, one formed of two diagonal lines, and four half 
ovals on its edges. The pitch is three octaves above that of the 
diagonal lines alone. Another curve of extreme beauty consists 
of a circle with eight radid lines, and the intermediate spaces 
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marked by eight half ovals. It will bo noticed that the points 
touched arc neeessailly at rest, and hence lie on the nodal lines. 

By using the three plates of the same foi-m, some of the laws of 
the vibrations of plates may be proved. 1st. The number of 
vibrations is proportional to the thickness. Form the same curve 
on the two plates, of which ono is double the thickness of the 
other, and it will be noticed that the pitch is always an octave 
higher. 2d. In similar plates of equal thickness, the number of 
vibrations is inversely as the square of the homologous parts. 
Hence the small plate gives a note two octaves above the large 
one of the same thickness. 
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67. Photometee fob Absorption. 

In Fig. 59, A is the source of liglit, which ni,ay be 
a candle m a spring candle-stick, or a smaU giw jet. B and O are 
two miiTOi-8 set at such an angle that they will form images of A, 
just 50 inches apait, and making A£C a right^-angied triangle. J> 
isaBunsen photometer disk, made by placing a cii-cnlar piece of 
thick paper m a lathe, and painting all but the centre with the 
best melted spei-m-candle wax. It then possesses the property 
when placed between two lights, of changing its appearance ac- 
coivJing as one or the other is the brightei-. It is mounted on a 
slide and cai'ries an index wliich moves over a graduated scale. 
.F is a screen so placed as to protect _D and the eyes of the ob- 
eei-ver from the dii-ect light of A, while it leaves the scale illamin- 
ated so that it can be easily read. A stand with a graduated 
circle IS also provided, on which one or more plates of glass may 
be set and inclined at any angle to the ray of light ^_S. Some 
observers prefer a disk with only the central part covered with 
wax, and instead of a circular spot nse some other form. The 
gi'eat difficulty in these cases is to distilbjite the was imifoi-mly, 
and prevent its accumulating at the edges. Still another method 
IS to punch figures in a sheet of thick paper, and cover both sides 
of it with tissue paper, taking care that no wrinkles remain. The 
■whole apparatus must be used in a darkened room. 



JEa^enmenC. The disk J> possesses the c 
appearing bright 




ius property of 
the centre when 
strong light is in fi-ont of it, but 
dark when the brighter light is be- 
hind. When placed between two 
lights there is therefore a certain 
position where the spot will disppear, 
in which case it is so much nearer 
the fainter light that the illumination 
on its two sides are equal. Their rel- 
ative brightness may then be readily 
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determined from the law that the intensity is inversely as the aquare 
of the distance. Now the two images of A act like two precisely 
similar lights, any change in one affecting the other equally. By 
moving J) the centre spot may be made either light or dark, and 
there will be a certain intermediate position in which it will dis- 
appear. The exact point of disappearance can be determined only 
by long practice, noticing that it varies with the position of the 
eye, and with the two sides of the disk. Find this point as nearly 
as possible, read the index, move Z* a short distance, set again 
and take the mean of sevei-al such observations. Compute 
the pi-obable error in inches, and the result multiplied by '4 
gives the eiTor in percentage. Let x be the mean obsei-ved 
i-eading, or AB ■+■ BU. Then the distance of the other image of 
the light equals BC-^ CA, or 50 — iK. Calling B and G their 
intensities at a distance unity, their intensities at the distance of 

the disk will be -2 and m^ZZ^^' '^'^ ^'"'^^ "^''^^^ quantities are 

equal, their relative intensities Z — -^ = 1 ^^ ^ > . Next place 

a piece of plate glass cai-efuUy cleaned on the stand between A 
and B, and at right angles to the line connecting them. To make 
this adjustment remove i>, and place the eye beyond the light. 
Then turn the stand \intil A, its reflection in the plate glass, and 
its reflection in B and C, all lie in the same straight line. Now 
set the disk as before, record the mean reading, and compute the 
relative intensities. Increase the number of plates one at a time, 
and compute the intensity in each case. This number divided by 
that when no plates were interposed, ^ves the percentage trans- 
mitted. 

This same apparatus is well adapted to determine the amount 
of light transmitted at different angles of incidence, that cut off 
by ground glass, the effect of the ennff of a candle, or the over- 
hanging portion of the wick, and the comparative brilliancy of 
the edge and side of a flat flame. In the last case it is only nec- 
essary to set the flame so that it shall shine edgewise, first into B 
and then into C, and compare the position of the disk in the two 
cases. It will thus be found that the prevalent impression that 
flame is perfectly transparent, is e 
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68. Datught Photowetee. 

Apparatus. In Fig. 50, AS is a box about six feet long, a foot 
wide, and a foot and a half high. It maybe made of" a light 
wooden frame covered with black paper or cloth. A circular hoie 
about four inches in diameter is cut in the end JB, and covered 
with bine glazed paper with the white side out, and made into a 
Bunsen disk by a drop of melted candle-wax in the centre. A 
long wooden rod rests on the bottom of the box, and has a etand- 
ai-d wax candle, A, in a spring candle-stick attached to one end. 
The distance oi' the candle from the disk may thus be varied at 
■will, and measured by a scale attached to the rod. The box 
should be ventUated by suitable holes cut in it, or the air will 
become so impure that the candle will not bum properly. 

Experiment. This instrument is intended to compare the 
amount of light in different portions of a room, or its brightness 
at d liferent times. 
When the candle ia 
placed at a distance 
from the photome- 
ter disk, the latter 
will appear dark in 
rig, 50. *^^ centre, while by 

making AB very 
small, so that the strongest light shall be inside, the centre will be 
bright. The color of the candle flame being of a reddish tint 
compared with dayhght, is first passed through the blue paper, 
which thus renders the colors more nearly alike. When the dis- 
tance of the candle is such that the illumination is equal on both 
sides of the disk, the spot will nearly disappear, and unity divided 
by the square of this distance ^ves a measure of the comparative 
brightness under various circumstances. 

An excellent experiment with this instrument is to measure the 
iading of the light at twilight. Light the candle and place it at 
such a distance from the disk that the spot shall disappear, as in 
the last experiment As \he light diminishes, the distance AB 
must be increased. Take readings at intervals of one minute, and 
construct a curve with ordinates equal to one divided by the 
square of this distance, and abscissas equal to the time. The 
amount of light for different distances of the sun below the hori- 
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zon may be obtained directly from this curve. In the same way 
the brightness of different parts of the laboratory may be meae- 
nred, the effect of drawing the window curtains, and the compara- 
tive brightness of clear and cloudy days. This apparatus was 
need during the Total Eclipse of 1870, to measure the amount of 
light during totality, possessing the advantage that on returning, 
the precise degree of darkness could be reproduced artificially. 
Compaiisons may also be made with moonlight, the light of the 
aurora or other similar sources of light. 

69, BuNSEN PnOTOlLETEE, 

Apparatus. A photometer room forms a most valuable addition 
to a Physical Laboratory, both on account of the great vaiiety of 
original investigations which may easily be conducted in it by 
students, and also owing to the practical value of the instrument, 
an^ the excellent training it affords in the use of various forms of gas 
apparatus. If a separate room cannot be obtained, a part of the 
laboratory may be partitioned off by paper or cloth screens black- 
ened on the interior, so as to leave a space about twelve feet long 
by five wide and eight feet high, which should be nearly dark, and 
supplied with some means of ventilation. In this is a table ten 
feet long, a foot and a half wide, and three high, and over its cen- 
tre, at a height of five feet from the floor, the photometer \ifiV,AS, 
Fig. 51, is placed. The latter is 100 inches in length, and divided 
on one side into inches and tenths, and on the other into candle 
powers. To make this graduation, calling x the distance from one 
end of the bar in inches, and C the corresponding candle power, 
■we have, as will be seen below, ic^ : (100 — a;)^ ^ (7 : 1, or a; = 

100 j4rjT<- By mating C= 1, 2, 3, etc^ the bax may be grad- 
uated as desired. At one end of the bar is placed a sperm candle, 
A, supported in a balance for determining its loss of weight as it 
bm-ns. The best foim is that invented by Prof. F. E. Stimpson, 
on the principle of the bent-lever balance, in which the motion of 
a long arm over a scale shows the number of grains consumed. 

At the other end of the bar, gas is admitted, and its brightness 
when burned compared with that of the candle. The pipe sup- 
plying the gas passes through the meter F, which is of the form 
known as the wet meter, and indicates the volume to one thou- 
sandth of a foot. To read it, a separate burner E is provided, 
supplied with gas, which does not pass through the meter. Of 
course it is turaed down when setting the disk. The gas passes 
from the meter to the regulator G, by which the pressure is ren- 
dered perfectly constant. This consists of a bell resting in water, 
like a gas-holder, with a long conical rod attached to its centre, 
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which, ivhen raised, cuts off the supply of gas. Whenever the 
presaure becomes too great, the bell rises ancf reduces the flow of 
gas, while too small a pressure makes the bell descend and admit 
more g.is. Beyond the regulator a x,is inserted, and connected 
with a gauge J, which gives the pressure. In ita simplest form 
this is a htmt tnbe contuiuins water, which should be of consider- 
able size, if accuracy is required. Sometimes a floating bell is 
used, which idses and fiills as the pressure varies, and moves a long 
index over a gi-adiiated scale. The gas next passes to the burner 
JBf firat traversing one or two stopcodts, Jl, to regulate the quan- 
tity consumed, A vmety of burners should be proenred, which 
may be used in turn and compared. 

A slide G is placed on the photometer bar, carrying a 'Bunsen 
photometer disk (Ejcpeiiment 67). When this is placed between 
two lights, if the brightest is in front, the small circle looks light 
on a dark ground, if the brightest is behind, it appears dark. 

A clock J?, marking seconds, is also needed m this room, the 
best foiTO striking a bell at the beginning of each minute, also five 
seconds before it, and having what is called a centre seconds' hand. 
It is ofl:en convenient to have a separate gas-pipe, meter and 
burner at A, the candle-end of the photometer bar, and to have 
the latter an-anged so that it can be swung horizontally to it. In 
feet, in almost every new research some change of arrangement 
will be found desirable, and the apparatus shoiUd therefore not be 
fixed, but aiTanged so that the connections can be easily altered. 



'o measure the candle power of burning gas. 
The law in the State of Massachusetts requires that the gaa fur- 




nished, when burnt at the rate of five feet per hour, under the 
most favorable circumstances, shall give a light at least equal to 
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twelve sperm cantllea (6 to the pound), when consuining 120 
grains per hour. To make the experiment the gas and candle are 
burnt at opposite ends of the photometer bar, their relative inten- 
sities compared, and the consumption of each measured. The 
amount of wax burnt is measured by the candle-balance A. This 
conasts of a sort of steelyard, with a light weight or rider ^ 
moving over its longer arm, which is divided so as to ^ve grains. 
The centre of gravity of the beam is at such a distance from the 
point of suspension that the sensibility shall not be very great, and 
an index is attached, which moves over a scale, each of whose 
divisions corresponds to a change in weight of one gi'ain. 

Attach the candle to the shorter end of the beam and light it; 
set the rider at zero, and place weights in the scale-pan, until that 
end of the balance is somewhat the heaviest. Now as the candle, 
bnras it becomes lighter, and soon begins to lise, its diminution 
grain by grain being shown by the index moving over the scale. 
Light the gas also at the other end of the beam, and place the 
photometer-disk on tlie bar ready for use. Pi-ecisely at the begin- 
ning of a minute, as given by the clock, read the gas-meter, re- 
cording the feet and thousandths, also the position of the index of 
the candle-balance. The observations commonly extend over five 
minutes, and in this time 10 grains of wax should be consumed ; 
set the rider therefore at 10, and if the candle is burning at the 
standard rate, the position of the index at the end of that time 
will be the same as at the beginning, if not, the difference shows, 
the correction to be applied. 

Next measure the intensity of the two lights by the photometer 
disk. As stated above, this possesses the property of appearing 
licrht on a dai-k backgi'ound, or the contrary, according as the 
brightest light is in front of; or behind it. By moving it back- 
wards and fonvai-ds therefore, a point will be found where the 
spot will disappear almost completely, owing to the equality of 
the two lights. Read its position by the graduation and record, 
then move it, and set again several times. At the end of the min- 
ute read the meter, and then take some more readings of the disk. 
Try also setting the disk so that the spot shall be first slightly 
bri<i-htcr, and then equally darker than the adjacent paper. This 
is called taking limits, and the mean gives the true reading. Pi-o- 
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ceed in this way for five minutes, reading the meter at the end of 
each minute, and taking two or three intermediate settings of the 
disk. At the end of the time read the index of the candle-halance 
also. 

From these data the candle power may be computed as follows. 
The consumption of the candle is obtained by subtracting the first 
reading of the index fi'om the last, and adding the diflerence to 
10. This gives the consumption in ^ minutes, and multiplying it 
by twelve gives (7, the number of grains per hour. It is, however, 
safer to extend the reading of the candle-balance to a longer time, 
as fifteen or twenty minutes, to diminish the erroi's. The con- 
sumption of gas per minute is obtained by subtracting each read- 
ing of the meter from that which follows it, and muhiplying by 
60 gives 6^, the rate per hour. Call X the ratio of the two lights, 
as given by the mean of the reatlings of the scale attached to the 
bar, and apply the following corrections. First, for rate of candle, 
it is assumed that the light is proportional to the consumption. 

C 
Hence the ooirected candle power IJ : L= : 120, Z' = L j^ 

Again it is assumed that the light of the gas is proportional to its 
consumption, or to -r-, and dividing by this fraction ^ves what 
■would be the candle power if just 5 feet were burned, or the true 

5 „„ ^ (7 5 

candle power L" = i'-g ; hence X — i ■ j^o ' "5' 

This example serves to show how the photometer is ordinaiily 
used, but it may be appHed to a gi'eat variety of investigations. 
For instance, different buniers may be compared, or a single 
burner under varying consumption. The amount of light cut off 
by plain and ground glass at various angles may be measured, 
aiid the effect of changes in moisture, in temperature, or in 
barometric pressure studied. 

70. Law of Reflection. 

Apparatus. " In Fig. 52 a circle divided into degrees is attached 
to a stand, and carries two arms with verniers, or sbnple pointers, 
C and D. The first is attached to a centre plate, which carries 
a vertical mirror placed at right angles to BC. This mirror 
is silvered on its front surface, or may be made of blackened glass. 
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and a vertical line is ruled on it, which is brought to coincide ex- 
actly with the centre of the circle. A vertical rod or needle is 
attached to _Z>, -whose reflection in B is to be observed at different 
mgles of incidence. ^ is a piece of brass with a small hole 
" ' n it to look through. 




■ Experiment. Biing C in line with B and A, and turn it so 
that on looking through the latter the reflection of the hole may 
be brought to the centre of the mir 
ror and bisected by the line marked 
on it. The reading of the index C 
gives the zero, or starting point. 
This observation should be repeated 
two or three times, dividing the de- 
grees into tenths by the eye. Turn t's<"- 

C a few degi'ees and bring D into such a position that the reflec- 
tion of its needle shall coincide with the line on G. Now the 
difference in reading of D and will equal the angle of incidence, 
and the difference between the reading of O and the zero equals 
the angle of refledion. By the law of reflection these two angles 
should be equal. Repeat this observation with different parts of 
the gradaated circle, at intei-vals of about fifteen or twenty de- 
grees. Small deviations from the law serve well to exemplify the 
different kinds of errors of observations. Thus if the needle is 
not exactly on the line connecting its index with C, a constant 
error will be introduced. If the mirror is not exactly over the 
centre of the circle, the difference will vaiy in different parts of 
the circle, causing a periodic error. If the differences between the 
angles of incidence and reflection are sometimes positive and 
sometimes negative, they are probably due to accidental errors, 
such as errors in graduation, in reading, unequal fitting of the 
parts, etc. Finally, if a single observation gives a large error, it is 
probably due to a mistake, or totally erroneous reading. 

71. Angles of Ceystals. 

App<watua. The instrument most commonly employed to 
measure the angles of crystals is Wollaston's reflecting goniometer, 
represented in Fig. 53. ^4 is a vertical circle divided into degrees, 
and tuined by a milled head B through any given angb, which is 
measured by a vernier C. A second milled head D is attached to 
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a rod passing through the axis of this circle with fnetion. The 
eiysta] is fastened hy wax to a small brass plate _S, bent at right 
angles and resting m the split end of the pin F. By this it may 
be turned horizontally, and the joint & gives a vertical motion. 
The whole is mounted on a stand, which should be placed on a 
table opposite the window, and ten or twelve feet from it. A 
spring stop is attached to the stand, and a pin placed in the grad- 
uated circle, so that when the latter is turned forward it cannot 
pass the 0°, or 180° mark, but may be brought by the milled head 
exactly to this point. Several crystals to be measured should be 
provided, some, as quartz, galena, alum or salt, well formed and 
polished, and therefore easily measured, and others of greater diffi- 
culty. The best material with which to attach them to .E" is a 
little beeswax. 

Ea:periment. The crystal must be fastened to the stand in such 
a way that the edge to be measured shall lie exactly in the axis of 
the instrument prolonged, and the main diffi- 
culty in the experiment is to make this ad- 
justment with accuracy. Attach the crystal 
to the plate i^ by a little piece of wax, and 
adjust the edge as nearly as possible by the 
eye, turning it horizontally by the pin F, and 
vertically around the joint G. It is thus 
brought parallel to the axis, and maybe made 
to coincide with it by eliding the plate in the 
Fig. E3, pjj, ^_ Select now two pai-allel Unes, one of 

which may be a bai- of the window, and the other the further edge 
of the table, or a line. ruled on paper, and set the axis of the Insti-u- 
ment parallel to them. On bringing the eye near the crystal an 
image of the window will be seen reflected in one of its faws, and 
by turning either milled head the image of the bar may be brought 
to coincide with the second line. If they are not parallel it shows 
that the face is not parallel to the axis of the instrument, and the 
crystal must be moved. Do the same with the other face to be 
measured, and when both images are parallel to the line on the 
table, both faces, and consequently their intersection, are parallel to 
the axis. Thia adjustment is most readily made by placing one 
face as nearly as possible perpendicular to the pin JF, when the 
image in this f^ee may be rendered parallel by turning G, that in 
the other by turning _f. 
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Kow turn M until the circle stops at 180°, and turn i> antil the 
image in the further face of the crystal coincides esactly with the 
line on the table. Then turn B in the other direction until the 
second image coincides, when the reading of the vernier will give 
the coiTeot angle. Evidently the two faces are in turn brought 
into exactly the same position, and the angle between them equals 
180" minus the amount through which the circle has been turned. 
It is sometimes more accurate, though a little more troublesome, to 
turn the crystal into any position by I>, and bring first one image 
to coincide, and then the other. 180° minus the difference in the 
readings of the verntev give the required angle. Try this with 
different parts of the circle. Remove the crystal, attach it a sec- 
ond time to -E, and see if the same result is attained as before. 
Repeat until readings are obtained differing from each other but a 
few minutes. Also measui-e some of the crystals less highly 
polished. An excellent test of the work is to measure the 
angles completely around a crystal, and see if their sum equals 
180°(m — 2), in which n is then- number. 



72. Asg: 



1 OF Peisms. 



Apparatus. One of the most valuable instramcnts in a Physi- 
cal laboratory is the Optical Circle, or Babinet's goniometer. 
This instrument may be used as a goniometer for measuring the 
angles of crystals, to find the index of refraction of hqmds or 
soUds, to study dispersion, or, as a specti'ometer, to measui-e wave- 
lengths. It is therefore often dearable to duplicate it, or perhaps 
better, to procure one large and very accuiiite instrument, and 
others of smidler size for work requiring less precision. _ 

This instrument. Fig. 54, conasts of a gi-aduated circle on a 
stand, with two telescopes, A and B, attached to it. A is the col- 
limator, or a telescope in which the 
eye-piece is replaced by a fine slit, 
whose width may be vaiied by a screw 
resting against a sprmg, and whose 

distance ftom the object-glass may be 

altered by a sliding tube with a rack 

and ])inion. This telescope is at- 
tached pei-manently to the stand, while 

B, which is a common telescope with 

cross haira in its focus, is fastened to 

an arm revolving around the centre ot 

the graduated circle. It may be held ii 

by a clamp D, moved slowly by a tangent 




any desired position 
;rew E, and the angle 
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through which it has been turned, accurately measured l>y a 
vernier. To eliminate errars of eccentricity a second vemier is 
sometimes placed opposite the first, in which case the mean of 
theii' readings is always employod. For great accuracy a spider- 
line micrometer should be attaiMied to B to measure small angles, 
as will be described more in detail in Experiment 77, It is often 
convenient to have both telescopes mounted on conical bearings 
so that they may be turned away from the centre of the cii-cle 
when desired. They should also be snppoi-ted in such a way that 
one end of each may be raised or lowered a little, so as to bring 
their axes perpendicular to that of the instrument. This is most 
readily accomplished by placing an adjusting screw under one of 
the Vs carrying them. Vis a small circular stand on which prisms 
may be placed, and which may be tui-ned around the centre of the 
cirde and clamped in any position. Sometimes an ann and ver- 
nier is attached to measure its angular motion, but this is not ab- 
solutely necessary. Its principal use is to measure the angle of 
crystals, and by it the law of reflection may also be proved with 
great accui'acy. The graduated circle is sometimes made to re- 
volve, and the angle measured by one or more fixed verniers. 

The whole is commonly mounted on a tripod with levelling 
screws, as shown ui the figure. These are ornamental rather 
than useful, however, as in common expeiiments it makes no dif- 
ference, except in appearance, if the circle is not propeily lev- 
elled. In any casi^ except to raise or lower the instrument, only 

two screws are needed, and the third may be 

— replaced by a fixed point. In this, as in all 

■^ ^ instruments mounted on tiu-ee legs, the beat 

fonn of support is that represented in Fig. 55. 

One !eg rests in a conical hole A, a second 

in a wedge-shaped gi-oove £, and the third on 
g a plane surface 0. A fixes the position of 

the tripod, which is prevented from turn- 
rig, 55, "^S by the groove S, while if the three legs 

change their relative positions, B can slide 
back and forth in its groove, and C move freely over the plane 
surface. If instead, thi-ee conical holes were used, and these were 
not_ precisely in the right position, or the distance of the legs 
varied with changes of temperature, the whole instrument might 
be so strained aa to introduce serious erroi-s in tlie gi'aduated 
circle. This instrument should be placed near the window so that 
sunlight may be reflected through it by means of a mirror, or if 
preferred, the light ti-om an Ai^aod or Bimsen burner employed. 
One or more flint glass pi-isms are also needed, all three of whose 
faces should be polished and inclined at angles of 60°. 

Mrperiment. The following adjustment must always be made 
when the optical circle is used. Draw out the eye-piece of B, 
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Pig. 54, until the cross-hairs are seen with perfect distinctness. 
Then turn the telescope towards some distant object and focus it, 
moving both eye-piece and cross-liairs. Now both tlie object and 
cross-hairs should be perfectly distinct, and not change their rehi- 
tive positions as the eye is moved from side to side so as.to look 
through different portions of the eye-lens. Sometimes the objective 
alone moves, and sometimes the distance is permanently fixed, so 
that it is in adjustment for parallel rays. Now turn the two teles- 
copes towards each other and illuminate the slit either by placing 
an Argand burner behind it, or reflecting the light of the sky 
through it by means of a min-or. On looking thi'ough the ob- 
serving telescope an image of the slit will now be visible. Focus 
it, moving it towards or from its objective, when its distance will 
equal the principal focal distance of the collimator, and the beam 
of light between the two telescopes will be parallel, or as if coming 
from a slit placed at a very great distance. Bring the image of 
the slit to coincide exactly with the veitical cross-hairs in B by 
the tangent screw, first clamping the telescope. If it is not verti- 
cnl the slit may he turned, and if it is too high or too low It should 
be brought to the centre of the field by raising or lowering one 
end of one of the telescopes, as described above. Having ren- 
dered the coincidence exact, read tlie vernier and repeat the 
setting two or three times, as it gives the zero from which most of 
the following measurements are made. 

To measure the angle of a prism, stand it on the centre-plate 
with its edges vertical, and with the faces whose angle is to he 
determined about equally inclined to the axis of the collimator. 
To eUminate parallax in case the telescopes have not been accu- 
rately focuesed for parallel rays, it is better to place the edge of 
the prism over the centre of the graduated 
circle. To prevent motion of the prism ^j) 

when S is turned, should be clamped. I 

Let ABG, Fig. 56, represent the prism -V\"--,^ 

whose angle A is to be measwed, and I>D' /j \ \ 

the axis of the collimator prolonged. Turn ' ,b^\ 
the obsei-ving telescope into the position \jj> 

AF., when an image of the slit will be seen 
on looking through. Bring it to coincide 
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with the crosa-hairs by the tangent-screw, first clamping the teles- 
cope, and read the vernier. Then turn the telescope into the 
position AH and set again. The diiferenee in the i-eadings di- 
vided hy two, equals the angle of the pnsm. For JD'AC equiils 
90° — _the angle of incidence, and FAC, 90" — the angle of re- 
flection ; hence they are equal. In the same way, S^i^ ^ lyAS, 
or irAO+ EA£ = BAG, mAFA£= 2BA0. Move the prism 
a little, repeat the measurement, and see if the same result is 
obtained as before. Determine in the same way the three angles 
of the prism, and their sum should equal 180°. If either of the 
reflected images of the elit is too liigh or too low, the base of 
the prism is not perpendicular to the edges. In this case it must 
be adjusted by placing pieces of paper, or tinfoil, under one or two 
of its comers, until both images are in the centre. If either is 
out of focus when the telescopes have been adjusted for parallel 
rays the reflecting surface ia curved instead of plane, while a dis- 
toition of the image ahowa that the surface is in'egular. In either 
case, an accurate measurement is impossible, since the angle will 
vary for diflferent pai-ta of each face. 

By the plan just described, the angle of a prism may be found 
i^ as is often the case, the centre plate has no vernier attached to it. 
Witli such a vernier, however, the angle may be determined more 
I'cadily, as follows. Set the telescopes nearly at right angles, and 
stand the prism on the centre-plate, as before, with its faces verti- 
cal, and the edge to be measured over the axis of the instrument. 
Turn the centie-plate until one of the faces is equally inclined to 
the axes of both telescopes, when the image of the slit reflected in 
this face will be seen in the field on looking through the observing 
telescope. Bring it to coincide with the cross-hairs by the clamp 
and tangent-screw, and read the vernier. Turn the centre-plate, 
taking great care not to disturb the position of the prism on it, 
until the imago reflected in the other face coincides with the cross- 
hairs. 180° minus the difference in the readings of the vernier 
gives the angle of the prism. Repeat as before, and also measure 
the three angles and see if their sum equals 180°, 

When a vernier is attached to the centre-plate thia instniment 
serves to prove the law of reflection with great exactness. For 
thia purpose it is only necessary to turn the centre-plate into vaii- 
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OQB positioDS, bring the reflection of the elit to coincide with the 
crosa-haira of the observing telescope, and read the verniers at- 
tached to each; or in fact, to repeat Experiment 70, replacing the 
sight-hole by the slit and collimator, and the needle by the ob- 
serving telescope, 

73. La,w of Refraction. I. 

Apparatus. In Fig. 57, DBCG is a tank, like that of an aqua^ 
rium, with the side liD of glass. Two horizontal scales are at- 
tached to CG, one over the other, and the tank filled so that one 
shall be seen above, the other below, the liquid. ^ is a plate of 
brass with a vertical slit in it, larger above, and tapering to a 
point. It is used as a sight, and is placed at a distance AB equal 
to BtJ. A small plumb-Tine may be hung in front of DB to serve 
as an index. A tank without glass sides may be employed in- 
stead, by regarding Fig. 57 as a vertical instead of a horizontal 
section, and placing one scale at the snrfiice of the water, BI>, the 
other at the bottom, 6'(?. The divisions of the upper scale should 
then bo one half those of the lower. 

lEkepeHm&ni. On looking thiough 1 the lower scale will be 
seen through the water, the uppei through the air only. The 
divisions of the former will therefoie, 
by refraction, appear lirgei thin those 
of the other, and fiom the amount of 
this increase the Uw of refraction miy 
be deduced. Placing the plumb-line at 
J), and looking through A, it w ill be 
seen projected on the uppei scile at 
ff, hut on the lower, owing to the bend- .A ■' 
ing of the my at the surface BD., it F 
If placed at B, however, the readmit on 
both scales will be the same, since the incidence being normal 
there is no bending of the ray. To find this point, read both 
scales, and if the reading of the upper scile is the greatest, move 
B to the right, otherwise to the left, untd both read alike. The 
object of the varying width of the sbt is to read approximately 
through the upper part, and then lowenna; the eye to eliminate 
parallax, and read more exactly by the lower portion. Move the 
plumb-line a short distance, read both scales again, and thus take 
ten or fifteen readings between B and J?, 
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TTow from these readings to prove that the ratio of the sines of 
the ajigles of incidence and refraction is always constant and 
equal to the index of refraction. In the figui-e, the angle of inci- 
dence eqnals 90° — ADB, and the angle of refraction MDF. 
To find these angles, subtract the reading of C from that of G, 
■which gives GO, and dividing by two gives SG, or CU, since 
AJ}I> equals I>SG. In the same way, subtracting the reading of 
O from that of F gives CF, and subtracting Oil, fonnd above, 
gives FE. Dividing EG and EF by J)E gives the tangents of 
the angles of incidence and reflection, from which these angles 
may be found. The ratio of their sines, or the difference of their 
locarithmic sines, should then be constant, and ^ve the index of 
refraction. This in the case of water equals 1.33. If preferred, 
.4Bneed not equal J5C, but it is more convenient to have them 
both equal to some simple number, as 10 inches. 

74. L\w OP Refraction. II. 

Apparatus. The instrument represented in Fig. 52 may, by a 
slight chanjie, be employed to prove the law of refraction. The 
graduated cii'de is mounted vertically, the needle X» replaced by 
a narrow slit, the mirror B removed, and a test-tube attached 
to the index C. This test-tube is held by a stiip of brass, whose 
top is just on a level with the centre of the circle. I^ then, it is 
filled with water, so that the bottom of the meniscus is. just above 
the brass, the top of the water will be just on a level with the 
centre of the circle, even if the tube is inclined. To mark the 
direction of the ray in the liquid, two diaphragms with slits in 
them are placed in the tube, one at the bottom, the other in the 
middle. A piece of white paper, or a mirror, should be placed 
below to reflect light up through the tube, and the whole should 
be mounted on levelling-serews, and placed in a good light oppo- 
site the window, 

Mip^mmC. By the following method, the law of refraction, 
that the ratio of the sines of the angles of incidence and refraction 
is a constant, may be proved more directly than in the last experi- 
ment. Set the index C at 90", so that the test-tube shall be 
vertical, and move the other index carrying the slit, to 270°. 
The thi-ee slits will now be in the same vertical line, and on look- 
ing through the upper one, light will be seen through the other 
two. Ifnot, they must be brought into this position by moving 
the test-tube. Fill the latter with water until light is just visible 
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above the brass strip. If now the test-tube h inclined by moving 
its index, the other index mast be moved by a larger amount to 
bring the three slits again apparently in line, owing to the refrac- 
tion nt the surface of the ■water. And the angles through wliich 
these indices have been moved will equal the angles of refraction 
and incidence, respectively. Before making the measurement, 
however, the line connecting the indices in their firet position 
must be brought at right angles to the surface of the water. For 
this purpose turn the upper index 70° or 80°, or as far as readings 
can be conveniently taken, and turn the lower index until light 
passes through the three slits. Read its position and turn each 
index as much on the other side. If light is again visible through 
the slits, no further correction is necessary. If not, turn the level- 
ling screws through one half the distance required to bring them 
apparently in line. By repeating this con-ection the adjustment 
may be made exact. Then take a number of readings of the two 
indices, moving the upper one a few degrees, and turning the 
lower one until light is visible through the slits. Subtracting from 
these readings 90° and 270°, j^ves the angles of incidence and 
refraction. The difference of the logarithm of their natural 
sines will equal the logarithm of the index of refraction. 

75. Index of Refeactiox. 

Apparatus. The instrument devised by Wollaston to measure 
the index of refi-action is represented in Fig. 58. A cube or right- 
angled prism of glass A, rests on a plate of glass in which a slight 
depression has been gi-ound. The system of jointed bars JB C, CM 
and DF, is attached to this, so that when C is raised, F and B slide 
towards 'E. BC is exactly 10 inches long, and carries two sights 
through which A may be viewed. EC equals 10 inches multi^ied 
by the index of refraction of the prism, and DC ^= DF = DF; 
hence '£ is always vertically under C, because if a circle is de- 
scribed with centre D and radius DG, CFE will be a right-angle, 
being inscribed in a semicircle. EF is divided into inches, but 
the graduation need extend only from about 12 to 15j inches, if 
the index of refi-action is 1.55. Bottles containing several liquids 
to be measured are also needed, as water, alcohoX turpentine and 
various oils, and some solids with polished surfaces, as mica, quartz, 
and marble. 

Eaperiment. Place a drop of water in the hollow under the 
prism and raise C. On looking through the aghta the spot where 
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the prism reste on the drop is at first bright, but after passing a 
certain position, becomes dark. The bounding line is marked by- 
colors, and bringing it into the mid- 
dle of the field of view and reading 
F elioidd ^ve 13.35, which divided 
by 10, or 1.335, is the inde.f of re- 
fi-action of water. The explanation 
^'E' ^- is, that when C is low, total refiection 

takes place, and the spot appears bright ; but when raised the 
light is mostly transmitted. The colored line appears at the 
angle of total reflection, in which case the sine of the angle 
of incidence equals the ratio of the indices of refraction of 
the two media. Call n and n' the indices of the glass and 
given liquid, i the angle of incidence of the ray through the sights 
■npon the prism, r its angle of refi'action, and 90" — r its angle of 
incidence on the reflecting surface of glass and liquid. Then be- 
ing at the angle of total i-eflection, sin (90° — r)— cob r — -> 
or m' = H cos r, and the problem is to prove that this equals SF, 
calling OS, or 10 inches, equal to nnity. Now sin OBH : sin CEB 
= CE : CB=n : 1. But CBE = i, hence GBB = r. Again, 
since _F' is vertically under C, EF = CE cos CEF ^ n cos r, or 
equals n'. 

Wipe the drop of water carefully ii'om under A, and replace it 
by other liquids in turn. Next measure the indices of one or 
more solids, by cementing them to the glass by a drop of some 
liquid of higher index, as bajsam of tolu. 

76. CnEMicAL Spectroscope. 

Apparatus. A common chemical spectroscope with one prism, 
and a photc^raphed scale to measure the position of the lines. Two 
Bunsen burners, an Argand burner, some phitinum wii'es sealed 
into the ends of glass tubes, and two stands to hold them a little 
lower than the sht of the specti-oscope, A dozen small vials are 
set in a sfcmd formed by boring holes in a block of wood, and filled 
with the substances to be tested. Part contain salts of sodiuin,_ lith- 
ium, strontium, cdcium, barium, thallium, etc., and the remainder 
labelled A, B, 0, etc^ contain mixtures of these substances. In 
I^g. 59, the light entei-s the instrument through a slit in the end 
of the tube B. At the other end of this tube is a lens, whose 
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focKS equals the length of the tube, so that the rays emerging from 
it are parallel, that is, the same effect is produced as if the slit 
were placed at an infinite distance. The width of the elit is varied 
by means of a screw a<!ting agaiiiat a sirring, so that moi-e or lesa 
light may be admitted. The i-ays next enconnter the prism D, by 
which they are refracted, the different colors being bent unequally, 
and then enter the observing telescope A. A series of images of 
the slit are thus produced, one for each color, forming a continuous 
band of colored light, red at one end, and violet at the other. To 
measure the position of the different parts of this specti-um, a 
third tube, C, is employed, which canies at its outer end a fine 
scale photographed on glass, and the rays from it are rendered 
parallelby a lens, as in the case of ^. C is set at such an angle 
that the image of the scale reflected in the face of the prism is 
visible tbroogh the observing telescope A, at the same time as the 
spectrum. To exclude the stray light, D must either be enclosed 
in a box, or covered with a black cloth. 

Esq>6riment. Turn B towards the window, or better, reflect a 
ray of sunlight through it, and neai'ly close the slit. A brilliant 
band of color becomes visible through A, 
red and yellow at one end, and blue and 
violet at the other. Slide the eye-piece 
of A in or out, until the edges ai-e sharply 
marked, when flne lines will be seen at 
right angles to its length. These must "" 

be focuseed with care, noticing that with '^' " ' 

a wide slit they disappear entirely, while with a very narrow oae 
they are obscm'ed by other lines at right angles to them, due to 
irregularities in the slit, or dust on its edges. Light the Argand 
burner and plaee it near 0, drawing the scale in or out, until its 
image is distinctly visible through^. This adjustment is aided 
by closing the slit, or covering it up. Both the lines and scale 
should now be distinctly visible, and the position of the former 
may be accui-ately determined by the latter. Record in this way 
the position of a number of the more prominent lines in the solar 
spectmm. 

Turn the slit away from the window, so that the field of view 
shall be dai-k, and light one of the Eunsen burners, placing it 
opposite the slit, and three or four inches distant. Heat one of 
the platinum wires in it, until it ceases to color the flame. Tlien 
dip it in the vial containing soda, and place it on its stand in tho 
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flame. On looking through A, a brillkut yellow line is visible, 
which, with a more powerful in strum eiit, ia seen to be double, or 
to consist of two fine lines very near together. Thia line is very 
characteristic, and by it an almost iuflnitesimal amount of soda 
may be detected. In fact, it shows itself in all ordinary snb- 
stancea. Record the position of this line, burn the wire clean, 
and repeat with lithia and the other substances. Most of them 
give several lines, which sometimes become more visible after the 
wire has remained in the flame for some time. Thus strontia 
gives a blue line, a stl-ongly marked orange line, and sis red lines, 
all of whose positions should be accurately recorded. To save 
time, it is best to use two wires, observing with one, while the 
other is being cleaned by heating it with the second Bunsen 
burner. It may sometimes be cleaned more quickly by heating it 
to redness, and dipping it in cold water, or by crushing the bead 
formed with a pair of flat-nosed pliers ; but care must then be 
taken not to break the wire. If the salt will not adhere to the 
wire, the latter may be moistened with distilled water, or a loop 
made in its end. Having measured, and become familiar with 
these spectra, try some of the contents of vial A. See first if its 
ingredients can be recognized from its spectrum by the eye, and 
then measure all the lines, and compare with the measurements 
previously taken. The substances present may be found by the 
law that the spectrnm of .a mixture of any bodies contains all the 
lines they give separately. 

All measurements made with a spectroscope must be reduced to 
some common scale, in order that they may be of real value, aa 
the scales attached to these instruments are quite arbitrary, no 
two being alike. To make such a reduction, the hnes measured in 
the solar spectrum must first be identified. The table given in 
Experiment Ko. 77, on p. 152, may be employed for this purpose. 
If the light used is only that of the sky, instead of sunlight, the 
visible spectinm will only extend from near B to G. Having 
identified the intennediate lines, construct points with ordinates 
equal to their observed position, and abscissas equal to their wave- 
lengths. A curve is thus obtained, from which any readings of 
the spectroscope may be reduced to wave-lengths by inspection. 
Apply it to the lines of the metals measured above. 
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77. SoLAE Specteoscope. 



Apparatus. The optical circle, a 60° prism of dense flint glaaa, 
and a miiTor capable of turning horizontally or vertically, _ by 
which a ray of sunlight may be reflected in any desired direction. 
This is accomplished more perfectly by a hehoatat, m winch the 
apparent motion of the sun is corrected by moving the miiTor by 
clockwork. The instrument should be placed near a window into 
which the suu is shining, or if the day is cloudy, the experiment 
may first bo performed with a Bunsen burner and a wire on 
■which is a Uttle borax, and afterwards concluded by the aid ot 
sunlight, 

Experiment. Adjust the optical circle as described in Experi- 
ment 72, so that both telescopes shall be focused for parallel rays, 
and when placed opposite each other the cross-hairs and slit shall 
be distinctly visible. Bring them to coincide, and read the ver- 
nier. Turn the observing telescope about 45°, and place the prism 
on the centre plate, so that its back shall be equaUy inclined to 
the axes of the telescope and collimator, as at D, Fig. 59. Plaee 
the mirror in the sunlight, and turn the collimator towards it, and 
distant only a few inches. Nearly close the sUt, and reflect the 
light through it by turning the mirror. On movmg the telescope 
to one side or the other, if necessary, a brilliant spectrum will be 
visible, any part of which may be brought to coincide with the 
ci-oss-hairs, and its position detemined by the veraier. 

To obtain the best results, the position of the miiTor must be 
accurately adjusted. This may be done in two ways. Most dm- 
ply by opening the slit wide, when the position of the beam of 
sunlight may be seen in its passage through the object-glass of 
the collimator, forming a bright spot on it. The minor should 
then be turned until this spot fells in the centre. Holding a 
sheet of thin paper against the object^lass renders the spot more 
visible. The slit must be nearly closed before looking through 
the telescope, or tlie eye may be injured by the intense light. ^ A 
more accurate method of adjustment is to remove the eye-piece 
and look through the tube, when an image of objects reflected in 
the mirror will be faintly visible. Turn the mirror until the im- 
age of the sun falls in the centre of the object-glass and the 
Ught will then pass through the axes of both telescopes. At the 
same time the prism shoidd be placed so that it shall cover as 
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1 may separate 



miicli of the objeet-glaaa as possible. If no light is seen, even 
if the slit is opened wide, probably the telescopes are not set at 
the right angle. The brilliancy of the image depends on the 
width of the slit, and when the latter is very narrow, the image 
of the sun wUl widen out by diffraction. Having set the miri'or 
correctly, it will remain right only for a few minutes, owing to 
the apparent motion of the sun, and hence must be readjusted 
eveiy little while. This may commonly be done with sufficient 
accuracy without removing the eye-piece. Much trouble may be 
saved by noting the point on the opposite wall where the reflected 
beam falls, and resetting the min'or by this. Or, a small mirror 
may be attached, and the direction of its reflected beam noticed. 
If the shadow of a window-sash falls on the mirror, move the lat^ 
ter across it, so that the further motion of the s 
them instead of again bringing them together. 

Next bring the prism to the minimum of deviation, that is, so 
that its back shall be equally inclined to both telescopes. Turn 
the prism while looking through the telescope, and the spectrum 
will be seen to move a certain distance toward the red end, and 
then return. As a considerable motion of the prism corresponds 
to but a slight motion of spectrum, this point may be found with 
sufficient accuracy by the hand alone. Now focussing the teles- 
cope with care, the spectrum will be seen to be traversed by a mul- 
titude of fine vertical lines known as Fraunhofev's lines. Bring 
one of these to coincide with the cross- 
hairs after setting the piism at the min- 
imum of deviation, and read the vernier. 
It will be found that the minimum for 
one line is not the minimum for another. 
Measure in the same way the position 
of several of the more prominent lines ; 
which may then be identified by the 
accompanying table. The firet column 
gives the names, the second their wave- 
lengths, and the third their position on 
the map of Kirehhof^ which is still much 
The line A is about the extreme limit of the 
only be seen in strong sunlight. 



Name. 


W.L. 


K. 


A 


7605 


405 




7185 


500 


B 


S867 


594 


C 


6562 


ey-i 




G276 


810 


J> 


.1892 


1005 


E 


526U 


J 528 


h 




1634 


F 


4861 


2080 


Q 


4307 


2855 


h 


4201 


3364 


H, 


%'X,% 


3779 



used as a standard. 

red end of the spectrum, and 
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S is therefore often mistaken for it. C is a sharply marked, but 
fine line in the red, caused by hydrogen, a is due to aqueous vapor 
in tlie air, and is most conspicuous about sunset. It then bears a 
marked resemblance to B. U is a double line in the yellow, due to 
soda. The fine lines between its two components were often used 
as tests, until it was shown by Prof. Cooke that most of them were 
due to aqueons vapor. S is a close double line in the green in the 
midst of a group of double lines, some of them very close, b 
consists of four very strongly marked lines, three of them due to 
magnesium, of which the least refrangible is h^. They contain 
several fine lines, which form good tests of the power of a spectro- 
scope. _?■ is a strong fine in the blue, like C, due to hydrogen. 
G lies in the midst of a group, among a multitude of lines, h is 
fine and due to hydrogen, and H consists of two very broad lines, 
almost at the limit of the visible spectrum. 

To determine the indices of refraction for these lines, subtract 
from the reading of the vernier in eacli case the reading when the 
telescopes were opposite, and the difference D gives the devi;ition. 
If i is the angle of incidence, and r the angle of refraction for the 
first sui-face, since the prism is at the minimum of deviation, the 
angle of incidence at the second surface will equal r, and the an- 
gle of I'efi-action i, as both faces are equally inclined to the light. 
Again, it may be proved by Geometry, that calling A the angle 
of the prism, A = 2r. The ray is deviated at each eui-f ice i — r, 
hence the total deviation _D = 2(t — ?■) = 2* — A,ovi = 
\{A -f- D). If the index of refraction equals w, sin i = n sin r 

or „ _ sin ^( — -h — )^ Compute in this way the index of re- 

sm i-4 
fraction n for each of the lines, and see if they satisfy the tlieoret- 

ieal foi-mula of Cauchy, n = A-\--r^ + j^ = A -\- Bx ^ Gc^ 
calling X equal to the reciprocal of the square of the wave-length, 
and A, B and C, constants depending on the particular material 
of which the prism is composed. By the method of least squares, 
p. 4, the most probable values oi A B and C, may be found, and 
compared with observation by a residual curve. To insure accu- 
nwy, it is safer to remeasure the indices again, using tiie other side 
of the graduated circle and employing the mean. By using a 
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hollow prism bounded by two plates of glass, the indices of li- 
quids may be measured, and with a prism of quartz tlie relation 
of the ordinary and extraordinary indices to the wave-lengtb, es- 
tablished. 

To obtain really valnable results Ln this experiment, great care 
is necessary, and an instmment of the finest construction. The 
more powerful spectroscopes contain a number of prisms, thus 
giving a much longer spectrum. In some the light passes twice 
througli eiich prism, the collimator being placed immediately over 
the observing telescope, or better, united with it. With such an 
instrument a vast number of lines may be seen and identified by 
coinpaiison with the maps of Angstrom or Kirchhoff, To meas- 
ure the exact place of those near together, it is better to determine 
accurately the position of two or three, measure the rest by a 
spider-line micrometer, and then reduce to wave-lengths by inter- 
polation. 

The distance between the two components of a double line may 
also be readily determined by the same instmment. It consists of 
an eye-piece, in which are two vertical spider lines, one fixed, the 
other movable by a micrometer screw the number of whose tui-ns 
is commonly measured by notches in the upper part of the field 
of view, and the fraction of a turn by a cii-cle divided into one 
hundred parts, attached to the screw-head. Both wires may be 
moved by a second screw, and illuminated by a light placed oppo- 
site a piece of glass inserted in one side. It is used when the field 
is dark, to render the lines visible. The distance between two 
lines may be measured as follows. Call the screw with divided 
head, A^ and the other, B. Bring the two cross-hairs to coincide, 
and read the micrometer-screw. A, repeat several times, and 
take the mean. Then tui'n B until the fixed hair coincides with 
one line, and turn ^ until the movable hair coincides with the 
Other. The reading of A minus that previously taken, gives 
their distance apart. After setting both haii-s, their position is 
sometimes reversed, aiid the distance through wliJch A has been 
turned equals double the distance between the lines. It is a good 
exercise to measure all the lines visible in a small portion of the 
spectrum, and then compare with one of the charts mentioned 
above. 
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If the sun is not shinirg, the Bunseii burner may be employed 
instead, using the platinum wire with a borax bead at ita end. 
This will give a bright, double line, coinciding exactly with the 
dark line, D, in the solar spectrum. Its position, and the interval 
between its components, should be accurately determined. Spec- 
tra of great beauty may also be obtained with an induction coil 
by allowing the spark to pass between terminals of different met- 
als placed in front of the slit. Still finer efiecta are obtained with 
the electric light. 

78. Law of Lenses. 

Apparatus, In Fig. 60, ^ is a fishuil burner, attached to the 
end of a bar eleven feet long, .ind divided into tenths of an inch. 
B \s a. lens of two feej; foens, by which an image of A may be 
projected on the screen C. Both B and C are movable, and carry 
pointers to show their distance fi'om A- 

Mxperiment. Place C at the end of the bar, and B just 100 
inches from A. An image of the fiame will be formed on C, 
which is then moved backwards or 
foi-wardg until the exact focus is 
found. When the screen is too 
near, it will be noticed that owing 
to chromatic aberration, the eiJges 
of the image are red, while if too 
distant they are blue. The intermediate position may thus be 
found with great accuracy. Read and record the distance A C, and 
repeat, making AB succesavely 95, 90, 85, etc^ inches. G will 
approach j1 up to a certain point, until AB ^= BG equals twice 
the focal length of the lens, Deteimine this point more exactly 
by taking a number of readings, moving B an inch at a time. 
Then continue to diminish AB two inches at a time, until the 
image falls off the bar. 

Write the results in a table in which the first column contains 
AB, the second AG^ and the third their difference, or BC~ Now 
compute the true value of BG in each case, and insert in the 
fourth column. Calling u and v the conjugate foci, or AB and 



Fig. 60. 
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BC, aiK3/tho principal focus of the leiis, 1- - = - — A. J. 

M « / AB 

jjg In this foi-mula ABis successively made equal to 100, 95, etc., 
inches, and/equals one fourth the minimum value of AC. By a 
table of reciprocals the calculation is easily made by subtracting 
the reciprocal of AB from the reciprocal of/, and the reciprocid 
of the difference gives _»C Construct two curves on the same 
sheet of paper with the same abscissas AJl, and ordinates equal to 
the observed and computed values of BC, respectively, and their 
agi-eement proves the con'eetness of the formula. 

79. MicEoscoPE, 

_ Apparatus. The impoi-tance of this instrument rendere it de- 
sii-able that each student should devote considerable time to its 
use. For this reason, in a lara;e laboratory two or three micro- 
scopes should be i»roe«red, and it is well to have them from differ- 
ent makers, so that the student may be accustomed to all forms 
For example, a "Student's ilicroscope," by Tolles or Zentmayer, 
to represent the American instrument, a binocular «Populai' 
Microscope," by Beck, for the English, and a third instrument by 
Ifachet or Hartnack, for the Continental foi-m. The latter is very- 
cheap and good, but not having the Mici-oscropical Society's screw, 
common objectives cannot be used on it without an adapter It 
IS also well, if it can be afforded, to have one firaUcIiiss microscope- 
stand for work of a higher nature. The usual appui-te nances de- 
scnbed below should be added, but need not be duplicated, also a 
number, of objectives and objects. 

The following description will sei-ve for all the common forma of 
matrument. A brass tube or body is attached to a heavy stand 
so that It can be set at an angle, or moved up or down. In its 
lower end the objectives ai-e screwed, and the -we-pieces slide into 
the upiier end. The objectives are made of three achromatic 
lenses, by which a short focus is attained, with great freedom from 
abeiTation. The eye-piece is of the form known as the negative 
eye-piece, and consists of two phino-oonvex lenses, with their 
plane surfaces turned upwards. Below is placed the stage, on 
which the object is laid and kept in place, either bj a ledge, or by 
spring clips. In the lai^er stands the object may be moved by 
two i-aoka and pinions in directions at right angles, or revolved by 
turning the stage. It is very desirable that this rotation should 
take place around the axis of the instrument, as is done in the Eng- 
lish,but not in the American iusti-ument mentioned above. Un- 
der the stage is the diaphragm, a plate of brass with a number of 
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circular holes in it of different sizea, to admit light more or less 
obliquely. Below it is a mirror, plane on one side, andeoncave on 
the other, by which light may be reflected upon the object. 

It is very importnnt that the body of the instrument may be 
raised and lowered with precision. There are generiilly two ad- 
justments to effect this, one the coarse adjustment to move it rap- 
idly, which is commonly a rack and pinion, or a simple sliding 
motion effected by hand, and a fine adjustment which ia used for 
getting the exact focus, and is made in a variety of ways. One of 
the best is by a movable noae-pieee, or the lower end of the tube 
made free to slide, and acted on by a lever, which may be moved 
by a screw. In a second form, the screw acts du'ectly on a part of 
the tube itselt; and sometimes the stage is raised or lowered. If the 
tube ia moved, it should be raised only by the screw, the lowering 
being effected by a spring, so as to prevent the objective from 
bemg pressed forcibly against the object. 

To show the use of each instrument used in connection with 
the microscope, one or more objects should be selected suited to 
each, and numbered as in the following examples. They may 
then be distributed among the various microscopes, according to 
the means or requirements of each laboratory. In tliia way a 
student acquires a better knowledge of the apparatus, and of the 
proper objects to which each appliance is beat suited, than he 
could attMn in weeks of unsystematic work. It is also well to 
examine several of the objects described below, with various 
methods of illumination, to leam how much their appearance may 
be thus altered. When studying a new object it should always be 
illuminated in various ways, and viewed fii-st with a low, and after- 
wards with a higher power. There ia, however, no more common 
mistake than to suppose that objects will be seen better, the higher 
the power. On account of tlie difficulty with which they are 
used, the want of distinctness and of sufficient illumination, the 
highest magnifying powers must he reserved for special occaaons, 
aud the lower powers commonly employed, especially in the pre- 
liminary observation of common objects. To save the eyea, it ia 
better, at firet, not to use a microi^cope very long at a time, aud for 
the same reason, they should both be kept open. If possible, 
sometunes one eye should be used, and sometimes the other. 

The applications of the microscope have been so extensive that 
it is impossible in a short article like the present, to give more 
than a general description of the most important. The student 
who wishes to make a specialty of this instrument is therefore 
refen'ed at once to some of the works devoted especially to this 
subject. For instance, the treatises of Carpenter, Hogg and Beale, 
particularly the work by the latter author, entitled " How to Work 
with the Microscope." The same remarks apply with even more 
force to Experiments 80 and 81. 
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£&^>eriinent. I. Ordinary/ Method of using the Microscope, 
Set the microscope in an inclined position, at Bnch an angle that it 
can be nsed with comfort. The tube carries an objective below, 
by means of which an enlarged image of the object ig formed, and 
magnified a second time by the eye-piece. Slip into the upper 
end of the tube the lowest power eye-piece, that is, the longest. 
The objectives are contained in brasiS, cylindrical boxes, with screw 
covers. They mnst be handled with care, as they are very expen- 
sive ; the higher powers consist of very minute lenses, and the 
glass surfaces must never be touched, lest they be tarnished or 
scratched; the lower surface, which is plane, is particularly ex- 
posed to injury. Remove the cover of an objective whose focus is 
one or two inches, and screw it into the tube. Kow turn the mir- 
ror so that the light fmm the window shall be reflected along the 
axis of the instrument, and on looking in, a bright circle of light 
will be visible. 

Place object No. 1, eye of a fly, on the stage, and raise or lower 
the tube until it is distinctly visible. The distance between the 
objective and object should be somewhat less than the focal length 
of the former. Notice that the eye is composed of a multitude 
of facets, like the meshes of a net, each one containing a separate 
lens. Sketch some of them in your note book. Try the other 
eye-piece, which will give a somewhat higher power. Then re- 
move the objective, putting it back in its box, and replace it by 
one whose focal length is ^ inch. The use of this is attended with 
BOmewhat greater difficulty. It must be brought very near the 
object, but not in contact, or it would very likely be scratched, or 
even broken. It is therefore safest to bring it as near as possible 
without touching, by the coarse adjustment, then looking through 
the instrument to withdraw it until the distance is about right, and 
finally focus exactly, by the fine adjustment, A great increase of 
magnifying power is thus attained ; add to the description and 
drawing whatever additional is visible. Do the same with a sec- 
ond object, foot of the DyHscus. 

2. Diaphragm. Immediately under the stage is a brass plate 
pierced with a number of holes of difierent sizes. Its object is to 
vary the amount of light and the direction in which it comes. 
When a small aperture is used, all the light comes in nearly the 
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same direction, and thas renders the shadows of minute objects 
more distinct. The stracture of delicate objects is thus some- 
times brought out very beautifully, where a large aperture con- 
ceals everything. To show this, try object No, 2, proboscis of a 
horse-fiy, and see how much more distinct the fine hairs at the end 
are, with the smalt aperture. Also the diatom Jsthmia nervosa^ in 
which the markings, although perfectly distinct with a small 
aperture, almost disappear when the diaphragm is turned so as to 
admit a large cone of light. 

3. Oblique JUumination. Microscope objectives are made so 
that they will transmit rays of light not only along their axis, but 
also when falling obliquely on them, that is, they will receive a 
cone, the angle of whose vertex is called the angular aperture of 
the objective. For the higher powers this angle is sometimes very 
great, 170", 175°, or even 177°.. With them, instead of placing 
the mirror immediately underneath, it may be plnced on one side, 
and the object illnminated obliquely. A better plan is by an 
Amici's prism which is placed below the object, and throws the 
rays obliquely like the mirror. The advantage in this case is like 
that of a diaphragm, only greater, shadows being strongly cast, and 
very delicate structure rendered visible. This effect is well shown 
with many diatoms, minute siliceous shells, on which are markings 
or very fine parallel lines, used fi-equently aa testa. Try the quarter 
inch objective on specimens No. 3, Pleurosigma formosum and 
JPleuroaigma hippocampus. First use direct light and then an 
oblique illumination, and see how much more distinctly the mark- 
ings are visible in the second case. 

4. Opaque Objects. Some objects, especially those of large size, 
cannot be rendered transparent, and sometimes the surfitce only of 
a body is to be examined. In this case remove the mirror from 
below its object, and place it above on a stand, turning it so that 
the light shall be thrown down upon the object A second method 
is to use for the same purpose a large lens of short focus called a 
condenser. If the observer is feeing the window, it is generally 
necessary in this case, to place the object nearly horiKontal, in 
order to get light upon it. Try both these methods on objects No, 
4, wing of a butterfly, and secfion of bone or tooth, viewing the 
latter also by transmitted light. 
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5. I.ieherkuhn. Another method of illuminating opaque ob- 
jects is by a parabolic miiTOr, with a hole in ite centre, through 
which the objective is passed. This device, called a lieberkuhn, is 
used on smal! opaque objects, the light being thrown from the 
mirror below upon the lieberkuhn, and by it reflected upon the 
object. Try specimen, No. 4, wing of butterfly, thus illuminated, 
also Bome common objects, as a bit of pnper, a steel scale, etc. 

6. WenJmm's I'arabolic Condenser. This consists of a block 
of glass, plane below and parabolic above. It is placed, instead 
of the diaphragm, just below the object, which is at its focus, so 
that all light reflected upon it by the mirror below, will fall on the 
object illuminating it obliquely. The central rays are cut ofi" by a 
circle of metal attached to the condenser. Objects are thus shown 
bright on a dark background, sometimes producing an excellent 
effect, though generally more beautiful than useful. See No. 6, 
Aracfmoidiacua Mhrenbergii. 

7. Achromatic Condenser. The mirror below the object is 
commonly plane on one side, and concave on the other, the fonner 
reflecting light on a given point from vanous directions, the latter 
concentrating that received fi-om a single poinL The second form 
is more commonly used, especially with aitificial light, as any 
point may thus be selected as the source of illumination. The 
same effect is much better attained by placing below the object an 
objective amilar to that above it, which allowe only those rays 
parallel to its axis to pass through botli. Aa it costs too much to 
duplicate all the objectives, each may be used as an achromatic 
condenser to that of next lowest power. This is a very favorite 
method of illumination, especially when using high powers on dif- 
ficult objects. Try it on No. 7, fragment of hair and Surirella 
gemma. 

8. J'olanscope. One other method of illumination remains to 
be described; namely, that by polarized light. To use this to the 
greatest advantage, Experiment-88 should first be performed. The 
light is polarized by a Nicol's prism, placed under the object to be 
examined instead of the diaphragm, and a second prism or analyzer 
is placed above it, either slipping it over the eye-piece, or screwing 
it onto, and just above, the objective. On rotating either analyzer 
or polarizer, the field becomes dark when their planes are at right 
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angles, nnd brightest whea they are parallel. Sometimes a plate 
ofselonite is inserted just above the polaiizer, when the field will 
assume a brilliant color, which may be changed into its comple- 
mentary tint, by revolving one of the Nicol's prisms. To examine 
any object by polarized light, focus it as usual, and turn one of the 
prisms ; the most niai'ked effect is generally attained when they 
are at right angles, as with common objects, the field would be 
perfectly black, while any doubly refracting medium will appear 
blight in places, bringing out? the structure with great beauty. 
Now insert the plate of selenite, and the uniform tint will, in 
many cases, be replaced by a gorgeous display of colui-s. Examine 
the following objects, No, 8, section of cuttle-fish bone, quill, sul- 
phate of magnesia, nitre and ealicine. In fact, any crj'staUine sub- 
stances not in the monometiic system, affect polarized light, and 
the same may be said of many organic structures, as starch, bone, 
hair and horn, 

9. Siiwcidar Microscope. To avoid the fatigue of using one 
eye only, and to obtdn the stereoscopic effect due to two, this 
instrument is employed. A small prism is placed just above the 
ot^ective, which divides the light into two portions, which pass 
along two tubes, one for each eye. Two eye-pieces are of course 
nsed, and on looking through them, the object is seen as in the 
stereoscope, standing out in its ti-ue form. The distance between 
the eye-pieces may be altered by lengthening or shortening their 
tubes by a pinion acting on two racks, and the microscope may be 
rendered monocular by merely pushing back the binocular prism. 
This instrument is best suited to opaque objects not requiring a 
high power. Apply it to objects No. 9, head of a bee, and an 
injected preparation of the upper portion 

of the lung of a frog, using the 1 or 2 inch 
objectives and the lieberkuhn. 

10. MaltwoocVa Finder. Some objects 
are so minute that they are found only 
with difficulty, and it is also sometimes 
desirable to refer back to a certain point 
of an object and reexamine it. A Malt- 
wood's finder consists of a photograph on ^^*' ^^* 

glass, one inch square, of a series of squares numbered as in Fig. 
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61, all the lower numbers in the same horizontal row beinw the 
same, also all the upper niiinbei-s in the same vertical column. 
In other words, the upper numbers give the abscissa, the lower 
the ordinate, of each square. This photograph is then mounted 
on a slip of glass like any other object. A pin or stop should be 
attached to the stage, so that both finder and object may al- 
ways be placed in precisely the same position. Lay the object 
on the stage and bring the point to be recorded exactly in the 
centre of the field, using a moderately low power, if the object 
is not too minute. Now put the finder in the place of the 
object, tidiing care not to move the stage, and record tiie numbers 
of the square in the centre of the field. If at any time the same 
point of the object is again wanted, the finder is placed on the 
stage, and the latter moved until the square bearing these numbers 
is again in the centre of the field. Replacing it by the object, the 
desii-ed point should be at once visible. Apply this method to 
objects No. 10. Fu-st, with the preparation of an entire insect, as 
a gnat, record the numbers corresponding to several prominent 
points, as the eye and the end of the proboscis. Then move the 
stage and see if they can be found again. Do the same with a 
slide containing a single minute object as No. 7, Surirella gemma. 
"Sow, placing on the stage an object containing a collection of 
diatoms, select a good specimen, sketch its position and that of the 
adjacent ones, and see if it can be found again from its numbers. 
The numbei-s corresponding to the marked points of some of these 
objects should be recorded on a card placed with the microscope, 
and these points then found by the student. 

11. Micrometers. There are several forms of this instrument, 
which is used for measuring minute objects. First, the stage-mi- 
crometer, which consists of a plate of glass i-uled with fine lines at 
equal intervals of rsW in. or y^^ mm. The lines are so delicate 
that it is often difficult to find them, as a slight difierence of focus 
throws them out of sight. Their visibility may be increased by 
oblique illumination, or by .using a small aperture in the diaphragm. 
The eye-piece micrometer consists of a coarser scale on glass, in- 
serted at the focus of the eye-piece, which, in the negative form, lies 
between the lenses. An enlarged image of it is thus formed in the 
field, which ia used like an ordinary scale to measure the dimensions 
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To reduce them to fraotionsof a millimetre, lay a stage 
micTOineter on the stage and measure its divisions. For instance, 
if 7 hundredths of a millimetre equal 53.4 divisions of the mierom- 
eter, one division of the latter will equal .00131 mm. From this 
any measurement made with the micrometer may be reduced to 
millimetres. If the microscope has a draw-tube, this reduction may 
be simplified. In this ease, the tube of the microscope is made 
double, BO that its length may be altered, a scale sliowiug the 
extent of the change. The power is increased hy drawing out the 
tube, and the divisions of the stage-micrometer being enlai^ed, 
tliey may be made exactly equal to any desii-ed number of divi- 
sions of the eye-piece micrometer. Thus, in the above example, 
make the 7 divisions equal to 56, instead of 53.4, when one will equal 
S, or each division of the eye-piece micrometer equal one eight 
hundredth of a millimetre. In the same way make it one thou- 
sandth, and altering the objective, give it other values, recording 
in each case the reading of the draw-tnbe. 

Now make a number of measurements of objects No. 11, as 
directed on a card, which should accompany the specimens, and 
reduce them to millimeti-es. Determine also the thickness of a 
hair, of a filament of silk, and the diameter of some minute holes 
made in a piece of tin-foil with a fine cambric needle. In the 
spider-line micrometer, the two hairs are brought to coincide with 
the ends of the distance to be measured, and the intciTul deter- 
mintid, as described in Experiment 77. The readings should be 
reduced to fi'actions of a nullimetre, in the same way as the eye- 
piece micrometer. Repeat the above measurements, and see if the 
same results are obtained as before. The magnitude of the divi- 
sions of both the spider-line and eye-piece micrometers, depends 
only on the distance from the objective and its focus, and not at 
all on the eye-piece, unless a negative eye-piece is used, and the 
micrometer inserted between the field- and eye-lenses. 

12. Goniometers. A spider-web, or filament of silk, is stretched 
in the eye-piece across the field of view, and turned so as to coin- 
cide first with one side, and then with the other, of the angle to be 
measured. The number of degrees through which it is moved 
gives the required angle. A graduated circle is therefore attached 
to the tube, and an index is fastened to the eye-piece. Sometimes 
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tlie object is moved insteitd, the graduated circle being attached to 
the etiige. To tost this instrament, fomi a triangle by selecting 
three points on any object, and suppose them connected by 
right lines. Measure each angle two or three times, displacing the 
object and eye-]iieee after eaeh measurement; take the mean, and 
see if the sum of the three equals 180°. Now measure several 
angles of the crystals, No. 12, chlorate of potash, taking care that 
they lie flat, otherwise too small a value of the angle will be 
obtained. 

13. Camera Lucida. It is often important, when studying 
minute objects by the aid of the microscope, to be able to draw 
them correctly. For this purpose, the enlarged image must be 
thrown on the paper in such a way that both may be distinctly 
seen at the same time. This is done most simply by keeping both 
eyes open, and directing one towards the paper the other through 
the microscope, when the image and paper, may be brought to- 
gether so that the outlines of the former may be marked on the 
latter. A better method however, is by the camera lucida, which 
consists of a minute right-angled prism of glass, having its acute 
angles equal to 45°. Place the micrcecope horizontally, adjust 
the mirror so that the field shall be bright, and apply a low power 
to object No. 13, a flea. Attach the camera to the eye-piece so 
that on looking down into the mirror, a reflection of the object 
shall be thrown on a sheet of paper, placed immediately beneath, 
in which case one face of the prism will be horizontal and turned 
npwai-ds, the other vertical and turned towards the microscope. 
The prism is of small size, so that it will cover only a part of the 
pupil of the eye, and bringing the latter over its edge, both paper 
and object maybe seen simultaneously. With practice, the out- 
line may be marked out veiy accurately, but at first it is diffi- 
cult to see the pencil at the same time as the object. As the latter 
is often too bright, it is sometimes better to incline the mirror im- 
til the field is darker. Better results are also sometimes obtained 
if the eye is raised an inch or ho above the prism. 

As with this instrument, the brilliancy of the object generally 
renders it difficult to distinguish the pencil, the prism is sometimes 
replaced by a small piece of plate glass, which reflects the image 
in the same way as the hack of the prism, while its transparency 
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renders the pencil visible through it. The latter is in feet gen- 
erally too hright, so that it is often better either to cast a shadow 
on the paper, or to make the glass of a neutml tint, to render it 
less transparent. Try making drawings with each of these instru- 
ments, first of some well marked object as the flea, and afterwards 
of some fainter object as the anchor-like spines of the Synapta. 
Generally only the outlines should be drawn with the camera, and 
the details filled in by the eye. After drawing the object, replace 
it by a stage-micrometer, and di-aw some of the divisions of the 
lattei-, which thus serve as a scale, by which the magnitude of 
different parts of the object may be determined. This also furnishes 
the best means of measuring the magnifying power, dividing the 
dimensions of the scale as drawn, by its real size. This will be 
correct, however, only when the distance fi»m the camera to the 
paper is just 10 inches. In other cases it nmst be divided by the 
distance in Indies, and multiplied by 10, to reduce it to the stand- 
dard. Make this measurement with the 1 inch and tlie J inch 
objectives, and two of the eye-pieces, also if there is a di-aw-tube, 
make the magnifying power some simple number, by vaiying the 
distance between the objective and eye-piece, 

14. Spectrum Microscope. This consists of a spectroscope in- 
serted in the eye-piece of a microscope in such a way, that the 
spectrum of very minute objects may be obtained. The foi™ in 
most common use is that devised by Sorby, The slit replaces the 
diaphragm, and is partly covered by a right-angled prism, by which 
a second spectrum, from a light at one side of the eye-piece, may he 
compared with the other. The prisms are placed over the eye-lens, 
and are of the foiin known as direct vision, in which the deviation 
of two prisms of heavy flint glass is compensated by that of three 
crown-glass prisms, while the dispersion is only pai-tly neuti-alized. 
Accordingly a spectrum of considerable length is obtained, while 
there is no deviation of the central portion. The width of the 
slit may be varied by a screw, and its length by a sliding stop. An 
ingenious scale is provided, formed of two Nicol's prisms, with a 
plate of quartz between them, and placed in the path of the rays 
reflected by the right-angled prism. They absorb from the visible 
spectrum twelve black bands, at regular intervals, and from their 
position, that of any line may be readily determined. To use this 
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iDetrumeDt, slip it on the end of tbe microscope in the place of the 
eye-piece, and place object No. 14, human blood, on the stage with 
a one or two inch objective. The spectrum will now be seen to be 
traversed by two marked black lines in the red, which form an 
excellent teat for the presence of blood. Their position may he 
measured with the scale, by attaching the latter to tlie side of the 
eye-piece, and adjusting the prism so that the spectrum for one 
half its hreadth shall be traversed by strongly marked blaek bands. 
Other objects, such as nitrate of didymiuni, permangauate of pot- 
ash and aniline violet, may be observed in a similar manner. Care 
should be taken to make all the light pass thi'ough the object, 
which is generally best accomplished by placing a cardboard 
diaphragm with a small hole in it, on the stage under the object. 
Liquids are placed in gbas tubes or ceUs, which may be closed 
hermetically. 

15. Teat-O^ects. The principal efforts of microscope makera 
are now directed towards the objectives, since it is by perfecting 
them that the greatest improvements ai-e to be expected. The 
best method of judging of the excellence of an objective, or of 
comparing those of different makera, is by trying them on a num- 
ber of objects called test-objects, some parts of which can be seen 
only with difSculty. To obtain the best resulta great skill is 
needed, especially in arranging the illumination, and it must not 
be forgotten that some objectives give the best reaults with one 
class of objects, others with aDOther. For instance, some with a 
large angular aperture, give fine effects with objects requmng a 
very oblique illumination, but are not suited to those of considera- 
ble thickness, requiring great depth of focus. 

When an objective is perfectly corrected for chromatic abena^ 
tion, and a plate of thin glass is interposed between it and the 
object, a new correction for color becomes necesaaiy, in amount 
depending on the thickitess of the glass. This is commonly 
effected by varying the distance of the front lens from the other 
two, which is accomplished by turning a milled head near the eiul 
of the objective. A divided circle and index serve to mark the 
position, which will of course vai-y with each different object, ac- 
cording to the thickness of the covering glass. To make this 
correction, adjust the objective for an ynoovered object, that is. 
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set the index at zero and focus it t-n tlie object. Then turn tiie 
milled bead until the dust on the upper surface of the covering 
glass is in focus, when the proper coiTection will have been ap- 
plied. Focussing again on the object, the latter will be moi-e 
sharply defined than before. The correction for covering glass, as 
it is called, must be applied to all objectives of higher power than 
J inch, to get the best effects, especially when they have a lai^e 
angular aperture. Instead of moving the front lens, it is better to 
have it fixed, and to have the other two movable, as all danger of 
scratching or breaking the objective and object by bringing them 
in contact, is thus avoided. 

Try some of the higher power objectives with the test-objects 
No. 15. One of the mo-^t common tests for defining power is the 
marking of the scales of tl e wool flc» (^Podwa ph mbea), which 
are covered with delicate epithelial scales, 1 ke the tiles of a roof. 
Try also the hair of the Inlian bat and of the Iina of the I>er- 
mestes. Some of the Diatoms descr be 1 abo e fo m excellent 
test-objects. The valves of the ^enis PJeu'io-ngtia are covered 
with fine markings, whit,h f rm an excellent te'^t fci separating or 
penetrating power. Foi mstince the thiee specie^, fomtosum, 
hippocampus and angulati m foim a serie of ii cieaw g difficulty, 
well adapted to test objectives of ordmai-y power. The marking 
of the first and third are apparently covered by three series of 
fine parallel lines, dividing the surface into hexagons, and of hippo- 
campus by two series, forming squares, but in reality probably due 
to a multitude of very minute hemispheres with which the surface 
is covered. The same effect may be seen on sin enlarged scale, in 
a common form of book-cover. Probably the best test of thU 
kind is a plate of glass with very fine lines ruled on it. M. Nobert 
of Griefewold has made sucb plates with a series of bands foi-med 
of lines at various intervals up to a 112,000th of an inch. 

80. pEEPAKATioir OF Objects. 



^pparam«. A microscope with objectives and eye-piec^ sev- 
eral vials containing the substances to be exammed, a number ot 
glass slips three inches long and-an inch wide, some of which have 
concave centres, that is, a concavity ground out on one side, and 
some circles of very thin glass. 
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£^eperiment. To examine a liquid under the microscope, dip a 
glaas rod or tube into it, and place a small drop on one of the glass 
slideB. Cover it with a circle of very thin glass, which will be 
held in place by capillarity, and wipe off the superfluous liquid 
carefully. A concavity is commonly ground in the centre of the 
siide to hold more liquid, and to keep the cover in place. Exam- 
ine the following objects in this way, describe and sketch them, 
and compare their appearance with that given in the works on the 
Microscope, refeiTed to in the last experiment. A drop of vinecar 
viewed with a low power, ia seen to be full of eels in active motion. 
Milk contains multitudes of oil globules, which when united form 
butter, and organic matter whose appearance iiirnishes an excellent 
test of its purity. Blood is a curious object under the microscope. 
It is most readily obtained from the finger just tielow the nail. 
With a quarter-inch objective, it is seen to consist of a cleiu- liquid 
or serum, in which a vast number of blood-corpuscles are floating. 
These are rarculai- disks, thicker around the edge, and interspersed 
with larger white globules. In its natural state the blood is too 
thick to be conveniently observed, the corpuscles overlap, and soon 
be^n to shrivel up, as the blood dries. If diluted with water 
osmotic action ensues; they swell up and sometimes burst. S;ilt 
water is therefore preferable, or better still, the serum or liquid 
portion which separates fi'om the clot when blood coagulates. 

Powders are sometimes viewed dry, but generally it is better to 
wet them, as they are thus rendered more transparent. Place a 
very minute quantity of starch on a slide, add a drop of water, 
and cover with a piece of thin glass. Viewed by polarized light, 
each gi-ain is seen to contain a black cross, which changes to white 
on rotating the analyzer. This cross is characteristic of starch, 
and oiten serves to detect its presence. It is best seen in the laiger 
grains, as those of potato starch, and assumes brilliant colors if a 
plate of selenitc is interposed. The adult*>i-ations of coffee, cocoa, 
etc^ are readily detected by examining them in powder under the 
microscope. 

It is often necessary to pick up small objects under water, or to 
capture a minute animal without injming it. A good example of 
this kind is the little Cyclops, often found in great numbers in 
common pond water, especially in the spring. Collecting the 
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■water in a -white porceluin vessel, as a large evaporating dish, a 
close examination will often reveal dozens of them. Their num- 
ber may also be increased by filtering a considerable qaantity of 
the water thrcugh a cloth, which retains them, and from which 
they ai-e easily washed into the dish. To place one on the slide, 
take a small glass tube about half a foot long, close one end by 
the finger, and immerse the other in the water. Bring it near the 
Cyclops and suddenly remove the finger, when the water will rash 
in, eaiTying the animal with it. Replacing the finger, the tube 
may be removed, the water allowed to escape a drop at a time, 
and the Cyclops finally deposited on the slide. Instead of a slide 
with concave centi-e, it is better' for so large an object as this, to 
use an Animalcule -Cage. This consists of a small circle of glass, 
on which a drop of water containing the object is laid, and the 
cover pressed down upon it by means of a bi-ass ring, so as to 
leave a space of any desired degiee of thickness. Delicate objects 
are thus protected from injui7 by crashing. A wondeiful variety 
of animalcule and of fungoid growths may be found in stiignant 
water, or sour flour-paste, in fact in almost any decaying animal or 
vegetable matter. 

Minute dr-bubblee are often found in various objects. To be- 
come familiar with their appearance, examine a drop of soap-suds, 
or gum-water containing them. They look like black, highly pol- 
ished, metallic balls, with a broad, dark outline, and bright centre. 

The formation of crystals is readily watched under the micro- 
scope by placing a drop of the hot saturated solution on a slide, 
and allowing it to cool. Try in this way sugar, phosphate of 
soda, and oxalate of ammonia, firet using ordinary, and then po- 
larized light. 

A most instraetive experiment is to watch the circulation of the 
blood in tlie foot of a frog. The animal is firet rendered insensible 
by means of ether or chloroform, then put in a linen bag and well 
wet with water. Draw one of the hind legs out of the bag and 
tie it down upon the slide, supporting the frog on a piece of wood 
or frog-plate. Tie threads to three of the toes, so as to stretch the 
membranes between them, and on examining it with a half-inch 
objective the blood corpuscles will readily be seen passing from 
the arteries through the capUlaries to the veins. By putting alco- 
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hol or salt on the foot, all tlie phenomena of ioflammation and its 
cure may be observed. The black spots distributed over the 
membrane are due to the pigment. The circulation may also bo 
observed in the tail of a stickle-ba«t, or other small fish, or of a 
tadpole. The latter animal, when very small, forms a beautiful 
object with a low power and binocniar microscope, as it is suffi- 
ciently transparent to render visiible the action of the heart, and 
other internal organs. The effect is also improved by keeping the 
tadpole for some time previously without food. 

Another interesting experiment Is to watch the ciliary action, 
which in many of the lower animals takes the place of the circu- 
lation. Cilia consist of minute hairs, which vibrate rapidly back 
and forth, and thus establish currents in the liquid in contact with 
them. They may be seen by scraping a little of the mucus from 
the roof of the mouth of a frog, or better, from the gills of an 
oyster or mussel. 

Most solid substances, like wood or bone, ai-e best seen in thin 
sections, which are made as will be described in the next Experi- 
ment. Fine filaments, as silk, wool or hair, are viewed by trans- 
mitted light, and generally give better effects when wet with 
water or oil. Some solids, especially when highly colored, are best 
seen as opaque objects, with a condenser or lieberkuhn. 

81. Mounting Objects. 

Apparatus. Boxes may be obtained containing all the appara- 
tus needed for mounting objects, sucli as glass slips, thin glass 
covei-s, Canada balsam, gold size, a stand on which slides may be 
heated, a wliirling table for making cells, section-cutting appara^ 
tus, and other devices which will be described below. 

Mcperttnent. Objects ai'e mounted in various ways, according 
to their size, and whether they ai'e best seen dry, or inimeraed in 
some liquid. They are protected by a circular piece of glass, 
made very thin on account of the short working distance of high- 
power objectives. These circles are cut from a sheet of thin glass 
with an instrument like a very small beam-compass, the point 
which eeiTes as a centre, being replaced by a flat disk, and the 
pencil, by a diamond. Only a faint scratch is needed, but some 
skill is required, or many of them will be broken. 
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Try each of the foUowing methods of mounting objects, and if 
successful, cover the slides with paper and label them, giving also 
your name and the date. Unless the object is very thin, or if it 
is liable to be injured by pressure, it must be protected by a cell. 
This consists of a circular or square enclosure, on ivbicb the thin 
glass plate is laid, so as to leave a space between it and the slide. 
Cells may be made of various materials, aa paper, cardboard, or 
tinfoil, and Sstened to the glass by gum. These are VC17 con- 
venient for mounting objects dry, especially such as are not m- 
jured by the air. Mount in this way some crystals of bichromate 
of potash. Shallow ceUs may be made of Brunswick black, ap- 
plying it with a brush. They are best made in a circular form by 
Shadbolt's apparatus, in which the slide is placed on a small turn- 
table, which is made to revolve rapidly by drawing the foref nger 
of the left hand over a milled head attached below, wbde the 
brush is held in the right band. If the plate is warmed, the black 
will dry rapldlv, and the thickness of the cell may be increased by 
applying eucce's.ive laycra. Make several such ccUs for some of 
the objects to be mounted in balaim, as desciibed below. To 
preserve a liquid, or an object of considerable sine, thick cells 
are employed, which may be procured ready-made of glass. 
They may be cemented to the slide by marine glue, wanning them 
.nfficiently to melt it, removing the superfluous glue by a sharp 
knife, and washing it clean with a solution of potash. Fill such a 
cell with some liquid, as vinegar, and fasten on the cover with 
marine glue. Take great cai« thatno air bubbles enter, and that 
the joints are perfectly tight. 

The best method of mounting the parts of insects, sections ot 
wood or hone, and in fact most substances, is in Canada balsam. 
The object, as the foot of a Hy, must lirst be dried and freed from 
ak-bubbles. For this pniyose it should be heated nearly to the 
boiUng point of water, or placed under a bell-glass containing 
concentrated sulphuric acid. To remove the air it should bo 
soaked in turpentine and gently warmed ; a much more effective 
method is to place the whole under the receiver of an air-pump 
and exhaust. Now lay the slip of ghais on a little stand of br.a.s, 
and heat it by means of a spii iUamp, or Bunscn burner. Take »p 
a Ettle Canada balsam on the end of an iron wire, and lay it on 
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the slide, when the heat will render it perfectly fluid. Pick up the 
object on the point of a_ needle, immerse it in the balsam, and then 
cover it with a piece of thin glass. Great care must be taken that 
both slide and covering-^lass are perfectly clean, and that no dust 
gets into the balsam, as otherwise the object will be much dis- 
figured when viewed under the microscope. The main difficulty 
is to prevent air-bubbles remaining on the slide. If present, they 
may be removed by a cold wire, or burst by touching them with a 
hot needle. The covering-glass must be lowered into place very 
slowly, or bubbles will adhere to its surface. The whole is then 
put away to harden nnder pressure, and the superfluous balsam 
afterwards removed by the aid of a little turpentine. 

The structui'e of objects of lai^e size is generally best seen by 
cutting thin sections of them, so that they may be rendered nearly 
transparent, and be viewed by transmitted light. Soft substances, 
as vegetable or animal tissues, may be cut with a sharp knife or 
seissoi-s, or better, with a Valentin's knife, which has two parallel 
blades whose distance apart may be varied by a screw. They 
should be well wet with water or glycerine, or the section wQl 
adhere to them. 

Harder substances, as wood or horn, are cut in thin sections by 
forcing them through a hole in a thick brass plate, cutting off the 
projecting portion, pushing it through a little fai'ther, and cutting 
again. By means of a screw, sections of any desii-ed thickness 
may thus be obtained. Cut lon^tudinal and transverse sections 
of a piece of pine wood, first soaking it in water, and mount them 
in Canada balsam. Cut also some thin ti-ansverse sections of 
hair by fiistenlng a number of them together with gum so as to 
form a solid mass ; cut a thin section, and then dissolve the gum 
in water. 

To cut a thin section of still harder substances, as bone, quite a 
different metliod must be employed, A thin piece is first cut off 
with a fine saw, such as is used' for cutting metals ; it is then filed 
thinner, and finally gi-ound down to the required thickness with 
water between two hones. On examining the section thus obtained, 
it will be found covered with scratches, which must be removed 
by grinding it on a dry hone, and afterwards polishing it on a sheet 
of plate glass. Pi'epare two such sections, soak one in tuipentine 
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e the air by means of a pump, and then mount both in 
CanaJa balsam. The difference in their appeai'auce will be very 
marked, the one from which the air has not been removed appear- 
ing fuU of black spots or lacunse, formerly called bone coi-puscles. 
They are really cavities filled with air, which in the second speci- 
men is replaced by the turpentine. 

This experiment is well supplemented by performing some 
dissections of animal and vegetable substances, injecting tissues, 
and mounting thin sections of them. 

82. Foci and Apertl"ke of Objectivoss. 

Apparatiia. Two instruments are needed for this Expeiiment. 
First, a microscope with a positive eye-piece, a spider-line or eye- 
piece-micrometer, and a stage-micrometer, also several objectives 
to be measured. To measui-e the angular aperture, a graduated 
circle is employed with an arm and index, to which is attached a 
short brass tube, like the body of a microscope. The objective to 
be tested ia screwed into one end of this tube, and a positive eye- 
piece slipped into the other. The tube is made so sliort that when 
the objective is directed towards a distant object, the image formed 
may be viewed by the eye-piece. To obtain a higher magnifying 
power, the eye-piece may be replaced by a compound microscope, 
like that used in Experiment No. 20. To obtain an accurate 
measurement when the object observed is not veiy distant, it is 
essential that the end of the objective should lie in the axis of the 
circle. This is most readily accomplished by means of a ledge, on 
which a vertical plate of glass may be placed with its front face 
over the axis of the cii-cle. The objective is then brought up m 
contact with it, the tube clamped, and the glass removed. 

M^erim.ent. To measure the focal length of an objective it ia 
assumed that two of the I;iws of simple lenses hold for a com- 
pound lens. First, that the sum of the reciprocals of the conju- 
gate foci equals the reciprocal of the principal focus, and secondly, 
that the i-atio of the magnitudes of the object and image equals the 
ratio of the conjugate foci. This assumption is not strictly cor- 
rect, and valuable work might be done in determining the amount 
of the deviation. Screw the objective to be measured upon the 
microscope, and measure the divisions of the stage-micrometer, 
with the spider-line micrometer. Reduce to absolute measure- 
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meiits from the magnitude of the parts of the micrometers, or if 
these are not given, determine them fi'om the Dividing Engine, 
Experiment Ko. 21. This reduction may be avoided by using two 
similar eye-piece micrometers, A and M. Measure several divi- 
sions of A with _B, and call the mean of the readings tn. Meas- 
ure, in the same way, Ji with A, and call the mean reading m'. 
The true reading, n, will be the mean proportional of these two. 
Of course if the micrometers are precisely alike, m will equal m'. 
Now measure the distance between them, and call the distance J}. 
Then if / equals the focal length of the objective, and/',/" its 

111 f 

conjugate foci,/' +/' — J>, 3? + p = -p,and p=n. From 

which /= -Z> . _[_ i-,a i and knowing J) and ?s,/may be deduced. 
The number given by the maker is generally gi-eater than the true 
focal length of the objective, and this experiment affords an excel- 
lent means of correcting it. To show the value of sucli measure- 
ments, anij the accuracy attainable by them, see an article by Prof. 
Cross, Joum. Frank Inst , Vol lix., p. 401. TJseful work might 
also be done by \'irying D, ind noting the effect on /, also by 
chan^ng the correction for c>\er, or distaiice between the lenses. 
To measure the mgulat ipeiture of an objective, screw it into 
the end of the tube itticbed to the graduated circle, set a plate of 
glass on the ledge, and bring the objective against it. The front 
surface of the Ions will then be just over the axis of the circle. 
Now clamp the tube, remove the plate of glass, and slide the eye- 
piece or small compound microscope into place. Bringing it near 
the objective, an image of outside objects is seen, the whole in 
feet, forming a telescope with the objective for an object-glass. 
The field of view is seen to be bounded by a circle whose true 
angular diameter gives the aperture of the objective. Select some 
strongly marked vertical line, as the sash of the window, and notice 
that as the otgectjve is turned from side to side, the image of this 
line moves also. Bring it to coincide first with one edge of the 
circle, and then with the other. The difference in the reading of 
the index in the two cases equals the angular aperture, 
this measurement with several other objects. 
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83. Testing Plane Surfaces, 

Apparatus. A stand carrying two telescopes, which may he 
pkced opposite ea^ih other, or set at right angles. The eye-piece 
of one, which acts as a coUimator, U replaced by a plate ot brass 
pierced with a voiy fine hole. This is placed exactly at the focuB 
of the obiect^laes, and being illuminated by a lamp, forms a bnght 
point of light or artificial star. The optical circle might be nsed 
for this expeiiment, but the graduated eii-de is not needed, and it 
is hetter to have telescopes of larger size. A millimetre scale is 
also wanted, a prism, a sextant-glaas, a piece of plate or window 
glass, and a lens of very long focus. 

Experiment. Make the same adjustment for parallel rays as is 
described in Experiment 72. That is, focus the obser\-ing telescope 
carefully on some distant ohjeet as a star, and turn it toward the 
collimator. An image of the hole or artificial star at the further 
end of the latter wiU now be visible, but it will generally be out 
of focus. Draw it towards, or from its object-glass until accurately 
focussed, when it should appear as a very minute circle of light, 
like a star. Measure with the millimetre scale the distance be- 
tween two points, one on the eye-piece, the other on the end of 
the tube in which it slides. Throw the star out of focus by mov- 
ing the eye-piece, and focus again ; repeat ten times, and take the 
mean of the distances between the two points. Now set the teles- 
copes at right angles, and place the sui-faee to be tested at the 
intersection of their axes, equally inclined to each, and vertical. 
The image of the star reflected in the surface, will then fall in the 
centre of the field, and if the surface is perfectly plane will be as 
distinct as that previously obtained, although fsunter. In gen- 
ei-al, however, it will be a little out of focus, due to the curva- 
ture of the surface. In this case move the eye-piece, focus ten 
timesasbefore, and take the mean reading of the distance between 
the two marked points. Measure the focal length of the observ- 
ing telescope, or the distance from its object^lass to the cross-hairs, 
also the angle between the axes of the collimator and obsci-ving 
telescope, unless this is fixed at 90°. Call F the focal length, d 
the change in position of the eye-piece, or difference of the means 
of the two sets of ten obsei-vations, v the angle between the axes, 
a the distance from the objective of -the telescope to the plane sur- 
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fece, and M tlie required radius of cur\'ature. Then J{ = 



d cos ^v 

F, it is often sufBcietitly accurate, if u = 90°, to take B = 2.83^- 
If the surface is concave, the eye-piece has to be pushed in, if con- 
vex, out. Test in the same way the other plane surfaces, also the 
two sides of the lens. Any distortion of the image ia due to 
irregularity of the snrfacea, as is well shown by trying a piece of 
window glass. 

The parallelism of two plane snrfaces, like those of the sextant- 
glass, is well tested in the same way. If both surfaces are per- 
fectly plane and parallel, only a single image is formed, otherwise 
there are two, one fi-om each face. The angle A, between them, 
may be determined from the divergence of the images, by the 

formula A ^ q —, in which n is the index of refraction, _Z> 

the angle between the images, and r the angle of refraction of 
the light in the glass. The latter is known from the equ;ition 
sin ^v = n sin r, in which « is the angle between the telescopes. 
If w = 90", A = .267 i>, and if c = 0°, ^ = .33 B. If the sur- 
faces !ire curved, it is also possible to detennine the curvature of 
both, from the two images, but the problem is then much more 
complex. 

Another method is to place the telescopes opposite each other, 
and cover half their object-glasses with the plate to be tested. If 
the two surfiicea are plane and parallel, no effect will be produced. 
If they are inclined, they form a prism, and cause a second im^e. 
If JD is the ai^ular interval between the two images, and A the 

angle between the two faces, A = ^ ^ , or if n = 1.5, A = 

27*. Comparing this formula with that given above, it is evident 
this method possesses only about one-seventh the delicacy of the 
other, since for a given value of A, the divei-gence of the two 
images is only a seventh part as great. The delicacy of the 
method by rcilection may also be increased indefinitely by increas- 
ing V. If the surfaces are curved they act like a lens, and throw 
the image out of focus. The probiera. now becomes indeterminate, 
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as there is only one equation to determine the curvature of both 
faces. The focus of the equivalent lens may, however, be found 
by measuring, as before, the change in position of the eye-piece, 

-when the focus/will equal ■ — ^^ ^ ■ ~ — ■ If d is very small, 

f = —=-, which is the best method of measuring the focus of a 
•' a ' 

very flat lens. , .Thus, if i^ = 24 inches, and (? — one inch,/mll 
equal nearly iiity feet. As in the ease of reflection, any irregular- 
ity of the surfaces produces a distortion of the image. Test In 
this way the plates of glass, and the lens. 

Still another method of testing the ilatness of a glass plate is to 
form Newton's rings, using the monochromatio light of a soda 
flame. Very slight irregularities in the surface will then appear 
covered with yellow and black rin^, like contour lines. 

As it is often desirable to increase the reflecting power of a 
plane surface of glass when it is to be used as a mirror, the most 
common methods of silvering are here appended. A looking-glass 
is made by covering the back of the glass with an amalgam of 
mercury and tin, as follows. Lay a sheet of tinfoil the size of 
the glass to be silvered on a level surface, and pour some mercury 
upon it, making it spread over the whole surface with a hare's foot. 
Lay a sheet of paper on it, and the glass over all. Then draw the 
paper slowly out, when the mercury, as it is exposed, will unite with 
the glass, and the paper will remove any adhenng dusL Special 
care is needed that the tin, mercury, paper and glass, should be 
perfectly clean, and that no bubbles renjain under the glass. Some- 
times the paper is dispensed with, and t^e glass slid on over the 
mercury, bringing it first in contact at one comer. It is then sub- 
jected to pressure, and set up on edge to drain. It is best to 
keep this mercury by itseli; as if used for other purposes, it is 
difficult to remove the tin, which gives much trouble by adhering 
to any glass surfaces with which it is brought in contact. When 
a bright light is viewed in such a mirror, holding it very obliquely, 
a lai^ number of images is seen. The first, reflected fi'om the 
iront surface is faint, the second from the mercury is strongly 
marked, and these are succeeded by many others, caused by suc- 
cessive reflections, and growing fainter and fainter until they fi- 
nally become invisible. 
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To obtain a single image only, sometimea a plate of black glass 
is used, or the lower sarface is covered with black paint, or better, 
since much light is lost in this way, the front surface is covered 
with a deposit of raetallio silver. One method of doing this is by 
dissolving 10 grms. of pure nitrate of silver in 20 grms. of water, 
and adding 5 grms. of ammonia. Filter, add 35 grms. of alcohol of 
spedfio gravity .842, and 10 drops of oil of cassia. Cover the plate 
with this mixture to a depth of quarter or half an inch, and add 6 
to 12 drops at a time of a mixture of 1 part of oil of cloves to 3 of 
alcohol, until the whole surface is covered with the precipitated 
silver. The plate is then dried, cleaned and polished. Various 
other receipts are ^commended, somfe using starch, sugar, or tar- 
taric acid, instead of oil of cloves to precipitate the silver. Proba- 
bly much more depends on the practice and skill of the experi- 
menter than on the details of the different formulas. Liebig em- 
ploys a liquid formed by adding soda-ley of sp. gr. 1.035 to 45 cm.' 
of an ammoniafial solution of fused nitrate of silver, and dissolving 
the precipitate formed by adding ammonia until the volume equals 
145 cm.*. Add 5 cm,* of water, and shortly before using it, mix 
with one sixth to one eighth of its volume of a Eolation ot sugar of 
nulk, containing 1 part of sugar, to 10 of water. Flood the glass 
to a depth of half an inch, and it will soon become covered witli 
a thick coating of silver. 

Another method of making reflectors, is by platini^ng glass, or 
covering it with a layer of metallic platinum. This is accom- 
plished by covering the surface with chloride of platinum with a 
brusli, reducing it to a metallic state by oil of lavender, and heat^ 
ing it in a muffle. 

84, Testing Telescopes. 

Apparatus. A long darkened chamber with a small aperture 
at tlie farther end, through which the light of the sky, or of a lamp, 
shines. A long empty water-pipe, or unused flue, answers veiT 
well for this purpose, but if this cannot be obtained, a large black 
screen with a email hole in it may be placed at the farther end of 
the room, and a short tube blackened on the interior, used to cut 
off the stray light. A double length may be obtained by placing 
a plane mirror at the faither end of the room, and the screen close 
to the observer. A telescope to be tested, which should have an 
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object-glass at least three inches in diameter, ie also needed. It is 
composed of two lenses, one concave, of flint, the other convex, of 
crown glass. The focns of the latter will be about three-titths 
that of the two together. Suppose this is three feet, then the 
fooid length of the crown glass will be about 22 inches. Procure 
two similar lenses of 20 and 24 inches focus, respectively. Com- 
bining the first with the flint gives an under-correeted, while the 
other gives an overH3on'ected lens. 

Mnperiment. The principal defects to be sought for, arc strife 
or irregularity of the glass, spherical aberration or incorrect foim, 
chromatic aberration or imperfect correction for color, imperfect 
annealing of the lenses, and wrong centering or want of coinci- 
dence of their axes with that of the telescope. 

First, to test for striffi, direct the telescope towards the artificial 
star or minute point of light at the farther end of the room. Then 
remove the eye-piece, and placing the eye in the axis of the in- 
strument a bright circle of light will be seen, which will cover the 
whole object-glass when the eye is exactly at the principal focus. 
If now the glass is fi'ee from veins, strife, or other imperfections, 
this circle will appear perfectly uniform, otherwise the striae are 
shown in a very marked manner. To determine whether they are 
caused by the crown or flint lens, remove the latter, and see if 
they still remain. Test in the same way the other two convex 
lenses, and sketch any stria that may be present. Some cheap 
oosmorama lenses are made of common plate^lass, in which case 
they are oft^en full of paraUel strise, running in the direction in 
which the glass was rolled. 

To test for spherical aberration, place the eye a little beyond 
the focus, and pass a card through the latter. Since all the rays 
would mtersect at the focus if there were no spherical aberration, 
the lio-ht would be instantly extinguished when the card covered 
this point. In practice, however, the bright cu-cle of light assumes 
the appearance of a curiously shaped surface of revolution, from 
which the form of the lens is readily determined. 

To test for chromatic aberration, examine the imnge of the 
artificial star with an eye-piece, precisely as when looking through 
the telescope at a real star. If the lens was perfectly achromatic, 
a very minute circle of light would be obtained, which would 
enlarge on pushing the eye-piece in or out, remaining all the time 
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perfectly colorless. The change in size is duo to the fact, that the 
rays of light form a cone of which the object-glass is the base, and 
the focus the apes. The field of view ia really a section of thia 
cone at right angles to its axis. If an uncorrected lens 13 used, 
since the violet rays are more bent than the red, they form a cone 
with vertex nearer the object-glass; accordingly, if the eye-piece is 
pushed in, the centre of the circle will he violet, and the exterior 
red. Owing to the unequal dispersion of different parts of the spec- 
trum by the two glasses, it is impossible ever to obtain entire free- 
dom from color, but the best correction is obtained when the eye- 
piece being pushed in, the circle has a bluish puiple exterior, and 
when pulled out, a lemon green exterior. In the same way an un- 
der corrected lens should ^ve inside the focus a pure purple, and 
outside a yellowish margin ; an over-coiTected lens will give a blue 
or violet color inside, and outside an orange mar^n. Use the three 
convex lenses in turn, and note the colors in each instance. Many 
other things may be learnt from the appearance of the artificial 
star. Thus if part of the object-glass is covered, the circle assumes 
the shape of the uncovered portion. Spherical aberration also 
shows itself by the formation of rings in the image of unequal 
bi-illiancy, and imperfect centering or obliquity of the lenses, by 
converting the circle into an ellipse, or throwing out a ray of light 
on one side. This effect is greatly increased by using the iiiouo- 
chromatic light of a soda flame. 

One Other test remains to be applied, that for imperfect anneal- 
ing of the glass. Lay a plate of glass horizontaUy in front of the 
■window, so that the light reflected from, it shall be polarized. In- 
terpose the lens between it and the eye, and examine the transmit- 
ted light by a Nicol's prism, as will be described more in detail in 
Experiment 88. Any inequality in density of the glass will at 
once show itself by dark patches, which change their position as 
the prism is turned. Of course all these tests must be re- 
garded as secondary to the real test of every large telescope by 
trying it on various celestial objects of known difficulty, and com- 
paiiiig the results with those obtained with other instruments of 
the same size. 

Next measure the magnifying power of the different eye-pieces 
furmshed with the telescope. The power of a small telescope or 
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opei'a-glasa is readily measured by looking simultaneoi^ly at the 
object with ono eya, and at its image with the other, and compar- 
ing their relative magnitudes. The best object to be used is a 
large scale of inches, noting how many divisions as viewed by 
the eye, equal one or two as seen through the telescope. For high 
powers the best method is by the dynameter. Focus the telescope 
on a distant object, and turn it towards the sky, or other bright 
light. On holding a sheet of paper near the eye-piece, a bright 
circle of light is seen projected on it, which is really an image of 
the object-glass formed by the eye-piece. The diameter of the 
object-glass, divided by that of its image, equals the magnifying 
power. To measure accurately the diameter of the small circle, a 



spider line, or eye-piece micrometer, may b 



a small r< 



ing microscope, whose objective is divided in two parts, which may 
be moved past each other a known amount by a niicrometer-sorew. 
Two images of the circle are thus formed, which may be rendered 
tangent to each other hy turning the screw. The parts of the 
objective have then been moved a distance proportional to the 
diameter of the circle, which is thus measured with great preci- 
sion. In cheiip telescopes a diaphragm is sometimes inserted near 
the objective, thus reducing the available aperture, and inci-easing 
the sharpness of definition of a poor lens, though diminishing the 
amount of light without apparently reducing its size. This is 
detected by tnrning the eye-piece towards the light, and seeing if 
it is visible when looking through the very edge of the objective. 
If not, the diaphragm should he removed or an incorrect value of 
the magnifying power will be obtained. If focussed for near 
objects, the magnifying power is much increased ; hence for pur- 
poses of comparison, objects at a great distance should always be 
selected when making this measurement. 

85. Photogeaphy. I. Glass Negatives. 

Apparatus. A small darkened chamber or closet is needed for 
this Experiment. In this, a sink is placed with an .ibundant 
supply of water, and over it a shelf for the bottles containing the 
various reiigents described below. A ghiss or porcelain vessel, 
shaiDed somewliat like a card-case, is employed to hold the solution 
of nitrate of silver, and a flat dish for the hyposulphite of soda, 
t i„ »..r,^Ka<. r.r i.latBH of o-lass arfi needed on which the 



c by Google 



182 PHOTOGRAPHY. 

photographs are to be taken, and racks for holding them. In 
pi-epanng the solutions, fiinnels, filter-paper, and other similar 
cliemieal apparatus ai-e also required. The closet should be 
lighted by a gas-buraer covered with a yellow shade, to cut off 
the actinic rays. The camei-a io which the photogi-aphs are taken 
consists of a blackened box with a convex lens in front, and closed 
behind by a plate of ground glass, or by the plate-holder which 
carries the prepared plate of glass. 

Great cai-e haa been bestowed on various fomis of lenses for 
cameras, and the best forms are somewhat expensive. Three 
kinds are commonly employed. Fii-st, portmit lenses which have 
a large aperture, and admitting much light work very quickly, but 
they only tate in a cone with an angle of about 60°, and have not 
much depth of focus. That is, when focussed for a given distance, 
objects a little nearer or a little farther off will be indistinct. The 
second kind of lens is adapted for views ; a small concave lens is 
inserted between two which are convex, thus giving a greater 
depth of focus, but not working so quickly as the preceding. The 
third class, as the globe and the Zentmayer lenses, take in a large 
cone of light, as 90°, but work very slowly, requiring one or two 
minutes even in strong sunlight. They have a gi-eat depth of 
focus, andmay be placed very near the object; but when this is a 
building, the perspective wiU be bad if the camera is brought too 
neai'. For the same reason, when taking a building, the gla^ 
plate should always be vertical, or a distortion will be produced. 
As no lens is perfectly achromatic, the focus of the actinic rays 
will not coincide exactly with the visual focus, being less for an 
under, and more for an over-eoixected lens. The latter should 
always be avoided, and it is best to get one in which the two 
foci coincide as nearly as possible. 

Experiment. Almost all photogi'aphic processes depend on 
first taking a glass negative, that is, a picture in which die bright 
portions shall be transparent, the dark parts, opaque. For this 
puipose the plate of glass is fii'st prepared or rendered seusitive, 
then exposed in a camera obscura so that an image of the object 
shall fall on it. The plate is then developed, by wliieh the image 
is rendered visible, and fixed or rendered peimanent. These 
operations are easily performed when all the apparatus is ready, 
and the baths employed in good condition. The real difficulty in 
taking photographs, is in preparing the various solutions used, and 
in renewing them as they deteriorate; accordingly the following 
receipts are given, which the student should, if possible, try for 
himself. 
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The collodion used for coating the plates is made as follows. 
To 8 oz. of ether add 96 grains of gun-cotton, and then 8 oz. of 
alcohol. The strength of the latter must be 95 per cent., and it 
must contMii no fusel oil, or the cotton will not be well dissolved. 
If made in the evening be very careful about lights, as the mixture 
may take fire from a lamp seveial feet distant. As the vapor is 
much heaviev than air, there is more danger from lights on the 
floor than from those above. Dissolve 24 gi-mns of bi'oniide of 
potassium, in as little water as posbible, add 64 grains of iodnle of 
ammonium, and moi-e water if necessary, and pour this into the 
collodion to iodize it. Pure iodide of ammonium -will do, but it is 
better to have the iodine a little in excess, in which case, the salt 
will be dark colored instead of white. Too much iodide and too 
little bromide give a hard picture. In about two days the 
collodion will be ready for use, and it will keep in good condition 
about two weeks. Iodide of cadmium, which is commonly used 
in that which is sold, makes collodion keep better, but rendei-s it 
less sensitive. If the weather is very hot, there is difficulty from 
the coUodion drying too rapidly. In this case, less ether and more 
alcohol must be used, aa the latter is much less volatile. 

The silver-bath by which the plate is rendered sensitive, is 
made by adding 1 oz. of nitrate of sUver to 12 oz. of water, and 
acidulating it with 30 or 40 drops of pui-e nitric acid. If used 
directly it would dissolve the iodides in the plate. Accoi-dingly, 
a coated plate should be left standing in it over night. Filter, 
and in twenty-four hours it can be used. More depends on the 
condition of the silver-bath than on that of any other liquid 
employed. It should be kept nearly neutral, but always slightly 
acid. If alkaline the picture is fo^ed or blurred, and if too acid 
the action is much retarded. Oi^auic matter is very injurious, 
and dust should therefore be carefully excluded by a cover. 
Whenever practicable, it should be exposed in a glass bottle to 
strong sunlight, which pi-ecipitates the organic matter in black 
flakes, and the latter removed by filtering. After using the b.ith 
for some time, it becomes covered with a scum, due to the alcohol 
and ether from the collodion plate, which is the first indication 
that the solution is becoming too weak. The iodide of silver is 
then liable to be precipitated on the plate, forming little spots in 
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it like pioholes. One half its bulk of water should, in this case, 
be added, to precipitate the iodide, the solution filtered and boiled 
down to its oi'iginal strength. 

To devfclope the picture when taken from the camera, a solution 
of 1 oz. of proto-sulphate of iron, in about 20 oz, of water Is used, 
and containing 1 or 2 oz. of pure acetic acid, No. 8. This liquid 
will keep only about three daya. Tbe object of the acetic acid is 
to retard the process, aa otherwise the silver would blacken 
instantly. 

The liquid used to fix the picture, is formed by dissolving 1 oz. 
of hyposulphite of soda in 5 oz. of water. 

Be careful that the glass is not rusty or iridescent, as in that case 
the collodion is liable to cleave off. Double thick glass is prefer- 
able on aecount of its gi-eater strength, unless the pLites are 
small. There must be no "knobs" or glass dust on its surface, nor 
deep scratches, because these wOl appear in the positive if the 
printing is done by sunlight. Almost all plates are slightly 
curved, and it ia essential that the hollow or concave side should be 
coated. The plate will then conform more nearly to the image in 
the camera, is easier to coat, is less liable to be scratched if laid 
down on its face, and is not so likely to be broken in printing. 

To clean the glass, mix equal parts of alcohol and ammonia, and 
add enough rotton-stone to render it viscid. Pour a few drops on 
the glass and scour with wash leather, letting the plate rest on one 
corner. Clean also the edges carefully. Let it diy, and then rub 
ofi" all the rotton-stone with clean flannel. Breathe on the plate, 
and if clean, the moisture will pass ofi" rapidly and evenly from 
the sui-face. Tlius cleaned, they will keep for two days, A 
better method is the following. Soak the plates over night in 
strong nitric acid, and wash thoroughly under a faucet. Mix up 
the white of an e^ with an egg-beater, taking care that none of 
tbe yolk gets in, add 12 ounces of water and 3 or 4 drops of 
concentrated ammonia, which keeps the egg fiom souring, and 
neutralizes any acid that may I'emain on the plate. Filter through 
paper or cloth and keep the filtrate in a bottle. Pour it over the 
plate, and a unifomi film is produced, which will last for six 
months if kept dry and free from dust. Another method is to 
soak the glass over night in a strong solution of caustic potash 
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aod then »i»h it, b»t Ihi. » liable to inj™ the mVer hath. If 
any nitric »dd gets in, it merely retards the action, but alkaU will 
cause fogging, or the image will look smoky, as if under a veil. 

To coat a plate properly with collodion requires considerable 
skill and practice^ as it is very essential that the coating should be 
perfectly uniform. Flint, remove any films of collodion that may 
have dried on the mouth of the bottle, and take care never to 
disturb the sediment at the bottom. Regarding the plate as a 
map it is held by the S. W. eotner with the thumb and forefinger 
of the left hand, and the cohodion poured on just IT.K of the 
centre Enough is added to covet about half the plate which « 
then inclined, so that the liquid shall fiow successively to the 
JK£ the If W^ the S.W. mi the S.M. cornere, and then tipped 
so that it will run ofi" into the bottle. Allow it to drain for a few 
seconds and incline it gently from side to side, to prevent its 
forming streaks. The ether soon evaporates, and as soon as the 
film becomes sticky and consistent, the plate is immersed m the 
silver bath, by laying it on its holder, and lowering it into the 
Uquid This must be done slowly and steadily, or streaks will 
appear across the plate. If the plate is too largo to be held by 
one comer while coating it, lay it on the palm of the baud, and 
interpose a sheet of card-boai-d to prevent the warmth fi'om drying 
the collodion too rapidly. Still larger plates must be placed on a 
board and rested on a point attached to the top of a tripod. 

After remaining a few seconds in the bath, the plate should be 
raised gently out of it, when its sm-face will present a gi-easy 
appearance, duo to the ether still remaining in the film; soon 
however, it will appear to be perfectly wot by the solution, and 18 
then ready to be transferred to the camera. The plate-holder 
consists of a frame closed in fi-ont by a slide, and with a hinged 
back. The latter is opened, the plate put in with the coated side 
neit the slide, and tlie latter then closed. A black cloth is thrown 
over it to cut oft any stray light that may leak in through cracks 
in the holder, and it is then carried to the camera. The object to 
be taken having been pUced in the proper position, and m a good 
li.ht the camera is turned towai-ds it, when an image will be 
fOTmid on the ground glass. This is best seen by standing belaud 
the instrument, and cutting off the light by a black cloth thrown 
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over the head. The size of the imiTge may be varied by altering 
the distanee of the camera, and the latter focussed by cban^ng 
the distance between the ground glass and lens. For near objects 
the focus is gi-eater and the size of the image lai^er than for 
those more distant. The image may be brought to the centre 
of the glass, by turning the camera or inclining it. When the 
image is satisfactory and carefully focussed, remove the ground 
glass, and replace it by the holder. Cover the lens with a cap or 
black cloth. Then draw the slide of the holder, and when all is 
ready, expose the plate to the light by removing the cap. The 
time of exposure varies with the light, the object, and the khid 
of lens, and must be learned by experience. When the time has 
expired, replace fii'st the cap, and then the slide, and taking out 
the holder cany it into the dark room. Take care and never turn 
the plate-holder over after the plate is in it, as the silver collects 
along the lower edge and would, if inverted, flow over the glass, 
forming streaks. 

On taking the plate out of the holder no trace of the picture is 
visible, but the film merely appears of a creamy white throughout. 
Pour on some of the developer so as to cover the plate at one 
flow (or sti'eaks will be foi-med), holding the glass horizontal with 
the prepared side up, and in a few seconds the picture will appear, 
the portions acted on by light tnraing dark, the others i-emaining 
unchanged. The plate is then washed nnder the faucet to remove 
the developer. If the exposure has been too long, the picture will 
develop instantly, giving a dense blurred negative. With too 
short an exposure or too feeble a light, a faint ti-ansparent picture 
is obtained, which developes only veiy slowly. In this case, it 
may be Improved by re-developing, or pouring on a mixture of 
the silver bath and developer as when developing. Pryrogallic 
acid is sometimes used instead of sulphate of iron. 

The picture is then rendered permanent by immersing it in the 
solution of hyposulphite of soda, which dissolves the iodide of 
of silver, where unacted on by light, rendeiing these paits of the 
plate transparent. 

It is still easily scratched, and should be varnished if it is to be 
handled much. For this purpose, it is warmed over a lamp until 
hot to the touch, and amber varnish poured on pi'ecisely as when 
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coating a plMe. If not w.-mod, the TsmUi g.ve. • prec.p.tote. 
Be carefol that it does not catoli Sro, a. it then dne. in ndgo. 
Warn ag»n gently, to harfen the va,ni,h. The completed 
nenativos are beet kept side by side and vertical, m racks. 

The most common diffienlty in takmg photographs is togging, 
or the picture appearing misty or indistinct. In tins case, tost the 
silver bath, and if it is alkaline add a little nitno acid. It too 
mnch is added the process is retarded, and it mn>t be nearly 
noiitratad with ammonia. Great care must be t«ken that he 
plate is not exposed to stray light before or after placing it m the 
camera, and that the latter and the plate-holder have no cracks m 
them, thi-oogh ivhich the light may enter. 

When taking views, the camera shonld never face the snn if it 
can possibly be avoided. If thi. i. unavoidable, hold a hat m- 
board so that its shade- shall tall on the camera, thii. cutting off 
the direct rays of the snn ii-om the lens. When light and dark 
obieets, as the sky and deep shadows, ai-e to be taken at the 
same time, hold a screen in front of the lens, to out oft the bnghtei- 
ohieots until neat the end of the exposure, and then remove it. 

As objects for the stereoMope or lantern, glass positives are 
needed, that is, photograph, o« glass, in which the light portiom. 
shall be transparent, and the dark parts opaque. A negative is 
amt taken and then photographed like any other object, reUectmg 
the li-ht of the sky throogb it by a sheet of paper, and cutting o» 
ah stray light in front. Porcelain photographs were tormoi-ly 
taken in this way, but both are now often printed Uke paper posi- 
tives. Ambrotypes are negatives exposed for a short time so that 
the dark portions are very U-ansparent, and are rendered black by 
phiomg a sheet of tin covered with black vaniish behind them. 

86. Pii0TOOK.^piiY. II. Papek Positives. 

ArmiraM. Some albumeniiod paper, mid the reagents needed 
toVSder it sensitive and to make the picture permanent. Also 
some negatives to be copied, and several prmtmg-fi-ames in which 
to expose the paper to the light. Strang sunlight is reqiusite for 
this Experiment, and it is mudi bettor to place tie prmtmg.frames 
outside the window, rather than let the sunlight farst f'^ tl;™g 
the glass. Three flat porcelain dishes are needed to bold the 
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liquids in which the paper is immersed, spring clothes-pins by 
which to hold it when drying, and an abundant supply of water 
in which to wash it. 

£!xperiment. It ia difficult to judge of the true appearance of 
an object fi-om the glass negati\-e, as the lights and shades are 
inverted, and, moreover, several copies of a photograph are often 
wanted for distribution. It is therefore custouiaiy to print 
positives on paper, by the process described below. A line gi-ained 
paper is employed, covered with a thin layer of albumen, which 
fills up the pores and gives a good surface. Excellent .ilbumen- 
ized paper may now be procured ready-made, as it is manufac- 
tured on a laige scale, for photogi'aphic purposes. When the 
picture ia to be touched up with India ink, or colored, common 
paper is often preferred, as the paint will not adhere to the 
albumen. To render it sensitive, a solution of nitrate of silver is 
prepared, of a strength of about 40 grains to tho ounce, but 
depending ou the amount of chloride of sodium in the paper. It 
should also be somewhat stronger in summer than in winter. 
Render it alkaline by a few di-ops of ammonia, and pour it into a 
flat porcelain dish. If any scum appears on the surface, remove it 
by a piece of tissue paper. 

Take a piece of the paper, somewhat smaller than the dish, by 
the two opposite edges, with the albumenized side down, and dip 
it into the dish so that the centre line shall touch the liquid. 
Lower the edges so that the paper shall float on the liquid, taking 
care that no air-bubbles are imprisoned under it, or they will form 
white circles on the picture. Breathe on the edges of the paper 
to prevent their cm-hng up, by the warping due to the expansion 
of the lower side, and take great care that no silver gets on the 
upper side of the sheet. The time of immereion must be found 
by trial ; it is generally one or two minutes. If too long, the sil- 
ver works through the albumen into the paper, turning it yellow 
on exposure, while if too short, the salt does not decompose and 
fill up the surface with the silver, so that a mottled appearance is 
produced. To obtain the best results, various devices are em- 
ployed, such as fuming the paper with ammonia, which gives a 
clearer picture. After taking the paper out of the bath it should 
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be hung up by the corners by spring clothes-pins, in the dark. It 
will only keep a short time, iu winter for a day or two, in summer 
scarcely over night. The prepared surface should oeveT be 
touched by the fingers, or their mark will appear in the finished 
picture. 

The paper must now be exposed to sunlight under the negative. 
The pressure fi-ame in which this is effected is made somewhat like 
the frame of a picture, only it is much more substantial, and so 
aiTanged that the back can be removed; the latter, when in 
place, is pressed strongly ag^nst the glass in front, by springs. 
The back is lined with felt, and hinged, so that one half can be 
turned back, and part of the picture examined without disturbing 
the remainder. Having cut the paper of the right size, the pres- 
sure-frame is placed fnce downwards, and the back removed. A 
plate of glass is fii-st inserted, like the glass of a picture, then the 
negative with the prepared side up, next the papeV with the al- 
bumenized side down, and finally the back of the frame is restored 
to its place. Great care must be taken always to place the pre- 
pared sides of the glass and paper in contact, as otherwise only a 
blurred picture will be obtained. 

Now turn the frame over, and place it in strong sunlight, and 
mclined at such an angle that the light shall fall on it neariy nor- 
mally. It will soon be seen that the unprotected portions of the 
paper, that is, those under the transparent parts ot the negative, 
are turning under the influence of sunlight from white to black. 
After a few minutes, take the frame out of the light, and opening 
half the back, bend the paper so as to examine it, when the pic- 
ture wiU appear in its true aspect with shades dark, and the bright 
portions, light. If the picture is not dark enough, replace the back, 
and thus proceed, until the paper is somewhat darker than U 
desired for the finished photograph. The picture thus obtained is 
of a purplish color, and If exposed to light would turn completely 
dark. It mast therefore first be toned, or its color altered, and 
then fixed, or rendered pennanent. 

The bath for toning is made of a solution of chloride of gold. 
Procure some pure gold from a gold beater, dissolve it in aqua 
regia and evaporate to dryness. Dissolve 5 grains of the yellow 
chloride of gold thus obtained, ia 1 oz. of water, and neutralize it 
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with carbonate of soda. This must then be mixed with about ten 
times its bulk of watei-, using a stronger solution in oold than in 
warm weather. Wash the picture thoroughly in running water 
for five or ten minutes, to remove all the free silver which would 
otherwise precipitate the gold- and give a foggy picture, and then 
dip it face downwards into the toning solution. The effect of this 
will be to alter its color until a certain reddish blue tint is attained. 
The best efieets are obtained with a lukewarm solution, of such a 
Btrength as to tone in about ten minutes. If not toned sufficiently 
the color is reddish, and if this process is carried too for it takes 
the life out of a picture, and gives it a chalky appearance. In the 
same way, too rapid a toning gives a medy look to the photo- 
graph. As the paper withdi-aws the gold gradually from the solu- 
tion, rendering it weaker, more should be added, first neutraliring 
it with soda. It is well to move the bath gently, swaying it from 
side to Bide. Be very careful that no hyposulphite of soda gets 
into the gold solution, as it would spoil it, forming a precipitate. 
As the paper is still sensitive to light, the toning should be carried 
on in a dark room, just light enough to distinguish clearly the 
color attained. To stop the toning, the photograph is next washed 
in cold water to remove the gold ; it is then rendered permanent 
by immereion in a solution of hyposulphite of soda, 1 oz. of the 
salt to 8 oz. of water. As the picture is rendered lighter and red- 
der by this process, allowance must be made, in the printing and 
toning. The photograph must now be washed very thoroughly in 
running water for an hour or two, or better, over night, to remove 
every trace of hyposulphite. Otherwise a black sulphide of silver 
is formed, which turns in time to red, and spoils the picture. To 
see if all the hyposulphite is removed, hold the paper up to the 
light, when it should appear clear ; if mottled, the washing must 
be continued. 

It now only remains to mount the photogi-aph, that is, to paste it 
on to cardboard, to make it fiat and stiff. Lay it face upwai-ds on 
a plate of glass, and lay on it a second piate, of the size to wMch 
it is to be cut. It is thus easily centered, and cut to the right size 
by drawing a sharp knife along the edges of the glass, holding the 
blade always at the same angle of inclination. Attach it to the 
cardboard by paste made of the best wheat starch. The latter is 
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first moistened with cold water, and boiling water then poured 
upon it; if it does not come thick enough it may be heated for a 
moment to the boiling point, but should not be boiled, otherwise 
it becomes watery and loses its adhesiveness. To prevent the 
cardboard fi-om curling up, it is well to moisten it before atta«bing 
the photograph. The whole should then be passed through heavy 
rollers to give a good finish to the picture. 

87. Testing the Ete. 

Apparatus. A set of test-types, or letters of various sizes, should 
be placed at distances from the student proportional to their size. 
On the table are placed the optometers desciibed below, a reading 
microscope on a stand, for the experiment of Ci'amer and Helm- 
holtz, a gas fianie, teats for astigmatism, and a set of concave, 
convex and cylindrical lenses of various curvatures, and prisms of 
various angles. 

Experiment. The eye is formed like a camera obscnra, in 
which the retina takes the place of the screen on which the image 
is received. In front of the lens is a delicate curtain, called the 
iris, which ^ves to the eye its color, and in this is a circular hole, 
the pupil. The iris is formed of fibres, some circular, others 
radial, the contraction of the first diminishing, of the second 
increasing the size of the piipil, and hence the amount of light 
admitted into the eye. These changes are readily seen by cover- 
ing the eye with the hand, removing the latter, and looking in a 
mirror; the pupil will then be seen to contract slowly, having 
dilated in the dark. The pupil of the other eye will also contract 
a little, as they both commonly act together. 

The image of objects at various distances, may be brought to a 
focus on the retina by varying the form of the lens, while in the 
camera it is effected by varying its position. By this change 
which is called accommodation, objects may be seen with perfect 
distinctness, with a normal or perfect eye, at any distance, from 
about 4 inches to infinity. Call P the nearer distance, and R the 

farther, for any eye, then 3 = ^p" ~ ;g '^ *=^*'*"^ *^^ ''^"S® °^ 
accommodation, and is much employed in studying defects of the 
eye. In the case of the normal eye, the range of accommodation 
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evidently equals J. The most common defect to which the eye ia 
subject, is that the ball is not spherical. If it ia elongated, the 
retina is caiTied too far o^ and objects must be brought nearer 
the eye, to render them distinctly \'isible. Such an eye is called 
myopic, or near-sighted. If the ball is flattened, near objects 
cannot be easily seen, and the eye is then hypermetropic, or far- 
sighted. This must not be confounded with the effect of age, 
which renders the lens harder and thns diminishes the range of 
accommodation, so that distant objects alone can be seen. The 
eye is then said to be presbyopic. The normal eye is called 
emmetropic. 

To measure the far and near points optometers are used. One 
of the simplest of these consists of a boai-d on which a straiffht 
line is ruled. At one end is a sheet of metal, with two fine slits 
very near together. The eye is placed close to the slits, bo as to 
look through, both, when it will be noticed, that the nearer end of 
the line appeans double, since the images formed by the two slits 
cannot be brought together by the eye, on account of the short 
distance. Sometimes, also, the farther end will appear double, if 
the eye is myopic. The points, where the line divides, give the 
fer and near limits of distinct vision. A better form of opto- 
meter, resembles the apparatus represented in Fig. 60, only it is 
much smaller. The lens, which should have a focus of 6 inches, is 
fixed at the end of the rod, in the place of the gae-humer, A, and 
some very fine print, or other minute object, is attached to the 
screen, C. Now measure the greatest and least distance at which 
the print can be read, -when the eye is placed near the lens. Call 
1 1 1 , 1 _ 1 

these distances P' and S'. Then ;p = ;p" — 'g'l ^^^ S ~ 3? 

— -a-, which gives F and M, the far and near distances of accom- 
modatjoij. For the normal eye, as P = 10, J? = oo , P' should 
equal f.WJ; and V= 6. 

AnoWier excellent form of optometer is very simply made of a 
sheet of cardboard or brass. This is pierced with three sets of 
holes, the first a single hole 1 mm. in diameter, the second several 
smaller holes near together, for instance three rows of three each 
at intervals of a millimetre, and thirdly two holes 3 mm. apart. 
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one of wliieh may be covered with a plate of red glass. View a 
small distant point of light, as a candle or gaa flame, tlirough 
them, and the appearance will vary according as the eye is nonnal, 
far or near sighted. Looking through the single bole and moving 
the card rapidly from side to side, the light will appear to remain 
stationai-y, if the eye is normal, otherwise it will appear to move 
as the raya pass through different portions of the pupil. In the 
same way the nine holes will give nine images, if the eye is not 
normal. If the two holes are used, two circles are seen which 
overlap as the card is brought near the eye. If the eye is not 
normal two images will he formed in the overlapping pait, since 
the rays falling on different parts of the lens are not brought 
togetiier to the same point on the retina. Now cover the right 
hand hole with the red glass, and if the eye is far-sighted the lefl, 
hand one will be colored, if neai'-sighted the right one, since in 
the latter case the rays cross, coming to a focus before reaching 
the retina. From the distance between the im^es, the amount 
of the defect may be measured. Thus bring a second candle 
flame near the fii-st, until two of the images overlap, forming three 
instead of four ; the distance between the candles then equals the 
interval between the images, and from it the lens required to 
render the eye normal, may be determined. Let D be the interval 
between the images, d that between the two holes, and £ the 
distance from the light to the eye. Then, D -.d—- B :f m which 
f is the focal length of the lens required to produce distinct 
vision. By turning the card the two images wilt appear to re- 
volve around each other, and if the eye is astigmatic their distance 
apart will vary. If the eye is normal all these effects may still 
be observed by putting on convex, concave, or cylindrical glasses. 
When observing one's own eye it is often more convenient to 
view the reflection of two lights near at hand in a distant mirror, 
so that their distance apart may be more easily varied. 

The best test, however, for the eye, is to see if all the test-letters 
can be read easily. To understand how objects look to a near- 
sighted person, put on a pair of convex glasses, and repeat these 
observations with them. Do the same with concave glasses, which 
^ve the effect of hypermetropia. See also if the foci of the glasses 
can be determined correctly from tliese observations. 
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Another defect present in some eyes is astigmatism, or nnequal 
focvis for liorizontal and vei-tical lines. For example, the eye may 
be noi-mal for vertical, and near-sighted for horizontal lines. It 
is detected by looking at a test made of several aeries of strongly 
marked equidistant lines, running in various directions. This 
defect is corrected by using cylindrical lenses, or if; as often hap- 
pens, the eye is myopic or hypermetropic at the same time, by 
means of lenses cylindrical on one side, and convex or concave on 
the other. Many persons who could never see well with common 
glasses, experience wonderful relief from such lenses. Sometimes 
the axes of the eyes are not quite parallel, a defect remedied by 
the aid of prisms, with very acute angles. 

Many theories have been advanced to explain accommodation, 
some supposing that the I'etina was drawn back, others, that the 
lens moved, and others, that the ball of the 
eye changed its shaper^^e tme esphma- 
tion is deduced from the following experi- 
ment, devised and worked out quantitively, 
by Kramer and Hclniholtz. Two persons 
are required; one, whose eye is to be exam- 
^' "' ined, sits facing a candle, or gas-burner, 

while the other examines with the reading microscope the reflec- 
tion of the light in his eye. Three images will be seen, as shown 
in Fig. 62, in which V 's intended to represent the reflection of 
the candle flame. The eye being directed towards a distant ob- 
ject, the first image to the right is formed 
by reflection in the cornea, or front surface 
of the eye. It is bright and upright, as the 
surface is convex. The second is formed 
by the front surface of the lens. It is much 
fainter and lai^er, but also upright. The 
*'^"^^' third being formed in the posterior and 

concave surface of the lens, is minute and inverted. Now let 
the eye be directed towards a near object. The flrst and third 
images wUl remain unchanged both in size and position, showing 
that the cornea and rear surface of the lens are not altered, either 
in position or curvatur e. But the second image, as shown in Fig. 
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dies the first, and diminishes in size, showing that the 
front'surface of the lens is pushed forwai-d, and heconiea naore 
cun'ed. Measurements also show, that the amount of the change 
is just sufficient to account for the required difference in focus. 
This experiment is very conclusive, as each of the other hypoth- 
eses is disproved by it. If the cornea altered, the first image 
only should move. If the lens moved, the second and third 
images should approach the first without altering their size, and 
if the form of the hall altered, the relative portion of all three 
should remain unchanged. 

All parts of the retina are not equally sensitive ; although the eye 
can perceive objects through an angle of about 150° horizontally, 
and 120° vertically, yet the portion where vision is most distinct 
is quite small, not more than 3° or 4' in diameter. Tliis 
portion of the retina, whicli is called the macula lutea, is used 
almost exclusively whenever objects are carefully examined, and 
probably on this account, is not quite as senative to very feint 
objects as the adjacent parts. At any rate, it is very customary 
with astronomers, when trying to see very faint objects, to direct 
the eye a short distance from their supposed place, and try to 
catch sight of them, when not in the centre of the field of view. 
A short distance from the macula lutea, on the side towards the 
nose, is a small circle where the optic nerve enters. This space, 
although so near the most sensitive portion of the retina, is 
totally insensible to light. It is called the papilla, or some- 
times the punctum ctecum, or blind spot. To observe it, mark 
two points on a sheet of paper, about 4 inches apart, and closing 
the left eye, direct the other to the left hand point, and then 
moving the paper to and fro, a certMn distance will be found, at 
which the other point will completely disappear. By using two 
lights, this experiment maybe rendered stiU more striking, as even 
a bright light may be made to completely disappear, although ob- 
jects all around it ai-e visible. 

A great variety of experiments may be made, depending on the 
stereoscopic effects obtained with two eyes, or on the persistence 
of vision, using such instruments as the thaumatrope, chromatrope, 
and phenakistascope. 
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196 OPTHALMOSCOPE. 

88. FT HALMO SCOPE. 

Apparatus. The instrument known as the " Opthalmoscopic Eye 
of Dr. Perrin," is admirably adapted as a substitute for a human 
eye, on which to use the opthalmoacope. It consists of a brass 
bal^ on a stand, representing the globe of the ej^e, a series of oups, 
painted to represent different diseases of the retina, which may be 
inserted in its rear portion, and lenses, representing the cornea and 
lens, which may be screwed on in front. To these, diaphragms, 
representing the change in diameter of the pupil, or aperture in 
the iris, may be attached. An Argand burner is needed, and_ a 
Grafe's opthalmoscope, also some plates of glass, and a small mir- 
ror, with the silvering removed from a circle a quarter of an inch 
in diameter. This Experiment should be performed in a darkened 
room, but instead, the light may be cut off by a large screen 
of black cloth. 

Ei^eriment. The opthalmoscope which is used in studying the 
interior of the eye, has caused a complete revolution in this branch 
of medical science. Its inventor, Helmholtz, reflected light into 
the eye, by a piece of plate glass, and then looking through it, 
found the interior sufficiently illuminated to be visible. 

Take the model of the eye from its box and place it on its 
f,tand. Insert the retina marked 1, which represents the normal 
or healthy retina. Screw on in front the lens marked S. M., and 
light the burner, placing it by the side of the model eye, and 
about a foot distant. By reflecting the light into the eye by 
a plate of glass, and looking through the latter, Hclmholtz' 
experiment may be repeated, and a view of the interior obtained. 
This is more easily accomplished by using several plates, or better 
still, with the mirror from which the silvering has been partially 
removed. 

The opthalmoscope consists of a circular, concave miiTor, with 
the sihering removc<l from the centre. Just behind it is placed 
a fork, in which either of the five small lenses may be placed. 
Tliey should be numbered on their edges from 1 to 5, the 
former being the most concave, the latter the most convex. The 
retina of the normal eye is placed at a distance from the lens, 
equal to its principal focus, hence its image is fonne<l at an 
infinite distance, or the rays emerge parallel. It can therefore be 
viewed without any lens, using the mirror precisely as in the 
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previous exporimeiit. The image is better seeii, if one of the 
lenses 1, 2, or 3 is inserted in the fork, as the distance of the image 
ia then diminished, so that the rays diverge, instead of emor^ng 
parallel. 

This method has the objection of showing only a small portion 
of the retina at a time, and of bringing the observer too near the 



eyi 



mvenience. Another method is therefore more < 



monly used, in which an aerial image is formed in front of the 
eye, by a convex lens, and this is viewed either directly with the 
eye, or with a second convex lens of long focus. 

Hold the large lens, or objective, two or three inches in front of 
the model, with the left hand, steadying it with the little finger, 
which, in the case of the real eye, i-esta on the forehead of the 
patient. The miiTor should be held a foot or more distant, and 
turned into such a position as to reflect the light of the gas flame 
into the modeL After a few trials a very beautiful view of the 
retina will be obtained. The image will be inverted, and may be 
made as large as the objective by removing the latter to a distance 
equal to its local length. To view the other portions of the retina, 
the model must be turned from side to side, or the patient re- 
quested to direct his eye towards various points in turn. The 
image is improved by placing lens 4 or 5 behmd the mirror. In all 
these experiments, if near-sighted, use a lens with a number lower 
than that here recommended; thus, instead of 2, use 1, for 5, use 
4, etc. The first of the above methods, that is, without the ob- 
jective, is called the direct, the secoi;d the indirect method. 

Now screw the lai^er diaphragm over the lens, and try once 
more to view the image ; then replace it by the small diaphragm, 
with which it is about as difficult to observe the retina as with the 
eye in its normal condition. The larger diaphragm corresponds to 
the case where the pupil ia expanded by belladonna. With the 
small diaphragm it is easier to look a little obliquely into the eye, 
thus avoiding the light reflected from the lens, which gives bright 
reflected images of the mirror. 

When the eye is near-sighted, or myopic, the retina is beyond 
the principal focus of the lens. This effect is produced in the 
model by partly unscrewing the lens, taking care that it does not 
Ml out. An image of the retina is thus formed in front of the 
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leus, or the rays from it converge. Hence when employing the 
direct method, a concave lens, as 1 or 2, must be placed behind the 
miiTor, to render tlio image visible. When the eye is far-sighted, or 
hypermetropic, and incapable of viewing near objects, the retina is 
nearer the lena than its focus. Hence the image is foimed at a 
considerable distance behind the lens, and can readily be viewed 
by the direct method without any lens. This effect is imitated by 
using the lens marked M, which has a longer focus than the other. 
The difference is not perceptible by the indirect method, since it ia 
neutralized by a slight motion of the mirror. 

Sometimes the cornea has a different curvatuie in horizontal and 
vertical planes ; it is then said to be astigmatic. The third lens 
marked A, shows this defect. With this, it is a little difficult to 
view the retina cleady, since the focus is different in different 
planes; it will be noticed, however, that the papilla assumes an 
elliptical, instead of a circular foim. 

Kow replace the emmetropic lens, and insert the vai'ious diseased 
retmas in tura, using the small diaphragm, or, if necessary, the 
larger one. The retinas are numbered, and represent the following 
conditions of the eye : — 

1. Kormal retina. 

2. Atrophy of the papilla and retina. 

3. Atrophy of the choroid. 

4. Stapliyloma posterior, an old case ; blood focus near the 
macula lutea. 

5. Hemorrhage of the retina. 

6. Alteration of the-retina, 

7. Staphyloma posterior. Separation of the retina. 

8. Infiltration of the papilla with blood. 

9. Exudation of serous fluid, between the choroid and retina. 

10. Glaucoma, with the circle of atrophy of the choroid around 
the papilla. 

11. Glaucoma and hemorrhage of the retina. 

12. Atrophy of the papilla, and of the choroid around it. 

The papilla is the point of entrance of the optio nerve. The 
macula lutea, the point of the retina most used. 

Atrophy means the gradual wasting away, and absorption of 
any substance. Staphyloma, a thinning of the covering of the 
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eyeball, especially around tie optic nerve, allowing this portion 
of the ball to extend backwards. Glaucoma is an increase la 
quantity of the viti-eous humor within the eye, causing a disten- 
tioi, of the eyeball, accompanied with acute pain. 
89. Intkefekenck of Light. 
Arparalm. To observe the interference of light, •dMraction 
bank IB employed, which oonsiste of a long horizontal bar divided 
into millimetres, and canyiiig sliding uprights, to which the lol 
lowing instruments may be attached; and placed at any desiie 1 
distance apart. A cylindrical lens to produce a bright line of 
hgbt, and a brass plate with a slit in it of vannble width, like 
that of a spectroscope. A biptism, or pnsm of glass with i very 
obtuse angle, by means of which two closely adjacent images 
of any object will be formed, and a double mimr designed for 
the same purpose, whose two halves are incbned at a vei-y small 
aiiole, which may be varied by means of adjusting screws, lo 
obferve the vaiioiis effects produced, one of the upnghts carries 
a spider-hne mierometer, or a simple eye-piece with cross hairs, 
which may be moved laterally, and its position determined by a 
millimetre scale and index. Or, this may be replaced by a emdl 
direct vision .peottoscope, to analyze any portion of the hght 
passing through the instrument. A screen ol ground glass, or 
Lper, may als? be substituted for the eyo-piece. Although some 
if the simpler phenomena are visible by ordinary light, yet to 
obtain the best results sunlight is indispeiisible. An arrangement 
is also desirable by which im intense monochromatic light may be 
obtained, which may bo done roughly by interposing colored 
glasses, but much better by placing a prism m front ot the slit, 
irowino a ray of sunlight through it, and projecting the spectrum 
thus obtained on the sliL When the day is cloudy, a soda or 
lithium flame may be employed. A cover should be placed over 
the whole to cut off the stray Ugbl, or a simple piece of black 
cloth may he employed for the same purpose. 

ExftrimtM. Accordmg to the Undulatory Theory all space is 
supposed to be filled with a very rare medium, called ether, whose, 
vibrations give rise to the phenomena of light. A luminous point 
throws out concentric sphericid waves, whose diameters increase 
with very great velocity, and each of whose radii is called a ray 
of light. The direction of the vibrations is transverse, that is, per- 
pendicular to the ray, as is the case of waves of water, and the 
tenns crest and trough are here also used to denote the two 
opposite positions of any portion of the ether. The distance from 
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one creat to the next determines the color of the ray, and is called the 
■wave-length. In the same way, the intensity of the light depends 
the height of the wave, or distance traversed by each particle. A 
particle of ether can receive any number of systems of vibrations, 
■whatever their wave-length, intensity, direction, or plane of vibra- 
tion, and will transmit each precisely as if the others did not exist. 

If a particle receives two rays of light, precisely similar in every 
respect, under the influence of both, its motion will he increased, 
and a more intense light produced. Now suppose one of the rays 
IS retarded by half a wave-length ; its crests will coincide with, and 
neutralize the troughs of the other i-ay ; accordingly the particle 
will not move at all, and the result will be darkness. The same 
effect will also be produced if one ray is retarded three, five, or in 
fact any odd number of half wave-lengths, while if the retardiition 
is an even number of half wave-lengths, crest will fall upon crest, 
and the light will be increased. This neutralization of one ray 
by another, or light added to light, producing darkness, is called 
interference, and by means of it many most important laws have 
been established. 

To produce interference, two precisely similar sources of light 
are needed, at a very short distance apart. For this purpose, 
place the cylindrical lens on a support at one end of the diffraction 
bank, and thi-ow a beam of sunlight through it, A very narrow 
line of light is thus pi-oduced at its focus. Place the biprism on a 
support, at a short distance in front of it, and two imnges will be 
formed very near together, and precisely alike. If, now, a screen 
is placed near the other end of the bank, its centre will appear 
bright, since being equidistant from both images it will receive 
simultaneously the crests and troughs of them both. I^ how- 
ever, a point is taken on one side of the centre, it will be nearer 
one image than the other, and, accordingly, the crests and ti-oughs 
will not arrive simultaneously. I^ then, the difference of path 
is an odd number of half wave-lengths, darkness will be produced, 
while an even number wiU give brightness. 

The consequence will be a series of vertical black bands, corres- 
ponding to 1, 3, 5, etc., half wave-lengths. As, however, the light 
is white, and is composed of rays of all colors, and various wave- 
lengths, the bright and dark spaces will be at diflerent distances 



c by Google 



INTERFERENCE OP LIGHT. 



201 



for each, consequently a series of colored bands will be produced, 
■with a white centre. These bands are much more -visible with the 
eye-piece, and theu- number is increased by employing monochro- 
matic lights. 

Their portion affords a means of determining approximately, the 
length of a wave of light, as follows. Bring the cross-hairs to 
coincide successively, with each of the visible bright bands, when 
monochromatic light 18 used, and read the position of the eye- 
piece. Measure, also, the distance fi'om the slit, or focus of the 
cylindrical lens to the cross-hair. I^ now, the distance between 
the two images can be determined, a simple calculation will give 
the difference in tiieir distances from the bright band, that is, one, 
two or three times the wave-length, according to the number of 
the band. The distance between the images may be found by the 
following device. Insert a lens between them and the eye-piece, 
having "a focal length about one fourth their distance apart. 
There will be two positions, in which the images will be distinctly 
scon. Bring the cross hairs to coincide with their images, as 
formed with the lens, by moving it laterally, taking care to move 
the lens only, when focussing. In one case, the distance between 
the two luminous lines will be magnified, and in the other, dimin- 
ished, in precisely the same ratio. Accordiagly, the mean pi'o- 
portional of these two measurements will give the true distance 
with accuracy. 

To calculate the wave-lengths from these measurements, let 1> 
be the distance from the slit to the cross hairs, d the distance 
apart of the two images, and h the distance of the first band from 
the centre, equals one half the distance between tlie images on op- 
posite sides of the centre line. Then by similar triangles, since 
b and d are always very small, compared with D, it follows that 
j> : 6 = d: A the required wave-length. In the same way the 
other bands give 2/, U, etc. Repeat this measurement, with 
other positions of the eye-piece, and rays of other colors, and 
notice that the more refrangible the ray, the shorter the wave- 
length. , 

As the position of the eye-piece is varied, any given band will 
evidently lie on a hjT^rbola with the two images as foci, since it 
is the locus of a point, whose distances fi-om two Others differs by 
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a constant amount. To prove this, observe the position of one of 
the outer bands, yarying D five centimetres at a time, and repre- 
sent the results by a curve, in which D gives the abscissas, and 
an enlarged value of h, the ordinates. Construct also the theoret- 
ical curve on the same sheet. 

Now replace the eye-piece by the spectroscope, and moving it 
laterally, the bright and dark bands, in turn, fall on the slit, and 
the colors of which they are composed may then be determined 
with precision. Thus starting with the central bright band, it will 
be found to give a continuous specU-um, traversed, of course, by 
the usual solar lines. In the first black baud, all the colore disap- 
pear, then all the colors reappear, beginning with the violet, and 
as the slit is moved still further, a dark band will enter the violet 
end of the spectrum, and will traverse it, soon to be followed by a 
succession of others, whose distance apart becomes less and less, 
until finally, many are visible in the spectrum at the same time. 

Similar efiects may also be obtained with the double mirror, 
taking care that the two halves are slightly inclined, and that 
their edges meet exactly. This is accomplished by means of the 
adjusting screws. It will then form two closely adjacent images 
of any object reflected in it. Place the mirror in such a position, 
that it shall reflect two images of the slit (which is moved a 
short distance to one side) along the bank, when the bands are 
formed by intei-fereiice, precisely as with the biprisni. A dia- 
phragm must be interposed, to cut off the direct r.ays of the slit 
from the eye-piece. As the interval between the two imsiges 
diminishes, the bands become more spread out, as may be shown 
by diminishing the inclination of the two halves of the mirror, 
by means of the adjusting screws. 

90. Diffraction. 

A'pparatus. Besides the diffraction bank employed in Experi- 
ment 89, a number of brass plates are needed, which may be 
inserted in the sliding upiights, and which are perforated with 
apertures of various shapes and sizes. Thus one will cany a slit 
of adjustable width, a second a large aperture half covered by a 
plate with a vertical edge, others with two closely adjacent slits, 
a vertical wire, eirculw holes of various sizes, and some with two 
holes a short distance apart. An immense variety of effects may 
be obtained by using apertures of different shapes, and sometimes 
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a iiumbep of tkese ape photographed on a plate of glass and 
brought successively into the axis of the in.trumout. A plato 
of stas! on which » large number of equidistant fine lines arc 
rulld i. also needed, and pieces of wire gauze and lace mth 
Bouaro and heianonal meshc. The effect of those yariou. ap- 
mui-es is best stwn b, placing them in front of a telo.oop. 
directed toward an artificial eur, as m Experunent 84, or tlio 
optical circle may be used, replacing the slit by a minute circular 
aperture. 

JSxferimenl. The phenomena of diffraction arc best eiplained 
by a comparison with the similar effects produced by water. 
Suppose a long straight wave, lilie a breaker rolling in on a 
beach, encounters in its passage a rock, or the end of a break- 
water. After passing, iustead of leaving the water quite at rest 
behind the obstacle, the end of the wave will spread inwards, so 
that if the rock is small the two portions will meet after movmg 
some distance, and no portion of the .ui-fice not close to the rock 
will remain perfectly level. When the undulatory theory was 
first proposed, it was claimed by its opponents that the waves of 
li.lit would, in like manner, pass around an obstacle, so that 
shadows could not exist, and again that abeam of light could 
have no deSnito edges, since it would spread out on all sides like a 
wave of water after entering the narrow inlet to a bay. In point 
of fact, this spreading actually takes place, but as each wave is 
followed by ininions of other, simUar to it, interference takes pkce 
so that but little remains, eicept in the direction of the beam. 
In fact it i. only by Uking special precautions that the remaining 
rays can bo detected, and the phenomena then observed are 
known by the name of diffraction. 

Place the cylindrical lens, or the slit, at one end of the diffraction 
bank and throw a beam of sunlight through it. Place a screen at 
the other end, and between them the plate with the aperture half 
closed by a piece of sheet brass having a vertical edge, or a slit 
with one side removed. The shadow will now be cast upon the 
latter, and eiamining its edge closely, it will be found that a small 
amount of light has been bent mward. or inflected. Outside of 
the edge, and parallel to it, a series of colored bands or diffraction 
fringes appear, due to the partial interference of these rajs. They 
are scon on a much larger scale by means of the eye-piece, and 
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their constitution is well shown by means of the direct-vision 
spectroscope, as is the case of the'inteiference fringes. 

Now replace the other side of the slit, and as it ia gradually 
narrowed new fiinges will appear in the shadow, which finally will 
quite obscure the others, leaving an appearance very like that pro- 
duced by interference with a biprism. When the sUt is moder- 
ately naiTOW, both system of fringes are visible, tliose in the 
interior being either bright or dark-centered, according to the dis- 
tance of the screen. Next use a narrow screen, as a wire, instead 
of the slit, in the middle of the bank, when a series of fiinges will 
be obtained, both inside and outside the shadow, and varying 
their distance apart with the diameter of the wire. By using two 
slits near together, fiinges are also produced by interference as 
with the biprism. Strangely enough, these eiforts are quite in- 
dependent of the material of the slit, its thickness, or physical state. 
After verifying the above facts, measure the form of some of 
the fringes, as in the case of interference, and see if their relative 
distances from the centre agree with theory. 

When rays from a real or artificial star pass through an 
aperture, those striking the edges are difEi'acted, so that they 
are thrown off obliquely in directions dependent on their wave- 
lengths and the form of the aperture. I^ therefore, they are 
received in a telescope, the direct rays will form^bright spot, 
or image of the star, which will be surrounded with colored 
fringes or bands of very various forms. 

To begin with the simplest case, suppose the aperture cii'cular 
and of considerable size, as in a common telescope. The dif- 
fraction will be very slight, but quite perceptible, with a good 
instmment and a high power, although with a poor lens it is some- 
times obscured by the aberration. The true angular diameter 
of the fixed stars is so exceedingly small that it would be quite im- 
possible to observe their disks with any power yet employed. 
With a good telescope, however, small bright circles are seen, 
called spurious disks, which increase in diameter as the aperture 
is diminished, and which are surrounded by one or more colored 
rings, due also to difiTraction. If, now, a triangular aperture is 
interposed in front of the objective, the star is seen to be sur- 
rounded with six diverging rays, corresponding to the angles and 
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centres of the sides of the triangle, wliile a square aperture ^ves 
a star with four rays. Try, in the same way, the other apertures 
and the gjiuze, witli which a vast Yariety of curious effects may be 
obtained. On interposing the series of equidistant lines, a number 
of colored bands are seen on each side of the star, with their 
violet ends towards the centre, and their direction perpeii-Mcular 
to the lines on the glass. This effect is most important, as it 
affords a means of determining the length of a ray of light with 
the utmost pi-eoiaion, as will be described in the next experiment. 

In oil caaes the distances of the colored raya will depend on 
their w-ave-lengths, being greatest for the red and yellow, then for 
green, and least for the blue and violet. This may be shown by 
employing monochromatic light, which may be obtained by illumi- 
nating the slit or artificial star by different parts of the spectrum, 
formed by allowing a ray of sunlight to pass through a prism, or 
more simply by interposing colored glass, or employing a soda 
flame. / 

Many familiar phenomena are due to diffraction ; for example, 
the halo around a distant light seen through a window covered 
with moisture or frost, or the same effect produced on the sun or 
moon by fog. When the particles are all of nearly the same size, 
colors become visible, which may be disringuished from the ordi- 
nary large halos, both by their small size, and by noticing that in 
haloa produced by diflraction the red is always outside, while in 
haloa caused by refraction in minute crystals of ice, the red is 
always inside, aince this color has a smaller index of refractjon, 
but greater wave-length. This eflect may be produced artifl- 
cially by scattering on a plate of glass, lycopodium, or any fine 
powder whose particles are all of neariy the same size. 

91. Wave Lengths. 

Appmatus The oitieal cu-cle, and a glass plate, on which are 
ruled sevLFil thousmd, very fine, equidistant lines, at intervals of 
about one hundredth of a millimetre. Sunlight is desirable for 
this Evpeiiment, but if the day is cloudy, a soda and lithium 
flame may be emplojed instead. 

Es^eriment. One of the most important applications of diffrac- 
tion, is to the measurement of the lengths of waves of light of 
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various coloiu The fiinges obtained with screens traversed by 
very fine lines, or ^ntinga ab they aie cilled, are eniplojed for this 
purpose, and give >ery accurate lesults 

Set the two telebcopee of the optical circle oppo'^ite eich other, 
adjust them for pirillel raj**, ind plate the ghss plate on the 
centre stand between them, and at right angles to their axes. 
Reflect a ray of sunlight thiouirh the slit of the colhmntor by 
means of the miirot anl on lool ing thro I'jh the observing tele- 
scope, the following appearancef will be visible as it is moi ed from 
side to side. In the centre will be a brilliant white image of the 
slit, and on each side spectra will be seen, with their violet 
ends turned towards it. T!ie first will be bright and short, 
and each in turn fainter and longer, until finally they over- 
lap, foraiing a continuous band of light. Focus with care, and 
nearly close the slit, when the solar lines will become visible in 
each spectrum, as in a spectroscope, except that in the present 
case the red end is much more extended, the violet more crowded 
together. Care must be taken that the lines are vertical, as the 
spectra being perpendicular to them will otherwise fall out of the 
field, above on one side, and below on the otlier. The plate should 
also be perpendicular to the axis of the collimator, or an error 
will be introduced in the angular distance of the spectra. 

The foi-mation of these spectra, is explained as follows. Let JUJ 
If, 0, Fig. 64, represent the rays from the slit, after being rendered 
parallel by the lens of the collimar- 
jlf jv (J tor, BO that they shall all be in the 

same phase, or state of vibration, 
when they strike the plate of glass. 
The lines on the latter, are shown 
on a greatly enlarged scale, at A, 
-B, C, D, which represent a sectiort 
at right angles to their length. 
Being opaque, or at least only 
translucent, they divide the sur- 
face of the glass, into a number of equidistant narrow apertures, 
through which the light passes. As was proved by Huyghcns, 
each of these may be regarded as a new source of light, from 
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■which the i-aya pass out in all directions, and in general, interfere 
and neutralize ea«h other. There are, however, certain directions, 
as ^7*, in wMch the difference of path of ^IP and -B§, equals 
exactly one wave-length J, and in this case they will unite, 
d h w b p d d The ray CB will add its effect, 
ff l)y y ^o wave-lengths, and in the same 

h h y h- m he other apertures unite and pro- 
jjj t, h ectlon AP, The direction of JPIt 

g fin tve, or perpendicular to AP, and 

rawi g AF p o t he condition that light may be pro- 

d n at n he r^bt-angled triangle AFB, FB 

h qu C t^ h stance between the lines, in fra«- 

mi hm nd a he angle the ray AP maltes with the 

o m eq FAS. Then ,1 — rf sin a, fiom 

h,kw d da naybe computed. To find a, bring 
the cross-hairs of the observing telescope successively to coincide 
with the image of the slit and the given ray in the first spectrum, 
and the difference in the readings of the vernier ^ves the required 
angle; or better, read the position of the correspondii.g rays in 
the spectra on the right and left of the central image, and divide 
the difference by two. Mate a similar observation with three or 
four of the prominent lines. Suppose, now, that a is so much 
increased that AF = 'i.l', evidently light is again produced, 
which gives rise to the second spectrum on each side. The third 
and fourth spectra are accounted for in the same way. Measure 
the position of the lines before observed in all of them, and com- 
pute X from each, taking care to divide by two for the second, by 
three for the third, etc., to get the true wave-length. The mean 
of these observations should then agree closely with that given on 
page 152. If d is not given, it ehould be determined on the 
dividing en^ne, or with the microscope and spider-line microm- 

If the lines on the glass plate are well ruled, very beautifal 
spectra may be obtained, in some eases almost equal to those 
formed by the best spectroscopes. Generally the spectra on one 
side ai'e better than those on the other, probably owing to some 
want of symmetry in the two sides of the lines. Again, often 
one of the spectra will be fainter than the next beyond it, or even 
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■wanting altogether. It may be proved analytically that the mth 
spectrum will be wanting, when the ratio of the width of the 
lines to the spaces between them, ia as «. : n', and m^n -\- n'. 
That is, if the dark spaces are half as broad as the bright, w ^^ 1, 
«' ^ 2, m ^ 3, and the third spectrum will be wanting. 

92. Polarized Light. 

Apparatvs. A rhomb of Iceland spar, and examples of the five 
methods of polarizing light, that is, by reflection, by reiraction or 
by a bundle of plates set at an angle of 55°, and by the three 
methods of double refraction. These consist of a double-image 
prism, a Nicol's prism, and a tourmaline plate. Fig. 65 representa 
a form of polariscope which will be found both simple and effective. 
£ \s A plate of glass resting on a piece of black velvet, A. 
a screen of ground glass, and D a Nicol's prism. This is so 
placed that tlie angle of incidence of the ray reflected from the 
centre of £ shall be 55°, and consequently shall be totally polar- 
ized. C is a plate of glass on which the object to be examined is 
laid. Various objects should accompany this instrument, as a 
plate of selenite, some figures made of the same material, some 
pieces of nuannealed glass, and two small screw-presses by which 
small squares or rods of glass may be subjected to longitudinal 
or transverse strain. Also some lenses, glass stoppers, and other 
articles imperfectly annealed, and some spectacle lenses of quarts 
and glass. Plates of the following series of crystals should be 
provided. 1. Iceland spar cut perpendicuLir to the axis; 2, 
quartz; 3, ari-agonite; 4, topaz; 5, borax; 6, nitre ; 7, double plate 
of quartz ^ving hyperbolas ; 8, Savart's bands. This list may be 
greatly extended, and it is well to add any novelties that can be 
found, with a written description appended. All these objects 
will appear to much greater advants^e if the outside light is cnt 
of^ either by a black cloth, or by a cover fitting over the polari- 
scope, and extending from Jl to x) in the figure. 

Hxperimenl. According to the Undulatory Theory, light is 
produced by vibrations of the ether at right angles to the direc- 
tion of the ray. If, then, the latter moves vertically, all the mo- 
tions will be horizontal, and in common light, some north and 
south, othei-s east and west, and others in various intermediate 
directions, that is, in all planes passing through the ray. If; now, 
the vibrations can in any way be confined to a single plane, the 
light is sMd to be polarized, and this phme is called the plane of 
vibration of the ray. A plane peipendicular to this and passing 



c by Google 



POLARIZED LIGHT. i^Jw 

through the ray, is called the plane of polarization. It would 
be much better to have taken the latter plane as coincident with 
the former, but, unfortunately, the name was given before the 
direction of the vibrations was known. 

Although it is impossible to detect by the eye alone whether 
light is polarized or not, yet many substances affect it differently, 
according to the direction its plane bears to some line in thorn, so 
that when it emerges fi-om them, it no longer possesses the prop- 
erties of plane polarized light. To examine the effect produced, 
the ray is first passed through the polai-izer, as it is called, by -which 
all its vibrations are brought into one plane, it is then allowed to 
pass through the substance under examination, and finally tested 
by the analyzer, which may be made precisely like the polarizer, 
and is used to detect any change effected In the ray. 

There are five forms of polarizers in common use. First, by re- 
flection. When a ray of polarized light impinges on a plane 
surface of a transparent medium, the amount reflected depends on 
the dii-ection of the plane of polarization, and the angle of inci- 
dence. If the plane, is perpendicular to the plane of incidence, 
and the angle is such that the reflected and refracted rays shall bo 
perpendicular, all the light is transmitted. The angle of incidence 
is then called the angle of total polarization, and its value may be 
determined as follows. Let n be the mdex of refraction of the 
medium, i the angle of incidence, which equals the angle of reflec- 
tion, and r the angle of refraction. Then, since the reflected and 
refracted rays are at right angles, i + r — 90°, but sin i = n sin 
r^=n sin (90 - i) = n cos (^ and tang i ^^ n. Common light 
being composed of rays polarized in every plane passing through 
the beam, may be regarded as composed of two equal rays, polar- 
ized at right angles, just as all forces acting on a point in a plane 
may be divided into two components at right angles to each other. 
Regarding, then, the light as composed of two beams, one A, polar- 
ized in the plane of incidence, and the other, 3, polarized at right 
angles to it, evidently none of the latter will be reflected ; hence 
the reflected ray will be entirely composed of light polarized in the 
plane of incidence, or will be totally polarized. The value of 
* is about 55° for glass, and 53° for water. The simplest form of 
polarizer is therefore a plate of glass, on which the light impinges 
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at an angle of 55°. Commonly the lower surface is blackened, or 
black glaea is employed, but there is no advantage in this, in fact 
it is better to use several plates of clear glass, to increase tlie 
light. 

As a portion of A is turned back by the glass, evidently the 
refracted beam will be partially polarized, being composed of the 
whole of -B, and part of A. By using a number of plates, each 
will reflect a portion of A, leaving B unaffected ; the latter may 
thus be almost completely freed from A, or the light nearly 
perfectly polaiized. 

The other three polarizers depend on double reii-.iction. If a 
ray of light is allowed to pass through any crystal not of the 
monometrie system, it will be divided into two parts, one called 
the ordinary ray, which mil follow the usual laws of refraction, 
and the other, the extraordinary ray, which wiU follow new laws. 
To show this, lay a crystal of Iceland spar on a piece of paper on 
which is marked a single dot. The latter will now appear double, 
and if the crystal is turned, one image, the extraordinary, will 
revolve around the other. These two rays are found to be polar- 
ized in planes at right angles to each other, but in the present 
case are not suiEciently separated to be conveniently employed. 
They, moreover, emei^e parallel, that is, they are no move aep- 
ai-ated for distant objects than for near, since the plate being 
bounded by parallel feces, the second surface neutraUzes the angu- 
lar divergence produced by the first. To remedy this defect, 
prisms of glass and spar are cemented together in such a way 
that the refraction of one ray shall be compensated, while the 
other will pass out obliquely, ^vlng two images separated by an 
angular amount of two or three degreea. This combination is 
called a double-image prism. 

Another arrangement is the Nicol's prism, which consists of a 
rhomb of Iceland spar cut diagonally, and the two parts cemented 
together again with Canada balsam. This substance has an index 
of i-efraction greater than the extraordinary, but less than the 
ordinary ray in spar, consequently the former will pass through 
unchanged, while the iatter being totally reflected will be thrown 
out on one side, and wUl be absorbed by the black paint covering 
the prism. The light passing through will therefore be polaiized 
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in a plane passing through the ray ami the longer diagonal of the 
rhombus at the eml of tlie prism. This h called the principal 
plane, or simply the plane, of the prism. 

The fifth form of polarizer is a plate of toarmaline, cut parallel 
to the axis, which posseses the curious property of absorbing the 
ordinary ray, so that the emet^ent light is polarizeil in a plane 
parallel to its aYia, or greater diametL'r. 

Either of these instrnments may be omploytJ as a polaiizer, 
but each has its special advantages and defects. The method of 
reflection is the simplest, and a beam of any size, perfectly polar- 
ized may be obtained by it, but there is much loss of light from 
the transmitted rays, and the change of direction is often an 
objection. The bundle of glass plates give a large beam, but the 
polarization is not very perfect unless a laj^e number of plates is 
em]iloyed, and then the loss by absorption is considerable. By 
the other methods very large beams cannot be obt.-dned. The 
double image prism ^ves excellent results when the presence of 
the second beam is not objectionable, or when, as sometimes 
happens, it can be thrown out to one side of the apparatus. The 
Nieol's prism is more employed than any other polamer, but when 
of large size it is very expensive. A tourmaline plate is also good, 
but if very thin the ordinary ray is not wholly absorbed, and the 
polarization is not complete ; while if thick, the ray is strongly 
coloi-ed. Colorless tourmalines exist, but unfortunately are not 
opaque to the ordinary ray, and hence do not polarize the trans- 
mitted light. Examples of these various polarizers will be found 
on the table. 

When a ray of polarized light is viewed through a Nicol's prism, 
or other polarizer, the amount of light transmitted varies as the 
prism ia turned. Tlius allow a ray of light to pass through a 
Nicol's prism with its principal plane vertical, that is, SO that the 
transmitted light shall be polarized in a vertical plane. If this 
beam is viewed with a second Nicol's pri&m, it will be found that 
as the latter is turned, the amount of light transmitted varies, 
being greatest when its plane is vertical, and nothing or all the 
li<rht cut ofi; when the plane is horizontal. This evidently loll ows, 
since the prism then transmits only light polarized vertically. In 
intermediate positions, the amount of light is determined by 
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decomposing the ray into two at right-angles, as in the case of 
forces, only it will be proportional not to the corfne, bnt to the 
square of the cosine of the angles. Try the other polarizer, in the. 
same way, and it will be fonnd in all cases, that when their planes 
are parallel, light is trinsmitte 1 but when turned at nght-'tngles, 
or crossed, as it is ciilel, the light is out off Accordingly to 
test for polarized li_ht new the beam through aNicols |iwmor 
tourmaline, which is then tailed an anilvzer If there is no change 
of brightness of the transmitted riy the ligl t la unpolnzel, while 
if in certain positions ill the hght is cut vS, the pohnzition is 
complete \ext n ng tl e on dyzei fin 1 tl e position in wl loh 
the field sdakest, \len t plane will be i erpeniiLuhr to the 
plane of polir za on 

To apply th s to o e f n 1 ir objects, examine the b„ht re 
fleeted fron the top of mn hed table, -uid it will be fmnl to 
be strot ly po r ze 1 in a vert cal plane. Moreover, when this 
light is c t off tl e color of 1 e wood and its grain is much better 
seen. It has been p opo ed to use Nicol's prisms in this way for 
viewing o I pa t nf^a th cutt ng off the troublesome reflection. 
Sometimes he t gl t reflecte If m the front of glass cases renders 
it difficult to list n^u sh objec s within them. A Nicol's prism is 
then often very serviceable. Again, it has been proposed to use 
a Nicol's prism to cut off the light reflected by water, to render 
rocks or other objects beneath its surface moi-e visible. To show 
this effect, place a coin at the bottom of a vessel of water, or 
under several plates of glass, and allow a strong light to faU on it. 
It may then he easily seen when the polarized light is cut of^ 
althou-rh otherwise quite invisible. As another example, view the 
two dots seen through a crystal of Iceland spar, and they will be 
found polarized in planes at right-angles. If the two images are 
connected by a line, it will lie in the plane of the ordinary image, 
or fixed dot, around which the other appears to revolve. 

To view any body by polarized light, the instrument represented 
in Fig. 65, will be found both simple and effective. £ is the 
polarizer, consisting of one or more plates of glass, and D a Nicol's 
prism, serving as an analyzer which may be turned by any desired 
amount, and which is set at such an angle that the light reflected 
from the centre of B shall be totaUy polarized ; (7is a plate of 
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glass on which the object to be examined may be laid, and A a piece 
of ground glasa, to cut off the reflection of outside objects, and to 
render the field of view bright and 
unifoitn. The light reflected from 
B is polarized vertically ; accord- 
ingly, when D has its plane verti- 
cal, the field is bright, when hori- 
zontal, the field is dark. 

Suppose now, any doubly re- 
fracting medium is inserted be- 
tween the analyzer and polarizer ; 
for instance, a plate of solenite Fig. 65. 

laid upon C. The ray on entering 

the selenite is divided into two, the ordiiiary and extraor- 
dinary, polarized at right-angles, the plane of the ordinary 
passing through the axis of the crystal. The relative intensities 
of the two will depend on the position of this axis with regard to 
the phine of polarization of the ray, and may always be obtained 
by decomposing the latter into two parts; one the -ordinary ray, 
coinciding with the axis, the other at right angles to it. If the axis 
is perpendicular to the plane of polarization, evidently all the 
light will pass into the extraordinary ray, while if they coincide 
all becomes ordinary. The two intensities are equal when the 
angle between the axis and plane is 45°. Now the two rays travel 
through the crystal with unequal velocities, as is shown by their 
different indices of refraction. On emer^ng, one ray will be 
behind the other by an amount dependent on the thickness of the 
plato; for instance, one half wave-length of yellow light. The 
two rays, however, cannot interfere, since they are polarized, and 
are therefore vibrating, at r^ht-angles. Therefore the crystal 
will stiU appear coloriess to the eye. If, however, it is viewed with 
a Nieol'H prism with its plane vertical, the two rays are again 
decomposed, the horizontal components cut off, and the vertical 
portions brought together so that they can interfere. If, then, 
white light is employed, which is composed of rays of all colors, 
the yellow portion wHl be stricken out, and the remainder will be 
of the complementary color, or purple. Now turn the analyzer 
90°. The rays before cut off will now be transmitted, and vice 
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versa, accordingly the color of tlie light will be yellow. As the 
analyzer is turned from these points the coloi's become fainter and 
fainter, until at the 45° points all the rays are equally affected, and 
the light becomes white. 

In the same way, on turning the selenite plate, the two compo- 
nents ore equal only when the axis is inclined at an angle of 45°, 
in which case the interference is complete. In other positions one 
component is larger than the other, the inteiference is only partial, 
and the colors are fainter, a part of the light being white. When 
the angle becomes 0°, or the axis lies in the plane of polarization, 
all of the light passes into the oidmiry laj, none into the extra- 
ordinary, and consequently there is no interference, and the light 
is white. In the same way, when the a\is i^ petpenlicular to the 
plane of polarization, all the light enters the extraoidiniry ray, 
and the result is agMn white light Atcoidingly is the selenite is 
turned, the color becomes ftmter ^nd faintei, and di'^appeits at 
the 0° and 90° points, but on passing them does njt tssume its 
complementaiy tint. 

By varying the thickne^ of the pUte, the imount ot retard- 
ation may be varied at will, and with it the w ■ive length of the 
ray stricken out, and the color prodnced Figures are sunn,time^ 
made of selenite to represent birds or flowers, each portions hav- 
ing such a thickness that when viewed by polarized light they will 
assume their proper colors. They are then mounted in Canada 
balsam between two plates of glass, and by ordinary light being 
ti"ansparent are almost invisible. Placing them on 0, however, 
they appear in goi^eous coloi's, which disappear as the analyzer J? 
is turned, and agmn reappear in complementaiy tints, as the rota- 
tion is continued. I^ however, the selenite is turned, the colors 
lade, but reappear nncLanged. 

All transparent bodies will produce double refraction, and affect 
polarized light when subjected to unequal strains in different 
directions. In the cases mentioned above, this is effected by 
crystallization, but it may also be produced mechanically. To 
show this, place a square of glass in the small press, and lay it on 
G, turning J} so as to cut off the light, No effect is now pro- 
duced, but as soon as the glass is compressed by turning the screw, 
bright spaces appear at the points where the pressure is greatest. 
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and which as the screw is turued, increase in size, and finally 
become colored. Care must be taken not to exert too great a 
pressure or the glass may be fractured. Apply in the same way 
a transverse strain to a rod of glass with the other press, and 
sketch the appearance. Still more care is needed in this case not 
to bi-eak the glass. 

When glass is cooled suddenly the exterior contracts, and when 
the interior cools, the whole is subjected to great strain, rendering 
it veiy brittle. To remedy this, glass vessels intended for com- 
mon use are annealed, that is, heated and allowed to cool very 
slowly. Place the pieces of nnannealed gbss on C, and very 
curious and beautiful markings will appear, which vary with the 
form of the specimen, and the position of the analyzer. Common 
glass objects, as stoppers to bottles, may be tested in the same way, 
to see if they have been properly annealed. The best practical 
appUcation made of this principle, is to test lenses, as already 
mentioned in Experiment 84. "■■ ^ 

When a ray of light passes through a crystal, not of the mono- 
metric system, the eflfect produced varies with the direction. In 
the dimetric and hexagonal systems, when the ray passes through 
the crystal in the direction of its principal axis, it is not divided 
into two, or more properly, the two follow the same path but with 
different' velocities. This direction is called the optic axis of the 
crystal, and such crystals are called uniaxiaL Now place a rhomb 
of Iceland spar with its principal axis vertical, that is, so that the 
corner formed by the angles of 120° shall be uppermost, and the 
three adjacent feces equally inclined to the vertical. Now, as in 
the case of crystallographic axes, not only the line through the 
centre of the crystal, but any vertical line will be an optic axis. 
The principal section of any plane of this crystal is a vertical 
phme perpendicular to it. If the incident ray lies in a principal 
section, the extraordinary ray will lie in the plane of incidence, 
otherwise to one side of it. Ciystals of the trimetric, monoclinie, 
and trichnlc system, have two optic axes which may be inclined 
at any angle with each other. Such crystals are called biaxial. 

When hght slightly inclined to the optic axis passes through 
the cry8tal,lnterference takes place, producing brightness or dark- 
ness according to the amount of retardation, or angle of inclina^ 
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tion. If rays are allowed to pass in all directions through the 
crystal, the optic axes will he Been to be surrounded with circles 
alternately hright and dark, and colored, owing to the unequal 
wave-Iengtha of the different rays. To observe them, it will not 
do to lay the crystal on C, as the rays would then all be nearly 
paraUel, but it must be held close to 2?, and inclined fi-om side to 
side. Object No. 1 is a crystal of Iceland spar, cut perpendicular 
to the axis, and gives readily the series of rings. A back cross is 
also tbrmed with its centre in the axis which changes to white 
when the analyzer is turned 90°. In observing all these crystals, it 
■will be noticed that the rings change only when they ai'e inclined, 
and not when moved parallel to themselves, showing that the optic 
axis, as stated above, has no particular position, but is a certain 
direction. A common method of observing the rings is by 
tourmahne tongs, or two plates of tourmaline with the crystal 
placed between them, and the nearer one, or analyzer free to turn. 
Finer effects may be obtained by lenses forming a sort of micro- 
scope, but this arrangement is less simple than the above. Object 
No. 2 is a plate of quartz cnt in the same manner. Quite a differ- 
ent effect is hei-e produced, partly because the retardation is much 
less, unless the plate is very thick, and hence the rings much 
more widely spread, and partly because quartz produces what 
is called rotary polarization, that is, it twists the plane of polariza- 
tion from its original position by an amount depending on tlie color, 
and proportional to the thickness. Accordingly the plate will ap- 
pear colored, the tint vaiying as the analyzer is turned. Next try 
some biaxial crystals. No. 3 is specimen of arragonite, in which 
the two axes are visible, surrounded with colored rings, and with 
a double cross passing through them, which changes into a hyper- 
bola as the crystal is turned. No. 4 and 5 are crystals of topaz 
and boi-ax, in which the axes are so fiir separated that only one 
can be seen at a time. The other may sometimes be found by 
inclining the ciystal. No. 6 is a crystal of nitre, in which the axes 
are only separated about 5°, and hence are both easily seen 
together. The separation of the rings depends on the thickness" 
of the plate, and the difference of the ordinary and extraoi-dinaiy 
indices of refraction, and is therefore quite independent of the 
axes. Some crystals give peculiar systems of rings which vary 
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with each aiffwent specimen. Curioos effects may be obt.med by 
combming two or more pl.te, in varion, ways. Tbe most ,mpor- 
tant .re tbe following. No. 7, two plates ot quartz cut parallel to 
tbe axis, turned at right angles, and then cemented together. A 
system of equilateral byporbol.s is tbus obt«.ed with a common 
centre. No. 8 U formed of two plates cut at an angle of 4S^ w.lh 
tbe aiis, and crossed in tbo same way. Tbey g„e a .erie. o( 
rectilinear bands, tormmg in &et tbe ends of tbe byperbol.s of No. 
7 witb tbeir asymptote, to wbicb they are now paralleL This com- 
bination is known as Savarfs plate, and is important, as formms 
one of the most delicate tests for polarized light. The centre tand 
may be rendered either white or black by turning tbe analyzer 
90°. Tbey are most intense, when either parallel or perpendicular 
to tbe planes of both analyzer and polaiizer. 

93. PoLiEISCOPE. 

App<.ra,u,. A stand is employed like a Jf ""j^J »'■ ^f *f/, 
andSmuth instrument, only the circles need be <i'"f -i "» ™' 

'rSSrTdSTd- bS,'.:™re ^0^1 te^S^'Se 

Si;™=^/s-sitss;»^r?£eSsx 
:E^cd^^:i;js^c§s^?y^Na^r= 

of which a Savart's plate may be inserted, or by an Aiagos 
■""Twrlms of polarimeter a.-e employed, the test or common 

Jthr^yX-t roLtXn\reMsy;LX"^^^ 

that they may be pointed in any desired direction. 
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Mtperiment. The simplest method of detecting tlie presence 
of polarized light is by a Nicol's prism, or othur poiarizer, as 
described ill the last EKperiment. Examine in this way the light 
reflected ii'om the surface of the table, from a giass plate and 
other sonrces- Tam the Nicol until the least light is transmitted, 
and the direction of the shorter diagonal of the face of the prism 
win give the plane of polaiization. This method, however, is not 
veiy sensitive, as the variation in intensity of the light is not 
perceptible, unless a considerable proportion is polarized. A more 
delicate mstrument is the Arago polariscope. This consists of a 
tube with a square aperture at one end, and a double-image prism 
and plate of seienite at the other. The size of the apefture is 
such, that the two images of it shall be just in contact, but not 
overlapping. If, now, a ray of polarized light is viewed through 
the prism, the two images will in general assume complementary 
colors. When the line of separation of the two images is 
pai-allel or pei-pendicular to the plane of polarization, the colora 
are most strongly marked, and they disappear when the angle of 
inclination is 45°. To determine the plane of polaiization of any 
ray, iirst du-ect the instniment towards the light retieeted from 
a polished horizontal surface, turn the line of separation of the 
two images antil it is vertical, or parallel to the plane of polar- 
ization, and note the color of the right hand image. Now direct 
the tube towards the source of light and turn it until this image 
has the same color as before. The plane of polarization is then 
parallel to the line of separation. It is well to make a notch in 
one side of the square, which will then appear in a diffei-ent part 
of the two images and thus serve to distinguish them. The exaet 
direction of the plane of polarization may be found by noting 
wlien the colors are most mai'ked, or, more accurately, by bisect- 
ing tlie two positions where they disappear, each of which is 45" 
distant fi'om it. The delicacy of this instrument is much greater 
than that of a simple Nicol's prism, as with it about three or four 
per cent, of polarized I^ht can be detected. 

Sometimes the Arago polariscope is used without the tube. 
For instance, in observing the polarization of the solar corona 
daring a total eclipse, doubt was cast on the results by the strong 
polaiization of the sky. To ehminate this, the tube was removed, 
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in which 0!..e the two images of the Ay ovei-Upped, producing 
nnpolnraea hght, while the images of the corona were .epai'atod 
,0 that they appeared on a white unpolatiaid back-ground. 

A Mill more d.Ucate form of polariscope is that proposed by 
S.,art, which consists of a Nicol's prism with a double plate of 
ouart^ giving bands as described in Experiment 92, .pecjmen No. 
X Thl plate is attached to the Nicol so that the bands shall bo 
p'erpendicnlar to i« principal plane, in which ca»i, when p.r^lel 
to the plane of pol..i.atio» they will be blaok-centred, and when 
perpendicular to it, white-centred. If the bands were patallel to 
the plane of the Kicol, this effect would be reversed. It i. now 
veiT easy to determine the plane of polarization of a given ray. 
The instrument is turned uottl the band, are black^entrod, when 
their- direction marks that of the plane. The position of the latter 
is then found mote precisely by bisecting the two pomts of disap- 
pearance of the bands. This in.trament is more sensitive than 
either of the preceding, a. by it one or two per cent, of polarwd 
light can be detected. Try these diBerent instruments on vanou, 
™es of polarised Ught, a»d see if aU give the same result, tor 



sources OI poiiUiaeu iiy..^ u^" "-- o 

the direction of the plane of polarisation. For m.tance, see if the 
J —cloth is pohirized in the plane 



lieht reflected by paper, wood or cloth is pohirized m the ph 
of incidence, and if that transmitted obliquely through glas. 
polarised in a plane peirendicular to Ih. plane of refraction^ 

Now direct the telescope towards some source of polarised hght, 
and observe its plane with the simple Sicol's prism. Then push 
the slide so as to interpose the biquarts, which consists of two 
pieces of quartz joined together, one turning the ray to the nght, 
the other to the left. The two halves wiU then assume comple- 
mentary colors, unless the plane of polarisation is parallel or per- 
pendic4r to their line of junction. In the fi»t case, the color 
of both i. a sort of pale violet, in the second, yellowish browm 
Make a nnnibcr of observations of the angle of the plane, and 
"mpuu, the probable error. No, tr, the effect of the other 
quarts phite. This is composed of two wedge, of ,»»ts cemented 
?ogetli.r,«ne turning the ra, to the right, the other to the left. 
Accordingly a series of band, are produced, which disappear when 
parallel or perpendicular to the plane of polarisation Repeat the 
Observations with this plate, and compare it. probable error with 
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that of the biquartz. It will be noticed that both these devices 
require a parallel beam, while the Savart's polariscope, which needs 
a converging beam, cannot be attached to a telescope in tliis way, 
but must be placed in front of the eye-piece. In this case it cuta 
down the field of view, and is therefore inconvenient to use. 

To measure the proportion of polarized light in a given beam, 
the potatimeter is employed. This consists of a 'Savart, or other 
form of polariscope, in front of which some plates of glass are pbced, 
free to turn, so that the transmitted light may pass through 
them at ajiy desired angle. It will thus be polarized by refrac- 
tion to a greater or less extent, depending on the namber of plates, 
and the angle through which they are turned. To measure this, 
a graduated circle is attached, which may be divided either into 
degrees, or so as to give the percentage directly. The bauds 
should be placed pai-allel to the axis around which the plates tum. 
To use this instrument, set the plates at 0° and direct it towards a 
source of unpolaiized light. The field wIU now be perfectly uniform. 
Turn the plates, and the bands will appear faintly, dark-centred 
and increasing in strength with the angle. Turn the plates back 
to 0°, and direct the instrument towards the light to be examined, 
find its plane of polarization and bring the bands to a position at 
right angles to it, that is, so that they shall be most strongly light- 
centred. Now on turning the plates, they tend to neutralize the 
polaiization, since they tend to polarize it in a plane passing 
through this axis, while it is already polarized in a plane perpen- 
dicular to this. As they are turned, the bands therefoie become 
fainter and fainter, then disappear and reappear dark-centred, 
■when the angle becomes too great. At the point of disappearance, 
the polarization produced by the plates is just equal to that already 
present in the beam, the transmitted hght is therefore unpolaiized, 
and gives no bands. Take a number of readings of the point of 
disappearance, first turning the plates to the right, and then to the 
left, and reduce to percentages by means of a table which should 
accompany the instrument. 

The difficulty of computing this table with accuracy, greatly 
diminishes the value of this instrument. The theoretical formulas 
are quite complex, and of little use on account of the difficulty of 
allowing for the hght absorbed by the glass. It must therefore be 
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determined experimental ly by observing with it a beam in which 
the percentage of polarized light may be regulated at will. This 
may be accomplished either by setting a plate of glass at an angle 
of 45°, and varying the relative intensities of the reflected and re- 
fracted beams, or by reuniting two beams of variable intensity by 
means of a double-image prism. Again, if the beam is strongly 
polarized it is impossible to mate the bands disappear, unless a 
large number of plates are used, in which case the trananutted 
beam is very feeble. 

These various difficulties are obviated by the other form of 
polarimeter. As in the Arago, two adjacent unages of the square 
are formed, one polarized horizontally, the other vertically, which 
will have equal intensities if the light is uopolarized, but one of 
which will be in general, brighter than the other, when viewed by 
polarized light If now the two images are seen through a Nicol'a 
prism, their relative intensities will vary as it is turned, each dis- 
appearing when the plane of the Nicol is perpendicular to its own. 
Accordingly, certain positions can always be found, in which the 
two images will have precisely the same briglitness, and the angle 
through which the Nicol has been turned, gives a measure of their 
true relative intensities, and hence the percentage of polarized 
light present. To make the reduction, call a the angle through 
which the Nicol has been turned, A the amount of Hght polarized 
in a vertical plane, and Ji that polarized horizon- 
tally. Thus if the plane is vertical, A is greater 
than ^, and J, — ^ is the amount of free polarized 
light. .A + B being the total intensity of the 
light, their ratio gives the percentage of polariza- 
tion. When the plane of the Nicol is vertical, A 
retains its full brilliancy, which, at any other angle 
is reduced in the ratio cos*^ a. ^ is in like manner 
proportional to sin'' a. The percentage of polarized 
^ — _B _ cos' a — sin' a 
hght n therefore equals j^j^ — (.^gS „ _^ gin^ „ 

-_ (,Qg2 (^ ^n' <T ^ cos 2(1. The reduction may then be effected 

by a table of natural cosines, or by the accompanying table which 
gives the corresponding values of a and n. 

To use this instrument direct it towards the source of light to 



a. 


n. 





100.0 


5 


98.5 


10 


94.0 


15 


86.6 


20 


76.8 


■2a 


64.3 


BO 


50.0 


35 


34.2 


40 


17.4 


as 
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